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1-Function list (3/9)
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2-Button function

TUNE・SCROLL control
-⑧

PWR supply switch (Audio ON/OFF)

VOL control-⑦

Preset-Channel DOWN Key

Track DOWN Key
-⑥

Preset-Channel UP Key

Track UP Key
-⑤

Radio source （AM,FM etc） transition

（During Media source）
-④

Media source（CD,DVD,USB etc） transition

（During Radio source）-③

Play/Pause
-②

DISC EJECT
-①

FunctionTimeButton Name№

Representative model： North America

①

②

④

⑦

⑥ ⑤

③

⑧
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3-Reference
＞For vehicles sold in the U.S.A.

FCC ID: BABFT0033C

CAUTION: Radio Frequency Radiation Exposure
This equipment complies with FCC radiation exposure limits set forth for 
uncontrolled equipment and meets the FCC radio frequency (RF) Exposure 
Guidelines in Supplement C to OET65.  This equipment has very low levels of RF 
energy that it deemed to comply without maximum permissive exposure 
evaluation (MPE).  But it is desirable that it should be installed and operated with 
at least 20cm and more between the radiator and person's body (excluding 
extremities: hands, wrists, feet and ankles).

Co-location: This transmitter must not be co-located or operated in conjunction 
with any other antenna or transmitter.

This device complies with part 15 of the FCC Rules. 
Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference, and 
(2) this device must accept any interference received, including interference 
that may cause undesired operation. 

FCC WARNING
Changes or modifications not expressly approved by the party responsible for 
compliance could void the user's authority to operate the equipment.
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＞For vehicles sold in Canada

CAUTION: Radio Frequency Radiation Exposure
This equipment complies with IC radiation exposure limits set forth for uncontrolled equipment 
and meets RSS-102 of the IC radio frequency (RF) Exposure rules. This equipment has very 
low levels of RF energy that it deemed to comply without maximum permissive exposure 
evaluation (MPE).  But it is desirable that it should be installed and operated with at least 20cm 
and more between the radiator and person's body (excluding extremities: hands, wrists, feet 
and ankles).

This Category II radiocommunication device complies with Industry Canada Standard RSS-310.

Ce dispositif de radiocommunication de catégorie II respecte la norme CNR-310 d’Industrie Canada.

This device complies with Industry Canada licence-exempt RSS standard(s). 
Operation is subject to the following two conditions: (1) this device may not cause interference, 
and (2) this device must accept any interference, including interference that may cause 
undesired operation of the device.

Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio
exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne

doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage
radioélectrique subi, même si le brouillage est susceptible d'en compromettre le 

fonctionnement.

IC: 2024B-FT0033C


