
Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 8/9/2012 

WiFi 2.4GHz 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.911 mho/m; εr = 51.264; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.65, 6.65, 6.65); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Front/802.11b_ch 11/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.026 mW/g 
 

Front/802.11b_ch 11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 23.299 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 2.7990 
SAR(1 g) = 1.1 mW/g; SAR(10 g) = 0.420 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.819 mW/g 

  

 
0 dB = 1.819mW/g = 5.20 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 8/9/2012 

WiFi 5.2GHz 

Frequency: 5180 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5180 MHz; σ = 5.128 mho/m; εr = 50.017; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(4.17, 4.17, 4.17); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection), Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1119 
 

Front/802.11a_Ch 36/Area Scan (10x15x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.322 mW/g 
 

Front/802.11a_Ch 36/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 

Reference Value = 17.376 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 4.3970 
SAR(1 g) = 1.05 mW/g; SAR(10 g) = 0.285 mW/g 
Maximum value of SAR (measured) = 2.290 mW/g 

  

 
0 dB = 2.290mW/g = 7.20 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 8/9/2012 

WiFi 5.3GHz 

Frequency: 5320 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5320 MHz; σ = 5.274 mho/m; εr = 49.865; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(3.99, 3.99, 3.99); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1119 
 

Front/802.11a_Ch 64/Area Scan (10x15x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.436 mW/g 
 

Front/802.11a_Ch 64/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 

Reference Value = 18.618 V/m; Power Drift = -0.156 dB 
Peak SAR (extrapolated) = 4.6530 
SAR(1 g) = 1.09 mW/g; SAR(10 g) = 0.302 mW/g 
Maximum value of SAR (measured) = 2.304 mW/g 

  

 
0 dB = 2.300mW/g = 7.23 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 8/9/2012 

WiFi 5.5GHz 

Frequency: 5620 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5620 MHz; σ = 5.654 mho/m; εr = 49.352; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(3.44, 3.44, 3.44); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection), Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/802.11a_Ch 124/Area Scan (10x15x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.594 mW/g 
 

Front/802.11a_Ch 124/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 

Reference Value = 18.084 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 4.6610 
SAR(1 g) = 1.13 mW/g; SAR(10 g) = 0.297 mW/g 
Maximum value of SAR (measured) = 2.404 mW/g 

  

 
0 dB = 2.400mW/g = 7.60 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab C                                                                                                   Date: 8/9/2012 

WiFi 5.8GHz 

Frequency: 5745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 25.0C; Liquid Temperature: 24.0C 

Medium parameters used: f = 5745 MHz; σ = 6.139 mho/m; εr = 49.882; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 6/6/2012 
- Probe: EX3DV4 - SN3773; ConvF(3.57, 3.57, 3.57); Calibrated: 3/14/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1117 
 

Front/802.11a_Ch 149/Area Scan (10x15x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.714 mW/g 
 

Front/802.11a_Ch 149/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 

Reference Value = 18.141 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 4.9200 
SAR(1 g) = 1.15 mW/g; SAR(10 g) = 0.313 mW/g 
Maximum value of SAR (measured) = 2.396 mW/g 

  

 
0 dB = 2.400mW/g = 7.60 dB mW/g 
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