
Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 6/30/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.771 mho/m; εr = 40.945; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.64, 6.64, 6.64); Calibrated: 2/16/2012;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 (A); Type: QD000P40CC; Serial: 1602 
 

LHS/Touch_802.11b_ch 6/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.238 mW/g 
 

LHS/Touch_802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 11.436 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.387 mW/g 
SAR(1 g) = 0.205 mW/g; SAR(10 g) = 0.106 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.275 mW/g 

  

 
0 dB = 0.275 mW/g = -11.21 dB mW/g 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 6/30/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.771 mho/m; εr = 40.945; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.64, 6.64, 6.64); Calibrated: 2/16/2012;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 (A); Type: QD000P40CC; Serial: 1602 
 

LHS/Tilt_802.11b_ch 6/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.159 mW/g 
 

LHS/Tilt_802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 9.692 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 0.262 mW/g 
SAR(1 g) = 0.131 mW/g; SAR(10 g) = 0.068 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.178 mW/g 

  

 
0 dB = 0.178 mW/g = -14.99 dB mW/g 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 6/29/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.771 mho/m; εr = 40.945; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.64, 6.64, 6.64); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v5.0 (A); Type: QD000P40CC; Serial: 1602 
 

RHS/Touch_802.11b_ch 6/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.632 mW/g 
 

RHS/Touch_802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 18.476 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 1.2690 
SAR(1 g) = 0.572 mW/g; SAR(10 g) = 0.254 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.833 mW/g 

  

 
0 dB = 0.830mW/g = -1.62 dB mW/g 



Test Laboratory: UL CCS SAR Lab A                                                                               Date: 6/29/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1 
 

RHS/Touch_802.11b_ch 6/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.593 mW/g 

 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 6/29/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.771 mho/m; εr = 40.945; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.64, 6.64, 6.64); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 (A); Type: QD000P40CC; Serial: 1602 
 

RHS/Tilt_802.11b_ch 6/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.403 mW/g 
 

RHS/Tilt_802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 14.953 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 0.7960 
SAR(1 g) = 0.326 mW/g; SAR(10 g) = 0.156 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.500 mW/g 

  

 
0 dB = 0.500mW/g = -6.02 dB mW/g 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 7/6/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.91 mho/m; εr = 51.374; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.65, 6.65, 6.65); Calibrated: 2/16/2012;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/802.11b_ch 6/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.257 mW/g 
 

Rear/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 11.645 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.426 mW/g 
SAR(1 g) = 0.190 mW/g; SAR(10 g) = 0.091 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.269 mW/g 

  

 
0 dB = 0.269 mW/g = -11.40 dB mW/g 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 7/6/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.91 mho/m; εr = 51.374; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.65, 6.65, 6.65); Calibrated: 2/16/2012;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Rear/802.11b_ch 6 w/Headset/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.262 mW/g 
 

Rear/802.11b_ch 6 w/Headset/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm 
Reference Value = 11.824 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.451 mW/g 
SAR(1 g) = 0.198 mW/g; SAR(10 g) = 0.094 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.280 mW/g 

  

 
0 dB = 0.280 mW/g = -11.06 dB mW/g 



Test Laboratory: UL CCS SAR Lab A                                                                               Date: 7/6/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1 
 

Rear/802.11b_ch 6 w/Headset/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.265 mW/g 

 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 7/6/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.91 mho/m; εr = 51.374; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.65, 6.65, 6.65); Calibrated: 2/16/2012;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Front/802.11b_ch 6/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.105 mW/g 
 

Front/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 7.369 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 0.149 mW/g 
SAR(1 g) = 0.083 mW/g; SAR(10 g) = 0.047 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.108 mW/g 
 

Front/802.11b_ch 6/Zoom Scan 2 (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 7.369 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 0.111 mW/g 
SAR(1 g) = 0.061 mW/g; SAR(10 g) = 0.034 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0783 mW/g 

  

 
0 dB = 0.0783 mW/g = -22.12 dB mW/g 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 7/6/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.91 mho/m; εr = 51.374; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.65, 6.65, 6.65); Calibrated: 2/16/2012;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 1/802.11b_ch 6/Area Scan (7x8x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0963 mW/g 
 

Edge 1/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 7.124 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.166 mW/g 
SAR(1 g) = 0.084 mW/g; SAR(10 g) = 0.041 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.116 mW/g 

  

 
0 dB = 0.116 mW/g = -18.71 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 7/6/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.91 mho/m; εr = 51.374; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.65, 6.65, 6.65); Calibrated: 2/16/2012;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 2/802.11b_ch 6/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0322 mW/g 
 

Edge 2/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 3.949 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 0.045 mW/g 
SAR(1 g) = 0.022 mW/g; SAR(10 g) = 0.00989 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0321 mW/g 
 

Edge 2/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 1: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 3.949 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 0.036 mW/g 
SAR(1 g) = 0.019 mW/g; SAR(10 g) = 0.00826 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0267 mW/g 

  

 
0 dB = 0.0267 mW/g = -31.47 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab A                                                                                                   Date: 7/7/2012 

WiFi 2.4GHz 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0°C; Liquid Temperature: 23.0°C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.91 mho/m; εr = 51.374; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 3/8/2012 
- Probe: EX3DV4 - SN3772; ConvF(6.65, 6.65, 6.65); Calibrated: 2/16/2012;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1099 
 

Edge 4/802.11b_ch 6/Area Scan (8x13x1): Measurement grid: dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.222 mW/g 
 

Edge 4/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 10.766 V/m; Power Drift = -0.16 dB 
Peak SAR (extrapolated) = 0.324 mW/g 
SAR(1 g) = 0.170 mW/g; SAR(10 g) = 0.088 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.231 mW/g 

  

 
0 dB = 0.231 mW/g = -12.73 dB mW/g 

 


