
Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.903 mho/m; εr = 43.059; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.61, 8.61, 8.61); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

LHS/Touch_Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.798 mW/g 
 

LHS/Touch_Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 29.968 V/m; Power Drift = 0.0042 dB 
Peak SAR (extrapolated) = 0.8830 
SAR(1 g) = 0.737 mW/g; SAR(10 g) = 0.566 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.799 mW/g 

  

 
0 dB = 0.800mW/g = -1.94 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018 
 

LHS/Touch_Voice_ch 190/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.785 mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.903 mho/m; εr = 43.059; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.61, 8.61, 8.61); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

LHS/Tilt_Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.402 mW/g 
 

LHS/Tilt_Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 21.452 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.4590 
SAR(1 g) = 0.370 mW/g; SAR(10 g) = 0.284 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.416 mW/g 

  

 
0 dB = 0.420mW/g = -7.54 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.903 mho/m; εr = 43.059; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.61, 8.61, 8.61); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.800 mW/g 
 

RHS/Touch_Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 30.214 V/m; Power Drift = -0.0084 dB 
Peak SAR (extrapolated) = 0.9160 
SAR(1 g) = 0.702 mW/g; SAR(10 g) = 0.506 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.795 mW/g 

  

 
0 dB = 0.800mW/g = -1.94 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.903 mho/m; εr = 43.059; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.61, 8.61, 8.61); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.441 mW/g 
 

RHS/Tilt_Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 22.359 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.4980 
SAR(1 g) = 0.402 mW/g; SAR(10 g) = 0.307 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.449 mW/g 

  

 
0 dB = 0.450mW/g = -6.94 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.903 mho/m; εr = 43.059; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.61, 8.61, 8.61); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

LHS/Touch_Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.771 mW/g 
 

LHS/Touch_Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.238 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 1.1500 
SAR(1 g) = 0.675 mW/g; SAR(10 g) = 0.424 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.849 mW/g 

  

 
0 dB = 0.850mW/g = -1.41 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018 
 

LHS/Touch_Voice_ch 190/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.112 mW/g 

 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.903 mho/m; εr = 43.059; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.61, 8.61, 8.61); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

LHS/Tilt_Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.826 mW/g 
 

LHS/Tilt_Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 30.655 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.3220 
SAR(1 g) = 0.619 mW/g; SAR(10 g) = 0.339 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.818 mW/g 

  

 
0 dB = 0.820mW/g = -1.72 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.903 mho/m; εr = 43.059; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.61, 8.61, 8.61); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.518 mW/g 
 

RHS/Touch_Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.093 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.5670 
SAR(1 g) = 0.433 mW/g; SAR(10 g) = 0.323 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.491 mW/g 

  

 
0 dB = 0.490mW/g = -6.20 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.903 mho/m; εr = 43.059; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.61, 8.61, 8.61); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.487 mW/g 
 

RHS/Tilt_Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 23.479 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.7610 
SAR(1 g) = 0.397 mW/g; SAR(10 g) = 0.225 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.511 mW/g 

  

 
0 dB = 0.510mW/g = -5.85 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 824.4 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 825 MHz; σ = 0.963 mho/m; εr = 52.612; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/Voice_Ch 128/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.792 mW/g 
 

Rear/Voice_Ch 128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 29.338 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.9280 
SAR(1 g) = 0.702 mW/g; SAR(10 g) = 0.500 mW/g 
Maximum value of SAR (measured) = 0.804 mW/g 

  

 
0 dB = 0.800mW/g = -1.94 dB mW/g 

 

 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.976 mho/m; εr = 52.631; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/Voice_Ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.942 mW/g 
 

Rear/Voice_Ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 31.489 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 1.0900 
SAR(1 g) = 0.821 mW/g; SAR(10 g) = 0.604 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.936 mW/g 

  

 
0 dB = 0.940mW/g = -0.54 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 848.8 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 848.8 MHz; σ = 0.987 mho/m; εr = 52.573; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/Voice_Ch 251/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.997 mW/g 
 

Rear/Voice_Ch 251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 32.196 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 1.1660 
SAR(1 g) = 0.866 mW/g; SAR(10 g) = 0.635 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 

  

 
0 dB = 1.000mW/g = 0 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 848.8 MHz; Duty Cycle: 1:8.00018 
 

Rear/Voice_Ch 251/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.976 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 848.8 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 848.8 MHz; σ = 0.987 mho/m; εr = 52.573; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/Voice_Ch 251 w/Headset/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.506 mW/g 
 

Rear/Voice_Ch 251 w/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.866 V/m; Power Drift = 0.0035 dB 
Peak SAR (extrapolated) = 0.6280 
SAR(1 g) = 0.425 mW/g; SAR(10 g) = 0.282 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.512 mW/g 

  

 
0 dB = 0.510mW/g = -5.85 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.830 mW/g 
 

Front/Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 29.147 V/m; Power Drift = -0.0063 dB 
Peak SAR (extrapolated) = 0.9300 
SAR(1 g) = 0.739 mW/g; SAR(10 g) = 0.556 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.831 mW/g 

  

 
0 dB = 0.830mW/g = -1.62 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.264 mW/g 
 

Rear/Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 16.548 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.3260 
SAR(1 g) = 0.236 mW/g; SAR(10 g) = 0.167 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.272 mW/g 

  

 
0 dB = 0.270mW/g = -11.37 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018 
 

Rear/Voice_ch 190/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.263 mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/Voice_ch 190 w/Headset/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.255 mW/g 
 

Rear/Voice_ch 190 w/Headset/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 16.307 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.3250 
SAR(1 g) = 0.235 mW/g; SAR(10 g) = 0.161 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.271 mW/g 

  

 
0 dB = 0.270mW/g = -11.37 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:8.00018; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/Voice_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.206 mW/g 
 

Front/Voice_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.657 V/m; Power Drift = 0.00011 dB 
Peak SAR (extrapolated) = 0.2520 
SAR(1 g) = 0.184 mW/g; SAR(10 g) = 0.133 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.213 mW/g 

  

 
0 dB = 0.210mW/g = -13.56 dB mW/g 

 

 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 824.4 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 825 MHz; σ = 0.963 mho/m; εr = 52.612; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/GPRS 2 Slots_ch 128/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.985 mW/g 
 

Rear/GPRS 2 Slots_ch 128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 32.466 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 1.1310 
SAR(1 g) = 0.867 mW/g; SAR(10 g) = 0.623 mW/g 
Maximum value of SAR (measured) = 0.983 mW/g 

  

 
0 dB = 0.980mW/g = -0.18 dB mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.976 mho/m; εr = 52.631; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/GPRS 2 Slots_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.077 mW/g 
 

Rear/GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 33.520 V/m; Power Drift = 0.0043 dB 
Peak SAR (extrapolated) = 1.2420 
SAR(1 g) = 0.940 mW/g; SAR(10 g) = 0.668 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.078 mW/g 

  

 
0 dB = 1.080mW/g = 0.67 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 848.8 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 848.8 MHz; σ = 0.987 mho/m; εr = 52.573; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/GPRS 2 Slots_ch 251/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.206 mW/g 
 

Rear/GPRS 2 Slots_ch 251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 35.385 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.3850 
SAR(1 g) = 1.04 mW/g; SAR(10 g) = 0.738 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.194 mW/g 

  

 
0 dB = 1.190mW/g = 1.51 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 848.8 MHz; Duty Cycle: 1:4.00037 
 

Rear/GPRS 2 Slots_ch 251/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, dz=5mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.211 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 824.4 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 825 MHz; σ = 0.976 mho/m; εr = 54.959; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/GPRS 2 Slots_ch 128/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.921 mW/g 
 

Front/GPRS 2 Slots_ch 128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 31.090 V/m; Power Drift = -0.0049 dB 
Peak SAR (extrapolated) = 1.0560 
SAR(1 g) = 0.822 mW/g; SAR(10 g) = 0.618 mW/g 
Maximum value of SAR (measured) = 0.931 mW/g 

  

 
0 dB = 0.930mW/g = -0.63 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/GPRS 2 Slots_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.932 mW/g 
 

Front/GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 31.145 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 1.0890 
SAR(1 g) = 0.844 mW/g; SAR(10 g) = 0.634 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.957 mW/g 

  

 
0 dB = 0.960mW/g = -0.35 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 848.8 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 848.8 MHz; σ = 1.005 mho/m; εr = 54.818; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/GPRS 2 Slots_ch 251/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.053 mW/g 
 

Front/GPRS 2 Slots_ch 251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 32.676 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 1.2010 
SAR(1 g) = 0.950 mW/g; SAR(10 g) = 0.713 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.071 mW/g 

  

 
0 dB = 1.070mW/g = 0.59 dB mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/GPRS 2 Slots_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.619 mW/g 
 

Edge 2/GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.390 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.8070 
SAR(1 g) = 0.553 mW/g; SAR(10 g) = 0.372 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.665 mW/g 

  

 
0 dB = 0.670mW/g = -3.48 dB mW/g 

 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 3/GPRS 2 Slots_ch 190/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.148 mW/g 
 

Edge 3/GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 12.260 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 0.2270 
SAR(1 g) = 0.133 mW/g; SAR(10 g) = 0.076 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.171 mW/g 

  

 
0 dB = 0.170mW/g = -15.39 dB mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/28/2012 

GSM850 (Primary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.965 mho/m; εr = 52.582; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/GPSRS 2 Slots_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.780 mW/g 
 

Edge 4/GPSRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.509 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.9530 
SAR(1 g) = 0.676 mW/g; SAR(10 g) = 0.464 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.799 mW/g 

  

 
0 dB = 0.800mW/g = -1.94 dB mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Rear/GPRS 2 Slots_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.493 mW/g 
 

Rear/GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.657 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.6150 
SAR(1 g) = 0.442 mW/g; SAR(10 g) = 0.314 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.515 mW/g 

  

 
0 dB = 0.520mW/g = -5.68 dB mW/g 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Front/GPRS 2 Slots_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.398 mW/g 
 

Front/GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.408 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.4700 
SAR(1 g) = 0.353 mW/g; SAR(10 g) = 0.255 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.405 mW/g 

  

 
0 dB = 0.400mW/g = -7.96 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 1/GPRS 2 Slots_ch 190/Area Scan (7x7x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.274 mW/g 
 

Edge 1/GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 16.843 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.4240 
SAR(1 g) = 0.227 mW/g; SAR(10 g) = 0.116 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.294 mW/g 

  

 
0 dB = 0.290mW/g = -10.75 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 2/GPSRS 2 Slots_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.405 mW/g 
 

Edge 2/GPSRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.519 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.4980 
SAR(1 g) = 0.350 mW/g; SAR(10 g) = 0.241 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.418 mW/g 

  

 
0 dB = 0.420mW/g = -7.54 dB mW/g 

 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/31/2012 

GSM850 (Secondary Antenna) 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.989 mho/m; εr = 54.802; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Edge 4/GPRS 2 Slots_ch 190/Area Scan (7x11x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.136 mW/g 
 

Edge 4/GPRS 2 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 11.846 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.1780 
SAR(1 g) = 0.121 mW/g; SAR(10 g) = 0.080 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.146 mW/g 

  

 
0 dB = 0.150mW/g = -16.48 dB mW/g 
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