
Name: GSM-FDD (TDMA, GMSK)

Group: GSM
UID: 10021

PAR: 1 9.40 dB
PMF: 2 9.39 dB
MIF: 2 3.60 dB

Standard Reference: ETSI TS 100 909 V8.9.0 (2005-01)
FCC OET KDB 941225, D03 and D04

Category: Periodic pulsed modulation
Modulation: GMSK
Frequency Band: GSM 450 (450.4-457.6 MHz, 20016)

GSM 480 (478.8-486.0 MHz, 20017)
GSM 710 (698.0-716.0 MHz, 20018)
GSM 750 (747.0-763.0 MHz, 20019)
GSM 850 (824.0-849.0 MHz, 20021)
P-GSM 900 (890.0-915.0 MHz, 20022)
E-GSM 900 (880.0-915.0 MHz, 20023)
R-GSM 900 (876.0-915.0 MHz, 20024)
DCS 1800 (1710.0-1785.0 MHz, 20026)
PCS 1900 (1850.0-1910.0 MHz, 20027)

Detailed Specification: Active Slot: TN0
Data: PN9 continuous
Frame: composed out of 8 Slots
Multiframe: 13th (PTCCH) and 26th (IDLE) Frame set blank
Slottype & -timing: Normal burst for GMSK

Bandwidth: 0.4 MHz
Integration Time: 119.8 ms

1 PAR in accordance with FCC KDB 971168, Section 6.0 ”‘Measurement of the Peak-to-Average Power Ratio (PAPR)”’
2 Probe Modulation Factor (PMF) and Modulation Interference Factor (MIF) value valid only in conjunction with advanced probe

response linearization calibration for the same communication system (same UID and version).
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