
Plot No. 1 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 10:11:10 PM 

GSM 850 ANT 1 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpo ed): f = 836.6 MHz; σ = 0.937 S/m; εr = 43.287; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(9.75, 9.75, 9.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

RHS/Touch_GPRS 2 Slots_ch. 190/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpo ed medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.108 W/kg 
 
dy=8mm, dz=5mm 
Reference Value = 10.859 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapo ed) = 0.122 W/kg 
SAR(1 g) = 0.101 W/kg; SAR(10 g) = 0.078 W/kg 
Info: Interpo ed medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.110 W/kg 

  

 
0 dB = 0.110 W/kg = -9.59 dBW/kg 

 

  



Plot No. 2 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 4:20:44 PM 

GSM850 ANT 1 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.979 S/m; εr = 53.483; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/GPRS 2 slots_ch 190/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.372 W/kg 
 

Rear/GPRS 2 slots_ch 190/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 19.333 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.527 W/kg 
SAR(1 g) = 0.300 W/kg; SAR(10 g) = 0.197 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.373 W/kg 

  

 
0 dB = 0.373 W/kg = -4.28 dBW/kg 

 

  



Plot No. 3 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/1/2018 12:22:36 AM 

GSM 850 ANT 2 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.935 S/m; εr = 42.039; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(9.95, 9.95, 9.95); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

RHS/Touch_GPRS 2 Slots_ch. 190/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.274 W/kg 
 

RHS/Touch_GPRS 2 Slots_ch. 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 16.91 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 0.354 W/kg 
SAR(1 g) = 0.226 W/kg; SAR(10 g) = 0.155 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.263 W/kg 

  

 
0 dB = 0.263 W/kg = -5.80 dBW/kg 

 

  



Plot No. 4 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/1/2018 3:21:00 AM 

GSM850 ANT 2 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.964 S/m; εr = 53.998; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(10.04, 10.04, 10.04); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Rear/GPRS 2 slots_ch 190/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.213 W/kg 
 

Rear/GPRS 2 slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 15.01 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.288 W/kg 
SAR(1 g) = 0.194 W/kg; SAR(10 g) = 0.123 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.236 W/kg 

  

 
0 dB = 0.236 W/kg = -6.27 dBW/kg 

 

  



Plot No. 5 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/6/2018 4:04:06 AM 

GSM1900 ANT 1 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; εr = 38.988; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(8.53, 8.53, 8.53); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

RHS/Touch_GPRS 2 slots_ch 661/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.211 W/kg 
 

RHS/Touch_GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.27 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 0.275 W/kg 
SAR(1 g) = 0.181 W/kg; SAR(10 g) = 0.114 W/kg 
Maximum value of SAR (measured) = 0.212 W/kg 

  

 
0 dB = 0.212 W/kg = -6.74 dBW/kg 

 

  



Plot No. 6 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/6/2018 5:57:28 PM 

GSM1900 ANT 1 

Frequency: 1909.8 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.527 S/m; εr = 55.605; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018, ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/GPRS 2 slots_ch 810/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.20 W/kg 
 

Rear/GPRS 2 slots_ch 810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.48 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 1.93 W/kg 
SAR(1 g) = 0.942 W/kg; SAR(10 g) = 0.426 W/kg 
Maximum value of SAR (measured) = 1.30 W/kg 

  

 
0 dB = 1.30 W/kg = 1.14 dBW/kg 

 

  



Plot No. 7 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/29/2018 2:51:56 PM 

GSM 1900 ANT 2 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.424 S/m; εr = 38.954; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_GPRS 2 slots_ch 661/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.735 W/kg 
 

RHS/Touch_GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 22.698 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.39 W/kg 
SAR(1 g) = 0.641 W/kg; SAR(10 g) = 0.349 W/kg 
Maximum value of SAR (measured) = 0.875 W/kg 

  

 
0 dB = 0.875 W/kg = -0.58 dBW/kg 

 

  



Plot No. 8 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/7/2018 2:49:30 PM,  

GSM 1900 ANT 2 

Frequency: 1850.2 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1850.2 MHz; σ = 1.464 S/m; εr = 55.648; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018, ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/GPRS 2 slots_ch 512/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.687 W/kg 
 

Rear/GPRS 2 slots_ch 512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 21.81 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.45 W/kg 
SAR(1 g) = 0.675 W/kg; SAR(10 g) = 0.314 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.979 W/kg 

  

 
0 dB = 0.979 W/kg = -0.09 dBW/kg 

 

  



Plot No. 9 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/6/2018 5:55:38 AM 

GSM1900 ANT 3 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; εr = 38.988; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(8.53, 8.53, 8.53); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

LHS/Touch_GPRS 2 slots_ch 661/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.236 W/kg 
 

LHS/Touch_GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.90 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.316 W/kg 
SAR(1 g) = 0.209 W/kg; SAR(10 g) = 0.132 W/kg 
Maximum value of SAR (measured) = 0.248 W/kg 

  

 
0 dB = 0.248 W/kg = -6.06 dBW/kg 

 

  



Plot No. 10 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/6/2018 6:52:12 PM 

GSM1900 ANT 3 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.509 S/m; εr = 55.616; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018, ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/GPRS 2 slots_ch 661/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.16 W/kg 
 

Rear/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.11 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 1.98 W/kg 
SAR(1 g) = 0.967 W/kg; SAR(10 g) = 0.489 W/kg 
Maximum value of SAR (measured) = 1.26 W/kg 

  

 
0 dB = 1.26 W/kg = 1.00 dBW/kg 

 

  



Plot No. 11 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/7/2018 1:42:30 AM 

GSM1900 ANT 4 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.391 S/m; εr = 40.553; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

LHS/Touch_GPRS 2 slots_ch 661/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.704 W/kg 
 

LHS/Touch_GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 23.110 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 1.06 W/kg 
SAR(1 g) = 0.537 W/kg; SAR(10 g) = 0.287 W/kg 
Maximum value of SAR (measured) = 0.748 W/kg 

  

 
0 dB = 0.748 W/kg = -1.26 dBW/kg 

 

  



Plot No. 12 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/7/2018 1:06:16 PM,  

GSM 1900 ANT 4 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.509 S/m; εr = 55.616; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018, ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/GPRS 2 slots_ch 661/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.676 W/kg 
 

Rear/GPRS 2 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 21.46 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 1.13 W/kg 
SAR(1 g) = 0.554 W/kg; SAR(10 g) = 0.269 W/kg 
Maximum value of SAR (measured) = 0.815 W/kg 

  

 
0 dB = 0.815 W/kg = -0.89 dBW/kg 

 

  



Plot No. 13 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/27/2018 10:12:02 PM 

W-CDMA Band II ANT 1 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.424 S/m; εr = 38.954; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_Rel. 99 RMC_ch 9400/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.400 W/kg 
 

RHS/Touch_Rel. 99 RMC_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 17.204 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 0.469 W/kg 
SAR(1 g) = 0.321 W/kg; SAR(10 g) = 0.205 W/kg 
Maximum value of SAR (measured) = 0.373 W/kg 

  

 
0 dB = 0.373 W/kg = -4.28 dBW/kg 

 

  



Plot No. 14 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/7/2018 6:23:02 AM 

W-CDMA Band II ANT 1 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.569 S/m; εr = 51.441; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/Rel. 99 RMC_ch 9538/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.07 W/kg 
 

Rear/Rel. 99 RMC_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.99 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 2.04 W/kg 
SAR(1 g) = 0.988 W/kg; SAR(10 g) = 0.438 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.47 W/kg 

  

 
0 dB = 1.47 W/kg = 1.67 dBW/kg 

 

  



Plot No. 15 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/13/2018 3:18:22 AM 

W-CDMA Band II ANT 1 

Frequency: 1852.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1852.4 MHz; σ = 1.536 S/m; εr = 55.883; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(8.12, 8.12, 8.12); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Edge 3/Rel. 99 RMC_ch 9262/Area Scan (6x10x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.914 W/kg 
 

Edge 3/Rel. 99 RMC_ch 9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.21 V/m; Power Drift = -0.17 dB 
Peak SAR (extrapolated) = 1.92 W/kg 
SAR(1 g) = 0.986 W/kg; SAR(10 g) = 0.472 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.39 W/kg 

  

 
0 dB = 1.39 W/kg = 1.43 dBW/kg 

 

  



Plot No. 16 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/29/2018 7:05:35 PM,  

W-CDMA Band II ANT 2 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.436 S/m; εr = 38.919; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018, ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_Rel. 99 RMC_ch 9538/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.995 W/kg 
 

RHS/Touch_Rel. 99 RMC_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 26.48 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 1.88 W/kg 
SAR(1 g) = 0.844 W/kg; SAR(10 g) = 0.462 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.19 W/kg 

  

 
0 dB = 1.19 W/kg = 0.76 dBW/kg 

 

  



Plot No. 17 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/8/2018 5:56:43 PM 

W-CDMA Band II ANT 2 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.536 S/m; εr = 51.494; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/Q19.25_Rel. 99 RMC_ch 9400/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.899 W/kg 
 

Rear/Q19.25_Rel. 99 RMC_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 24.602 V/m; Power Drift = 0.00 dB 
Peak SAR (extrapolated) = 1.99 W/kg 
SAR(1 g) = 0.863 W/kg; SAR(10 g) = 0.368 W/kg 
Maximum value of SAR (measured) = 1.25 W/kg 

  

 
0 dB = 1.25 W/kg = 0.97 dBW/kg 

 

  



Plot No. 18 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/27/2018 7:29:06 PM 

W-CDMA Band II ANT 3 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.424 S/m; εr = 38.954; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

LHS/Touch_Rel. 99 RMC_ch 9400/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.669 W/kg 
 

LHS/Touch_Rel. 99 RMC_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 21.086 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 0.807 W/kg 
SAR(1 g) = 0.531 W/kg; SAR(10 g) = 0.338 W/kg 
Maximum value of SAR (measured) = 0.636 W/kg 

  

 
0 dB = 0.636 W/kg = -1.97 dBW/kg 

 

  



Plot No. 19 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/7/2018 10:45:17 PM 

W-CDMA Band II ANT 3 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.569 S/m; εr = 51.441; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/Rel. 99 RMC_ch 9538/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.01 W/kg 
 

Rear/Rel. 99 RMC_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.063 V/m; Power Drift = -0.18 dB 
Peak SAR (extrapolated) = 1.62 W/kg 
SAR(1 g) = 0.802 W/kg; SAR(10 g) = 0.410 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.05 W/kg 

  

 
0 dB = 1.05 W/kg = 0.21 dBW/kg 

 

  



Plot No. 20 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/30/2018 12:41:21 AM 

W-CDMA Band II ANT 4 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.436 S/m; εr = 38.919; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

LHS/Touch_Rel. 99 RMC_ch 9538/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.943 W/kg 
 

LHS/Touch_Rel. 99 RMC_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 25.298 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 1.59 W/kg 
SAR(1 g) = 0.846 W/kg; SAR(10 g) = 0.450 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.25 W/kg 

  

 
0 dB = 1.25 W/kg = 0.97 dBW/kg 

 

  



Plot No. 21 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/13/2018 1:04:19 AM 

W-CDMA Band II ANT 4 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.567 S/m; εr = 55.741; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(8.12, 8.12, 8.12); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Rear/Rel. 99 RMC_ch 9400/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.865 W/kg 
 

Rear/Rel. 99 RMC_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 23.80 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 1.43 W/kg 
SAR(1 g) = 0.662 W/kg; SAR(10 g) = 0.327 W/kg 
Maximum value of SAR (measured) = 0.989 W/kg 

  

 
0 dB = 0.989 W/kg = -0.05 dBW/kg 

 

  



Plot No. 22 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/8/2018 3:43:55 PM 

W-CDMA Band II ANT 4 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.569 S/m; εr = 51.441; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Edge 2/Rel. 99 RMC_ch 9538/Area Scan (6x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.899 W/kg 
 

Edge 2/Rel. 99 RMC_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.134 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 1.60 W/kg 
SAR(1 g) = 0.877 W/kg; SAR(10 g) = 0.415 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.21 W/kg 

  

 
0 dB = 1.21 W/kg = 0.83 dBW/kg 

 

  



Plot No. 23 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/28/2018 4:40:45 AM 

W-CDMA Band IV ANT 1 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.402 S/m; εr = 40.749; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018, ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1629 
 

RHS/Touch_RMC Rel. 99_ch 1413/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.188 W/kg 
 

RHS/Touch_RMC Rel. 99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 11.70 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.228 W/kg 
SAR(1 g) = 0.160 W/kg; SAR(10 g) = 0.106 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.186 W/kg 

  

 
0 dB = 0.186 W/kg = -7.30 dBW/kg 

 

  



Plot No. 24 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/17/2018 4:48:09 AM 

W-CDMA Band IV ANT 1 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.468 S/m; εr = 53.042; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 

Rear/RMC Rel. 99_ch 1413/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.15 W/kg 
 

Rear/RMC Rel. 99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.26 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.45 W/kg 
SAR(1 g) = 0.740 W/kg; SAR(10 g) = 0.359 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.20 W/kg 

  

 
0 dB = 1.20 W/kg = 0.79 dBW/kg 

 

  



Plot No. 25 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/2/2018 5:54:39 PM,  

W-CDMA Band IV ANT 1 

Frequency: 1752.6 MHz; Duty Cycle: 1:1.95434;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1752.6 MHz; σ = 1.526 S/m; εr = 51.185; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Edge 3/RMC Rel. 99_ch 1513/Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.02 W/kg 
 

Edge 3/RMC Rel. 99_ch 1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.75 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 1.93 W/kg 
SAR(1 g) = 0.925 W/kg; SAR(10 g) = 0.424 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.55 W/kg 

  

 
0 dB = 1.55 W/kg = 1.90 dBW/kg 

 

  



Plot No. 26 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/29/2018 8:26:46 PM,  

W-CDMA Band IV ANT 2 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.402 S/m; εr = 40.749; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018, ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1629 
 

RHS/Tilt_RMC Rel. 99_ch 1413/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.16 W/kg 
 

RHS/Tilt_RMC Rel. 99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 29.98 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 2.08 W/kg 
SAR(1 g) = 0.992 W/kg; SAR(10 g) = 0.486 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.44 W/kg 

  

 
0 dB = 1.44 W/kg = 1.58 dBW/kg 

 

  



Plot No. 27 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/6/2018 12:30:24 AM,  

W-CDMA Band IV ANT 2 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.545 S/m; εr = 51.561; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/RMC Rel. 99_ch 1413/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.03 W/kg 
 

Rear/RMC Rel. 99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 23.55 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 1.55 W/kg 
SAR(1 g) = 0.722 W/kg; SAR(10 g) = 0.339 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.23 W/kg 

  

 
0 dB = 1.23 W/kg = 0.90 dBW/kg 

 

  



Plot No. 28 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/5/2018 11:01:50 PM,  

W-CDMA Band IV ANT 2 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.545 S/m; εr = 51.561; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Edge 1/RMC Rel. 99_ch 1413/Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.741 W/kg 
 

Edge 1/RMC Rel. 99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.50 V/m; Power Drift = 0.18 dB 
Peak SAR (extrapolated) = 1.47 W/kg 
SAR(1 g) = 0.778 W/kg; SAR(10 g) = 0.385 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.22 W/kg 

  

 
0 dB = 1.22 W/kg = 0.86 dBW/kg 

 

  



Plot No. 29 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/28/2018 12:09:05 AM 

W-CDMA Band IV ANT 3 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.402 S/m; εr = 40.749; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018, ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1629 
 

LHS/Touch_RMC Rel. 99_ch 1413/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.406 W/kg 
 

LHS/Touch_RMC Rel. 99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 14.75 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 0.520 W/kg 
SAR(1 g) = 0.356 W/kg; SAR(10 g) = 0.235 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.423 W/kg 

  

 
0 dB = 0.423 W/kg = -3.74 dBW/kg 

 

  



Plot No. 30 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/2/2018 6:59:04 PM 

W-CDMA Band IV ANT 3 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.507 S/m; εr = 51.234; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/RMC Rel. 99_ch 1413/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.00 W/kg 
 

Rear/RMC Rel. 99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.98 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 1.70 W/kg 
SAR(1 g) = 0.826 W/kg; SAR(10 g) = 0.447 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.10 W/kg 

  

 
0 dB = 1.10 W/kg = 0.41 dBW/kg 

 

  



Plot No. 31 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/29/2018 5:11:21 PM,  

W-CDMA Band IV ANT 4 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.402 S/m; εr = 40.749; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018, ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1629 
 

LHS/Touch_RMC Rel. 99_ch 1413/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.02 W/kg 
 

LHS/Touch_RMC Rel. 99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 28.39 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.67 W/kg 
SAR(1 g) = 0.832 W/kg; SAR(10 g) = 0.450 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.20 W/kg 

  

 
0 dB = 1.20 W/kg = 0.79 dBW/kg 

 

  



Plot No. 32 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/12/2018 5:53:47 PM,  

W-CDMA Band IV ANT 4 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.455 S/m; εr = 54.128; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/RMC Rel. 99_ch 1413/Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.37 W/kg 
 

Rear/RMC Rel. 99_ch 1413/Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.71 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 1.89 W/kg 
SAR(1 g) = 0.892 W/kg; SAR(10 g) = 0.453 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.40 W/kg 

  

 
0 dB = 1.40 W/kg = 1.46 dBW/kg 

 

  



Plot No. 33 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/26/2018 3:21:56 PM 

W-CDMA Band V ANT 1 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.937 S/m; εr = 43.287; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(9.75, 9.75, 9.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

RHS/Touch_RMC Rel. 99_ch 4183/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.225 W/kg 
 

RHS/Touch_RMC Rel. 99_ch 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.666 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.258 W/kg 
SAR(1 g) = 0.211 W/kg; SAR(10 g) = 0.162 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.234 W/kg 

  

 
0 dB = 0.234 W/kg = -6.31 dBW/kg 

 

  



Plot No. 34 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 8:14:47 PM 

W-CDMA Band V ANT 1 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.979 S/m; εr = 53.483; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/RMC Rel. 99_ch 4183/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.605 W/kg 
 

Rear/RMC Rel. 99_ch 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 21.359 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.840 W/kg 
SAR(1 g) = 0.487 W/kg; SAR(10 g) = 0.307 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.588 W/kg 

  

 
0 dB = 0.588 W/kg = -2.31 dBW/kg 

 

  



Plot No. 35 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/30/2018 11:39:38 PM 

W-CDMA Band V ANT 2 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.925 S/m; εr = 42.442; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(9.75, 9.75, 9.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

RHS/Touch_RMC Rel. 99_ch 4183/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.595 W/kg 
 

RHS/Touch_RMC Rel. 99_ch 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 25.779 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.887 W/kg 
SAR(1 g) = 0.548 W/kg; SAR(10 g) = 0.371 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.645 W/kg 

  

 
0 dB = 0.645 W/kg = -1.90 dBW/kg 

 

  



Plot No. 36 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 7/1/2018 12:28:22 AM 

W-CDMA Band V ANT 2 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.988 S/m; εr = 53.308; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/RMC Rel. 99_ch 4183/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.588 W/kg 
 

Rear/RMC Rel. 99_ch 4183/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.586 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.853 W/kg 
SAR(1 g) = 0.542 W/kg; SAR(10 g) = 0.337 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.659 W/kg 

  

 
0 dB = 0.659 W/kg = -1.81 dBW/kg 

 

  



Plot No. 37 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 1:22:01 AM 

CDMA BC0 ANT 1 

Frequency: 836.52 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.937 S/m; εr = 43.286; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(9.75, 9.75, 9.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

RHS/Touch_1xRTT RC0 SO55 ch. 384/Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.288 W/kg 
 

RHS/Touch_1xRTT RC0 SO55 ch. 384/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 18.174 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.321 W/kg 
SAR(1 g) = 0.251 W/kg; SAR(10 g) = 0.196 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.295 W/kg 

  

 
0 dB = 0.295 W/kg = -5.30 dBW/kg 

 

  



Plot No. 38 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 3:51:05 AM 

CDMA BC0 ANT 1 

Frequency: 836.52 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.979 S/m; εr = 53.483; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/1xRTT RC3 SO32_ch 384/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.460 W/kg 
 

Rear/1xRTT RC3 SO32_ch 384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.016 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.652 W/kg 
SAR(1 g) = 0.385 W/kg; SAR(10 g) = 0.242 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.474 W/kg 

  

 
0 dB = 0.474 W/kg = -3.24 dBW/kg 

 

  



Plot No. 39 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/30/2018 4:51:12 AM 

CDMA BC0 ANT 2 

Frequency: 836.52 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.925 S/m; εr = 42.442; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(9.75, 9.75, 9.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

RHS/Touch_1xRTT RC3 SO55_ch 384/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.937 W/kg 
 

RHS/Touch_1xRTT RC3 SO55_ch 384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 32.44 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 1.16 W/kg 
SAR(1 g) = 0.828 W/kg; SAR(10 g) = 0.578 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.943 W/kg 

  

 
0 dB = 0.943 W/kg = -0.25 dBW/kg 

 

  



Plot No. 40 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/30/2018 6:43:09 AM 

CDMA BC0 ANT 2 

Frequency: 836.52 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.988 S/m; εr = 53.309; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/1xRTT RC3 SO32_ch 384/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.870 W/kg 
 

Rear/1xRTT RC3 SO32_ch 384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.894 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 1.23 W/kg 
SAR(1 g) = 0.794 W/kg; SAR(10 g) = 0.501 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.955 W/kg 

  

 
0 dB = 0.955 W/kg = -0.20 dBW/kg 

 

  



Plot No. 41 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/28/2018 1:40:48 AM 

CDMA BC1 ANT 1 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.424 S/m; εr = 38.954; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_1xRTT_RC3 SO55_ch 600/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.350 W/kg 
 

RHS/Touch_1xRTT_RC3 SO55_ch 600/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.693 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 0.482 W/kg 
SAR(1 g) = 0.328 W/kg; SAR(10 g) = 0.209 W/kg 
Maximum value of SAR (measured) = 0.389 W/kg 

  

 
0 dB = 0.389 W/kg = -4.10 dBW/kg 

 

  



Plot No. 42 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/13/2018 5:00:59 AM 

CDMA BC1 ANT 1 

Frequency: 1851.25 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1851.25 MHz; σ = 1.495 S/m; εr = 52.755; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA001BB; Serial: 1121 
 

Edge 3/1xRTT_RC3 SO32_ch 25/Area Scan (6x9x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.06 W/kg 
 

Edge 3/1xRTT_RC3 SO32_ch 25/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.743 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 1.89 W/kg 
SAR(1 g) = 0.987 W/kg; SAR(10 g) = 0.474 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.39 W/kg 

  

 
0 dB = 1.39 W/kg = 1.43 dBW/kg 

 

  



Plot No. 43 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/30/2018 3:30:50 AM 

CDMA BC1 ANT 2 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.424 S/m; εr = 38.954; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_1xRTT_RC3 SO55_ch 600/Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.09 W/kg 
 

RHS/Touch_1xRTT_RC3 SO55_ch 600/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 28.318 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 1.90 W/kg 
SAR(1 g) = 0.905 W/kg; SAR(10 g) = 0.504 W/kg 
Maximum value of SAR (measured) = 1.26 W/kg 

  

 
0 dB = 1.26 W/kg = 1.00 dBW/kg 

 

  



Plot No. 44 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/7/2018 3:26:26 AM 

CDMA BC1 ANT 2 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.509 S/m; εr = 55.616; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018, ConvF(7.22, 7.22, 7.22); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/1xRTT_RC3 SO32_ch 600/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.18 W/kg 
 

Rear/1xRTT_RC3 SO32_ch 600/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.39 V/m; Power Drift = 0.19 dB 
Peak SAR (extrapolated) = 1.92 W/kg 
SAR(1 g) = 0.861 W/kg; SAR(10 g) = 0.387 W/kg 
Maximum value of SAR (measured) = 1.19 W/kg 

  

 
0 dB = 1.19 W/kg = 0.76 dBW/kg 

 

  



Plot No. 45 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 12:09:39 AM 

CDMA BC10 ANT 1 

Frequency: 820 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 820 MHz; σ = 0.929 S/m; εr = 43.345; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(9.75, 9.75, 9.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

RHS/Touch_1xRTT RC0 SO55_ch 560/Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.243 W/kg 
 

RHS/Touch_1xRTT RC0 SO55_ch 560/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 16.194 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.277 W/kg 
SAR(1 g) = 0.226 W/kg; SAR(10 g) = 0.178 W/kg 
Maximum value of SAR (measured) = 0.250 W/kg 

  

 
0 dB = 0.250 W/kg = -6.02 dBW/kg 

 

  



Plot No. 46 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 7:44:43 AM 

CDMA BC10 ANT 1 

Frequency: 820 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 820 MHz; σ = 0.963 S/m; εr = 53.559; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/1xRTT_RC3 SO32_ch 560/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.342 W/kg 
 

Rear/1xRTT_RC3 SO32_ch 560/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 14.210 V/m; Power Drift = -0.17 dB 
Peak SAR (extrapolated) = 0.460 W/kg 
SAR(1 g) = 0.270 W/kg; SAR(10 g) = 0.166 W/kg 
Maximum value of SAR (measured) = 0.335 W/kg 

  

 
0 dB = 0.335 W/kg = -4.75 dBW/kg 

 

  



Plot No. 47 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 6:33:21 AM 

CDMA BC10 ANT 1 

Frequency: 820 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 820 MHz; σ = 0.963 S/m; εr = 53.559; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Edge 2/1xRTT_RC3 SO32_ch 560/Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.374 W/kg 
 

Edge 2/1xRTT_RC3 SO32_ch 560/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 20.616 V/m; Power Drift = -0.17 dB 
Peak SAR (extrapolated) = 0.547 W/kg 
SAR(1 g) = 0.367 W/kg; SAR(10 g) = 0.244 W/kg 
Maximum value of SAR (measured) = 0.445 W/kg 

  

 
0 dB = 0.445 W/kg = -3.52 dBW/kg 

 

  



Plot No. 48 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 7/6/2018 3:25:13 PM,  

CDMA BC10 ANT 2 

Frequency: 820 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 820 MHz; σ = 0.905 S/m; εr = 42.328; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(9.94, 9.94, 9.94) @ 820 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

RHS/Touch_1xEVDO Rel. 0_ch 560/Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.665 W/kg 
 

RHS/Touch_1xEVDO Rel. 0_ch 560/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 27.20 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 0.952 W/kg 
SAR(1 g) = 0.603 W/kg; SAR(10 g) = 0.422 W/kg 
Maximum value of SAR (measured) = 0.709 W/kg 

  

 
0 dB = 0.709 W/kg = -1.49 dBW/kg 

 

  



Plot No. 49 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/30/2018 1:14:05 PM 

CDMA BC10 ANT 2 

Frequency: 820 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 820 MHz; σ = 0.972 S/m; εr = 53.51; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/1xRTT_RC3 SO32_ch 560/Area Scan (10x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.655 W/kg 
 

Rear/1xRTT_RC3 SO32_ch 560/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.345 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.956 W/kg 
SAR(1 g) = 0.582 W/kg; SAR(10 g) = 0.359 W/kg 
Maximum value of SAR (measured) = 0.720 W/kg 

  

 
0 dB = 0.720 W/kg = -1.43 dBW/kg 

 

  



Plot No. 50 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/26/2018 9:08:20 AM 

LTE Band 7 ANT 1 

Frequency: 2535 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2535 MHz; σ = 1.954 S/m; εr = 39.297; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.89, 7.89, 7.89); Calibrated: 4/24/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

RHS/Touch_QPSK RB 1,49 Ch 21100/Area Scan (9x15x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.700 W/kg 
 

RHS/Touch_QPSK RB 1,49 Ch 21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 17.46 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.884 W/kg 
SAR(1 g) = 0.471 W/kg; SAR(10 g) = 0.252 W/kg 
Maximum value of SAR (measured) = 0.722 W/kg 

  

 
0 dB = 0.722 W/kg = -1.41 dBW/kg 

 

  



Plot No. 51 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/10/2018 1:41:46 AM 

LTE Band 7 ANT 1 

Frequency: 2560 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2560 MHz; σ = 2.167 S/m; εr = 50.841; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.96, 7.96, 7.96); Calibrated: 4/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1099 
 

Rear/QPSK_RB 50,24_ch 23150/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.30 W/kg 
 

Rear/QPSK_RB 50,24_ch 23150/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 22.74 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 2.35 W/kg 
SAR(1 g) = 0.934 W/kg; SAR(10 g) = 0.389 W/kg 
Maximum value of SAR (measured) = 1.40 W/kg 

  

 
0 dB = 1.40 W/kg = 1.46 dBW/kg 

 

  



Plot No. 52 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/10/2018 8:38:30 PM 

LTE Band 7 ANT 1 

Frequency: 2535 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2535 MHz; σ = 2.137 S/m; εr = 50.905; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.96, 7.96, 7.96); Calibrated: 4/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1099 
 

Edge 2/QPSK_RB 1,49_ch 21100/Area Scan (7x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.40 W/kg 
 

Edge 2/QPSK_RB 1,49_ch 21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 32.90 V/m; Power Drift = 0.19 dB 
Peak SAR (extrapolated) = 2.62 W/kg 
SAR(1 g) = 0.951 W/kg; SAR(10 g) = 0.370 W/kg 
Maximum value of SAR (measured) = 1.53 W/kg 

  

 
0 dB = 1.53 W/kg = 1.85 dBW/kg 

 

  



Plot No. 53 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/5/2018 2:34:49 PM 

LTE Band 7 ANT 2 

Frequency: 2560 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2560 MHz; σ = 1.873 S/m; εr = 40.031; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.89, 7.89, 7.89); Calibrated: 4/24/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

RHS/Tilt_QPSK RB 1,49 Ch 21350/Area Scan (10x15x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.39 W/kg 
 

RHS/Tilt_QPSK RB 1,49 Ch 21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 23.03 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 2.48 W/kg 
SAR(1 g) = 0.855 W/kg; SAR(10 g) = 0.339 W/kg 
Maximum value of SAR (measured) = 1.76 W/kg 

  

 
0 dB = 1.76 W/kg = 2.46 dBW/kg 

 

  



Plot No. 54 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                                                              Date: 7/8/2018 

LTE Band 7 ANT 2 

Frequency: 2535 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2535 MHz; σ = 2.148 S/m; εr = 52.656; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(7.59, 7.59, 7.59); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/QPSK_RB 1/49_ch 21100/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.08 W/kg 
 

Rear/QPSK_RB 1/49_ch 21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 22.669 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 2.34 W/kg 
SAR(1 g) = 0.873 W/kg; SAR(10 g) = 0.331 W/kg 
Maximum value of SAR (measured) = 1.29 W/kg 

  

 
0 dB = 1.29 W/kg = 1.11 dBW/kg 

 

  



Plot No. 55 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 7/12/2018 7:17:16 PM,  

LTE Band 7 ANT 3 

Frequency: 2535 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2535 MHz; σ = 1.87 S/m; εr = 37.895; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(7.46, 7.46, 7.46) @ 2535 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

LHS_Flat/Touch_QPSK RB 1,49 Ch 21100/Area Scan (11x17x1): Measurement grid: dx=12mm, 

dy=12mm 
Maximum value of SAR (measured) = 0.206 W/kg 
 

LHS_Flat/Touch_QPSK RB 1,49 Ch 21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: 

dx=5mm, dy=5mm, dz=5mm 
Reference Value = 9.668 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.244 W/kg 
SAR(1 g) = 0.135 W/kg; SAR(10 g) = 0.076 W/kg 
Maximum value of SAR (measured) = 0.202 W/kg 

  

 
0 dB = 0.202 W/kg = -6.95 dBW/kg 

 

  



Plot No. 56 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/10/2018 9:15:28 AM 

LTE Band 7 ANT 3 

Frequency: 2510 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2510 MHz; σ = 2.101 S/m; εr = 50.965; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.96, 7.96, 7.96); Calibrated: 4/24/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1099 
 

Rear/QPSK RB 1,49 Ch 20850/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.24 W/kg 
 

Rear/QPSK RB 1,49 Ch 20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 22.51 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 2.65 W/kg 
SAR(1 g) = 0.976 W/kg; SAR(10 g) = 0.376 W/kg 
Maximum value of SAR (measured) = 2.02 W/kg 

  

 
0 dB = 2.02 W/kg = 3.05 dBW/kg 

 

  



Plot No. 57 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/5/2018 6:11:11 PM 

LTE Band 7 ANT 4 

Frequency: 2535 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2535 MHz; σ = 1.844 S/m; εr = 40.102; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.89, 7.89, 7.89); Calibrated: 4/24/2018;  
- Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

LHS/Touch_QPSK RB 50,24 Ch 21100/Area Scan (10x16x1): Measurement grid: dx=12mm, 

dy=12mm 
Maximum value of SAR (measured) = 1.46 W/kg 
 

LHS/Touch_QPSK RB 50,24 Ch 21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 25.22 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 2.01 W/kg 
SAR(1 g) = 0.866 W/kg; SAR(10 g) = 0.383 W/kg 
Maximum value of SAR (measured) = 1.48 W/kg 

  

 
0 dB = 1.48 W/kg = 1.70 dBW/kg 

 

  



Plot No. 58 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                                                              Date: 7/9/2018 

LTE Band 7 ANT 4 

Frequency: 2535 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2535 MHz; σ = 2.148 S/m; εr = 52.656; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(7.59, 7.59, 7.59); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/QPSK_RB 1/49_ch 21100/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.10 W/kg 
 

Rear/QPSK_RB 1/49_ch 21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 23.189 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 1.95 W/kg 
SAR(1 g) = 0.868 W/kg; SAR(10 g) = 0.394 W/kg 
Maximum value of SAR (measured) = 1.24 W/kg 

  

 
0 dB = 1.24 W/kg = 0.93 dBW/kg 

 

  



Plot No. 59 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/28/2018 1:17:40 AM 

LTE Band 12 ANT 1 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.885 S/m; εr = 43.53; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.58, 10.58, 10.58); Calibrated: 4/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

RHS/Touch_QPSK RB 1,24 Ch 23095/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.232 W/kg 
 

RHS/Touch_QPSK RB 1,24 Ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 16.375 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.258 W/kg 
SAR(1 g) = 0.211 W/kg; SAR(10 g) = 0.168 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.230 W/kg 

  

 
0 dB = 0.230 W/kg = -6.38 dBW/kg 

 

  



Plot No. 60 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/28/2018 4:33:37 PM 

LTE Band 12 ANT 1 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.885 S/m; εr = 43.53; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.58, 10.58, 10.58); Calibrated: 4/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V8.0 (20deg probe tilt) Back; Type: QD OVA 004 AA; Serial: 2080 
 

Rear/QPSK RB 1,24 Ch 23095/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.797 W/kg 
 

Rear/QPSK RB 1,24 Ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 29.867 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 1.26 W/kg 
SAR(1 g) = 0.670 W/kg; SAR(10 g) = 0.436 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.855 W/kg 

  

 
0 dB = 0.855 W/kg = -0.68 dBW/kg 

 

  



Plot No. 61 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/30/2018 5:58:53 PM 

LTE Band 12 ANT 2 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.883 S/m; εr = 42.579; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.58, 10.58, 10.58) @ 707.5 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

RHS/Touch_QPSK RB 1,24 Ch 23095/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.506 W/kg 
 

RHS/Touch_QPSK RB 1,24 Ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 24.40 V/m; Power Drift = 0.00 dB 
Peak SAR (extrapolated) = 0.723 W/kg 
SAR(1 g) = 0.461 W/kg; SAR(10 g) = 0.307 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.550 W/kg 

  

 
0 dB = 0.550 W/kg = -2.60 dBW/kg 

 

  



Plot No. 62 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/29/2018 3:52:44 PM 

LTE Band 12 ANT 2 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.912 S/m; εr = 57.274; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.32, 10.32, 10.32) @ 707.5 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V8.0 (20deg probe tilt) Back; Type: QD OVA 004 AA; Serial: 2080 
 

Rear/QPSK RB 1,24 Ch 23095/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.430 W/kg 
 

Rear/QPSK RB 1,24 Ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 21.97 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.553 W/kg 
SAR(1 g) = 0.334 W/kg; SAR(10 g) = 0.210 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.410 W/kg 

  

 
0 dB = 0.410 W/kg = -3.87 dBW/kg 

 
  



Plot No. 63 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/29/2018 5:28:17 PM 

LTE Band 12 ANT 2 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.912 S/m; εr = 57.274; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.32, 10.32, 10.32) @ 707.5 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V8.0 (20deg probe tilt) Back; Type: QD OVA 004 AA; Serial: 2080 
 

Edge 4/QPSK RB 1,24 Ch 23095/Area Scan (5x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.614 W/kg 
 

Edge 4/QPSK RB 1,24 Ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.12 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.770 W/kg 
SAR(1 g) = 0.518 W/kg; SAR(10 g) = 0.350 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.626 W/kg 

  

 
0 dB = 0.626 W/kg = -2.03 dBW/kg 

 

  



Plot No. 64 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/28/2018 4:28:04 AM 

LTE Band 13 ANT 1 

Frequency: 782 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.913 S/m; εr = 43.253; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.58, 10.58, 10.58) @ 782 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

RHS/Touch_QPSK RB 1,24 Ch 23230/Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.246 W/kg 
 

RHS/Touch_QPSK RB 1,24 Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 16.75 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.276 W/kg 
SAR(1 g) = 0.227 W/kg; SAR(10 g) = 0.179 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.249 W/kg 

  

 
0 dB = 0.249 W/kg = -6.04 dBW/kg 

 

  



Plot No. 65 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/28/2018 7:36:09 PM 

LTE Band 13 ANT 1 

Frequency: 782 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.978 S/m; εr = 54.062; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.32, 10.32, 10.32) @ 782 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V8.0 (20deg probe tilt) Back; Type: QD OVA 004 AA; Serial: 2080 
 

Rear/QPSK RB 1,24 Ch 23230/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.869 W/kg 
 

Rear/QPSK RB 1,24 Ch 23230/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 30.15 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.31 W/kg 
SAR(1 g) = 0.771 W/kg; SAR(10 g) = 0.497 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.936 W/kg 

  

 
0 dB = 0.936 W/kg = -0.29 dBW/kg 

 

  



Plot No. 66 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/30/2018 7:34:41 PM 

LTE Band 13 ANT 2 

Frequency: 782 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.906 S/m; εr = 42.392; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.58, 10.58, 10.58) @ 782 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

RHS/Touch_QPSK RB 1,24 Ch 23230/Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.597 W/kg 
 

RHS/Touch_QPSK RB 1,24 Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 25.85 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.803 W/kg 
SAR(1 g) = 0.533 W/kg; SAR(10 g) = 0.379 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.600 W/kg 

  

 
0 dB = 0.600 W/kg = -2.22 dBW/kg 

 

  



Plot No. 67 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/29/2018 6:07:08 PM 

LTE Band 13 ANT 2 

Frequency: 782 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 782 MHz; σ = 0.989 S/m; εr = 56.456; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.32, 10.32, 10.32) @ 782 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V8.0 (20deg probe tilt) Back; Type: QD OVA 004 AA; Serial: 2080 
 

Rear/QPSK RB 1,24 Ch 23230/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.617 W/kg 
 

Rear/QPSK RB 1,24 Ch 23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.30 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.862 W/kg 
SAR(1 g) = 0.525 W/kg; SAR(10 g) = 0.327 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.630 W/kg 

  

 
0 dB = 0.630 W/kg = -2.01 dBW/kg 

 

  



Plot No. 68 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/28/2018 3:11:15 PM 

LTE Band 14 ANT 1 

Frequency: 793 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 793 MHz; σ = 0.914 S/m; εr = 43.262; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.58, 10.58, 10.58) @ 793 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

RHS/Touch_QPSK RB 1,24 Ch 23330/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.285 W/kg 
 

RHS/Touch_QPSK RB 1,24 Ch 23330/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 17.48 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 0.313 W/kg 
SAR(1 g) = 0.248 W/kg; SAR(10 g) = 0.193 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.293 W/kg 

  

 
0 dB = 0.293 W/kg = -5.33 dBW/kg 

 

  



Plot No. 69 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/28/2018 11:22:08 AM 

LTE Band 14 ANT 1 

Frequency: 793 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 793 MHz; σ = 0.987 S/m; εr = 53.938; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.32, 10.32, 10.32) @ 793 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: ELI V8.0 (20deg probe tilt) Back; Type: QD OVA 004 AA; Serial: 2080 
 

Rear/QPSK RB 1,24 Ch 23330/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.00 W/kg 
 

Rear/QPSK RB 1,24 Ch 23330/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 28.07 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 1.37 W/kg 
SAR(1 g) = 0.729 W/kg; SAR(10 g) = 0.462 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.06 W/kg 

  

 
0 dB = 1.06 W/kg = 0.25 dBW/kg 

 

  



Plot No. 70 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/30/2018 3:03:45 AM 

LTE Band 14 ANT 2 

Frequency: 793 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 793 MHz; σ = 0.912 S/m; εr = 42.36; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.58, 10.58, 10.58) @ 793 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

RHS/Touch_QPSK RB 1,24 Ch 23330/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.627 W/kg 
 

RHS/Touch_QPSK RB 1,24 Ch 23330/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 25.56 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.866 W/kg 
SAR(1 g) = 0.525 W/kg; SAR(10 g) = 0.347 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.715 W/kg 

  

 
0 dB = 0.715 W/kg = -1.46 dBW/kg 

 

  



Plot No. 71 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 6/29/2018 10:41:42 PM 

LTE Band 14 ANT 2 

Frequency: 793 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 793 MHz; σ = 1.001 S/m; εr = 56.33; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(10.32, 10.32, 10.32) @ 793 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: ELI V8.0 (20deg probe tilt) Back; Type: QD OVA 004 AA; Serial: 2080 
 

Rear/QPSK RB 1,24 Ch 23330/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.764 W/kg 
 

Rear/QPSK RB 1,24 Ch 23330/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.59 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 1.09 W/kg 
SAR(1 g) = 0.552 W/kg; SAR(10 g) = 0.335 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.829 W/kg 

  

 
0 dB = 0.829 W/kg = -0.81 dBW/kg 

 

  



Plot No. 72 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/27/2018 10:39:34 AM 

LTE Band 25 ANT 1 

Frequency: 1882.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.424 S/m; εr = 38.955; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_QPSK RB 1,49 Ch 26365/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.306 W/kg 
 

RHS/Touch_QPSK RB 1,49 Ch 26365/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.773 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 0.405 W/kg 
SAR(1 g) = 0.275 W/kg; SAR(10 g) = 0.175 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.332 W/kg 

  

 
0 dB = 0.332 W/kg = -4.79 dBW/kg 

 

  



Plot No. 73 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/3/2018 9:46:00 PM 

LTE Band 25 ANT 1 

Frequency: 1905 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1905 MHz; σ = 1.507 S/m; εr = 52.441; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK RB 50,24 Ch 26590/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.22 W/kg 
 

Rear/QPSK RB 50,24 Ch 26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.32 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 1.97 W/kg 
SAR(1 g) = 0.947 W/kg; SAR(10 g) = 0.424 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.36 W/kg 

  

 
0 dB = 1.36 W/kg = 1.34 dBW/kg 

 

  



Plot No. 74 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/13/2018 10:17:45 PM 

LTE Band 25 ANT 1 

Frequency: 1860 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1860 MHz; σ = 1.543 S/m; εr = 55.851; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(8.12, 8.12, 8.12); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Edge 3/QPSK RB 1,49 Ch 26140/Area Scan (6x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.833 W/kg 
 

Edge 3/QPSK RB 1,49 Ch 26140/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.09 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 1.88 W/kg 
SAR(1 g) = 0.962 W/kg; SAR(10 g) = 0.461 W/kg 
Maximum value of SAR (measured) = 1.37 W/kg 

  

 
0 dB = 1.37 W/kg = 1.37 dBW/kg 

 

  



Plot No. 75 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/29/2018 4:01:59 AM 

LTE Band 25 ANT 2 

Frequency: 1882.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.424 S/m; εr = 38.955; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

RHS/Touch_QPSK RB 1,49 Ch 26365/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.07 W/kg 
 

RHS/Touch_QPSK RB 1,49 Ch 26365/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 28.263 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.92 W/kg 
SAR(1 g) = 0.878 W/kg; SAR(10 g) = 0.488 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.24 W/kg 

  

 
0 dB = 1.24 W/kg = 0.93 dBW/kg 

 

  



Plot No. 76 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                         Date/Time: 7/7/2018 6:39:49 PM 

LTE Band 25 ANT 2 

Frequency: 1882.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.538 S/m; εr = 51.471; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK RB 50,24 Ch 26365/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.933 W/kg 
 

Rear/QPSK RB 50,24 Ch 26365/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.30 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 1.77 W/kg 
SAR(1 g) = 0.767 W/kg; SAR(10 g) = 0.331 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.21 W/kg 

  

 
0 dB = 1.21 W/kg = 0.83 dBW/kg 

 

  



Plot No. 77 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/27/2018 3:35:19 PM 

LTE Band 25 ANT 3 

Frequency: 1882.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.424 S/m; εr = 38.955; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

LHS/Touch_QPSK RB 1,49 Ch 26365/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.590 W/kg 
 

LHS/Touch_QPSK RB 1,49 Ch 26365/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 20.410 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 0.747 W/kg 
SAR(1 g) = 0.508 W/kg; SAR(10 g) = 0.328 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.603 W/kg 

  

 
0 dB = 0.603 W/kg = -2.20 dBW/kg 

 

  



Plot No. 78 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/5/2018 9:25:11 PM 

LTE Band 25 ANT 3 

Frequency: 1905 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1905 MHz; σ = 1.507 S/m; εr = 52.441; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK RB 1,49 Ch 26590/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.01 W/kg 
 

Rear/QPSK RB 1,49 Ch 26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.03 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 1.84 W/kg 
SAR(1 g) = 0.925 W/kg; SAR(10 g) = 0.482 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.20 W/kg 

  

 
0 dB = 1.20 W/kg = 0.79 dBW/kg 

 

  



Plot No. 79 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 6/29/2018 9:31:08 AM 

LTE Band 25 ANT 4 

Frequency: 1905 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1905 MHz; σ = 1.433 S/m; εr = 38.925; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.66, 7.66, 7.66); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM v4.0(A); Type: QD000P40CD; Serial: 1632 
 

LHS/Touch_QPSK RB 1,49 Ch 26590/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.932 W/kg 
 

LHS/Touch_QPSK RB 1,49 Ch 26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 26.356 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 1.66 W/kg 
SAR(1 g) = 0.889 W/kg; SAR(10 g) = 0.471 W/kg 
Maximum value of SAR (measured) = 1.31 W/kg 

  

 
0 dB = 1.31 W/kg = 1.17 dBW/kg 

 

  



Plot No. 80 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 7/12/2018 2:05:16 AM 

LTE Band 25 ANT 4 

Frequency: 1882.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.567 S/m; εr = 55.718; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(8.12, 8.12, 8.12); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Rear/QPSK RB 1,49 Ch 26365/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.681 W/kg 
 

Rear/QPSK RB 1,49 Ch 26365/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 21.13 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 1.17 W/kg 
SAR(1 g) = 0.587 W/kg; SAR(10 g) = 0.302 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.760 W/kg 

  

 
0 dB = 0.760 W/kg = -1.19 dBW/kg 

 

  



Plot No. 81 

 

Test Laboratory: UL Verification Services Inc. SAR Lab C                                        Date/Time: 7/8/2018 7:44:01 AM 

LTE Band 25 ANT 4 

Frequency: 1882.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.538 S/m; εr = 51.471; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1472; Calibrated: 3/8/2018 
- Probe: EX3DV4 - SN3749; ConvF(7.17, 7.17, 7.17); Calibrated: 1/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Edge 2/QPSK RB 1,49 Ch 26365/Area Scan (6x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.791 W/kg 
 

Edge 2/QPSK RB 1,49 Ch 26365/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.88 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 1.39 W/kg 
SAR(1 g) = 0.766 W/kg; SAR(10 g) = 0.367 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.950 W/kg 

  

 
0 dB = 0.950 W/kg = -0.22 dBW/kg 

 

  



Plot No. 82 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/26/2018 1:47:24 PM 

LTE Band 26 ANT 1 

Frequency: 831.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 831.5 MHz; σ = 0.934 S/m; εr = 43.303; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(9.75, 9.75, 9.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

RHS/Touch_QPSK RB 1,24 Ch 26865/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.232 W/kg 
 

RHS/Touch_QPSK RB 1,24 Ch 26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.846 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.254 W/kg 
SAR(1 g) = 0.209 W/kg; SAR(10 g) = 0.164 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.230 W/kg 

  

 
0 dB = 0.230 W/kg = -6.38 dBW/kg 

 

  



Plot No. 83 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/27/2018 2:30:01 PM 

LTE Band 26 ANT 1 

Frequency: 831.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 831.5 MHz; σ = 0.975 S/m; εr = 53.476; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(10.02, 10.02, 10.02); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QD OVA 002 AA; Serial: 1196 
 

Rear/QPSK RB 1,24 Ch 26865/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.600 W/kg 
 

Rear/QPSK RB 1,24 Ch 26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.130 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.820 W/kg 
SAR(1 g) = 0.482 W/kg; SAR(10 g) = 0.307 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.592 W/kg 

  

 
0 dB = 0.592 W/kg = -2.28 dBW/kg 

 

  



Plot No. 84 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 3                                         Date/Time: 6/30/2018 7:23:39 PM 

LTE Band 26 ANT 2 

Frequency: 831.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 831.5 MHz; σ = 0.927 S/m; εr = 42.435; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 5/11/2018 
- Probe: EX3DV4 - SN7335; ConvF(9.75, 9.75, 9.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

RHS/Touch_QPSK RB 1,24 Ch 26865/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.768 W/kg 
 

RHS/Touch_QPSK RB 1,24 Ch 26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 28.386 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.06 W/kg 
SAR(1 g) = 0.682 W/kg; SAR(10 g) = 0.455 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.829 W/kg 

  

 
0 dB = 0.829 W/kg = -0.81 dBW/kg 

 

  



Plot No. 85 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 4                                         Date/Time: 6/29/2018 3:53:26 PM 

LTE Band 26 ANT 2 

Frequency: 831.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 831.5 MHz; σ = 0.958 S/m; εr = 53.948; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1343; Calibrated: 8/21/2017 
- Probe: EX3DV4 - SN3871; ConvF(10.04, 10.04, 10.04); Calibrated: 8/23/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 A; Type: SM 000 T01 DA; Serial: TP:1247 
 

Rear/QPSK RB 1,24 Ch 26865/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.616 W/kg 
 

Rear/QPSK RB 1,24 Ch 26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 25.71 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.803 W/kg 
SAR(1 g) = 0.521 W/kg; SAR(10 g) = 0.322 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.614 W/kg 

  

 
0 dB = 0.614 W/kg = -2.12 dBW/kg 

 

  



Plot No. 86 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 6/27/2018 11:59:21 PM 

LTE Band 30 ANT 1 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.736 S/m; εr = 38.019; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.93, 7.93, 7.93); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1772 
 

RHS/Touch_QPSK_RB 1/24_ch 27710/Area Scan (10x16x1): Measurement grid: dx=12mm, 

dy=12mm 
Maximum value of SAR (measured) = 0.470 W/kg 
 

RHS/Touch_QPSK_RB 1/24_ch 27710/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 16.72 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.662 W/kg 
SAR(1 g) = 0.388 W/kg; SAR(10 g) = 0.218 W/kg 
Maximum value of SAR (measured) = 0.497 W/kg 

  

 
0 dB = 0.497 W/kg = -3.04 dBW/kg 

  



Plot No. 87 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/5/2018 11:07:19 AM 

LTE Band 30 ANT 1 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.836 S/m; εr = 53.07; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.7, 7.7, 7.7); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/20.25_QPSK_RB 1/24_ch 27710/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.45 W/kg 
 

Rear/20.25_QPSK_RB 1/24_ch 27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 28.45 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 2.20 W/kg 
SAR(1 g) = 0.964 W/kg; SAR(10 g) = 0.406 W/kg 
Maximum value of SAR (measured) = 1.40 W/kg 

  

 
0 dB = 1.40 W/kg = 1.46 dBW/kg 

 

  



Plot No. 88 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 6/29/2018 2:17:55 AM 

LTE Band 30 ANT 2 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.736 S/m; εr = 38.019; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.93, 7.93, 7.93); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1772 
 

RHS/Touch_QPSK_RB 50/0_ch 27710/Area Scan (11x18x1): Measurement grid: dx=12mm, 

dy=12mm 
Maximum value of SAR (measured) = 1.17 W/kg 
 

RHS/Touch_QPSK_RB 50/0_ch 27710/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 26.51 V/m; Power Drift = -0.16 dB 
Peak SAR (extrapolated) = 2.31 W/kg 
SAR(1 g) = 0.941 W/kg; SAR(10 g) = 0.396 W/kg 
Maximum value of SAR (measured) = 1.45 W/kg 

  

 
0 dB = 1.45 W/kg = 1.61 dBW/kg 

 

  



Plot No. 89 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/10/2018 11:07:50 PM 

LTE Band 30 ANT 2 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.877 S/m; εr = 51.435; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.7, 7.7, 7.7); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK_RB 50/0_ch 27710/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.09 W/kg 
 

Rear/QPSK_RB 50/0_ch 27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 23.19 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 1.86 W/kg 
SAR(1 g) = 0.777 W/kg; SAR(10 g) = 0.342 W/kg 
Maximum value of SAR (measured) = 1.21 W/kg 

  

 
0 dB = 1.21 W/kg = 0.83 dBW/kg 

 

  



Plot No. 90 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 6/27/2018 2:51:16 PM 

LTE Band 30 ANT 3 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.729 S/m; εr = 39.188; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.93, 7.93, 7.93); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1772 
 

LHS/Touch_QPSK_RB 1/24_ch 27710/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.524 W/kg 
 

LHS/Touch_QPSK_RB 1/24_ch 27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 16.62 V/m; Power Drift = 0.18 dB 
Peak SAR (extrapolated) = 0.778 W/kg 
SAR(1 g) = 0.445 W/kg; SAR(10 g) = 0.256 W/kg 
Maximum value of SAR (measured) = 0.580 W/kg 

  

 
0 dB = 0.580 W/kg = -2.37 dBW/kg 

 

  



Plot No. 91 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/14/2018 11:46:05 PM 

LTE Band 30 Ant 3 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.871 S/m; εr = 51.481; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.7, 7.7, 7.7); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK_RB 50/0_ch 27710 q20.5/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.17 W/kg 
 

Rear/QPSK_RB 50/0_ch 27710 q20.5/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 24.76 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.97 W/kg 
SAR(1 g) = 0.914 W/kg; SAR(10 g) = 0.400 W/kg 
Maximum value of SAR (measured) = 1.31 W/kg 

  

 
0 dB = 1.31 W/kg = 1.17 dBW/kg 

 

  



Plot No. 92 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 6/29/2018 6:01:33 AM 

LTE Band 30 ANT 4 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.736 S/m; εr = 38.019; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.93, 7.93, 7.93); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: SAM with CRP v5.0; Type: QD000P40CD; Serial: 1772 
 

LHS/Touch_QPSK_RB 1/24_ch 27710/Area Scan (11x18x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.34 W/kg 
 

LHS/Touch_QPSK_RB 1/24_ch 27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 26.32 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 2.03 W/kg 
SAR(1 g) = 0.983 W/kg; SAR(10 g) = 0.467 W/kg 
Maximum value of SAR (measured) = 1.37 W/kg 

  

 
0 dB = 1.37 W/kg = 1.37 dBW/kg 

 

  



Plot No. 93 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/11/2018 6:19:34 AM 

LTE Band 30 ANT 4 

Frequency: 2310 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2310 MHz; σ = 1.877 S/m; εr = 51.435; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.7, 7.7, 7.7); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK_RB 50/0_ch 27710/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.890 W/kg 
 

Rear/QPSK_RB 50/0_ch 27710/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 21.18 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 1.60 W/kg 
SAR(1 g) = 0.804 W/kg; SAR(10 g) = 0.382 W/kg 
Maximum value of SAR (measured) = 1.14 W/kg 

  

 
0 dB = 1.14 W/kg = 0.57 dBW/kg 

 

  



Plot No. 94 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 6/27/2018 1:14:08 PM 

LTE Band 41 ANT 1 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 2.022 S/m; εr = 39.122; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.89, 7.89, 7.89); Calibrated: 4/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

RHS/Touch_QPSK RB 1,49 Ch 40620/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.279 W/kg 
 

RHS/Touch_QPSK RB 1,49 Ch 40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 12.13 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 0.431 W/kg 
SAR(1 g) = 0.223 W/kg; SAR(10 g) = 0.116 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.299 W/kg 

  

 
0 dB = 0.299 W/kg = -5.24 dBW/kg 

 

  



Plot No. 95 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/13/2018 1:31:54 PM 

LTE Band 41 ANT 1 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 2.19 S/m; εr = 50.644; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.5, 7.5, 7.5); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK_RB 1,49_ch 40620/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.930 W/kg 
 

Rear/QPSK_RB 1,49_ch 40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 20.88 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 1.63 W/kg 
SAR(1 g) = 0.676 W/kg; SAR(10 g) = 0.291 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.05 W/kg 

  

 
0 dB = 1.05 W/kg = 0.21 dBW/kg 

 

  



Plot No. 96 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/7/2018 1:47:36 PM 

LTE Band 41 ANT 1 

Frequency: 2506 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2506 MHz; σ = 2.015 S/m; εr = 52.597; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.5, 7.5, 7.5); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Edge 2/QPSK_RB 50,24_ch 39750/Area Scan (7x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.941 W/kg 
 

Edge 2/QPSK_RB 50,24_ch 39750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 20.25 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 2.16 W/kg 
SAR(1 g) = 0.908 W/kg; SAR(10 g) = 0.348 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.34 W/kg 

  

 
0 dB = 1.34 W/kg = 1.27 dBW/kg 

 

  



Plot No. 97 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/6/2018 6:49:18 PM 

LTE Band 41 ANT 2 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 1.89 S/m; εr = 39.963; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.89, 7.89, 7.89); Calibrated: 4/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

RHS/Touch_QPSK_RB 1/49_ch 40620/Area Scan (10x17x1): Measurement grid: dx=12mm, 

dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.33 W/kg 
 

RHS/Touch_QPSK_RB 1/49_ch 40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 26.23 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 2.71 W/kg 
SAR(1 g) = 0.998 W/kg; SAR(10 g) = 0.402 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.55 W/kg 

  

 
0 dB = 1.55 W/kg = 1.90 dBW/kg 

 

  



Plot No. 98 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/10/2018 11:15:02 AM 

LTE Band 41 ANT 2 

Frequency: 2549.5 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2550 MHz; σ = 2.177 S/m; εr = 50.633; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.5, 7.5, 7.5); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK RB 1,49 Ch 40185/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.03 W/kg 
 

Rear/QPSK RB 1,49 Ch 40185/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 21.73 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 2.17 W/kg 
SAR(1 g) = 0.873 W/kg; SAR(10 g) = 0.324 W/kg 
Maximum value of SAR (measured) = 1.35 W/kg 

  

 
0 dB = 1.35 W/kg = 1.30 dBW/kg 

 

  



Plot No. 99 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 6/27/2018 3:23:41 PM 

LTE Band 41 ANT 3 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 2.022 S/m; εr = 39.122; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN7356; ConvF(7.89, 7.89, 7.89); Calibrated: 4/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

RHS/Touch_QPSK RB 1,49 Ch 40620/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.167 W/kg 
 

RHS/Touch_QPSK RB 1,49 Ch 40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 9.065 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 0.243 W/kg 
SAR(1 g) = 0.122 W/kg; SAR(10 g) = 0.062 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.163 W/kg 

  

 
0 dB = 0.163 W/kg = -7.88 dBW/kg 

 

  



Plot No. 100 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/7/2018 6:11:09 PM 

LTE Band 41 ANT 3 

Frequency: 2549.5 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2550 MHz; σ = 2.081 S/m; εr = 52.482; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.5, 7.5, 7.5); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK_RB 1,49_ch 40185/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.895 W/kg 
 

Rear/QPSK_RB 1,49_ch 40185/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 21.91 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 2.03 W/kg 
SAR(1 g) = 0.904 W/kg; SAR(10 g) = 0.353 W/kg 
Maximum value of SAR (measured) = 1.34 W/kg 

  

 
0 dB = 1.34 W/kg = 1.27 dBW/kg 

 

  



Plot No. 101 

 

Test Laboratory: UL Verification Services Inc. SAR Lab 1                                        Date/Time: 7/28/2018 3:24:42 AM,  

LTE Band 41 ANT 4 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 1.903 S/m; εr = 38.663; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1544; Calibrated: 4/12/2018 
- Probe: EX3DV4 - SN7448; ConvF(7.46, 7.46, 7.46) @ 2593 MHz; Calibrated: 4/16/2018 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V8.0 (20deg probe tilt); Type: QD 000 P41 AA; Serial: 1948 
 

LHS/Touch_QPSK_RB 100/0_ch 40620/Area Scan (11x19x1): Measurement grid: dx=12mm, 

dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.14 W/kg 
 

LHS/Touch_QPSK_RB 100/0_ch 40620/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 24.77 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 2.04 W/kg 
SAR(1 g) = 0.869 W/kg; SAR(10 g) = 0.393 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.35 W/kg 

  

 
0 dB = 1.35 W/kg = 1.30 dBW/kg 

 

  



Plot No. 102 

 

Test Laboratory: UL Verification Services Inc., SAR Lab D                                        Date/Time: 7/11/2018 2:44:59 AM 

LTE Band 41 ANT 4 

Frequency: 2549.5 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2550 MHz; σ = 2.177 S/m; εr = 50.633; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1433; Calibrated: 3/7/2018 
- Probe: EX3DV4 - SN3902; ConvF(7.5, 7.5, 7.5); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI v5.0 (A); Type: QDOVA002AA; Serial: 1256 
 

Rear/QPSK_RB 50,24_ch 40185/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.965 W/kg 
 

Rear/QPSK_RB 50,24_ch 40185/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 20.77 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 1.64 W/kg 
SAR(1 g) = 0.748 W/kg; SAR(10 g) = 0.353 W/kg 
Maximum value of SAR (measured) = 1.09 W/kg 

  

 
0 dB = 1.09 W/kg = 0.37 dBW/kg 

 

  



Plot No. 103 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/27/2018 7:08:05 AM 

LTE Band 66 ANT 1 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1745 MHz; σ = 1.408 S/m; εr = 40.733; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1740 
 

RHS/Touch_QPSK_ RB 1/49_ch 132322/Area Scan (8x13x1): Measurement grid: dx=15mm, 

dy=15mm 
Maximum value of SAR (measured) = 0.199 W/kg 
 

RHS/Touch_QPSK_ RB 1/49_ch 132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.015 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.240 W/kg 
SAR(1 g) = 0.169 W/kg; SAR(10 g) = 0.112 W/kg 
Maximum value of SAR (measured) = 0.196 W/kg 

  

 
0 dB = 0.196 W/kg = -7.08 dBW/kg 

 

  



Plot No. 104 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/12/2018 1:29:31 AM,  

LTE Band 66 ANT 1 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1745 MHz; σ = 1.463 S/m; εr = 54.146; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 

Rear/QPSK RB 1,49 Ch 132322/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.786 W/kg 

Rear/QPSK RB 1,49 Ch 132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 23.16 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 1.08 W/kg 
SAR(1 g) = 0.579 W/kg; SAR(10 g) = 0.288 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.803 W/kg 

  

 
0 dB = 0.803 W/kg = -0.95 dBW/kg 

 

  



Plot No. 105 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/30/2018 3:35:54 AM,  

LTE Band 66 ANT 1 

Frequency: 1770 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1770 MHz; σ = 1.546 S/m; εr = 51.112; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Edge 3/QPSK RB 1,49 Ch 132572/Area Scan (6x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.05 W/kg 
 

Edge 3/QPSK RB 1,49 Ch 132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 27.30 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 1.86 W/kg 
SAR(1 g) = 0.912 W/kg; SAR(10 g) = 0.418 W/kg 
Maximum value of SAR (measured) = 1.29 W/kg 

  

 
0 dB = 1.29 W/kg = 1.11 dBW/kg 

  



Plot No. 106 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/29/2018 10:11:11 AM 

LTE Band 66 ANT 2 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1745 MHz; σ = 1.408 S/m; εr = 40.733; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018, ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1629 
 

RHS/Tilt_QPSK_ RB 50/24_ch 132322/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.764 W/kg 
 

RHS/Tilt_QPSK_ RB 50/24_ch 132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 22.19 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 1.81 W/kg 
SAR(1 g) = 0.891 W/kg; SAR(10 g) = 0.442 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.25 W/kg 

  

 
0 dB = 1.25 W/kg = 0.97 dBW/kg 

 

  



Plot No. 107 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/8/2018 2:47:43 AM,  

LTE Band 66 ANT 2 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1745 MHz; σ = 1.555 S/m; εr = 51.582; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/QPSK RB 1,49 Ch 132322/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.785 W/kg 
 

Rear/QPSK RB 1,49 Ch 132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.66 V/m; Power Drift = -0.18 dB 
Peak SAR (extrapolated) = 1.84 W/kg 
SAR(1 g) = 0.878 W/kg; SAR(10 g) = 0.416 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.19 W/kg 

  

 
0 dB = 1.19 W/kg = 0.76 dBW/kg 

 

  



Plot No. 108 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/27/2018 9:46:48 PM,  

LTE Band 66 ANT 3 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1745 MHz; σ = 1.408 S/m; εr = 40.733; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018, ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1629 
 

LHS/Touch_QPSK_ RB 1/49_ch 132322/Area Scan (8x14x1): Measurement grid: dx=15mm, 

dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.380 W/kg 
 

LHS/Touch_QPSK_ RB 1/49_ch 132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 17.09 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.497 W/kg 
SAR(1 g) = 0.340 W/kg; SAR(10 g) = 0.225 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.404 W/kg 

  

 
0 dB = 0.404 W/kg = -3.94 dBW/kg 

 

  



Plot No. 109 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/30/2018 7:20:15 AM 

LTE Band 66 ANT 3 

Frequency: 1770 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1770 MHz; σ = 1.546 S/m; εr = 51.112; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/QPSK RB 1,49 Ch 132572/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.35 W/kg 
 

Rear/QPSK RB 1,49 Ch 132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 29.79 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 2.04 W/kg 
SAR(1 g) = 0.954 W/kg; SAR(10 g) = 0.503 W/kg 
Maximum value of SAR (measured) = 1.22 W/kg 

  

 
0 dB = 1.22 W/kg = 0.86 dBW/kg 

 

  



Plot No. 110 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 6/29/2018 4:50:57 AM,  

LTE Band 66 ANT 4 

Frequency: 1770 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1770 MHz; σ = 1.426 S/m; εr = 40.753; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018, ConvF(7.77, 7.77, 7.77); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1629 
 

LHS/Touch_QPSK_ RB 1/49_ch 132572/Area Scan (8x14x1): Measurement grid: dx=15mm, 

dy=15mm 
Maximum value of SAR (measured) = 1.11 W/kg 
 

LHS/Touch_QPSK_ RB 1/49_ch 132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 27.74 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 1.76 W/kg 
SAR(1 g) = 0.892 W/kg; SAR(10 g) = 0.485 W/kg 
Maximum value of SAR (measured) = 1.24 W/kg 

  

 
0 dB = 1.24 W/kg = 0.93 dBW/kg 

 

  



Plot No. 111 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/12/2018 6:37:52 AM 

LTE Band 66 ANT 4 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1745 MHz; σ = 1.463 S/m; εr = 54.146; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Rear/QPSK RB 1,49 Ch 132322/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.727 W/kg 
 

Rear/QPSK RB 1,49 Ch 132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.43 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 1.16 W/kg 
SAR(1 g) = 0.592 W/kg; SAR(10 g) = 0.304 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.817 W/kg 

  

 
0 dB = 0.817 W/kg = -0.88 dBW/kg 

 

  



Plot No. 112 

 

Test Laboratory: UL Verification Services Inc. SAR Lab B                                        Date/Time: 7/5/2018 9:22:17 PM,  

LTE Band 66 ANT 4 

Frequency: 1745 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1745 MHz; σ = 1.555 S/m; εr = 51.582; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1352; Calibrated: 11/8/2017 
- Probe: EX3DV4 - SN3772; ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018, ConvF(7.51, 7.51, 7.51); Calibrated: 2/13/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 001 BB; Serial: 1118 
 

Edge 2/QPSK RB 100,0 Ch 132322/Area Scan (6x15x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.821 W/kg 
 

Edge 2/QPSK RB 100,0 Ch 132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 24.28 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 1.44 W/kg 
SAR(1 g) = 0.772 W/kg; SAR(10 g) = 0.373 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.07 W/kg 

  

 
0 dB = 1.07 W/kg = 0.29 dBW/kg 

 

  



Plot No. 113 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/1/2018 12:28:17 AM,  

Wi-Fi 2.4GHz_ANT 3_Cell OFF 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.858 S/m; εr = 38.528; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.78, 6.78, 6.78); Calibrated: 4/21/2017, ConvF(6.78, 6.78, 6.78); Calibrated: 4/21/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1740 
 

LHS/Touch_802.11b_ch 6/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0830 W/kg 
 

LHS/Touch_802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 6.019 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.130 W/kg 
SAR(1 g) = 0.076 W/kg; SAR(10 g) = 0.038 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 

  

 
0 dB = 0.0999 W/kg = -10.00 dBW/kg 

 

  



Plot No. 114 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/6/2018 2:33:19 PM 

WiFi 2.4GHz_ANT 3_Cell OFF 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.99 S/m; εr = 52.6; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.95, 6.95, 6.95); Calibrated: 4/21/2017, ConvF(6.95, 6.95, 6.95); Calibrated: 4/21/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Rear/802.11b_ch 6/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.43 W/kg 
 

Rear/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 28.59 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 2.41 W/kg 
SAR(1 g) = 1.03 W/kg; SAR(10 g) = 0.418 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.62 W/kg 

  

 
0 dB = 1.62 W/kg = 2.10 dBW/kg 

 

  



Plot No. 115 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/2/2018 10:04:12 PM 

Wi-Fi 2.4GHz_ANT 4_Cell OFF 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.858 S/m; εr = 38.528; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018, ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1740 
 

LHS/Touch_802.11b_ch 6/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.38 W/kg 
 

LHS/Touch_802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 25.16 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 2.87 W/kg 
SAR(1 g) = 1.13 W/kg; SAR(10 g) = 0.466 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.78 W/kg 

  

 
0 dB = 1.78 W/kg = 2.50 dBW/kg 

 

  



Plot No. 116 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/7/2018 11:56:22 PM 

WiFi 2.4GHz_ANT 4_Cell OFF 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 2.013 S/m; εr = 52.579; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Rear/802.11b_ch 11/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 2.18 W/kg 
 

Rear/802.11b_ch 11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 31.97 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 2.48 W/kg 
SAR(1 g) = 1.07 W/kg; SAR(10 g) = 0.518 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.84 W/kg 

  

 
0 dB = 1.84 W/kg = 2.65 dBW/kg 

 

  



Plot No. 117 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/8/2018 1:25:53 AM 

WiFi 2.4GHz_ANT 4_Cell OFF 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 2.013 S/m; εr = 52.579; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Edge 2/802.11b_ch 11/Area Scan (7x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.26 W/kg 
 

Edge 2/802.11b_ch 11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 25.31 V/m; Power Drift = 0.19 dB 
Peak SAR (extrapolated) = 2.26 W/kg 
SAR(1 g) = 1.08 W/kg; SAR(10 g) = 0.464 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.52 W/kg 

  

 
0 dB = 1.52 W/kg = 1.82 dBW/kg 

 

  



Plot No. 118 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 6/30/2018 10:30:36 AM,  

WiFi 2.4GHz_ANT 3_Cell ON 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.955 S/m; εr = 50.466; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Rear/802.11b_ch 6/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.629 W/kg 
 

Rear/802.11b_ch 6/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 18.12 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.08 W/kg 
SAR(1 g) = 0.424 W/kg; SAR(10 g) = 0.184 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.704 W/kg 

  

 
0 dB = 0.704 W/kg = -1.52 dBW/kg 

 

  



Plot No. 119 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/1/2018 5:47:52 AM,  

Wi-Fi 2.4 GHz_ANT 4_Cell ON 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.858 S/m; εr = 38.528; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.78, 6.78, 6.78); Calibrated: 4/21/2017, ConvF(6.78, 6.78, 6.78); Calibrated: 4/21/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1740 
 

LHS/Touch_802.11b_ch 6/Area Scan (11x18x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.667 W/kg 
 

LHS/Touch_802.11b_ch 6/Zoom Scan (8x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 17.79 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.26 W/kg 
SAR(1 g) = 0.409 W/kg; SAR(10 g) = 0.176 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.691 W/kg 

  

 
0 dB = 0.691 W/kg = -1.61 dBW/kg 

 

  



Plot No. 120 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/2/2018 9:12:16 AM 

WiFi 2.4GHz_ANT 4_Cell ON 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.955 S/m; εr = 50.466; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Rear/802.11b_ch 6/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.367 W/kg 
 

Rear/802.11b_ch 6/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 13.79 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.648 W/kg 
SAR(1 g) = 0.280 W/kg; SAR(10 g) = 0.125 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.476 W/kg 

  

 
0 dB = 0.476 W/kg = -3.22 dBW/kg 

 

  



Plot No. 121 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 6/30/2018 1:19:36 AM 

Wi-Fi 5.3GHz_ANT 5_Cell OFF 

Frequency: 5270 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5270 MHz; σ = 4.691 S/m; εr = 36.57; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN3929; ConvF(4.75, 4.75, 4.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

LHS/Touch_802.11n HT40_Ch 54/Area Scan (12x20x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.0862 W/kg 
 

LHS/Touch_802.11n HT40_Ch 54/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 3.835 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 0.337 W/kg 
SAR(1 g) = 0.048 W/kg; SAR(10 g) = 0.013 W/kg 
Maximum value of SAR (measured) = 0.101 W/kg 

  

 
0 dB = 0.101 W/kg = -9.96 dBW/kg 

 

  



Plot No. 122 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/7/2018 11:17:59 PM 

Wi-Fi 5GHz_ANT 5_CELL OFF 

Frequency: 5230 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5230 MHz; σ = 5.291 S/m; εr = 48.953; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN3929; ConvF(4.43, 4.43, 4.43); Calibrated: 3/16/2018, ConvF(4.43, 4.43, 4.43); Calibrated: 3/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 Ax; Serial: 1163 
 

Rear/802.11n HT40_ Ch 46/Area Scan (10x18x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.83 W/kg 
 

Rear/802.11n HT40_ Ch 46/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 18.44 V/m; Power Drift = -0.17 dB 
Peak SAR (extrapolated) = 4.24 W/kg 
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.294 W/kg 
Maximum value of SAR (measured) = 2.20 W/kg 

  

 
0 dB = 2.20 W/kg = 3.42 dBW/kg 

 

  



Plot No. 123 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 6/30/2018 7:43:34 AM,  

Wi-Fi 5.6GHz_ANT 5_CELL ON 

Frequency: 5690 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5690 MHz; σ = 4.981 S/m; εr = 34.408; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN7483; ConvF(5.19, 5.19, 5.19); Calibrated: 12/12/2017, ConvF(5.19, 5.19, 5.19); Calibrated: 12/12/2017;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

LHS/Touch_802.11ac VHT80_Ch 138/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.144 W/kg 
 

LHS/Touch_802.11ac VHT80_Ch 138/Zoom Scan (11x9x12)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 3.780 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 0.246 W/kg 
SAR(1 g) = 0.026 W/kg; SAR(10 g) = 0.00682 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0743 W/kg 

  

 
0 dB = 0.0743 W/kg = -11.29 dBW/kg 

 

  



Plot No. 124 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/8/2018 12:56:56 PM,  

Wi-Fi 5.6GHz_ANT 5_CELL OFF 

Frequency: 5610 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5610 MHz; σ = 5.554 S/m; εr = 47.508; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN7483; ConvF(4.36, 4.36, 4.36); Calibrated: 12/12/2017, ConvF(4.36, 4.36, 4.36); Calibrated: 12/12/2017;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1247 
 

Rear/802.11ac_VHT80 Ch 122/Area Scan (12x21x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.68 W/kg 
 

Rear/802.11ac_VHT80 Ch 122/Zoom Scan (8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 17.13 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 4.93 W/kg 
SAR(1 g) = 1.13 W/kg; SAR(10 g) = 0.321 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 2.39 W/kg 

  

 
0 dB = 2.39 W/kg = 3.78 dBW/kg 

 

  



Plot No. 125 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                        Date/Time: 6/30/2018 11:05:34 AM 

Wi-Fi 5.8GHz_ANT 5_CELL ON 

Frequency: 5785 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5785 MHz; σ = 5.358 S/m; εr = 35.995; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 1/10/2018 
- Probe: EX3DV4 - SN3989; ConvF(5.23, 5.23, 5.23); Calibrated: 1/16/2018, ConvF(5.23, 5.23, 5.23); Calibrated: 1/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

LHS/Touch_802.11n HT40_Ch 157/Area Scan (11x18x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.113 W/kg 
 

LHS/Touch_802.11n HT40_Ch 157/Zoom Scan (10x9x12)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 4.605 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 0.263 W/kg 
SAR(1 g) = 0.043 W/kg; SAR(10 g) = 0.012 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.118 W/kg 

  

 
0 dB = 0.118 W/kg = -9.28 dBW/kg 

 

  



Plot No. 126 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                        Date/Time: 7/3/2018 11:00:30 AM,  

Wi-Fi 5.8GHz_ANT 5_CELL OFF 

Frequency: 5775 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5775 MHz; σ = 6.197 S/m; εr = 46.297; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 1/10/2018 
- Probe: EX3DV4 - SN3989; ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018, ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 AA; Serial: 1258 
 

Rear/802.11ac VHT80_Ch155/Area Scan (12x19x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 2.46 W/kg 
 

Rear/802.11ac VHT80_Ch155/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 13.21 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 5.80 W/kg 
SAR(1 g) = 1.04 W/kg; SAR(10 g) = 0.273 W/kg 
Maximum value of SAR (measured) = 2.24 W/kg 

  

 
0 dB = 2.24 W/kg = 3.50 dBW/kg 

 

  



Plot No. 127 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/9/2018 10:23:24 PM 

Wi-Fi 5.3GHz_ANT 6_Cell OFF 

Frequency: 5270 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5270 MHz; σ = 4.558 S/m; εr = 35.505; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN3929; ConvF(4.75, 4.75, 4.75); Calibrated: 3/16/2018, ConvF(4.75, 4.75, 4.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_802.11n HT40_Ch 54/Area Scan 2 (12x20x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.85 W/kg 
 

RHS/Tilt_802.11n HT40_Ch 54/Zoom Scan (8x9x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 13.06 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 8.81 W/kg 
SAR(1 g) = 1.13 W/kg; SAR(10 g) = 0.309 W/kg 
Maximum value of SAR (measured) = 2.40 W/kg 

  

 
0 dB = 2.40 W/kg = 3.80 dBW/kg 

 

  



Plot No. 128 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/8/2018 3:27:42 PM 

Wi-Fi 5GHz_ANT 6_CELL OFF 

Frequency: 5210 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5210 MHz; σ = 5.238 S/m; εr = 48.88; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN3929; ConvF(4.43, 4.43, 4.43); Calibrated: 3/16/2018, ConvF(4.43, 4.43, 4.43); Calibrated: 3/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 Ax; Serial: 1163 
 

Rear/802.11ac HT40_Ch 42/Area Scan (12x20x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 3.73 W/kg 
 

Rear/802.11ac HT40_Ch 42/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 33.09 V/m; Power Drift = -0.16 dB 
Peak SAR (extrapolated) = 5.37 W/kg 
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.261 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 2.04 W/kg 

  

 
0 dB = 2.04 W/kg = 3.10 dBW/kg 

 

  



Plot No. 129 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/9/2018 10:01:09 AM,  

Wi-Fi 5.6GHz_ANT 6_CELL OFF 

Frequency: 5610 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5610 MHz; σ = 4.932 S/m; εr = 34.501; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN7483; ConvF(5.05, 5.05, 5.05); Calibrated: 12/12/2017, ConvF(5.05, 5.05, 5.05); Calibrated: 12/12/2017;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_802.11ac VHT80_Ch 122/Area Scan (13x20x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 2.17 W/kg 
 

RHS/Tilt_802.11ac VHT80_Ch 122/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 16.63 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 8.23 W/kg 
SAR(1 g) = 1.02 W/kg; SAR(10 g) = 0.333 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 2.40 W/kg 

  

 
0 dB = 2.40 W/kg = 3.80 dBW/kg 

 

  



Plot No. 130 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/10/2018 8:36:20 AM,  

Wi-Fi 5.6GHz_ANT 6_Cell OFF 

Frequency: 5610 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5610 MHz; σ = 5.624 S/m; εr = 49.477; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN7483; ConvF(4.36, 4.36, 4.36); Calibrated: 12/12/2017, ConvF(4.36, 4.36, 4.36); Calibrated: 12/12/2017;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1247 
 

Rear/802.11ac_VHT80_Ch 122/Area Scan (13x19x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 2.20 W/kg 
 

Rear/802.11ac_VHT80_Ch 122/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 19.81 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 4.74 W/kg 
SAR(1 g) = 1.11 W/kg; SAR(10 g) = 0.335 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 2.28 W/kg 

  

 
0 dB = 2.28 W/kg = 3.58 dBW/kg 

 

  



Plot No. 131 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                        Date/Time: 7/26/2018 12:36:16 AM 

Wi-Fi 5.8GHz_ANT 6_CELL OFF 

Frequency: 5825 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5825 MHz; σ = 6.128 S/m; εr = 48.524; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1548; Calibrated: 5/3/2018 
- Probe: EX3DV4 - SN3989; ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018, ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_802.11a_Ch 165/Area Scan (11x20x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.84 W/kg 
 

RHS/Touch_802.11a_Ch 165/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 18.27 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 5.41 W/kg 
SAR(1 g) = 1.03 W/kg; SAR(10 g) = 0.304 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 2.15 W/kg 

  

 
0 dB = 2.15 W/kg = 3.32 dBW/kg 

 

  



Plot No. 132 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                        Date/Time: 7/7/2018 12:40:45 AM,  

Wi-Fi 5.8GHz_ANT 6 _CELL OFF 

Frequency: 5775 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5775 MHz; σ = 6.09 S/m; εr = 48.264; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 1/10/2018 
- Probe: EX3DV4 - SN3989; ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018, ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 AA; Serial: 1258 
 

Rear/802.11ac VHT80 Ch155/Area Scan (12x19x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 2.04 W/kg 
 

Rear/802.11ac VHT80 Ch155/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 17.17 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 5.85 W/kg 
SAR(1 g) = 1.05 W/kg; SAR(10 g) = 0.299 W/kg 
Maximum value of SAR (measured) = 2.33 W/kg 

  

 
0 dB = 2.33 W/kg = 3.67 dBW/kg 

 

  



Plot No. 133 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/2/2018 2:10:51 PM 

Wi-Fi 5GHz_ANT 5_CELL ON 

Frequency: 5210 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5210 MHz; σ = 5.334 S/m; εr = 46.633; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN3929; ConvF(4.43, 4.43, 4.43); Calibrated: 3/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 Ax; Serial: 1163 
 

Rear/802.11ac VT80_Ch 42/Area Scan (11x20x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.474 W/kg 
 

Rear/802.11ac VT80_Ch 42/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 8.722 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 1.25 W/kg 
SAR(1 g) = 0.276 W/kg; SAR(10 g) = 0.076 W/kg 
Maximum value of SAR (measured) = 0.572 W/kg 

  

 
0 dB = 0.572 W/kg = -2.43 dBW/kg 

 

  



Plot No. 134 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/2/2018 3:43:21 PM,  

Wi-Fi 5GHz _ANT 5_Cell ON 

Frequency: 5690 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5690 MHz; σ = 5.843 S/m; εr = 46.935; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN7483; ConvF(4.76, 4.76, 4.76); Calibrated: 12/12/2017, ConvF(4.76, 4.76, 4.76); Calibrated: 12/12/2017;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1247 
 

Rear/802.11ac_VHT80_Ch 138/Area Scan (13x19x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.439 W/kg 
 

Rear/802.11ac_VHT80_Ch 138/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 9.112 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 1.42 W/kg 
SAR(1 g) = 0.319 W/kg; SAR(10 g) = 0.086 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.664 W/kg 

  

 
0 dB = 0.664 W/kg = -1.78 dBW/kg 

 

  



Plot No. 135 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                        Date/Time: 6/30/2018 3:30:07 PM 

Wi-Fi 5.8GHz_ANT 5_CELL ON 

Frequency: 5775 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5775 MHz; σ = 6.197 S/m; εr = 46.297; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 1/10/2018 
- Probe: EX3DV4 - SN3989; ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018, ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 AA; Serial: 1258 
 

Rear/802.11ac VHT80_Ch155/Area Scan (12x19x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.612 W/kg 
 

Rear/802.11ac VHT80_Ch155/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 9.267 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 2.19 W/kg 
SAR(1 g) = 0.326 W/kg; SAR(10 g) = 0.088 W/kg 

 

  

 
0 dB = 0.736 W/kg = -1.33 dBW/kg 

 

  



Plot No. 136 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/2/2018 6:51:28 PM 

Wi-Fi 5.3GHz_ANT 6_Cell ON 

Frequency: 5210 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5210 MHz; σ = 4.471 S/m; εr = 34.416; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN3929; ConvF(4.75, 4.75, 4.75); Calibrated: 3/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: SAM v5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

RHS/Tilt_802.11ac VHT80_Ch 42/Area Scan (12x20x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.496 W/kg 
 

RHS/Tilt_802.11ac VHT80_Ch 42/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 6.835 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 2.20 W/kg 
SAR(1 g) = 0.325 W/kg; SAR(10 g) = 0.071 W/kg 
Maximum value of SAR (measured) = 0.700 W/kg 

  

 
0 dB = 0.700 W/kg = -1.55 dBW/kg 

 

  



Plot No. 137 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/2/2018 8:09:35 AM 

Wi-Fi 5GHz_ANT 6_CELL ON 

Frequency: 5210 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5210 MHz; σ = 5.334 S/m; εr = 46.633; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1377; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN3929; ConvF(4.43, 4.43, 4.43); Calibrated: 3/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 Ax; Serial: 1163 
 

Rear/802.11ac VHT80_Ch 42/Area Scan (10x19x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.07 W/kg 
 

Rear/802.11ac VHT80_Ch 42/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 4.678 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 1.69 W/kg 
SAR(1 g) = 0.408 W/kg; SAR(10 g) = 0.107 W/kg 
Maximum value of SAR (measured) = 1.03 W/kg 

  

 
0 dB = 1.03 W/kg = 0.13 dBW/kg 

 

  



Plot No. 138 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/6/2018 8:38:44 AM 

Wi-Fi 5.6GHz_ANT 6_CELL ON 

Frequency: 5690 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5690 MHz; σ = 5.211 S/m; εr = 33.714; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN7483; ConvF(5.19, 5.19, 5.19); Calibrated: 12/12/2017, ConvF(5.19, 5.19, 5.19); Calibrated: 12/12/2017;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_802.11ac VHT 80_Ch 138/Area Scan (13x20x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.504 W/kg 
 

RHS/Touch_802.11ac VHT 80_Ch 138/Zoom Scan (10x10x12)/Cube 0: Measurement grid: 

dx=4mm, dy=4mm, dz=2mm 
Reference Value = 10.65 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 1.28 W/kg 
SAR(1 g) = 0.316 W/kg; SAR(10 g) = 0.100 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.793 W/kg 

  

 
0 dB = 0.793 W/kg = -1.01 dBW/kg 

 

  



Plot No. 139 

 

Test Laboratory: UL Verification Services Inc. SAR Lab H                                        Date/Time: 7/2/2018 8:15:03 AM 

Wi-Fi 5.6GHz_ANT 6_Cell ON 

Frequency: 5690 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 5690 MHz; σ = 5.843 S/m; εr = 46.935; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 10/11/2017 
- Probe: EX3DV4 - SN7483; ConvF(4.76, 4.76, 4.76); Calibrated: 12/12/2017, ConvF(4.76, 4.76, 4.76); Calibrated: 12/12/2017;  
- Sensor-Surface: 2mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1247 
 

Rear/802.11ac_VHT80_Ch 138/Area Scan (13x19x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.750 W/kg 
 

Rear/802.11ac_VHT80_Ch 138/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 10.69 V/m; Power Drift = 0.00 dB 
Peak SAR (extrapolated) = 1.89 W/kg 
SAR(1 g) = 0.392 W/kg; SAR(10 g) = 0.112 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.809 W/kg 

  

 
0 dB = 0.809 W/kg = -0.92 dBW/kg 

 

  



Plot No. 140 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                        Date/Time: 7/2/2018 8:29:19 AM 

Wi-Fi 5.8GHz_ANT 6_CELL ON 

Frequency: 5775 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5775 MHz; σ = 5.341 S/m; εr = 36.013; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 1/10/2018 
- Probe: EX3DV4 - SN3989; ConvF(5.23, 5.23, 5.23); Calibrated: 1/16/2018, ConvF(5.23, 5.23, 5.23); Calibrated: 1/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

RHS/Touch_802.11ac VHT 80_Ch 155/Area Scan (11x20x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.284 W/kg 
 

RHS/Touch_802.11ac VHT 80_Ch 155/Zoom Scan (9x9x12)/Cube 0: Measurement grid: dx=4mm, 

dy=4mm, dz=2mm 
Reference Value = 9.088 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 1.07 W/kg 
SAR(1 g) = 0.244 W/kg; SAR(10 g) = 0.078 W/kg 
Maximum value of SAR (measured) = 0.532 W/kg 

  

 
0 dB = 0.532 W/kg = -2.74 dBW/kg 

 

  



Plot No. 141 

 

Test Laboratory: UL Verification Services Inc. SAR Lab E                                        Date/Time: 7/2/2018 4:30:49 AM,  

Wi-Fi 5.8GHz_ANT 6_CELL ON 

Frequency: 5775 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 5775 MHz; σ = 6.197 S/m; εr = 46.297; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 1/10/2018 
- Probe: EX3DV4 - SN3989; ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018, ConvF(4.72, 4.72, 4.72); Calibrated: 1/16/2018;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 AA; Serial: 1258 
 

Rear/802.11ac VHT80 Ch155/Area Scan (12x19x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 0.831 W/kg 
 

Rear/802.11ac VHT80 Ch155/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 

dz=2mm 
Reference Value = 10.05 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 1.88 W/kg 
SAR(1 g) = 0.393 W/kg; SAR(10 g) = 0.109 W/kg 
Maximum value of SAR (measured) = 0.836 W/kg 

  

 
0 dB = 0.836 W/kg = -0.78 dBW/kg 

 

  



Plot No. 142 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/14/2018 11:20:54 PM,  

Bluetooth_ANT 3_Plow 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.787 S/m; εr = 38.039; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018, ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1740 
 

LHS/Touch_GFSK_ch 39/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0623 W/kg 
 

LHS/Touch_GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 5.760 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.0840 W/kg 
SAR(1 g) = 0.046 W/kg; SAR(10 g) = 0.023 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0608 W/kg 

  

 
0 dB = 0.0608 W/kg = -12.16 dBW/kg 

 

  



Plot No. 143 

 

Test Laboratory: UL Verification Services Inc. SAR Lab F                                        Date/Time: 7/11/2018 3:46:34 AM,  

Bluetooth_ANT 3_Plow 

Frequency: 2441 M  Hz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.9 S/m; εr = 54.414; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1257; Calibrated: 9/15/2016 
- Probe: EX3DV4 - SN7335; ConvF(7.87, 7.87, 7.87); Calibrated: 3/15/2017, ConvF(7.87, 7.87, 7.87); Calibrated: 3/15/2017;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Front/GFSK_ch 39/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.114 W/kg 
 

Front/GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 7.774 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.200 W/kg 
SAR(1 g) = 0.097 W/kg; SAR(10 g) = 0.038 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.147 W/kg 

  

 
0 dB = 0.147 W/kg = -8.33 dBW/kg 

 

  



Plot No. 144 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/14/2018 8:39:04 PM,  

Bluetooth_ANT 3_Phigh 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.787 S/m; εr = 38.039; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018, ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1740 
 

LHS/Touch_GFSK_ch 39/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.193 W/kg 
 

LHS/Touch_GFSK_ch 39/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 10.00 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.264 W/kg 
SAR(1 g) = 0.157 W/kg; SAR(10 g) = 0.085 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.201 W/kg 

  

 
0 dB = 0.201 W/kg = -6.97 dBW/kg 

 

  



Plot No. 145 

 

Test Laboratory: UL Verification Services Inc. SAR Lab G                                        Date/Time: 7/26/2018 1:29:39 AM,  

Bluetooth_ANT 3_Phigh 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 2.027 S/m; εr = 52.423; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Front/GFSK_ch 39/Area Scan (11x18x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.270 W/kg 
 

Front/GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 11.82 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.521 W/kg 
SAR(1 g) = 0.236 W/kg; SAR(10 g) = 0.101 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.359 W/kg 

  

 
0 dB = 0.359 W/kg = -4.45 dBW/kg 

 

  



Plot No. 146 

 

Test Laboratory: UL Verification Services Inc. SAR Lab G                                        Date/Time: 7/25/2018 11:33:23 PM,  

Bluetooth_ANT 3_Pstandalone 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 2.027 S/m; εr = 52.423; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Front/GFSK_ch 39/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.444 W/kg 
 

Front/GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 14.71 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 0.782 W/kg 
SAR(1 g) = 0.386 W/kg; SAR(10 g) = 0.175 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.596 W/kg 

  

 
0 dB = 0.596 W/kg = -2.25 dBW/kg 

 

  



Plot No. 147 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                         Date/Time: 7/10/2018 3:16:58 PM 

Bluetooth_ANT 4_Plow 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.851 S/m; εr = 38.317; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018, ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (20deg probe tilt); Type: QD000P40CD; Serial: 1629 
 

LHS/Touch_GFSK_ch 39/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0934 W/kg 
 

LHS/Touch_GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 7.438 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.258 W/kg 
SAR(1 g) = 0.084 W/kg; SAR(10 g) = 0.033 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.135 W/kg 

  

 
0 dB = 0.135 W/kg = -8.70 dBW/kg 

 

  



Plot No. 148 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/13/2018 7:46:59 PM,  

Bluetooth_ANT 4_Plow 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 2.021 S/m; εr = 51.676; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Rear/GFSK_ch 39/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0898 W/kg 
 

Rear/GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 6.619 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.141 W/kg 
SAR(1 g) = 0.068 W/kg; SAR(10 g) = 0.031 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0945 W/kg 

  

 
0 dB = 0.0945 W/kg = -10.25 dBW/kg 

 

  



Plot No. 149 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/10/2018 11:30:20 AM,  

Bluetooth_ANT 4_Phigh 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.851 S/m; εr = 38.317; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018, ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1740 
 

LHS/Touch_GFSK_ch 39/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.308 W/kg 
 

LHS/Touch_GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 12.21 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 0.478 W/kg 
SAR(1 g) = 0.221 W/kg; SAR(10 g) = 0.101 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.321 W/kg 

  

 
0 dB = 0.321 W/kg = -4.93 dBW/kg 

 

  



Plot No. 150 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/14/2018 12:11:13 AM,  

Bluetooth_ANT 4_Phigh 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 2.021 S/m; εr = 51.676; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Rear/GFSK_ch 39/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.243 W/kg 
 

Rear/GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 11.04 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.425 W/kg 
SAR(1 g) = 0.197 W/kg; SAR(10 g) = 0.091 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.286 W/kg 

  

 
0 dB = 0.286 W/kg = -5.44 dBW/kg 

 

  



Plot No. 151 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/10/2018 9:04:12 AM 

Bluetooth_ANT 4_Pstandalone 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.851 S/m; εr = 38.317; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018, ConvF(6.85, 6.85, 6.85); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1740 
 

LHS/Touch_GFSK_ch 39/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.429 W/kg 
 

LHS/Touch_GFSK_ch 39/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 14.48 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 1.13 W/kg 
SAR(1 g) = 0.359 W/kg; SAR(10 g) = 0.159 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.737 W/kg 

  

 
0 dB = 0.737 W/kg = -1.33 dBW/kg 

 

  



Plot No. 152 

 

Test Laboratory: UL Verificiation Services Inc. SAR Lab G                                        Date/Time: 7/14/2018 3:54:28 PM,  

Bluetooth_ANT 4_Pstandalone 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 2.021 S/m; εr = 51.676; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Rear/GFSK_ch 39/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.488 W/kg 
 

Rear/GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 15.21 V/m; Power Drift = 0.18 dB 
Peak SAR (extrapolated) = 0.779 W/kg 
SAR(1 g) = 0.376 W/kg; SAR(10 g) = 0.180 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.535 W/kg 

  

 
0 dB = 0.535 W/kg = -2.72 dBW/kg 

 

  



Plot No. 153 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/25/2018 1:20:10 PM 

LTE Band 41_ANT 3_PC2 

Frequency: 2593 MHz; Duty Cycle: 1:2.30994;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 1.954 S/m; εr = 37.736; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN3991; ConvF(7.45, 7.45, 7.45); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Twin-SAM V5.0 (30deg probe tilt); Type: QD 000 P40 CD; Serial: 1602 
 

RHS/PWR Class 2_Touch_QPSK RB 1,49 Ch 40620/Area Scan (11x16x1): Measurement grid: 

dx=12mm, dy=12mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.172 W/kg 
 

RHS/PWR Class 2_Touch_QPSK RB 1,49 Ch 40620/Zoom Scan (7x7x7)/Cube 0: 

Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 9.374 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.258 W/kg 
SAR(1 g) = 0.133 W/kg; SAR(10 g) = 0.068 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.179 W/kg 

  

 
0 dB = 0.179 W/kg = -7.47 dBW/kg 

 

  



Plot No. 154 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/28/2018 3:54:45 AM 

LTE-uplink 2CA Band 7 

Frequency: 2544.9 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 2545 MHz; σ = 2.085 S/m; εr = 50.991; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN3991; ConvF(7.6, 7.6, 7.6); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection), Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1099 
 

Rear/Ant 1 QPSK_PCC_RB 1,99 Ch 21001 // SCC_RB 1,0 Ch. 21199/Area Scan (11x17x1): 

Measurement grid: dx=12mm, dy=12mm 
Maximum value of SAR (measured) = 1.07 W/kg 
 

Rear/Ant 1 QPSK_PCC_RB 1,99 Ch 21001 // SCC_RB 1,0 Ch. 21199/Zoom Scan 
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 22.71 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 2.16 W/kg 
SAR(1 g) = 0.833 W/kg; SAR(10 g) = 0.347 W/kg 
Maximum value of SAR (measured) = 1.56 W/kg 

  

 
0 dB = 1.56 W/kg = 1.93 dBW/kg 

 

  



Plot No. 155 

 

Test Laboratory: UL Verification Services Inc., SAR Lab A                                        Date/Time: 7/28/2018 7:54:15 AM 

LTE-uplink 2CA Band 41 PC3 

Frequency: 2525.8 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2525.8 MHz; σ = 2.066 S/m; εr = 51.031; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1540; Calibrated: 2/23/2018 
- Probe: EX3DV4 - SN3991; ConvF(7.6, 7.6, 7.6); Calibrated: 5/24/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 6/7; Type: QD OVA 002 AA; Serial: 1099 
 

Edge 2/ANT 1 QPSK_PCC_RB 1,99 ch 39750// SCC_RB 1,0_ch 39948/Area Scan 
(9x18x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.719 W/kg 
 

Edge 2/ANT 1 QPSK_PCC_RB 1,99 ch 39750// SCC_RB 1,0_ch 39948/Zoom Scan 
(7x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 18.75 V/m; Power Drift = -0.11 dB 
Peak SAR (extrapolated) = 2.07 W/kg 
SAR(1 g) = 0.859 W/kg; SAR(10 g) = 0.336 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.32 W/kg 

  

 
0 dB = 1.32 W/kg = 1.21 dBW/kg 

 

  



Plot No. 156 

 

Test Laboratory: UL Verification Services Inc. SAR Lab G                                        Date/Time: 7/26/2018 5:23:05 AM,  

Bluetooth_ANT 4_Standalone 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 2.027 S/m; εr = 52.423; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1359; Calibrated: 2/9/2018 
- Probe: EX3DV4 - SN3773; ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018, ConvF(6.8, 6.8, 6.8); Calibrated: 4/23/2018;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V5.0 Slot 1/2; Type: QD OVA 002 Ax; Serial: 1119 
 

Edge 2/GFSK_ch 39/Area Scan (8x19x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.693 W/kg 
 

Edge 2/GFSK_ch 39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 17.54 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 1.05 W/kg 
SAR(1 g) = 0.418 W/kg; SAR(10 g) = 0.186 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.724 W/kg 

  

 
0 dB = 0.724 W/kg = -1.40 dBW/kg 
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