Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 2:31:46 PM

GSM 850

Communication System: UID 0, 1@GPRS-FDD (TDMA, GMSK, 1 slot) (0); Frequency: 836.6 MHz;Duty Cycle: 1:8.00018

T-Coil scan (scan for ANSI C63.19 2011 compliance)/GSM 850 _GMSK_Ch. 190_Port Bly

(transversal) wideband at best S/IN/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm,
dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 2.00 dB

BWC Factor = 10.80 dB
Location: 12.2, 4, 3.7 mm

GSM 850 GMSK Ch. 190 Port Biy (transversal) wideband at best S/N/ABM Freq Resp(x,v.z.f)
Loc: 12.2, 4, 3.7 mm Diff: 248
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 2:18:07 PM

GSM 850

Communication System: UID 0, 1@GPRS-FDD (TDMA, GMSK, 1 slot) (0); Frequency: 836.6 MHz; Duty Cycle: 1:8.00018
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/GSM 850 _GMSK_Ch. 190_Port Bly

(transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1): interpolated grid:
dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 49.09 dB
ABM1 comp = 0.61 dBA/m
BWC Factor =0.16 dB
Location: 12.1, 4.2, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

GSM 1900

Date/Time: 5/20/2021 2:01:12 PM

Communication System: UID 0, 1@GPRS-FDD (TDMA, GMSK, 1 slot) (0); Frequency: 1880 MHz;Duty Cycle: 1:8.00018

T-Coil scan (scan for ANSI C63.19 2011 compliance)/GSM 1900_GMSK_Ch. 661_Port
Dl/y (transversal) wideband at best S/IN/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid:

dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1
Measure Window Start: 300ms

Measure Window Length: 2000ms
BWC applied: 10.80 dB
Device Reference Point: 0, 0, -6.3 mm

Cursor:
Diff = 1.99 dB

BWC Factor = 10.80 dB
Location: 9.6, 6, 3.7 mm

CAtegory | o b mofse to-noise rati in dectbels]
Category T1 0dBto 10 dB

Category T2 10 dB to 20 dB

Category T3 20 dB to 30 dB

Category T4 >30dB

GSM 1900 GMSE Ch. 661 Port Diy (transversal) wideband at best S/N/ABM Freq Resp(x.y.z.f)
Loc: 9.6, 6, 3.7 mm Duff: 1.994B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 1:46:39 PM

GSM 1900

Communication System: UID 0, 1@GPRS-FDD (TDMA, GMSK, 1 slot) (0); Frequency: 1880 MHz; Duty Cycle: 1:8.00018
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/GSM 1900 _GMSK_Ch. 661_Port

D/y (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1): Interpolated grid:
dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 47.56 dB
ABM1 comp =-2.16 dBA/m
BWC Factor =0.16 dB
Location: 9.6, 5.8, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 7:55:35 PM

W-CDMA BII

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BIll_Voice_AMR-WB: 6.6
kbps_Ch. 9538 _Port D/y (transversal) wideband at best S/N/ABM Freq Resp(x,y,z,f)

(1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav
Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 2.00 dB

BWC Factor = 10.80 dB
Location: 12.2, -1.1, 3.7 mm

TWCDMA BI_ Voice AMB-WE: 6.6 kbpe Ch. 2538 Port Dv'y (traneverzal) widsbend st best 5N/ AEM Freq Respln vz 0
Loc: 122, -1.1, 3.7 mm Diff 24B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 7:55:11 PM

W-CDMA BII

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 1907.6 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BIll_Voice_AMR-WB: 6.6

kbps_Ch. 9538_Port D/y (transversal) Single Point/ABM SNR(x,y,z) (1x1x1): Measurement
grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 45.57 dB
ABM1 comp =-3.03 dBA/m
BWC Factor = 0.16 dB
Location: 12.2, -1.1, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 8:20:28 PM

W-CDMA BIV

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BVI_Voice_ AMR-WB: 6.6
kbps_Ch. 1513_Port D/y (transversal) wideband at best S/N/ABM Freq Resp(x,y,z,f)

(1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav
Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.01 dB

BWC Factor = 10.80 dB
Location: 11.5, -18.2, 3.7 mm

WCDAA BVI Voics_AMEB-WE: 6.6 kbps_Ch 1513_Port D'y {transversal) widsband at best 5/ ABM Fraq Resp{zyzf
Loc: 11.5,-182, 3.7 mm DifE 1.014B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 8:06:54 PM

W-CDMA BIV

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 1752.6 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BVI_Voice_ AMR-WB: 6.6
kbps_Ch. 1513_Port D/y (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z)

(121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 45.83 dB
ABM1 comp = -3.39 dBA/m
BWC Factor = 0.16 dB
Location: 11.7,-18.3, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 11:55:22 PM

W-CDMA BV

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 846.6 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BV_Voice_ AMR-WB: 6.6
kbps_Ch. 4233 _Port Bly (transversal) wideband at best S/IN/ABM Freq Resp(x,y,z,f)

(1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav
Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.93 dB

BWC Factor = 10.80 dB
Location: 12.1, 5.6, 3.7 mm

TWCDMA BV Voice AMR-WE: §.6 kbps Ch. 4233_Port By (treneverzal) widsbend st best 5. W/ AEM Freq Resp(n v.z.0
Loc: 12.1, 5.6, 3.7 mm Diff 1.234B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/20/2021 11:41:46 PM

W-CDMA BV

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 846.6 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BV_Voice_ AMR-WB: 6.6
kbps_Ch. 4233 _Port Bly (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z)

(121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 40.57 dB
ABM1 comp =-7.46 dBA/m
BWC Factor = 0.16 dB
Location: 12.1, 5.4, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

CDMA BC

0

Date/Time: 5/21/2021 3:49:32 AM

Communication System: UID 0, 1@CDMAZ2000 (0); Frequency: 836.52 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/CDMA BC0_RC1 SO3 Full Fr_Ch

384 Port Aly (transversal) wideband at best SIN/ABM Freq Resp(x,y,z,f) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav

Output Gain: 37.41
Measure Window Start: 300ms

Measure Window Length: 2000ms
BWC applied: 10.80 dB
Device Reference Point: 0, 0, -6.3 mm

Cursor:
Diff = 1.77 dB

BWC Factor = 10.80 dB

Location: 12.6, 4.3, 3.7 mm

dBAm

CAtegory | o b mofse to-noise rati in dectbels]
Category T1 0dBto 10 dB

Category T2 10 dB to 20 dB

Category T3 20 dB to 30 dB

Category T4 >30dB

CDMA BCO_RC1 203 Full Fr_Ch 334 Port Al (transversal) wideband at bast 3/N/ABM Freq Resp(x v =.f)
Loc: 12.6, 4.3, 3.7 mm Diff: 1.77dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/21/2021 3:35:59 AM

CDMA BCO

Communication System: UID 0, 1@CDMAZ2000 (0); Frequency: 836.52 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/CDMA BC0_RC1 SO3 Full Fr_Ch

384_Port Aly (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1):

Interpolated grid: dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 19.08

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 45.75 dB
ABM1 comp =-1.98 dBA/m
BWC Factor =0.16 dB
Location: 12.5, 4.2, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

CDMA BC

1

Date/Time: 5/21/2021 12:54:43 AM

Communication System: UID 0, 1@CDMA2000 (0); Frequency: 1880 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/CDMA BC1_RC1 SO3 Full Fr_Ch

600_Port Aly (transversal) wideband at best SIN/ABM Freq Resp(x,y,z,f) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav

Output Gain: 37.41
Measure Window Start: 300ms

Measure Window Length: 2000ms
BWC applied: 10.80 dB
Device Reference Point: 0, 0, -6.3 mm

Cursor:
Diff=1.71 dB

BWC Factor = 10.80 dB
Location: 12, -2.5, 3.7 mm

CDMA BC1_RC1 203 Full Fr_Ch 600_Port Al (transversal) wideband at bast 3/MN/ABN Freq Resp(x v =.f)

CAtegory | o b mofse to-noise rati in dectbels]
Category T1 0dBto 10 dB

Category T2 10 dB to 20 dB

Category T3 20 dB to 30 dB

Category T4 >30dB

Loc: 12, -2.5, 3.7 mm Iaff: 1.71dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/21/2021 12:40:33 AM

CDMA BC1

Communication System: UID 0, 1@CDMA2000 (0); Frequency: 1880 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/CDMA BC1_RC1 SO3 Full Fr_Ch

600_Port Aly (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1):

Interpolated grid: dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 19.08

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 50.30 dB
ABM1 comp = 1.10 dBA/m
BWC Factor =0.16 dB
Location: 12.1, -2.5, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/21/2021 4:07:24 AM

CDMA BC10

Communication System: UID 0, 1@CDMA2000 (0); Frequency: 820.5 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/CDMA BC10_RC1 SO3 Full Fr_Ch
580 _Port Aly (transversal) wideband at best SIN/ABM Freq Resp(x,y,z,f) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav
Output Gain: 37.41

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.53 dB

BWC Factor = 10.80 dB
Location: 9.3, 5.5, 3.7 mm

CDMA BC1O_RC1 203 Full Fr_Ch 580_Port A'y (transwversal) wideband at bast ST/ ABM Freq Fasp(x v =z f)
Loc: 9.3, 5.5, 3.7 mm Diff: 1.5345
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/21/2021 3:53:51 AM

CDMA BC10

Communication System: UID 0, 1@CDMA2000 (0); Frequency: 820.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/CDMA BC10_RC1 SO3 Full Fr_Ch

580_Port Aly (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1):

Interpolated grid: dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 19.08

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 43.87 dB
ABM1 comp = -4.82 dBA/m
BWC Factor =0.16 dB
Location: 9.6, 5.4, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band 2

Date/Time: 5/24/2021 5:11:48 PM

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1880 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 2_QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 18900_Port Aly (transversal) wideband at best
S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.65 dB
BWC Factor = 10.80 dB
Location: 11.6, -19.5, 3.7 mm
LTE Bamd 2_(5PSE_20 MHz BW _ 10 BE_AME-WE: 1553 hps_Ch. 15500 Pont IRy {rasesversal) widebaned ot best S BM Freg Respd oy = f
Lz 10, 1925, 37 moamn Daff: 16341
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 4:58:13 PM

LTE Band 2

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1880 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 2_QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 18900_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 43.09 dB
ABM1 comp =-5.72 dBA/m
BWC Factor = 0.16 dB
Location: 11.7,-19.6, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band 4

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1

Date/Time: 5/24/2021 5:38:09 PM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 4_QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 20175_Port Aly (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

104

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.83 dB
BWC Factor = 10.80 dB
Location: 11.6, -19.2, 3.7 mm
LTE Band 4_(PSK_20 MHz BW _ 10 KE_AME-WE: 1355 bhps Ch 20173 Bort Ay {traseversal) widebaned ot best S/M/ABM Freg Resp(xy 7
Loz 106, 192 37 woan Daff: 15348
[ ] e E—
20- Frequency Response Lower Limit Upper Limit
15—§ 10+
1f 5T . /j-
C C -~
sL 0 \I-..... =S = /
C c C """""'-----...“\““|l 1] o . /
3 ofg SNnn =/
_ 0t = \\
-0 -15 : \
-1 5_; =20 f
apd 25k
107 107
Hz

Plot No. 19



Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 5:24:34 PM

LTE Band 4

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1732.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 4 _QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 20175_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 43.41 dB
ABM1 comp =-5.30 dBA/m
BWC Factor = 0.16 dB
Location: 11.7,-19.2, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 6:23:08 PM

LTE Band 5

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 836.5 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 5_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 20525 Port Aly (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.54 dB
BWC Factor = 10.80 dB
Location: 12.1, 0.3, 3.7 mm
LTE Bamd $_QPSE_10 MHz BW _ 10 BE_AME-WE: 1553 hpe_Ch. 20324 Pont Ay {rassversal) wideband ot best S/ BM Freg Respd oy 2 f
Laszz 1220, 04, 3.7 wrn [f: 13448
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 6:09:34 PM

LTE Band 5

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 836.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 5 QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 20525_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 42.04 dB
ABM1 comp =-4.99 dBA/m
BWC Factor = 0.16 dB
Location: 12.1, 0.4, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band 7

Date/Time: 5/24/2021 7:28:45 PM

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 2535 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 7_QPSK_20 MHz

BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 21100_Port Aly (transversal) wideband at best
S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav
Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

10

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.56 dB
BWC Factor = 10.80 dB
Location: 11.5, 7.5, 3.7 mm
LTE Hared 7_CPSE_20 MHz BW 10 BHE_AME-WE: 1555 hps_Cho 21100 Pont Ay {ransversal) widebhard at best S ABM Freq Respdxy.zf
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 7:15:04 PM

LTE Band 7

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 2535 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 7_QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 21100_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 38.18 dB
ABM1 comp =-10.79 dBA/m
BWC Factor = 0.16 dB
Location: 11.7, 7.5, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band 12

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 707.5 MHz;Duty Cycle: 1:1

Date/Time: 5/24/2021 7:52:41 PM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 12_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 23095 Port Aly (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.46 dB
BWC Factor = 10.80 dB
Location: 11.5, 7.8, 3.7 mm
LTE Hared 12_(0PSK_10 MHz BW _ 10 BH_AME-WE: 1553 bhpe_Che 23003 _Pont Ay {rassversa I} widebharnd at best SHABEM Freg Bespdxyz
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 7:39:05 PM

LTE Band 12

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 707.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 12_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 23095_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 38.59 dB
ABM1 comp =-11.17 dBA/m
BWC Factor = 0.16 dB
Location: 11.7,7.9, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 11:47:16 PM

LTE Band 13

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 782 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 13_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 23230_Port Aly (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.52 dB
BWC Factor = 10.80 dB
Location: 11.4,7.5, 3.7 mm
LTE Hared 13_(PSK_10 MHz BW _ 10 BE_AME-WE: 1553 bhpe_Che 23230_Pont Ay {rassversa I} widebarnd at best SHABEM Freg Respd .y f
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 11:33:40 PM

LTE Band 13

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 782 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 13_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 23230_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 38.17 dB
ABM1 comp =-11.14 dBA/m
BWC Factor = 0.16 dB
Location: 11.3, 7.5, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 10:24:45 PM

LTE Band 17

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 710 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 17_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 23790_Port Aly (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.77 dB
BWC Factor = 10.80 dB
Location: 11.7, 7.5, 3.7 mm
LTE Hard 1 7_(3PSK_10 MHz BW _ 10 BH_AME-WE: 1553 bhpes_Che 23790_Pont Ay {rassversa I} widebharnd at best SHABEM Freg Respdy.z
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 10:11:10 PM

LTE Band 17

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 710 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 17_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 23790_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 38.79 dB
ABM1 comp =-10.49 dBA/m
BWC Factor = 0.16 dB
Location: 11.7, 7.5, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band 25

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1882.5 MHz;Duty Cycle: 1:1

Date/Time: 5/21/2021 6:34:32 PM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 25_QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 26365 Port Aly (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.43 dB
BWC Factor = 10.80 dB
Location: 8.8, 7.5, 3.7 mm
LTE Band 2% (pPSE_20 MHz BW _ 10 RE_AME-WE: 1583 kbpe_Ch. 26363 _Pont Ay {rarsversa | wideband at best SN/ABM Freg Respdwy = f
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/21/2021 6:20:17 PM

LTE Band 25

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1882.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 25 _QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 26365_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 36.70 dB
ABM1 comp =-12.65 dBA/m
BWC Factor = 0.16 dB
Location: 8.8, 7.5, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 6:40:21 PM

LTE Band 26

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 831.5 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 26_QPSK_15 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 26865 Port Aly (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.59 dB
BWC Factor = 10.80 dB
Location: 12.1, 0.3, 3.7 mm
LTE Band 26_(RPSE_13 MHz BW _ 10 RE_AME-WE: 1583 hpe_Ch. 26863 _Pont Ay {rarsversa l) wideband at best SNABM Freg Respdwy = f
Laszz 1220, 04, 3.7 o [F: 13948
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 6:45:37 PM

LTE Band 26

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 831.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 26_QPSK_15 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 26865_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 38.45 dB
ABM1 comp =-10.95 dBA/m
BWC Factor = 0.16 dB
Location: 11.3, 7.5, 3.7 mm

dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 10:47:44 PM

LTE Band 30

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 2310 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 30_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 27710_Port Aly (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.60 dB
BWC Factor = 10.80 dB
Location: 10.1, 7.8, 3.7 mm
LTE Hared 30_(PSK_10 MHz BW _ 10 BH_AMBE-WE: 1583 bhpe_Che ZT710_Pont Ay {rassversa I widebharnd at best SHABEM Freg Bespdxy.z
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 10:34:10 PM

LTE Band 30

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 2310 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 30_QPSK_10 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 27710_Port Aly (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 38.21 dB
ABM1 comp =-11.74 dBA/m
BWC Factor = 0.16 dB
Location: 10, 7.9, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band 41

Communication System: UID 0, 1@LTE (TDD) (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59956

Date/Time: 5/23/2021 12:18:27 AM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 41_QPSK_20 MHz
BW_50/0 RB_AMR-WB: 6.6 kbps_Ch. 40620 _Port D/y (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.39 dB
BWC Factor = 10.80 dB
Location: 7.5, 8, 3.7 mm
LTE Hared 41_(3PSE_20 MHz BW _300 RE_AMBE-WH: &6 bhps_Ch. 40630 Pont IRy {ransversal) widabhard at best S ABM Freg Respdxy.zf
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/23/2021 12:04:06 AM

LTE Band 41

Communication System: UID 0, 1@LTE (TDD) (0); Frequency: 2593 MHz; Duty Cycle: 1:1.59956
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 41_QPSK_20 MHz
BW_50/0 RB_AMR-WB: 6.6 kbps_Ch. 40620_Port D/y (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 35.08 dB
ABM1 comp =-14.78 dBA/m
BWC Factor = 0.16 dB
Location: 7.5, 7.9, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 4:28:03 PM

LTE Band 48

Communication System: UID 0, 1@LTE (TDD) (0); Frequency: 3625 MHz;Duty Cycle: 1:1.59956

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 48_QPSK_20 MHz
BW_50/0 RB_AMR-WB: 6.6 kbps_Ch. 55990 Port D/y (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.58 dB
BWC Factor = 10.80 dB
Location: 11.8, 0.5, 3.7 mm
LTE Hamd 45 (pPSE_30 MHz BW _300 RE_AME-WH: 6.6 Ibhps_Ch. 339590 Pont [k {rasesversal) wideband ot best SMABM Freg Respd oy 2 f
Laszz 118, 03, 3.7 o [f: 13548
[ ] e E—
20- 15 Frequency Response Lower Limit Upper Limit
15+ 10 \ ~—
pami s
- i
E--E 0 - \‘- HHM‘H /
= :g - R “ * }
- 0 S _-E."\
_E._E -0 - = \ /
T R
104 154
15+ -20 f \
204 -
10¢ 10° e
Hz

Plot No. 39



Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 4:14:29 PM

LTE Band 48

Communication System: UID 0, 1@LTE (TDD) (0); Frequency: 3625 MHz; Duty Cycle: 1:1.59956
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 48_QPSK_20 MHz
BW_50/0 RB_AMR-WB: 6.6 kbps_Ch. 55990 _Port D/y (transversal) 4.2mm 50 x 50/ABM

Interpolated SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 40.43 dB
ABM1 comp =-5.79 dBA/m
BWC Factor = 0.16 dB
Location: 11.7, 0.4, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 5:50:07 PM

LTE Band 66

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1745 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 66_QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 132322 Port A 2/y (transversal) wideband at best

S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 47.1

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.84 dB

BWC Factor = 10.80 dB
Location: 11.6, -19.2, 3.7 mm

LTE Hand 66 CPSK_20 MHz BW_10 RE_AME-WE: 13853 khps_Ch 132322 _Pon & 2 {iraseversal) woideband ai best SNAEM Freg Resp oy f
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/24/2021 5:49:42 PM

LTE Band 66

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1745 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 66_QPSK_20 MHz
BW_1/0 RB_AMR-WB: 15.85 kbps_Ch. 132322_Port A 2/y (transversal) Single

Point/ABM SNR(x,y,z) (1X1X1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 24.02

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 42.25 dB
ABM1 comp =-5.49 dBA/m
BWC Factor = 0.16 dB
Location: 11.6, -19.2, 3.7 mm

dB
0

0dB =1.000=0.00 dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

Wi-Fi 2.4 GHz

Communication System: UID 0, 1@IEEE 802.11b/g/n 2.4 GHz Band (0); Frequency: 2437 MHz;Duty Cycle: 1:1

Date/Time: 5/25/2021 2:22:51 AM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11b_20 MHz BW_DSSS 1
Mbps_ AMR-NB: 12.2 kbps_Ch. 6_ANT 3/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 29.72

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.62 dB
BWC Factor = 10.80 dB
Location: 12.9, 0.5, 3.7 mm
S 1 0b_30 MHz HW [RS8 1 Mbps_ AME-NE: 122 hys (& ANT 3 {irarsversal) wideband at best SNABEM Freg Bespoy e f
Liszz 129 €3, 3.7 mn [ff: 16240
I (] E——
= Frequency Response Lower Limit Upper Limit
F s F ‘
15 - \
T
10+ - \ ‘
E g : LHL\-\"“-\-\.
T C -] A
u - g
e L f ~. i S N 4
% U-E% N ™ —--.M-. /
- ) .
_E.—: - r \ \J
F o
10 -
- -15F
-15 T :
C 204
-20- -
107 10°
Hz

10

Plot No. 43



Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/25/2021 2:22:26 AM

Wi-Fi 2.4 GHz

Communication System: UID 0, 1@IEEE 802.11b/g/n 2.4 GHz Band (0); Frequency: 2437 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11b_20 MHz BW_DSSS 1
Mbps_ AMR-NB: 12.2 kbps_Ch. 6_ANT 3/y (transversal) Single Point/ABM SNR(x,y,z)

(1X1X1 ): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 15.15

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 39.20 dB
ABM1 comp =-1.13 dBA/m
BWC Factor = 0.16 dB
Location: 12.9, 0.5, 3.7 mm

dB
0

0dB =1.000=0.00 dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/26/2021 3:05:49 AM
Wi-Fi 5 GHz
Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5180 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_64QAM 54
Mbps_ EVS: 5.9 kbps_Ch. 36_ANT 6/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 29.72

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.58 dB
BWC Factor = 10.80 dB
Location: 17.2, 4.3, 3.7 mm
S0 la_30 MHz BW s sl 34 Mibpes_ EVE: 309 g Ch 36 _ANT &'y {imamsversa lp wideband ad best SN BEM Freg Respl oy f
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/26/2021 3:05:20 AM
Wi-Fi 5 GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5180 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_64QAM 54
Mbps_ EVS: 5.9 kbps_Ch. 36_ANT 6/y (transversal) Single Point/ABM SNR(x,y,z)

(1 x1x1 ): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 15.15

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 38.28 dB
ABM1 comp =-10.67 dBA/m
BWC Factor = 0.16 dB
Location: 17.2, 4.3, 3.7 mm

dB
]

0dB =1.000=0.00dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

Wi-Fi 5 GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5260 MHz;Duty Cycle: 1:1

Date/Time: 5/26/2021 9:58:02 PM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_64QAM 54
Mbps_ EVS: 5.9 kbps_Ch. 52_ANT 6/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav

Output Gain: 29.72
Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB
Device Reference Point: 0, 0, -6.3 mm

Cursor:
Diff = 1.57 dB

BWC Factor = 10.80 dB
Location: 7.4, 4.9, 3.7 mm

1]

Telephone parameters WD signal quality

Category [(signal+noise)-to-noise ratio in decibels]

Category T1 0dBto 10 dB

Category T2 10 dB to 20 dB

Category T3 20 dB to 30 dB

Category T4 >30dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/26/2021 9:44:27 PM
Wi-Fi 5 GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5260 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_64QAM 54
Mbps_ EVS: 5.9 kbps_Ch. 52_ANT 6/y (transversal) 4.2mm 50 x 50/ABM Interpolated

SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 15.15

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 39.63 dB
ABM1 comp =-14.07 dBA/m
BWC Factor = 0.16 dB
Location: 7.5, 5, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/26/2021 10:20:56 PM
Wi-Fi 5 GHz
Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5500 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_64QAM 54
Mbps_ EVS: 5.9 kbps_Ch. 100_ANT 6/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000 2s.wav

Output Gain: 29.72

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.36 dB
BWC Factor = 10.80 dB
Location: 12, 5.3, 3.7 mm
S0 1 la_20 MHz BW 60 54 wibps EVE: 39 bpe (e 100 ANT & {irnareversalp widehand ai best 5000BM Freg Respioy 2 f
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/26/2021 10:07:17 PM
Wi-Fi 5 GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5500 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_64QAM 54
Mbps_ EVS: 5.9 kbps_Ch. 100_ANT 6/y (transversal) 4.2mm 50 x 50/ABM Interpolated

SNR(x,y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 15.15

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 38.80 dB
ABM1 comp =-12.39 dBA/m
BWC Factor = 0.16 dB
Location: 12.1, 5.4, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

Wi-Fi 5 GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5745 MHz;Duty Cycle: 1:1

Date/Time: 5/27/2021 12:01:31 AM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_64QAM 54
Mbps_ EVS: 5.9 kbps_Ch. 149_ANT 6/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k _voice 300-3000_ 2s.wav

Output Gain: 29.72

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Catesor Telephone parameters WD signal quality
gory [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.18 dB
BWC Factor = 10.80 dB
Location: 11.7, 4.3, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 5/26/2021 11:47:50 PM
Wi-Fi 5 GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5745 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3092; ; Calibrated: 4/15/2021

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1546; Calibrated: 3/11/2021

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_64QAM 54
Mbps_ EVS: 5.9 kbps_Ch. 149_ANT 6/y (transversal) 4.2mm 50 x 50/ABM Interpolated

SNR(x,y,z) (121X1 21X1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 15.15

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 37.24 dB
ABM1 comp =-11.01 dBA/m
BWC Factor = 0.16 dB
Location: 11.7, 4.2, 3.7 mm
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