Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/8/2022 4:43:35 PM

GSM 850

Communication System: UID 0, 1@GPRS-FDD (TDMA, GMSK, 2 slot) (0); Frequency: 836.6 MHz;Duty Cycle: 1:4.00037

T-Coil scan (scan for ANSI C63.19 2011 compliance)/GSM 850 _EGPRS 2 Slot_Ch.

190_Port A/z (axial) wideband at best S/IN/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid:
dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 0.62 dB

BWC Factor = 10.80 dB
Location: 15.3, -12.4, 3.7 mm

GSM 830 EGPES 2 Slot Ch. 190 Port A/z (axial) wideband at best 5/N/ABM Freq Resp(x.v.z.f)
Loc: 1553, -12.4, 3.7 mm Diff: 0.624dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/8/2022 5:00:30 PM

GSM 850

Communication System: UID 0, 1@GPRS-FDD (TDMA, GMSK, 2 slot) (0); Frequency: 836.6 MHz; Duty Cycle: 1:4.00037
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/GSM 850 _EGPRS 2 Slot_Ch.

190_Port A/z (axial) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1): Interpolated
grid: dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 34.15 dB
ABM1 comp = -6.63 dBA/m
BWC Factor = 0.16 dB
Location: 12.5, -13.8, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 9:08:32 AM

GSM 1900

Communication System: UID 0, 1@GPRS-FDD (TDMA, 8PSK, 2 slot) (0); Frequency: 1880 MHz;Duty Cycle: 1:4.00037

T-Coil scan (scan for ANSI C63.19 2011 compliance)/GSM 1900 _EGPRS 2 Siot_Ch.

661_Port A/z (axial) wideband at best S/N/ABM Freq Resp(x,y,z,f) (1x1x1): Measurement grid:
dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.23 dB

BWC Factor = 10.80 dB
Location: 15.8, -12.5, 3.7 mm

GSM 1900 EGFPRS 2 Slot Ch. 661 Port A/z (axial) wideband at best S™N/ABM Freq Resp(zy,z f)
Loe: 15.8, -12.5, 3.7 mm Duff: 12348
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 8:55:00 AM

GSM 1900

Communication System: UID 0, 1@GPRS-FDD (TDMA, 8PSK, 2 slot) (0); Frequency: 1880 MHz; Duty Cycle: 1:4.00037
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/GSM 1900 _EGPRS 2 Siot_Ch.

661_Port A/z (axial) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1): interpolated
grid: dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 42.95 dB
ABM1 comp = 5.20 dBA/m
BWC Factor = 0.16 dB
Location: 15.8, -12.5, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/1/2022 11:45:54 PM

W-CDMA Band I

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 1880 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BIl_HSPA_OTT_Ch.
9400_Port Cly (transversal) wideband at best S/IN/ABM Freq Resp(x,y,z,f) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav
Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.34 dB

BWC Factor = 10.80 dB
Location: 15.7, -4.1, 3.7 mm

WCDMA BII HEPA OTT Ch. 9400 Port Oy (transversal) wideband at best 8N/ ABM Freq Resp(x v = f)
Loe: 15.7, 4.1, 3.7 mm Diff: 1 3448
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/1/2022 11:32:07 PM

W-CDMA Band I

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 1880 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BIl_HSPA_OTT_Ch.

9400_Port Cly (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1):
Interpolated grid: dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 46.59 dB
ABM1 comp = -3.88 dBA/m
BWC Factor = 0.16 dB
Location: 15.8, -4.2, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

W-CDMA Band IV

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 1712.4 MHz;Duty Cycle: 1:1

Date/Time: 8/2/2022 9:24:52 AM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BIV_HSPA_OTT_Ch.
1312_Port Cly (transversal) wideband at best S/IN/ABM Freq Resp(x,y,z,f) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83
Measure Window Start: 300ms

Measure Window Length: 2000ms
BWC applied: 10.80 dB
Device Reference Point: 0, 0, -6.3 mm

Cursor:
Diff =1.24 dB

Telephone parameters WD signal quality

Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB

Category T2 10 dB to 20 dB

Category T3 20 dB to 30 dB

Category T4 >30dB

BWC Factor = 10.80 dB
Location: 13.6, -4.6, 3.7 mm

WCDMA BIV_HEPA OTT _Ch. 1312 Port Oy (transversal) wideband at best 8M/ABM Freq Resp(x vz f)
Loec: 13.6, 4.6, 3.7 mm Diff: 1 2448
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/2/2022 9:24:26 AM

W-CDMA Band IV

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 1712.4 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BIV_HSPA_OTT_Ch.

1312_Port Cly (transversal) Single Point/ABM SNR(x,y,z) (1x1x1): Measurement grid: dx=10mm,
dy=10mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 47.13 dB
ABM1 comp = -3.53 dBA/m
BWC Factor = 0.16 dB
Location: 13.6, -4.6, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/2/2022 9:50:57 AM

W-CDMA Band V

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 826.4 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BV_HSPA_OTT_Ch.
4132_Port Bly (transversal) wideband at best S/N/ABM Freq Resp(x,y,z,f) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav
Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.13 dB

BWC Factor = 10.80 dB
Location: 15.1, -4.3, 3.7 mm

WCDMA BV _HSPA OTT Ch. 4132 Port Blv (transversal) wideband at best SN/ ABM Freq Resp(x v = f)
Loe: 151, 4.3, 3.7 mm Diff: 1.134B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/2/2022 9:37:29 AM

W-CDMA Band V

Communication System: UID 0, 1@UMTS-FDD (WCDMA) (0); Frequency: 826.4 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/WCDMA BV_HSPA_OTT_Ch.

4132_Port Bly (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z) (121x121x1):
Interpolated grid: dx=1.000 mm, dy=1.000 mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 46.73 dB
ABM1 comp = -3.45 dBA/m
BWC Factor = 0.16 dB
Location: 15, -4.2, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band 2

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1880 MHz;Duty Cycle: 1:1

Date/Time: 8/3/2022 10:37:40 PM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 2_256QAM 20MHz
BW_RB 1,49 _OTT_Ch. 18900_Port D/y (transversal) wideband at best S/N/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.08 dB

BWC Factor = 10.80 dB
Location: 14, -2.9, 3.7 mm

LTE Band 1_256QAM J0MHz BW_EE 1,49 OTT_Ch 1B200 Port Dvy (ransverssl) widsband at bast 5N/ ABM Frag Bespl{z vz f)

Loc: 14,-29 3.7 mem DifE 1.084B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 10:21:29 PM

LTE Band 2

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1880 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 2_256QAM 20MHz
BW_RB 1,49 _OTT_Ch. 18900_Port D/y (transversal) 4.2mm 50x50/ABM Interpolated

SNR(x,Y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 47.40 dB
ABM1 comp = -4.05 dBA/m
BWC Factor =0.16 dB
Location: 13.8, -2.9, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 10:57:45 PM

LTE Band 4

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 4_256QAM 20MHz
BW_RB 1,49 _OTT_Ch. 20175_Port D/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.01 dB

BWC Factor = 10.80 dB
Location: 13.8, -2.8, 3.7 mm

LTE Band 4_256QAM J0MHz BW_EE 1,49 OTT_Ch 10175 _Port Dv'y (transvers=l) widsband at bast 5N/ ABM Frag Bespl{z vz f)
Loc: 13.8.-2°8 3.7 mem DHEE 1.014B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 10:44:11 PM

LTE Band 4

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1732.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 4_256QAM 20MHz
BW_RB 1,49 _OTT_Ch. 20175_Port D/y (transversal) 4.2mm 50x50/ABM Interpolated

SNR(x,Y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 =47.13 dB
ABM1 comp = -4.13 dBA/m
BWC Factor =0.16 dB
Location: 13.8, -2.9, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band 5

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 836.5 MHz;Duty Cycle: 1:1

Date/Time: 8/3/2022 11:32:34 PM

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 5_256QAM 10MHz
BW_RB 1,25 _OTT_Ch. 20525 _Port Bly (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.18 dB

BWC Factor = 10.80 dB
Location: 13.5, -2.6, 3.7 mm

LTE Band 5_2560QAN 10MHz BW_EEB 1,15 OTT_Ch 10515_Port Biy (ransverssl) widsband at bast 5N/ ABM Fraq Bespl{zy o f)

Loc: 13.5.-2.6, 3.7 mem DHIE 1.184B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 11:15:57 PM

LTE Band 5

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 836.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 5_256QAM 10MHz
BW_RB 1,25 _OTT_Ch. 20525 _Port Bly (transversal) 4.2mm 50x50/ABM Interpolated

SNR(x,Y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 47.00 dB
ABM1 comp = -4.44 dBA/m
BWC Factor = 0.16 dB
Location: 13.3, -2.5, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 12:01:29 AM

LTE Band 7

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 2535 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 7_256QAM 20MHz
BW_RB 1,49 _OTT_Ch. 21100_Port D/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.14 dB

BWC Factor = 10.80 dB
Location: 13.1, -3.9, 3.7 mm

LTE Band 7_256QAM J0MHz BW_EE 1,49 OTT_Ch 11100 Port Dvy (ransverssl) widsband at bast 5N/ ABM Frag Bespl{z vz f)
Loc: 13.1.-35. 3.7 mem DHE 1.144B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 11:47:48 PM

LTE Band 7

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 2535 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 7_256QAM 20MHz
BW_RB 1,49 _OTT_Ch. 21100_Port D/y (transversal) 4.2mm 50x50/ABM Interpolated

SNR(x,Y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 46.14 dB
ABM1 comp = -4.42 dBA/m
BWC Factor =0.16 dB
Location: 13.3, -3.8, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 12:59:15 AM

LTE Band 12

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 707.5 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 12_256QAM 10MHz
BW_RB 1,25 _OTT_Ch. 23095_Port Bly (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.11 dB

BWC Factor = 10.80 dB
Location: 12.9, -3.1, 3.7 mm

LTE Band 1X_F3(kAM 1OMHZ BW_EB 133 01T _(h DS Ponl BY {rareversalp wideband at best 5N BM Freg Respl vz f
Loz 125, 2300, AT wom Daff: 11148
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 12:45:27 AM

LTE Band 12

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 707.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 12_256QAM 10MHz
BW_RB 1,25 _OTT_Ch. 23095_Port Bly (transversal) 4.2mm 50x50/ABM Interpolated

SNR(x,Y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 47.15 dB
ABM1 comp = -4.06 dBA/m
BWC Factor =0.16 dB
Location: 12.9, -3.3, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 1:06:39 AM

LTE Band 13

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 782 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 13_256QAM 10MHz
BW_RB 1,25 _OTT_Ch. 23230_Port Bly (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.21 dB

BWC Factor = 10.80 dB
Location: 12.9, -3.1, 3.7 mm

LTE Band 13_F3S(kAM 1OMHZ BW_EB 133 OFTT_(h 200 Ponl BY {irarsversalp wideband at best 5N BM Freg Respl vz f
Loz 125, 2300, AT wom Daff: 1.21dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 1:06:00 AM

LTE Band 13

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 782 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 13_256QAM 10MHz
BW_RB 1,25_OTT_Ch. 23230_Port B/y (transversal) Single Point/ABM SNR(x,y,z)

(1X1X1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 46.91 dB
ABM1 comp = -3.97 dBA/m
BWC Factor = 0.16 dB
Location: 12.9, -3.1, 3.7 mm

dB
0

0dB =1.000=0.00 dB

Plot No. 22



Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 1:12:17 AM

LTE Band 17

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 710 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 17_256QAM 10MHz
BW_RB 1,25 _OTT_Ch. 23790_Port Bly (transversal) wideband at best S/N/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.17 dB

BWC Factor = 10.80 dB
Location: 12.9, -3.1, 3.7 mm

LTE Band I7T_F3(kAM 1OMHZ BW_EB 133 01T _(h I¥M0_Porl BY {trareversalp wideband at best 5N BM Freg Respl oy e f
Loz 125, 2300, AT wom Daff: 1.17dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 1:11:39 AM

LTE Band 17

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 710 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 17_256QAM 10MHz
BW_RB 1,25_OTT_Ch. 23790_Port Bly (transversal) Single Point/ABM SNR(x,y,z)

(1X1X1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 47.04 dB
ABM1 comp = -4.05 dBA/m
BWC Factor = 0.16 dB
Location: 12.9, -3.1, 3.7 mm

dB
0

0dB =1.000=0.00 dB

Plot No. 24



Test Laboratory: UL Verification Services Inc. SAR Lab 9

LTE Band

25

Date/Time: 8/2/2022 7:00:13 PM

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1882.5 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 25_256QAM 20MHz
BW_RB 1,49 _OTT_Ch. 26365_Port D/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83
Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB
Device Reference Point: 0, 0, -6.3 mm

Cursor:
Diff = 1.22 dB

BWC Factor = 10.80 dB

Location: 14.7, -4.4, 3.7 mm

dBAm

10

£r

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/2/2022 6:59:48 PM

LTE Band 25

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1882.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 25_256QAM 20MHz
BW_RB 1,49_OTT_Ch. 26365_Port D/y (transversal) Single Point/ABM SNR(x,y,z)

(1X1X1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 42.92 dB
ABM1 comp = -3.62 dBA/m
BWC Factor = 0.16 dB
Location: 14.7, -4.4, 3.7 mm

dB
0

0dB =1.000=0.00 dB

Plot No. 26



Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 11:39:40 PM

LTE Band 26

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 831.5 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 26_256QAM 10MHz
BW_RB 1,25 _OTT_Ch. 26865_Port Bly (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.08 dB

BWC Factor = 10.80 dB
Location: 13.5, -2.6, 3.7 mm

LTE Band 36 _Fab(kAM 1OMHZ BW_EB 133 0FTT_(h 2shd Ponl BY {rarsversalp wideband at best 5N BM Freg Respl vz f
Loz 133, 26, 3T mom Daff: 10548
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 11:39:11 PM

LTE Band 26

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 831.5 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 26_256QAM 10MHz
BW_RB 1,25_OTT_Ch. 26865_Port B/y (transversal) Single Point/ABM SNR(x,y,z)

(1 x1x1 ): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 47.67 dB
ABM1 comp = -4.16 dBA/m
BWC Factor = 0.16 dB
Location: 13.5, -2.6, 3.7 mm

dB
0

0dB =1.000=0.00 dB

Plot No. 28



Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 12:29:49 AM

LTE Band 30

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 2310 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 30_256QAM 10MHz
BW_RB 1,25 _OTT_Ch. 27710_Port D/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.11 dB

BWC Factor = 10.80 dB
Location: 13.1, -3.9, 3.7 mm

LTE Band 30 _Fa(kAM 10MHZ BW_EB 123 OFTT_Che ITT10_Port Dy {trarsversalp andeband ai Sest SNUAEM Hreg Bep oy f
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 12:29:14 AM

LTE Band 30

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 2310 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 30_256QAM 10MHz
BW_RB 1,25_OTT_Ch. 27710_Port D/y (transversal) Single Point/ABM SNR(x,y,z)

(1X1X1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 46.06 dB
ABM1 comp = -4.22 dBA/m
BWC Factor = 0.16 dB
Location: 13.1, -3.9, 3.7 mm

dB
0

0dB =1.000=0.00 dB

Plot No. 30



Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 10:12:25 AM

LTE Band 41

Communication System: UID 0, 1@LTE (TDD) (0); Frequency: 2506 MHz;Duty Cycle: 1:1.59956

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 41_QPSK 20MHz
BW_RB 50,49 _OTT_Ch. 39750_Port D/z (axial) wideband at best SIN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff = 1.05 dB

BWC Factor = 10.80 dB
Location: 19.8, -12, 3.7 mm

LTE Band 41_QPSK 20MHz EW_RE 50,49 OTT_Ch 38750_Port Diz (zxizl) wideband 2t best SN/ ABM Freq Resplry 2
Lot 18.8,-12, 3.7 2 DI 1.054E
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 11:54:21 AM

LTE Band 41

Communication System: UID 0, 1@LTE (TDD) (0); Frequency: 2506 MHz; Duty Cycle: 1:1.59956
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 41_QPSK 20MHz
BW_RB 50,49_OTT_Ch. 39750_Port D/z (axial) Single Point/ABM SNR(x,y,z) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 40.38 dB
ABM1 comp = 2.22 dBA/m
BWC Factor = 0.16 dB
Location: 19.8, -12, 3.7 mm

dB
0

0dB=1.000=0.00dB

Plot No. 32



Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 6:04:51 PM

LTE Band 48

Communication System: UID 0, 1@LTE (TDD) (0); Frequency: 3560 MHz;Duty Cycle: 1:1.59956

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 48_QPSK 20MHz
BW_RB 50,49 _OTT_Ch. 55340_Port D/z (axial) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.20 dB

BWC Factor = 10.80 dB
Location: 15.4, -9.8, 3.7 mm

LTE Band 43_QPSK 20MHzEW_FE 50,49 OTT_Ch 55340_Port Diz (zxizl) wideband 2t best 34/ ABM Freq Resplry 2
Loc 154,88 3.7 e Diff 1248
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 5:50:39 PM

LTE Band 48

Communication System: UID 0, 1@LTE (TDD) (0); Frequency: 3560 MHz; Duty Cycle: 1:1.59956
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 48_QPSK 20MHz
BW_RB 50,49 _OTT_Ch. 55340_Port D/z (axial) 4.2mm 50x50/ABM Interpolated

SNR(x,Y,z) (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 50.34 dB
ABM1 comp = 4.68 dBA/m
BWC Factor =0.16 dB
Location: 15.4, -10, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 11:05:14 PM

LTE Band 66

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1745 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 66_256QAM 20MHz
BW_RB 1,49 _OTT_Ch. 132322_Port D/y (transversal) wideband at best S/IN/ABM Freq

Resp(x,y,z,f) (1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.19 dB

BWC Factor = 10.80 dB
Location: 13.8, -2.8, 3.7 mm

LTE Bamd & Z5G0AM J0MHE BW _EE 149 01T _Che TEERED Pont [0y  rarsversalp wisdeband ai best SNOAEM Freg Bespd oy > f
Loz 13K 25 T wom Daff: 11998
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/3/2022 11:04:48 PM

LTE Band 66

Communication System: UID 0, 1@LTE (FDD) (0); Frequency: 1745 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/LTE Band 66_256QAM 20MHz
BW_RB 1,49_OTT_Ch. 132322_Port D/y (transversal) Single Point/ABM SNR(x,y,z)

(1X1X1 ): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 45.75 dB
ABM1 comp = -4.24 dBA/m
BWC Factor = 0.16 dB
Location: 13.8, -2.8, 3.7 mm

dB
0

0dB =1.000=0.00 dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 5:19:10 PM

Wi-Fi 2.4GHz

Communication System: UID 0, 1@IEEE 802.11b/g/n 2.4 GHz Band (0); Frequency: 2437 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11b_20 MHz BW_CCK 11
Mbps_OTT_Ch. 6_ANT 4/y (transversal) wideband at best S/N/ABM Freq Resp(x,y,z,f)

(1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav
Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.13 dB

BWC Factor = 10.80 dB
Location: 20.5, 0.1, 3.7 mm

202110 20 MHz BW_CCK 11 Mbps OTT_Ch. §_ANT 4/v (transverzsl) widsband st bast 5N/ AEM Freq Resplx v 2.0

Loc: 205, 0.1, 3.7 mm Diff 1.134B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/4/2022 5:18:42 PM

Wi-Fi 2.4GHz

Communication System: UID 0, 1@IEEE 802.11b/g/n 2.4 GHz Band (0); Frequency: 2437 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11b_20 MHz BW_CCK 11

Mbps_OTT_Ch. 6_ANT 4/y (transversal) Single Point/ABM SNR(x,y,z) (1x1x1): Measurement
grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 39.49 dB
ABM1 comp = -8.71 dBA/m
BWC Factor = 0.16 dB
Location: 20.5, 0.1, 3.7 mm

dB
0

0dB=1.000=0.00dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/5/2022 12:13:41 AM
Wi-Fi 5GHz
Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5180 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_BPSK 6
Mbps_OTT_Ch. 36_ANT 5/y (transversal) wideband at best S/N/ABM Freq Resp(x,y,z,f)

(1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav
Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.01 dB

BWC Factor = 10.80 dB
Location: 12.8, -4.2, 3.7 mm

202.11a 20 MHz BW_BEPSE 6 Mbps OTT_Ch. 36 _ANT 5y (transverzal) widsbend st best 5/ N/ABM Freg Resp(x. vz
Loc: 12.8, 4.2, 3.7 mm Diff 1.014B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/5/2022 12:00:08 AM
Wi-Fi 5GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5180 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_BPSK 6
Mbps_OTT_Ch. 36_ANT 5/y (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z)

(121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 =45.71 dB
ABM1 comp = -4.16 dBA/m
BWC Factor =0.16 dB
Location: 12.9, -4.2, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/6/2022 12:02:46 AM
Wi-Fi 5GHz
Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5260 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_BPSK 6
Mbps_OTT_Ch. 52_ANT 5/y (transversal) wideband at best S/N/ABM Freq Resp(x,y,z,f)

(1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav
Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.25 dB

BWC Factor = 10.80 dB
Location: 16.3, -4.3, 3.7 mm

202.112 20 MHz BW_EPSE & Mbps OTT _Ch. 51_ANT 5/v (trensverzsl) wideband at bast 5N/ ABEM Freq Resp(n v.z.0
c: 16.3, 4.3, 3.7 mm Diff 1.254B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/5/2022 11:49:08 PM
Wi-Fi 5GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5260 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_BPSK 6
Mbps_OTT_Ch. 52_ANT 5/y (transversal) 4.2mm 50 x 50/ABM Interpolated SNR(x,y,z)

(121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav

Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 48.28 dB
ABM1 comp = -3.86 dBA/m
BWC Factor =0.16 dB
Location: 16.3, -4.2, 3.7 mm
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/6/2022 12:07:34 AM
Wi-Fi 5GHz
Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5500 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_BPSK 6
Mbps_OTT_Ch. 100_ANT 5/y (transversal) wideband at best S/IN/ABM Freq Resp(x,y,z,f)

(1x1x1): Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav
Output Gain: 72.83

Measure Window Start: 300ms

Measure Window Length: 2000ms

BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.22 dB

BWC Factor = 10.80 dB
Location: 16.3, -4.3, 3.7 mm

B0 11z 20 MHz BW BPSE 6 Mbps OTT_Ch 100 ANT 5/ (rznsversal) widsbend at best 5/ N/ ABM Frag Resplzy.zf)
Loc: 163,43, 3.7 o Diff 1.224B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/6/2022 12:07:04 AM
Wi-Fi 5GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5500 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_BPSK 6
Mbps_OTT_Ch. 100_ANT 5/y (transversal) Single Point/ABM SNR(x,y,z) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 48.52 dB
ABM1 comp = -3.70 dBA/m
BWC Factor = 0.16 dB
Location: 16.3, -4.3, 3.7 mm

dB
0

0dB=1.000=0.00dB
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Test Laboratory: UL Verification Services Inc. SAR Lab 9

Wi-Fi 5GHz

Date/Time: 8/6/2022 12:17:03 AM

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5745 MHz;Duty Cycle: 1:1

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_BPSK 6
Mbps_OTT_Ch. 149_ANT 5/y (transversal) wideband at best S/IN/ABM Freq Resp(x,y,z,f)

(1x1x1): Measurement grid: dx=10mm, dy=10mm
Signal Type: Audio File (.wav) 48k_voice_300-3000_2s.wav

Output Gain: 72.83

Measure Window Start: 300ms
Measure Window Length: 2000ms
BWC applied: 10.80 dB

Device Reference Point: 0, 0, -6.3 mm

Telephone parameters WD signal quality
Category [(signal+noise)-to-noise ratio in decibels]
Category T1 0dBto 10 dB
Category T2 10 dB to 20 dB
Category T3 20 dB to 30 dB
Category T4 >30dB
Cursor:
Diff =1.12 dB

BWC Factor = 10.80 dB
Location: 16.3, -4.3, 3.7 mm

B0 11z 20 MHz BW BPSE 6 Mbps OTT_Ch 149 ANT 5y (rznsversal) widsbend at best 5/ N/ ABM Frag Resplzy.zf)
Loc: 163,43 3.7 o Diff 1.124B
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Test Laboratory: UL Verification Services Inc. SAR Lab 9 Date/Time: 8/6/2022 12:16:31 AM
Wi-Fi 5GHz

Communication System: UID 0, 1@IEEE 802.11a/n/ac 5 GHz Band (0); Frequency: 5745 MHz; Duty Cycle: 1:1
Phantom section: TCoil Section

DASY5 Configuration:

- Probe: AM1DV3 - 3083; ; Calibrated: 1/10/2022

- Sensor-Surface: 0Omm (Fix Surface)

- Electronics: DAE4 Sn1357; Calibrated: 1/11/2022

- Phantom: HAC Test Arch with AMCC; Type: SD HAC P01 BB

- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

T-Coil scan (scan for ANSI C63.19 2011 compliance)/802.11a_20 MHz BW_BPSK 6
Mbps_OTT_Ch. 149_ANT 5/y (transversal) Single Point/ABM SNR(x,y,z) (1x1x1):

Measurement grid: dx=10mm, dy=10mm

Signal Type: Audio File (.wav) 48k_voice_1kHz_1s.wav
Output Gain: 37.14

Measure Window Start: 300ms

Measure Window Length: 1000ms

BWC applied: 0.16 dB

Device Reference Point: 0, 0, -6.3 mm

Cursor:

ABM1/ABM2 = 48.31 dB
ABM1 comp = -3.68 dBA/m
BWC Factor = 0.16 dB
Location: 16.3, -4.3, 3.7 mm

dB
0

0dB=1.000=0.00dB

Plot No. 46
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