
Co-located antennas transmitting simultaneously
802.11b/g channel 11 (2.462 GHz), Bluetooth channel 79 (2480 MHz) 
Vertical
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Frequency Level Limit Delta Raw Data Antenna Cable Amp All Factors
MHz dBuV/m dBuV/m dB dBuV dB dB dB dB
1096.19 49.0 54.0 -5.0 72.97 25.25 4.27 53.45 23.93
1192.38 53.1 54.0 -0.9 76.88 25.59 4.21 53.61 23.81
1200.40 50.9 Av 54.0 -3.1 74.65 25.64 4.20 53.63 23.79
1420.84 46.1 54.0 -7.9 69.58 26.42 4.05 53.97 23.50
1553.11 50.6 54.0 -3.4 73.65 26.95 4.05 54.06 23.05
12206.41 43.3 54.0 -10.7 44.91 41.35 10.60 53.60 1.66
12374.75 43.4 54.0 -10.6 45.10 40.98 10.54 53.20 1.68
12627.25 43.1 54.0 -10.9 44.65 40.60 10.75 52.95 1.60
17619.24 51.1 54.0 -2.9 43.20 43.93 12.98 49.02 -7.88
18659.32 48.0 54.0 -6.0 42.20 40.50 5.58 40.24 -5.84
19304.61 48.5 54.0 -5.5 42.60 40.50 5.68 40.29 -5.89

Date of test
June 20, 2003

Apple Airport Extreme with new Antenna, Model A1066 Apple File No. 1874-R-3

Apple Computer EMC Report -Photos for Class II Change, Co-located antennas 
FCC ID: BCGA1026
FCC ID: BCGA1044 1 of 9



Co-located antennas transmitting simultaneously
802.11b/g channel 11 (2.462 GHz), Bluetooth channel 79 (2480 MHz) 
Horizontal
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Frequency Level Limit Delta Raw Data Antenna Cable Amp All Factors
MHz dBuV/m dBuV/m dB dBuV dB dB dB dB
1096.19 51.8 54.0 -2.2 75.73 25.25 4.27 53.45 23.93
1200.33 39.0 Av 54.0 -15.0 62.83 25.64 4.20 53.63 23.79
1420.84 51.0 54.0 -3.0 74.48 26.42 4.05 53.97 23.50
1613.23 53.7 54.0 -0.3 76.36 27.20 4.11 54.01 22.70
1621.88 36.2 Av 54.0 -17.8 58.86 27.25 4.13 54.00 22.62
1685.37 47.4 54.0 -6.6 69.68 27.52 4.19 53.95 22.25
11821.64 43.2 54.0 -10.8 45.30 41.10 10.67 53.89 2.12
12374.75 43.0 54.0 -11.0 44.61 41.08 10.54 53.20 1.58
12482.97 43.2 54.0 -10.8 44.74 40.92 10.51 52.94 1.51
12555.11 42.9 54.0 -11.1 44.42 40.83 10.61 52.92 1.48
23723.45 50.2 54.0 -3.8 84.23 0.00 6.41 40.45 34.04
24424.85 50.9 54.0 -3.1 85.14 0.00 6.53 40.75 34.23

Date of test
June 20, 2003

Apple Airport Extreme with new Antenna, Model A1066 Apple File No. 1874-R-3

Apple Computer EMC Report -Photos for Class II Change, Co-located antennas 
FCC ID: BCGA1026
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2483.50 MHz - 2500 MHz Restricted Band - 
Co-located antennas transmitting simultaneously
802.11b/g channel 11 (2.462 GHz), Bluetooth channel 79 (2480 MHz) 
Vertical, Peak Detection
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Frequency Level Limit Delta Raw Data Antenna Cable Amp All Factors
MHz dBuV/m dBuV/m dB dBuV dB dB dB dB
2483.49 52.3 74.0 -21.7 26.25 30.55 4.98 9.50 -26.03

Date of test
June 20, 2003

Apple Airport Extreme with new Antenna, Model A1066 Apple File No. 1874-R-3

Apple Computer EMC Report -Photos for Class II Change, Co-located antennas 
FCC ID: BCGA1026
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2483.50 MHz - 2500 MHz Restricted Band - 
Co-located antennas transmitting simultaneously
802.11b/g channel 11 (2.462 GHz), Bluetooth channel 79 (2480 MHz) 
Vertical, Average Detection
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Frequency Level Limit Delta Raw Data Antenna Cable Amp All Factors
MHz dBuV/m dBuV/m dB dBuV dB dB dB dB
2483.49 40.5 54.0 -13.5 14.49 30.55 4.98 9.50 -26.03

Date of test
June 20, 2003

Apple Airport Extreme with new Antenna, Model A1066 Apple File No. 1874-R-3

Apple Computer EMC Report -Photos for Class II Change, Co-located antennas 
FCC ID: BCGA1026
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2483.50 MHz - 2500 MHz Restricted Band - 
Co-located antennas transmitting simultaneously
802.11b/g channel 11 (2.462 GHz), Bluetooth channel 79 (2480 MHz) 
Horizontal, Peak Detection
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Frequency Level Limit Delta Raw Data Antenna Cable Amp All Factors
MHz dBuV/m dBuV/m dB dBuV dB dB dB dB
2483.49 59.5 74.0 -14.5 33.46 30.54 4.98 9.50 -26.03

Date of test
June 20, 2003

Apple Airport Extreme with new Antenna, Model A1066 Apple File No. 1874-R-3

Apple Computer EMC Report -Photos for Class II Change, Co-located antennas 
FCC ID: BCGA1026
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2483.50 MHz - 2500 MHz Restricted Band - 
Co-located antennas transmitting simultaneously
802.11b/g channel 11 (2.462 GHz), Bluetooth channel 79 (2480 MHz) 
Horizontal, Average Detection
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Frequency Level Limit Delta Raw Data Antenna Cable Amp All Factors
MHz dBuV/m dBuV/m dB dBuV dB dB dB dB
2483.49 44.2 54.0 -9.8 18.22 30.54 4.98 9.50 -26.03

Date of test
June 20, 2003

Apple Airport Extreme with new Antenna, Model A1066 Apple File No. 1874-R-3

Apple Computer EMC Report -Photos for Class II Change, Co-located antennas 
FCC ID: BCGA1026
FCC ID: BCGA1044 6 of 9



Co-located antenna
Simultaneous transmission
Radiated Emissions - front view
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Apple Computer EMC Report -Photos for Class II Change, Co-located antennas 
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Co-located antenna
Simultaneous transmission
Radiated Emissions - rear view

Apple Airport Extreme with new Antenna, Model A1066 Apple File No. 1874-R-3

Apple Computer EMC Report -Photos for Class II Change, Co-located antennas 
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Co-located antenna
Simultaneous transmission
Radiated Emissions - antenna installation close up
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