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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 20 MHz / MIMO / 3Tx CDD / BPSK /  MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 22.055 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 20 MHz / MIMO / 3Tx CDD / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 16.028 

 

 
Single Channel  

 



TEST REPORT SERIAL NO:  UL-RPT-RP12185759JD10A 

VERSION 2.0 ISSUE DATE: 30 JUNE 2018 

 

UL VS LTD Page 193 of 746 
 

Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 20 MHz / MIMO / 3Tx CDD / BPSK /  MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 21.794 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 20 MHz / MIMO / 3Tx CDD / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 15.940 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx CDD / BPSK /  MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.289 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3Tx CDD / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.145 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx CDD / BPSK /  MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.810 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3Tx CDD / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.319 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx CDD / BPSK /  MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.463 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3Tx CDD / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.145 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx CDD / BPSK / MCS0x1 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 83.010 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx CDD / BPSK / MCS0x1 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 76.331 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx CDD / BPSK / MCS0x1 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 83.358 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx CDD / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 76.679 

 

 
Single Channel  

 



TEST REPORT SERIAL NO:  UL-RPT-RP12185759JD10A 

VERSION 2.0 ISSUE DATE: 30 JUNE 2018 

 

UL VS LTD Page 199 of 746 
 

Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx CDD / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 81.968 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx CDD / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 75.984 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 20 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 21.759 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 20 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 15.849 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 20 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 21.519 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 20 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 15.670 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 20 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 21.639 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 20 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 15.789 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.160 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.020 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.879 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3 Tx STBC / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.499 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx STBC / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.999 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3 Tx STBC / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.140 

 

 
Single Channel  

 



TEST REPORT SERIAL NO:  UL-RPT-RP12185759JD10A 

VERSION 2.0 ISSUE DATE: 30 JUNE 2018 

 

Page 206 of 746 UL VS LTD 
 

Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx STBC / BPSK  / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 82.238 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx STBC / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 76.239 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx STBC / BPSK  / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 82.957 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx STBC / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 76.478 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx STBC / BPSK  / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 109.810 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx STBC / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 89.905 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 20 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 20.890 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 20 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 15.420 

 

 
Single Channel  

12185759

Date: 19.JUN.2018  10:54:39

12185759

Date: 19.JUN.2018  10:54:05
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 20 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 20.984 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 20 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 15.420 

 

 
Single Channel  

12185759

Date: 19.JUN.2018  10:41:45

12185759

Date: 19.JUN.2018  10:42:29
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 20 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 20.890 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 20 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5720 15.420 

 

 
Single Channel  

 

12185759

Date: 19.JUN.2018  10:55:54

12185759

Date: 19.JUN.2018  10:56:36
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.530 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.320 

 

 
Single Channel  

12185759

Date: 19.JUN.2018  13:32:49

12185759

Date: 19.JUN.2018  13:32:10
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.410 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3 Tx TxBF / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.140 

 

 
Single Channel  

12185759

Date: 19.JUN.2018  13:26:45

12185759

Date: 19.JUN.2018  13:27:35
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11n / 40 MHz / MIMO / 3Tx TxBF / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 40.290 

 

 
Single Channel  

Results: Reference Plots / 802.11n / 40 MHz / MIMO / 3 Tx TxBF / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5710 35.140 

 

 
Single Channel  

 

12185759

Date: 19.JUN.2018  13:35:52

12185759

Date: 19.JUN.2018  13:36:27
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx TxBF / BPSK  / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 81.890 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx TxBF / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 75.640 

 

 
Single Channel  

12185759

Date: 19.JUN.2018  14:48:33

12185759

Date: 19.JUN.2018  14:48:03
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx TxBF / BPSK  / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 84.170 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx TxBF / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 76.330 

 

 
Single Channel  

12185759

Date: 19.JUN.2018  14:44:22

12185759

Date: 19.JUN.2018  14:46:19
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Transmitter 26 dB Emission Bandwidth (Straddle Chan nels) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 3Tx TxBF / BPSK  / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 83.970 

 

 
Single Channel  

Results: Reference Plots / 802.11ac / 80 MHz / MIMO  / 3Tx TxBF / BPSK / MCS0 / Core 2 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5690 76.680 

 

 
Single Channel  

 

12185759

Date: 19.JUN.2018  14:50:07

12185759

Date: 19.JUN.2018  14:50:31
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

4.2.5.  5.725-5.85 GHz band 

Results: 802.11a / 20 MHz / SISO / BPSK / 6 Mbps / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5745 36.469 

Middle 5785 36.035 

Top 5825 36.729 

 

 
Bottom Channel  

 
Middle Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 20 MHz / SISO / BPSK / MCS0 / Co re 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5745 37.771 

Middle 5785 37.250 

Top 5825 37.424 

 

 
Bottom Channel  

 
Middle Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 40 MHz / SISO / BPSK / MCS0 / Co re 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5755 82.142 

Top 5795 77.626 

 

 
Bottom Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802. 11ac / 80 MHz / SISO / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5775 83.358 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 20 MHz / MIMO / 2Tx CDD / BPSK /  MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5745 32.648 

Middle 5785 38.119 

Top 5825 38.205 

 

 
Bottom Channel  

 
Middle Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 20 MHz / MIMO / 2Tx CDD / BPSK /  MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5745 29.957 

Middle 5785 37.250 

Top 5825 39.682 

 

 
Bottom Channel  

 
Middle Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 40 MHz / MIMO / 2Tx CDD / BPSK /  MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5755 44.978 

Top 5795 72.070 

 

 
Bottom Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 40 MHz / MIMO / 2Tx CDD / BPSK /  MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5755 67.554 

Top 5795 81.795 

 

 
Bottom Channel  

 
Top Channel  



TEST REPORT SERIAL NO:  UL-RPT-RP12185759JD10A 

VERSION 2.0 ISSUE DATE: 30 JUNE 2018 

 

Page 226 of 746 UL VS LTD 
 

Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 2Tx CDD / BPSK / MCS0x1 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5775 82.315 

 

 
Single Channel  

Results: 802.11ac / 80 MHz / MIMO / 2Tx CDD / BPSK / MCS0x1 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5775 83.358 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 20 MHz / MIMO / 2Tx STBC / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5745 31.409 

Middle 5785 37.043 

Top 5825 40.100 

 

 
Bottom Channel  

 
Middle Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 20 MHz / MIMO / 2Tx STBC / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5745 29.730 

Middle 5785 36.923 

Top 5825 38.601 

 

 
Bottom Channel  

 
Middle Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 40 MHz / MIMO / 2Tx STBC / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5755 48.072 

Top 5795 72.408 

 

 
Bottom Channel  

 
Top Channel  

 



TEST REPORT SERIAL NO:  UL-RPT-RP12185759JD10A 

VERSION 2.0 ISSUE DATE: 30 JUNE 2018 

 

Page 230 of 746 UL VS LTD 
 

Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 40 MHz / MIMO / 2Tx STBC / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5755 53.226 

Top 5795 77.802 

 

 
Bottom Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11ac / 80 MHz / MIMO / 2Tx STBC / BPSK  / MCS0x1 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5775 81.998 

 

 
Single Channel  

Results: 802.11ac / 80 MHz / MIMO / 2Tx STBC / BPSK  / MCS0x1 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5775 83.197 

 

 
Single Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 20 MHz / MIMO / 2Tx TXBF / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5745 23.676 

Middle 5785 32.475 

Top 5825 33.459 

 

 
Bottom Channel  

 
Middle Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 20 MHz / MIMO / 2Tx TXBF / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5745 23.502 

Middle 5785 29.957 

Top 5825 31.809 

 

 
Bottom Channel  

 
Middle Channel  

 
Top Channel  
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 40 MHz / MIMO / 2Tx TXBF / BPSK / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5755 40.850 

Top 5795 67.020 

 

 
Bottom Channel  

 
Top Channel  

12185759

Date: 19.JUN.2018  13:46:24

12185759

Date: 19.JUN.2018  14:00:30



TEST REPORT SERIAL NO:  UL-RPT-RP12185759JD10A 

VERSION 2.0 ISSUE DATE: 30 JUNE 2018 

 

UL VS LTD Page 235 of 746 
 

Transmitter 26 dB Emission Bandwidth (5.725-5.85 GH z band) (continued) 

Results: 802.11n / 40 MHz / MIMO / 2Tx TXBF / BPSK / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5755 55.750 

Top 5795 62.500 

 

 
Bottom Channel  

 
Top Channel  
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Transmitter 26 dB Emissions Bandwidth (continued)  

Results: 802.11ac / 80 MHz / MIMO / 2Tx TXBF / BPSK  / MCS0 / Core 1 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5775 82.320 

 

 
Single Channel  

Results: 802.11ac / 80 MHz / MIMO / 2Tx TXBF / BPSK  / MCS0 / Core 0 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Single 5775 81.970 

 

 
Single Channel  
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