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Transmitter 26 dB Emission Bandwidth (5.15-5.25 GHz band) (continued) 
Results: 8DH5 / Beamforming / Core 0 + Core 1 / ePA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth  (MHz) 

Core 0 Core 1 

Bottom 5162 5.707 5.707 

Middle 5203 5.708 5.705 

Top 5245 5.709 5.706 

Results: Core 0 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.15-5.25 GHz band) (continued) 
Results: Core 1 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 

4.2.2  5.725-5.85 GHz band 
Results: DH5 / SISO / Core 0 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 1.249 

Middle 5788 1.250 

Top 5844 1.249 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 4DH5 / SISO / Core 0 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 2.780 

Middle 5788 2.780 

Top 5844 2.781 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 4DH5 / SISO / Core 0 / ePA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 2.781 

Middle 5788 2.783 

Top 5844 2.781 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 8DH5 / SISO / Core 0 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 5.711 

Middle 5788 5.705 

Top 5844 5.710 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 8DH5 / SISO / Core 0 / ePA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 5.706 

Middle 5788 5.707 

Top 5844 5.705 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: DH5 / SISO / Core 1 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 1.249 

Middle 5788 1.249 

Top 5844 1.250 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 4DH5 / SISO / Core 1 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 2.783 

Middle 5788 2.783 

Top 5844 2.783 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 4DH5 / SISO / Core 1 / ePA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 2.781 

Middle 5788 2.782 

Top 5844 2.783 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 8DH5 / SISO / Core 1 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 5.706 

Middle 5788 5.708 

Top 5844 5.706 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 8DH5 / SISO / Core 1 / ePA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth 
(MHz) 

Bottom 5733 5.708 

Middle 5788 5.706 

Top 5844 5.710 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: DH5 / Beamforming / Core 0 + Core 1 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth  (MHz) 

Core 0 Core 1 

Bottom 5733 1.249 1.250 

Middle 5788 1.249 1.249 

Top 5844 1.247 1.250 

Results: Core 0 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 

 

 



TEST REPORT SERIAL NO:  UL-RPT-RP14614878JD04A 

VERSION 1.0 ISSUE DATE: 17 APRIL 2023 

 

 Page 53 of 176 
 
 

Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: Core 1 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 4DH5 / Beamforming / Core 0 + Core 1 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth  (MHz) 

Core 0 Core 1 

Bottom 5733 2.781 2.783 

Middle 5788 2.780 2.783 

Top 5844 2.780 2.783 

Results: Core 0 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: Core 1 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 4DH5 / Beamforming / Core 0 + Core 1 / ePA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth  (MHz) 

Core 0 Core 1 

Bottom 5733 2.782 2.783 

Middle 5788 2.781 2.781 

Top 5844 2.782 2.781 

Results: Core 0 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 

 

 



TEST REPORT SERIAL NO:  UL-RPT-RP14614878JD04A 

VERSION 1.0 ISSUE DATE: 17 APRIL 2023 

 

 Page 57 of 176 
 
 

Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: Core 1 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 8DH5 / Beamforming / Core 0 + Core 1 / iPA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth  (MHz) 

Core 0 Core 1 

Bottom 5733 5.709 5.706 

Middle 5788 5.708 5.705 

Top 5844 5.708 5.708 

Results: Core 0 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: Core 1 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 8DH5 / Beamforming / Core 0 + Core 1 / ePA 

Channel Frequency  
(MHz) 

26 dB Emission Bandwidth  (MHz) 

Core 0 Core 1 

Bottom 5733 5.708 5.708 

Middle 5788 5.708 5.706 

Top 5844 5.711 5.707 

Results: Core 0 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter 26 dB Emission Bandwidth (5.725-5.85 GHz band) (continued) 
Results: Core 1 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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4.3 Transmitter Minimum 6 dB Bandwidth (5.725-5.85 GHz band) 
Test Summary: 

Test Engineers: Luis Pazos Perez & 
Jose Bayona 

Test Date: 13 March 2023 

Test Sample Serial Number: RHKHHQ9YHK 

 
FCC Reference: Part 15.407(e) 

Test Method Used: KDB 789033 D02 Section II.C.2. 

Environmental Conditions: 

Temperature (°C): 23 

Relative Humidity (%): 41 

Note(s): 

1. The test receiver resolution bandwidth was set to 100 kHz and video bandwidth 300 kHz. A peak 
detector was used, sweep time was set to auto and the trace mode was Max Hold. The span was set to 
4 MHz for DH5, 6 MHz for 4DH5 and 10 MHz for 8DH5. The bandwidth was measured at 6 dB down 
from the peak of the signal. 

2. The signal analyser was connected to the RF port on the EUT using suitable attenuation and RF cable. 
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Transmitter Minimum 6 dB Bandwidth (5.725-5.85 GHz band) (continued) 
Results: DH5 / SISO / Core 0 / iPA 

Channel 6 dB Bandwidth 
(kHz) 

Limit 
(kHz) 

Margin 
(kHz) Result 

Bottom 571.400 ≥500 71.400 Complied 

Middle 567.400 ≥500 67.400 Complied 

Top 555.400 ≥500 55.400 Complied 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter Minimum 6 dB Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 4DH5 / SISO / Core 0 / iPA 

Channel 6 dB Bandwidth 
(kHz) 

Limit 
(kHz) 

Margin 
(kHz) Result 

Bottom 2143.900 ≥500 1643.900 Complied 

Middle 2139.900 ≥500 1639.900 Complied 

Top 2139.900 ≥500 1639.900 Complied 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter Minimum 6 dB Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 4DH5 / SISO / Core 0 / ePA 

Channel 6 dB Bandwidth 
(kHz) 

Limit 
(kHz) 

Margin 
(kHz) Result 

Bottom 2151.800 ≥500 1651.800 Complied 

Middle 2145.900 ≥500 1645.900 Complied 

Top 2145.900 ≥500 1645.900 Complied 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter Minimum 6 dB Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 8DH5 / SISO / Core 0 / iPA 

Channel 6 dB Bandwidth 
(kHz) 

Limit 
(kHz) 

Margin 
(kHz) Result 

Bottom 4209.000 ≥500 3709.000 Complied 

Middle 4196.000 ≥500 3696.000 Complied 

Top 4196.000 ≥500 3696.000 Complied 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter Minimum 6 dB Bandwidth (5.725-5.85 GHz band) (continued) 
Results: 8DH5 / SISO / Core 0 / ePA 

Channel 6 dB Bandwidth 
(kHz) 

Limit 
(kHz) 

Margin 
(kHz) Result 

Bottom 4206.000 ≥500 3706.000 Complied 

Middle 4196.000 ≥500 3696.000 Complied 

Top 4206.000 ≥500 3706.000 Complied 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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Transmitter Minimum 6 dB Bandwidth (5.725-5.85 GHz band) (continued) 
Results: DH5 / SISO / Core 1 / iPA 

Channel 6 dB Bandwidth 
(kHz) 

Limit 
(kHz) 

Margin 
(kHz) Result 

Bottom 575.400 ≥500 75.400 Complied 

Middle 575.400 ≥500 75.400 Complied 

Top 543.500 ≥500 43.500 Complied 

 

 
Bottom Channel 

 
Middle Channel 

 
Top Channel 
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