
24AUG15

C
DRAWING NUMBER REVISION

DRAWING NAME/DESCRIPTION

GEOMETRIC DIMENSIONING AND
TOLERANCING TO BE INTERPRETED

PER ANSI Y 14.5M 1994 CONFIDENTIAL - THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY
TO SRAM CORPORATION AND MAY NOT BE DISCLOSED WITHOUT PERMISSION. 

FORMAT: A3DESIGNED BY: CHRIS MAY SHEET: 1/1

ALL DIMENSIONS ARE mm
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DESCRIPTIONPART NUMBER

ARTWORK CERTIFICATION UPDATE STICK

ARTWORK CERTIFICATION UPDATE STICK

GREY = PANTONE 10392
BLACK = BLACK
BLUE = DIE LINE

66-3018-025-XXX

66-3018-025-010

66-3018-025-010

24AUG15

BLACK = BLACK
BLUE = DIE LINE

BAR CODE ARTWORK

BAR CODE ARTWORK

DECAL ARTWORK

Notes:
1. This graphic is a lithographic small label black printing, pre-die cut process, silver 

substrate base, hollowed silver decal.
2. Self-adhesive tape, substrate is topped with a thin adhered film, there is a clear ink 

screen printed on the serial no. area.
3. Adhesion(AD): >4B
4. Chemical Resistance (CR): No color and gloss change after 25 double rubs at 0.5 

kg force, wetted with three types of Naphtha, Citrus BioSolvent, Alconox 1% fluid.
5. TR test : 66° C for 96 hours, no change in size or damage/cracking
6. Low temperature environment test: 22 hrs, -18° C should not result in different 

appearance.
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100mm 
A RELEASE
B CHANGE: SERIAL NUMBER CODE (C7, C9, C13)
C CHANGE: ARTWORK (B2)
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SERIAL NUMBER CONTAINS 10 DIGITS:
VVWWYZZZZZ
VV - 2 digit Source Code = Unique number
 Vendor starts from 41-20 (descending)
 In-House starts from 10-15 (ascending)
 OPEN 16-19 (for either vendor or in-house, as needed)

WWY – Week Number and last digit of Year (manufacture date)

ZZZZZ – Sequential Number 
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