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CLASS 2 LASER PRODUCT 
650 nm LASER DIODE 1.0 mW MAX OUTPUT

DO NOT STARE INTO BEAM
LASER LIGHT

Compliance with 21 CFR 1040.10 except for deviations 
pursuant to Laser Notice No.50, dated July 26,2001
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THIS DEVICE COMPLIES WITH PART 15 OF FCC RULES.
OPERATION IS SUBJECT TO THE FOLLOWING TWO CONDITIONS:
 (1) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE. AND
 (2) THIS DEVICE MUST ACCEPT ANY INTERFERENCE RECEIVED.
INCLUDING INTERFERENCE THAT MAY CAUSE UNDESIRED OPERATION.
THIS CLASS B DIGITAL APPARATUS MEETS ALL THE REQUIREMENTS OF 
THE CANADIAN INTERFERENCE-CAUSING EQUIPMENT REGULATIONS. CET 
APPAREIL NUMERIQUE DE LA CLASSE B RESPECTE TOUTES LES 
EXIGENCES DU REGLEMENT SUR LE MATERIEL BROUILLEUR DU CANADA.
FCC ID:C9SDTA01TP400GSB

I.T.E
7J61
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CAUTION
Replace the battery within 
3 minutes.
Failure to do so may 
result in loss of data.

Periodical cleaning is
required.If USB terminals
become dirty, communication
errors may occur.
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