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APPENDIX A1 Test Sample Photographs 
 

Battery 1 

 
 

Battery 2 

 
 

DUT (16-Key) 

 

 
DUT (4-key) 
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 APPENDIX A2 Test Setup Photographs 
Antenna Options 

 

Nylon Case Battery Clip (T03-00038-0018) 

Nylon Case Belt Loop (T03-00038-0017) Nylon Case D-Stud (T03-00038-0016) 

Battery Clip (TPA-CA-201) 

 

Leather Case with Battery Clip (T03-00038-0021) 
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APPENDIX A3 Test Setup Photographs 
 

 
Leather Case with Spring Clip (T03-00038-0005) 

 
Leather Case D-Stud with Belt Loop  

(T03-00038-0007 + T03-00038-0022) 

 

Leather Case Belt Loop (T03-00038-0009) 

 

Spring Clip D-Stud 
(T03-00038-0023)  

 
 

D-Stud Belt Loop (T03-00038-0022)  
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APPENDIX A4 Test Setup Photographs 
 

Speaker- Microphone (T03-00045-BFAA) 

 

Speaker- Microphone (T03-00045-CFAA) 

 
Speaker- Microphone (T03-00045-DMAA) 

 

 
Headset-Microphone (T03-00046-FEAA) 

 
Headset-Microphone (T03-00046-FAAA) 

 

 
Earphone-Microphone (T03-00047-BAAA) 

 
 

 
Earphone-Microphone (T03-00047-CBAA) 
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APPENDIX A5 Test Setup Photographs 
 

Face Frontal Position 25mm Spacing (Antenna Whip) 
 

Face Frontal Position 25mm Spacing (Antenna Helical) 
 

 

25mm Spacing 

25mm Spacing 
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APPENDIX A6 Test Setup Photographs 
 

Body Worn Battery Clip (Antenna Whip) 

 
 

 
 

Body Worn Battery Clip (Antenna Helical) 
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APPENDIX A7 Test Setup Photographs 
Body Worn Nylon Case with Battery Clip (Antenna Whip) 

 
 

 
 

Body Worn Nylon Case with Battery Clip (Antenna Helical) 
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APPENDIX A8 Test Setup Photographs 
Body Worn Nylon Case Belt Loop (Antenna Whip) 

 
 

 
 

Body Worn Nylon Case Belt Loop (Antenna Helical) 
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APPENDIX A9 Test Setup Photographs 
 

Body Worn Nylon Case D-Stud Spring Clip (Antenna Whip) 

 
 

 
 

Body Worn Nylon Case D-Stud Spring Clip (Antenna Helical) 

 
 

 



Report No.: M140227FR   Page 38 of 255
  

 

Accredited for compliance with ISO/IEC 17025. The results of the test, calibrations and/or measurement 
included in this document are traceable to Australian/national standards.  NATA is a signatory to the ILAC 
Mutual Recognition Arrangement for the mutual recognition of the equivalence of testing, calibration and 
inspection reports. 

This document shall not be reproduced except in full. 
 
 

APPENDIX A10 Test Setup Photographs 
 

Body Worn Nylon Case D-Stud Belt Loop (Antenna Whip) 

 
 

 
 

Body Worn Nylon Case D-Stud Belt Loop (Antenna Helical) 

 
 



Report No.: M140227FR   Page 39 of 255
  

 

Accredited for compliance with ISO/IEC 17025. The results of the test, calibrations and/or measurement 
included in this document are traceable to Australian/national standards.  NATA is a signatory to the ILAC 
Mutual Recognition Arrangement for the mutual recognition of the equivalence of testing, calibration and 
inspection reports. 

This document shall not be reproduced except in full. 
 
 

APPENDIX A11 Test Setup Photographs 
 

Body Worn Soft Leather Case Battery Clip (Antenna Whip) 

 
 

 
 

Body Worn Soft Leather Case Battery Clip (Antenna Helical) 
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APPENDIX A12 Test Setup Photographs 
 

Body Worn Leather Case Spring Clip (Antenna Whip) 

 
 

 
 

Body Worn Leather Case Spring Clip (Antenna Helical) 
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APPENDIX A13 Test Setup Photographs 
 

Body Worn Leather Case D-Stud Spring Clip (Antenna Whip) 

 
 

 
 

Body Worn Leather Case D-Stud Spring Clip (Antenna Helical) 
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APPENDIX A14 Test Setup Photographs 
 

Body Worn Leather Case D-Stud Belt Loop (Antenna Whip) 

 
 

 
 

Body Worn Leather Case D-Stud Belt Loop (Antenna Helical) 
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APPENDIX A15 Test Setup Photographs 
 

Body Worn Leather Case Belt Loop (Antenna Whip) 

 
 

 
 

Body Worn Leather Case Belt Loop (Antenna Helical) 

 
 

 


