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SelfCheck System V-Series label locations 

6400_UG_00

CAUTION
LASER LIGHT

DO NOT STARE INTO BEAM

0.95 mW at 630-670 nm
CLASS 2 LASER PRODUCT

21 CFR Subchapter J,
IEC 60825-1:1997

and EN 60825-1:1996

BACKLIGHT CONTAINS MERCURY, 

DISPOSE ACCORDING TO LOCAL, 

STATE, AND FEDERAL LAWS

This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received, 
     including interference that may cause undesired operation.

This Class A digital apparatus also meets all requirements 
of the Canadian Interference-Causing Equipment Regulations.

Cet appareil numérique de la classe A respecte toutes les 
exigences du Règlement sur le matériel brouilleur du Canada.

High voltage.
Power must be
disconnected
before servicing.

Disconnect power before servicing. Unit
contains high voltage electrical circuits that
must be discharged and checked for voltage
prior to servicing. Service should be performed
only by 3M factory trained service personnel.

DANGER

N1108

100 - 240V~
50/60 Hz
1 A

3

78-8126-7512-8

I.T.E. LISTED
ACCESSORY

4P24

N1108

100 - 240V~
50/60 Hz
12A MAX LOAD

3

78-8126-7519-3

N1108

100 - 125 / 220 - 240V~
60/50 Hz
2 / 1 A

3

78-8126-7875-9

3M Library Systems
St. Paul, Minnesota 55144

I.T.E. LISTED
ACCESSORY

4P24

One of These

Model 7410 SelfCheck
100-120V~ / 200-240V~

60 / 50 Hz
3 / 1,5 A

S/N: 741XXXX

3
3M Library Systems
St. Paul, Minnesota 55144

Library Systems
St. Paul, Minnesota 55144

I.T.E.
LISTED

4P24N1108FCC ID: DGF-SSD7410
Canada: __________

FCC ID: DGF-SSD6410
Canada: __________

3S/N: 641xxx

Model 6410 SelfCheck™

Model 6420 SelfCheck
100-120V~ / 200-240V~

60 / 50 Hz
3 / 1,5 A

S/N: 642XXXX

3
3M Library Systems
St. Paul, Minnesota 55144

Library Systems
St. Paul, Minnesota 55144

I.T.E.
LISTED

4P24N1108

 

Note: The barcode scanner uses a Class II laser. Up to 0.95 mW of laser power can be emitted onto objects. 


