
M3IETW2 Compliance Information

Country/Region
Right earbud 

M3IETW2 R

Left earbud

M3IETW2 L

Charging case

M3IETW2 C

USA

FCC ID: DMOM3IETW2R FCC ID: DMOM3IETW2L –

Canada
CAN ICES-3(B)/NMB-3(B)

IC: 2099A-M3IETW2R IC: 2099A-M3IETW2L –

Europe
                

Australia/

New Zealand

South Korea

China  
15

CMIIT ID: xxxxxxxxxx CMIIT ID: xxxxxxxxxx –

Japan R 201-180684        201-190814 R 201-180684        201-190815 –

Taiwan
   
xxxxxxxxxxxxx

   
xxxxxxxxxxxxx –

Singapore
Complies with

IMDA Standards

DB100582

–

General IPX4* –

Frequency band: 2400 – 2483.5 MHz

Transmit power: 10 mW (max) 

M3IETW2 R, M3IETW2 L, M3IETW2 C

Sennheiser electronic GmbH & Co. KG

Sennheiser electronic GmbH & Co. KG

             

 

R-R-SE9-M3IETW2

Battery:

XU100367-18038A or

XU101576-18001A

* Protection rating according to International Protection Marking (IP code), IEC standard 60529. The earbuds were tested under 

controlled laboratory conditions. The earbuds are splash resistant for non-water sports and exercise. Splash resistance might 

decrease as a result of normal use. Do not charge wet earbuds. The charging case is not splash resistant. For more information, 

please refer to the instruction manual.

xxxxxxxxxx xxxxxxxxxx

xxxxxxxxxxxxx xxxxxxxxxxxxx


