
Photographs of EUT Setup and Antenna Location

The photographs of EUT and setup for SAR testing are shown as below.
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Antenna
To Bottom of Laptop

(mm)
Antenna Supported Band

WWAN Ant 0 215.64

WWAN Ant 1 12.55

WCDMA II / IV / V
LTE B2 / 4 / 5 / 7 / 12 / 13 / 14 / 17 / 25 / 26 / 30 / 38 / 66 / 71 
NR n2 / 5 / 7 / 12 / 13 / 14 / 25 / 26 / 30 / 38 / 66 / 70 / 71

LTE B41 / 42 / 43 / 48
NR n41 / 48 / 77 / 78

Wi-Fi 2.4G / 5G / 6G

Wi-Fi 2.4G / 5G / 6G / BT

WLAN Main Ant 0 3.44

WLAN/BT Aux Ant 1 3.44WLAN/BT Aux Ant 1

WLAN Main Ant 0

WWAN Ant 1

WWAN Ant 0

LCD

Keyboard

WLAN Main Ant 0 WLAN/BT Aux Ant 1

WLAN/BT Main & Aux  

Ant 0 & 1Bottom

<Tx Antenna Location>

WWAN Ant 0

WWAN Ant 1

WWAN Ant 1

WWAN Ant 0

RFID

RFID
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<Photographs of Bottom Body SAR Test Setup>

Bottom of EUT Tested at 0 mm Bottom of EUT Tested at 17 mm
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Bottom of EUT Tested at 0 mm

<Photographs of Power Density Test Setup>
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