
Based upon the CN3 units tested for SAR and EMC measurements, the peak antenna gain 
when installed in the CN3: 
 
802.11 b/g PIFA antenna:  1.34 dBi 
 
 
The following is supplemental antenna performance information.  



CN3 802.11b/g antenna performance summary.                                                                                                    7/18/06   P. Hulett 
 
 
 
File Name:        2006.06.08_CN3 Proto B_antenna gain_2400-2500MHz_Theta-Phi.pat 
Test Method:      Two-Axis Dual-Polarization Pattern Measurement 
Test Start Time:  06/08/2006 17:59:33 
Test End Time:    06/08/2006 18:38:20 
Comments: 
CN3 Proto B 
802.11b/g antenna gain 

                           

Total Frequency  
(MHz) 

2400 2410 2420 2430 2440 2450 2460 2470 2480 2490 2500   

  Point 
Values 

                      Average  

  Efficiency 
(dB) 

-2.762            -2.730 -3.505 -3.830 -3.622 -3.456 -3.781 -3.555 -3.783 -3.959 -4.028 -3.546

  Gain (dBi)             1.807 2.189 1.764 1.747 2.075 2.175 1.946 2.201 1.867 1.704 1.478 1.905

  Average 
Gain (dB) 

-2.762            -2.730 -3.505 -3.830 -3.622 -3.456 -3.781 -3.555 -3.783 -3.959 -4.028 -3.546
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Antenna Manufacturer:   CenturionAntenna Model Number:  CAF96132AAAntenna Intermec Part Number:  805-646-001Antenna Type:  PIFA
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