
Models CN4 and CN4e CDMA Compliance Insert 

The users of this product are cautioned to use accessories and peripherals approved by Intermec Technologies Corporation. The 
use of accessories other than those recommended, or changes to this product that are not approved by Intermec Technologies 
Corporation, may void the compliance of this product and may result in the loss of the user’s authority to operate the equipment.

Battery Information 

Battery Recycling Information

Note: In the U.S.A., the EPA does not consider spent Li-ion batteries as hazardous waste.

Laser Compliance and Precaution
The CN4 is registered with the CDRH as a Class I LASER Product (21 CFR Subchapter J, Part 1040 with Laser Notice 50).

Note: There are no controls or adjustments provided for routine operation or maintenance of the CN4/CN4e.

Laser and Imager Compliance and Precaution
This product complies with the following standards for laser and LED safety:
• IEC 60825-1 / EN 60825-1 - Class 1 (embedded laser component < 3 mW)

Hearing Aid Compatibility (HAC)
The CN4 conforms to the FCC rules and ANSI C63.19:2007, and is rated T3 and M3 with the rating statement located on its box. 
The Hearing Aid Compatibility Act of 1988 (HAC Act) requires digitial wireless phones to be compatible with hearing-aids to 
ensure reasonable access to telecommunications services for persons with hearing disabilities.
Some hearing devices (hearing aids and cochlear implants) used near some wireless phones may detect interference with buzzing, 
humming, or whining noise. Some hearing devices are more immune than others to that noise and phones also vary in the amount 
of interference they generate. Results will vary depending on the user’s hearing device and hearing loss. If your hearing device is 
vulnerable to interference, even a rated phone may not be used successfully.

Caution: This marking indicates that the user should read all included documentation before use.

Caution: For use with Intermec battery pack Model(s) AB8, AB9, AB15, and AB16 only. For power supply, use 
Intermec Model AE13 (P/N 851-089-x03). Do not connect and charge the CN4 or CN4e if the temperature is 
greater than 50°C (122°F). No user-serviceable parts.

Caution: The battery pack used with this product may ignite, create a chemical burn hazard, explode, or release 
toxic materials if mistreated. Do not incinerate, disassemble, or heat above 100°C (212°F). Do not short circuit; 
may cause burns. Do not charge batteries in a temperature above 40°C (104°F). Keep away from children. 
Charge only in or with Intermec Model(s) AC14, AD10, AD11, or AD12. Use of incorrect charger or battery 
packs may present risk of fire or explosion. Promptly dispose of used battery pack according to the 
instructions.

Li-ionLi-ion

This product contains or uses a lithium-ion (Li-ion) main battery. When the battery reaches the end of its useful 
life, the spent battery should be disposed of by a qualified recycler or hazardous materials handler. Do not mix 
this battery with the solid waste stream. Contact your Intermec Technologies Service Center for recycling or 
disposal information.

Caution: There are no user serviceable parts inside the CN4/CN4e. Use of controls or adjustments, or 
performances of procedures other than those specified herein, may result in hazardous laser light exposure.

Ron Pickard (ron.pickard@intermec.com)
Cross-Out

rpickard
Rectangle



A rating system developed by the Alliance for Telecommunications Industries Solutions (ATIS) for wireless phones is intended to 
assist hearing device users find phones that may be compatible with their hearing devices. Not all phones have been rated. Phones 
rated M3 or M4 meet FCC requirements and are likely to generate less interference to hearing devices, where M4 is the better/
higher rating. Phones rated T3 or T4 meet FCC requirements and are likely to be more useable with a hearing device’s telecoil 
(T Switch or Telephone Switch), if so equipped, compared to unrated phones, where T4 is the better/higher rating. To check 
compatibility of your hearing device with this wireless device, the numeric rating values of your hearing device and this wireless 
device should be added together. A sum of 5 is acceptable for normal use and a sum of 6 or higher is better.

Important Radio Information
The CN4/CN4e CDMA device complies with Parts 15, 22, and 24 of the FCC rules and with RSS-132 and -133 of Industry Canada. 
Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) This device must 
accept any interference received, including interference that can cause undesired operation.

Radiation Exposure Statement
The CN4/CN4e CDMA device complies with the FCC and Industry Canada RSS-102 radiation exposure limits set forth for an 
uncontrolled environment. End users must follow the specific operation instruction for satisfying RF exposure compliance. Please 
follow operation instructions as documented for this product.
The CN4/CN4e CDMA device meets the RF exposure guidelines when used with the Intermec accessories supplied or designated 
for this product. Use of other accessories may not ensure compliance with RF exposure guidelines. The antenna must not be 
touched during transmitter operation. 

Specific Absorption Rate (SAR) Information 
This CN4/CN4e CDMA device has been formally tested and meets the FCC RF exposure guidelines when used with the Intermec 
accessories supplied or designated for this product. Use of other accessories may not ensure compliance with FCC RF exposure 
guidelines. For residents of Canada and the United States and other countries/regions that have adopted the SAR limit 
recommended by the Federal Communications Commission Office of Engineering and Technology (OET) Bulletin 65C and 
Industry Canada RF exposure standard RSS-102, the maximum allowed SAR value is 1.6 W/kg over 1 g of tissue.

Radio Frequency (RF) Exposure and Specific Absorption Rate (SAR) Test Results for Intermec Model CN4:
Simultaneous radios XXXX (SAR-to-Peak Location Separation Ratio, antenna to antenna) 
CDMA Radio XXXX W/kg (maximum SAR value tested at the ear) 

XXXX W/kg (maximum SAR value tested for body-worn operation) 
802.11b/g radio XXXX W/kg (maximum SAR value tested at the ear) 

XXXX W/kg (maximum SAR value tested for body-worn operation) 
Bluetooth radio Negligible due to very low output power.

Compatibilité des prothèses auditives (CPA)
Le CN4 est conforme aux règlements du FCC et à la norme ANSI C63.19:2007, et est classifié T3 et M3 (l'énoncé de classification 
est indiqué sur la boîte). La Loi des États-Unis de 1988 sur la compatibilité des prothèses auditives (« Hearing Aid Compatibility 
Act » ou « HAC Act ») exige que les téléphones sans fil soient compatibles avec les prothèses auditives afin de permettre un accès 
raisonnable aux services de télécommunications par les personnes ayant un trouble de l’audition.
Certains appareils auditifs (prothèses auditives et implants cochléaires) utilisés à proximité de certains téléphones sans fil peuvent 
détecter de l’interférence sous forme d’un bruit de bourdonnement, de ronflement ou de sirènement. Certains appareils auditifs 
sont plus résistants que d’autres à ce bruit et la quantité d'interférence générée peut aussi varier en fonction du téléphone. Les 
résultats varient aussi en fonction de l’appareil auditif et du trouble d’audition de l’utilisateur. Si votre appareil auditif est 
vulnérable à l’interférence, l’utilisateur pourrait éprouver des difficultés même avec un téléphone classifié conforme.
Un système de classification pour les téléphones sans fil a été développé par le Alliance for Telecommunications Industries 
Solutions (ATIS) des États-Unis afin d’aider les utilisateurs de dispositifs auditifs à trouver les téléphones susceptibles d’être 
compatibles avec leurs appareils auditifs. Tous les téléphones n’ont pas fait l’objet d’une classification. Les téléphones classifiés 
M3 ou M4 sont conformes aux exigences de la FCC et il est probable qu'ils produisent moins d’interférence pour les appareils 
auditifs (la classification M4 est supérieure à la classification M3). Les téléphones classifiés T3 ou T4 sont conformes aux exigences 
de la FCC et il est probable qu'ils sont davantage compatibles avec le bobinage de l’appareil auditif (commutateur T ou 
commutateur téléphonique), le cas échéant, comparativement aux téléphones non classifiés (la classification T4 est supérieure à la 
classification T3). Pour vérifier la compatibilité de votre appareil auditif avec cet appareil sans fil, les valeurs de classification 
numériques de votre appareil auditif et ceux de cet appareil sans fil doivent être ajoutées l’une à l’autre. Un total de 5 est acceptable 
pour une utilisation normale et un total de 6 ou supérieur est préférable.

Renseignements importants sur les radiofréquences
Le dispositif CN4/CN4e CDMA est conforme aux parties 15, 22 et 24 des règlements du FCC et aux normes CNR-132 et -133 
d’Industrie Canada. L’utilisation est assujettie aux deux conditions suivantes : (1) Ce dispositif ne doit pas causer d’interférence 
dommageable et (2) Ce dispositif doit tolérer toute interférence, incluant l’interférence pouvant causer un fonctionnement 
indésirable.
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Énoncé sur l’exposition aux radiations
Cet appareil est conforme aux limites d’exposition au rayonnement du FCC des États-Unis et de la norme CNR-102 d’Industrie 
Canada pour un environnement non contrôlé. Les utilisateurs finaux doivent suivre les modes d’emploi spécifiques afin de 
respecter les directives sur l’exposition aux RF. Veuillez suivre le mode d’emploi dans la documentation accompagnant ce produit.
Ce produit est conforme aux directives sur l’exposition aux RF lorsqu'il est utilisé avec les accessoires Intermec fournis ou conçus 
pour ce produit. L’utilisation d’autres accessoires peut ne pas garantir la conformité aux directives sur l’exposition aux RF. On ne 
doit pas toucher à l’antenne pendant le fonctionnement de l’émetteur.

Information sur le débit d’absorption spécifique (DAS)
Le CN4/CN4e CDMA a fait l'objet de tests formels et est conforme aux directives sur l'exposition aux RF du FCC lorsqu'il est 
utilisé avec les accessoires Intermec fournis ou conçus pour ce produit. L’utilisation d’autres accessoires pourrait contrevenir aux 
directives de la FCC en matière d’exposition aux radiofréquences. Pour les résidents du Canada et des États-Unis et d’autres pays 
ou régions qui ont adopté les limites du DAS recommandées par le Bulletin 65C du Federal Communications Commission Office 
of Engineering and Technology (OET) et la norme CNR-102 d’Industrie Canada sur l’exposition aux RF, la valeur du DAS 
maximal permise est de 1,6 W/kg pour 1 g de tissu.

Résultats des essais de l’exposition et débit d’absorption spécifique (DAS) de la radiofréquence (RF) pour le 
modèle Intermec CN4:
Radios simultanées XXXX (ratio de séparation DAS-à-Emplacement de crête, antenne à antenne) 
Radio CDMA XXXX W/kg (valeur DAS maximale vérifiée à l’oreille)

XXXX W/kg (valeur DAS maximale vérifiée lorsque porté sur le corps)
Radio 802,11b/g XXXX W/kg (valeur DAS maximale vérifiée à l’oreille)

XXXX W/kg (valeur DAS maximale vérifiée lorsque porté sur le corps) 
Radio Bluetooth Négligeable et due à une alimentation de sortie très faible.

Ron Pickard (ron.pickard@intermec.com)
Cross-Out

Ron Pickard (ron.pickard@intermec.com)
Cross-Out

Ron Pickard (ron.pickard@intermec.com)
Cross-Out

Ron Pickard (ron.pickard@intermec.com)
Cross-Out

rpickard
Rectangle



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


	Text1: 1.10
	Text4: 0.078
	Text2: 0.77
	Text3: 0.784


