
Date/Time: 8/21/2007 12:29:02 PM

Test Laboratory: Compliance Certification Services 

CN3 - Left Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.901 mho/m; εr = 43.4; ρ = 1000 kg/m3  
Phantom section: Left Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xRTT - Touch - M ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.698 mW/g 
 
1xRTT - Touch - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm
Reference Value = 25.9 V/m; Power Drift = 0.155 dB 
Peak SAR (extrapolated) = 0.836 W/kg 
SAR(1 g) = 0.659 mW/g; SAR(10 g) = 0.491 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.692 mW/g 



Date/Time: 8/21/2007 1:01:32 PM

Test Laboratory: Compliance Certification Services 

CN3 - Left Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.901 mho/m; εr = 43.4; ρ = 1000 kg/m3  
Phantom section: Left Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xRTT - Tilt - M ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.683 mW/g 
 
1xRTT - Tilt - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 25.8 V/m; Power Drift = -0.046 dB 
Peak SAR (extrapolated) = 0.993 W/kg 
SAR(1 g) = 0.635 mW/g; SAR(10 g) = 0.412 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.706 mW/g 



Date/Time: 8/21/2007 2:24:46 PM

Test Laboratory: Compliance Certification Services 

CN3 - Left Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.901 mho/m; εr = 43.4; ρ = 1000 kg/m3  
Phantom section: Left Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xEV-DO - Touch - M ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.833 mW/g 
 
1xEV-DO - Touch - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 27.9 V/m; Power Drift = 0.051 dB 
Peak SAR (extrapolated) = 1.34 W/kg 
SAR(1 g) = 0.747 mW/g; SAR(10 g) = 0.536 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.775 mW/g 



Date/Time: 8/21/2007 2:52:25 PM

Test Laboratory: Compliance Certification Services 

CN3 - Left Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.901 mho/m; εr = 43.4; ρ = 1000 kg/m3  
Phantom section: Left Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xEV-DO - Tilt - M ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.829 mW/g 
 
1xEV-DO - Tilt - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 27.4 V/m; Power Drift = -0.048 dB 
Peak SAR (extrapolated) = 1.20 W/kg 
SAR(1 g) = 0.752 mW/g; SAR(10 g) = 0.488 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.867 mW/g 



Date/Time: 8/21/2007 6:15:26 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 836.5 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.901 mho/m; εr = 43.4; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xRTT Touch - M ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.738 mW/g 
 
1xRTT Touch - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 24.9 V/m; Power Drift = -0.084 dB 
Peak SAR (extrapolated) = 0.932 W/kg 
SAR(1 g) = 0.703 mW/g; SAR(10 g) = 0.512 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.755 mW/g 



Date/Time: 8/21/2007 6:56:09 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 824.7 MHz;Duty Cycle: 1:1 
Medium parameters used: f = 825 MHz; σ = 0.89 mho/m; εr = 43.5; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xRTT Tilt - L ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 1.33 mW/g 
 
1xRTT Tilt - L ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 25.4 V/m; Power Drift = 0.069 dB 
Peak SAR (extrapolated) = 2.55 W/kg 
SAR(1 g) = 1.14 mW/g; SAR(10 g) = 0.602 mW/g 
Maximum value of SAR (measured) = 1.18 mW/g 



Date/Time: 8/21/2007 6:34:41 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 836.5 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.901 mho/m; εr = 43.4; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xRTT Tilt - M ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.825 mW/g 
 
1xRTT Tilt - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 22.9 V/m; Power Drift = -0.141 dB 
Peak SAR (extrapolated) = 2.09 W/kg 
SAR(1 g) = 0.918 mW/g; SAR(10 g) = 0.480 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.04 mW/g 



Date/Time: 8/21/2007 7:16:20 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 848.31 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 848.31 MHz; σ = 0.912 mho/m; εr = 43.2; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xRTT Tilt - H ch/Area Scan (8x9x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.761 mW/g 
 
1xRTT Tilt - H ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 18.9 V/m; Power Drift = 0.167 dB 
Peak SAR (extrapolated) = 1.58 W/kg 
SAR(1 g) = 0.688 mW/g; SAR(10 g) = 0.353 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.730 mW/g 



Date/Time: 8/21/2007 3:31:55 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 836.5 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.901 mho/m; εr = 43.4; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xEV-DO Touch - M ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.818 mW/g 
 
1xEV-DO Touch - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 26.2 V/m; Power Drift = 0.122 dB 
Peak SAR (extrapolated) = 1.36 W/kg 
SAR(1 g) = 0.773 mW/g; SAR(10 g) = 0.535 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.823 mW/g 



Date/Time: 8/21/2007 5:16:25 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 824.7 MHz;Duty Cycle: 1:1 
Medium parameters used: f = 825 MHz; σ = 0.89 mho/m; εr = 43.5; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xEV-DO Tilt - L ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 1.28 mW/g 
 
1xEV-DO Tilt - L ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 26.1 V/m; Power Drift = -0.044 dB 
Peak SAR (extrapolated) = 2.43 W/kg 
SAR(1 g) = 1.15 mW/g; SAR(10 g) = 0.612 mW/g 
Maximum value of SAR (measured) = 1.24 mW/g 



Date/Time: 8/21/2007 5:33:28 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner; Serial: N/A 

Communication System: CDMA ; Frequency: 824.7 MHz;Duty Cycle: 1:1 

1xEV-DO Tilt - L ch/Z Scan (1x1x41): Measurement grid: dx=20mm, dy=20mm, dz=2.5mm 
Maximum value of SAR (measured) = 1.18 mW/g 



Date/Time: 8/21/2007 3:57:22 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 836.5 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.901 mho/m; εr = 43.4; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xEV-DO Tilt - M ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.12 mW/g 
 
1xEV-DO Tilt - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 24.6 V/m; Power Drift = -0.057 dB 
Peak SAR (extrapolated) = 2.28 W/kg 
SAR(1 g) = 1.05 mW/g; SAR(10 g) = 0.564 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.08 mW/g 



Date/Time: 8/21/2007 5:36:17 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 848.31 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 848.31 MHz; σ = 0.912 mho/m; εr = 43.2; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xEV-DO Tilt - H ch/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.04 mW/g 
 
1xEV-DO Tilt - H ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 23.1 V/m; Power Drift = 0.130 dB 
Peak SAR (extrapolated) = 2.09 W/kg 
SAR(1 g) = 0.899 mW/g; SAR(10 g) = 0.477 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.906 mW/g 



Date/Time: 8/21/2007 7:43:10 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 824.7 MHz;Duty Cycle: 1:1 
Medium parameters used: f = 825 MHz; σ = 0.89 mho/m; εr = 43.5; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xEV-DO Tilt - L ch (Co-Tx) w/BT/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 1.23 mW/g 
 
1xEV-DO Tilt - L ch (Co-Tx) w/BT/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 25.4 V/m; Power Drift = -0.054 dB 
Peak SAR (extrapolated) = 2.40 W/kg 
SAR(1 g) = 1.12 mW/g; SAR(10 g) = 0.603 mW/g 
Maximum value of SAR (measured) = 1.21 mW/g 



Date/Time: 8/21/2007 8:06:30 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA ;Frequency: 824.7 MHz;Duty Cycle: 1:1 
Medium parameters used: f = 825 MHz; σ = 0.89 mho/m; εr = 43.5; ρ = 1000 kg/m3  
Phantom section: Right Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(7.76, 7.76, 7.76); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

1xEV-DO Tilt - L ch (Co-Tx) w/WLAN/Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 1.43 mW/g 
 
1xEV-DO Tilt - L ch (Co-Tx) w/WLAN/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 27.1 V/m; Power Drift = -0.016 dB 
Peak SAR (extrapolated) = 2.86 W/kg 
SAR(1 g) = 1.26 mW/g; SAR(10 g) = 0.658 mW/g 
Maximum value of SAR (measured) = 1.32 mW/g 



Date/Time: 8/21/2007 8:25:14 PM

Test Laboratory: Compliance Certification Services 

CN3 - Right Hand Side 

DUT: CN3; Type: Scanner; Serial: N/A 

Communication System: CDMA ; Frequency: 824.7 MHz;Duty Cycle: 1:1 

1xEV-DO Tilt - L ch (Co-Tx) w/WLAN/Z Scan (1x1x41): Measurement grid: dx=20mm, dy=20mm, 
dz=2.5mm 
Maximum value of SAR (measured) = 1.27 mW/g 



Date/Time: 8/31/2007 5:59:32 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 824.7 MHz;Duty Cycle: 1:1 
Medium parameters used: f = 825 MHz; σ = 0.974 mho/m; εr = 53.8; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xEV-DO LCD Up - L ch/Area Scan (11x15x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.265 mW/g 
 
1xEV-DO LCD Up - L ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 8.88 V/m; Power Drift = -0.145 dB 
Peak SAR (extrapolated) = 0.378 W/kg 
SAR(1 g) = 0.243 mW/g; SAR(10 g) = 0.154 mW/g 
Maximum value of SAR (measured) = 0.262 mW/g 



Date/Time: 8/31/2007 5:27:21 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.992 mho/m; εr = 53.4; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xEV-DO LCD Up - M ch/Area Scan (11x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.292 mW/g 
 
1xEV-DO LCD Up - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 9.64 V/m; Power Drift = -0.099 dB 
Peak SAR (extrapolated) = 0.452 W/kg 
SAR(1 g) = 0.281 mW/g; SAR(10 g) = 0.178 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.302 mW/g 



Date/Time: 8/31/2007 5:50:50 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner; Serial: N/A 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

1xEV-DO LCD Up - M ch/Z Scan (1x1x41): Measurement grid: dx=20mm, dy=20mm, dz=2.5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.293 mW/g 



Date/Time: 8/31/2007 6:25:48 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 848.31 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 848.31 MHz; σ = 1 mho/m; εr = 53.4; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xEV-DO LCD Up - H ch/Area Scan (11x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.218 mW/g 
 
1xEV-DO LCD Up - H ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 15.6 V/m; Power Drift = -0.074 dB 
Peak SAR (extrapolated) = 0.380 W/kg 
SAR(1 g) = 0.219 mW/g; SAR(10 g) = 0.136 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.244 mW/g 



Date/Time: 8/31/2007 7:25:35 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.992 mho/m; εr = 53.4; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xEV-DO LCD Up - M ch (Co-Tx) WLAN/Area Scan (11x15x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.310 mW/g 
 
1xEV-DO LCD Up - M ch (Co-Tx) WLAN/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 17.5 V/m; Power Drift = 0.041 dB 
Peak SAR (extrapolated) = 0.454 W/kg 
SAR(1 g) = 0.280 mW/g; SAR(10 g) = 0.180 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.303 mW/g 



Date/Time: 8/31/2007 7:46:39 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner; Serial: N/A 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

1xEV-DO LCD Up - M ch (Co-Tx) WLAN/Z Scan (1x1x41): Measurement grid: dx=20mm, dy=20mm, 
dz=2.5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.297 mW/g 



Date/Time: 8/31/2007 6:56:13 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.992 mho/m; εr = 53.4; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xEV-DO LCD Up - M ch (Co-Tx) BT/Area Scan (11x15x1): Measurement grid: dx=15mm, dy=15mm
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.292 mW/g 
 
1xEV-DO LCD Up - M ch (Co-Tx) BT/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 9.53 V/m; Power Drift = -0.089 dB 
Peak SAR (extrapolated) = 0.439 W/kg 
SAR(1 g) = 0.276 mW/g; SAR(10 g) = 0.178 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.297 mW/g 



Date/Time: 8/31/2007 4:46:16 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.992 mho/m; εr = 53.4; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xEV-DO LCD Down - M ch/Area Scan (11x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.169 mW/g 
 
1xEV-DO LCD Down - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 13.8 V/m; Power Drift = -0.197 dB 
Peak SAR (extrapolated) = 0.235 W/kg 
SAR(1 g) = 0.168 mW/g; SAR(10 g) = 0.116 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.178 mW/g 



Date/Time: 8/31/2007 8:03:10 PM

Test Laboratory: Compliance Certification Services 

CN3 - BodyWorn - Holster 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.992 mho/m; εr = 53.4; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xRTT LCD Up - M ch/Area Scan (11x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.242 mW/g 
 
1xRTT LCD Up - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm
Reference Value = 8.58 V/m; Power Drift = 0.145 dB 
Peak SAR (extrapolated) = 0.346 W/kg 
SAR(1 g) = 0.231 mW/g; SAR(10 g) = 0.149 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.249 mW/g 



Date/Time: 9/10/2007 11:56:25 AM

Test Laboratory: Compliance Certification Services 

CN3 - Body Worn - Holster Scan Handle 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.98 mho/m; εr = 54.3; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xRTT Left Hand Side - M ch/Area Scan (7x16x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.193 mW/g 
 
1xRTT Left Hand Side - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 14.7 V/m; Power Drift = -0.116 dB 
Peak SAR (extrapolated) = 0.262 W/kg 
SAR(1 g) = 0.193 mW/g; SAR(10 g) = 0.133 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.208 mW/g 
 
1xRTT Left Hand Side - M ch/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 14.7 V/m; Power Drift = -0.116 dB 
Peak SAR (extrapolated) = 0.198 W/kg 
SAR(1 g) = 0.147 mW/g; SAR(10 g) = 0.106 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.159 mW/g 



Date/Time: 9/10/2007 11:29:35 AM

Test Laboratory: Compliance Certification Services 

CN3 - Body Worn - Holster Scan Handle 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.98 mho/m; εr = 54.3; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xRTT Right Hand Side - M ch/Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.168 mW/g 
 
1xRTT Right Hand Side - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 13.1 V/m; Power Drift = 0.044 dB 
Peak SAR (extrapolated) = 0.216 W/kg 
SAR(1 g) = 0.159 mW/g; SAR(10 g) = 0.115 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.170 mW/g 



Date/Time: 9/10/2007 10:49:05 AM

Test Laboratory: Compliance Certification Services 

CN3 - Body Worn - Holster Scan Handle 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.98 mho/m; εr = 54.3; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xEV-DO Left Hand Side - M ch/Area Scan (7x16x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.244 mW/g 
 
1xEV-DO Left Hand Side - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 8.04 V/m; Power Drift = 0.047 dB 
Peak SAR (extrapolated) = 0.318 W/kg 
SAR(1 g) = 0.239 mW/g; SAR(10 g) = 0.165 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.256 mW/g 
 
1xEV-DO Left Hand Side - M ch/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 8.04 V/m; Power Drift = 0.047 dB 
Peak SAR (extrapolated) = 0.232 W/kg 
SAR(1 g) = 0.173 mW/g; SAR(10 g) = 0.126 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.184 mW/g 



Date/Time: 9/10/2007 10:12:14 AM

Test Laboratory: Compliance Certification Services 

CN3 - Body Worn - Holster Scan Handle 

DUT: CN3; Type: Scanner;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.98 mho/m; εr = 54.3; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3554; ConvF(8, 8, 8); Calibrated: 4/24/2007 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 55; Postprocessing SW: SEMCAD, V1.8 Build 176 

1xEV-DO Right Hand Side - M ch/Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.180 mW/g 
 
1xEV-DO Right Hand Side - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 4.94 V/m; Power Drift = 0.183 dB 
Peak SAR (extrapolated) = 0.228 W/kg 
SAR(1 g) = 0.169 mW/g; SAR(10 g) = 0.122 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.181 mW/g 




