
Date/Time: 8/1/2005 7:45:49 PMDate/Time: 8/1/2005 7:55:45 PM

Test Laboratory: Compliance Certification Services 

1_Test Position 1 With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2412 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.92 mho/m; εr = 51.8; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_L-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.059 mW/g 
 
11b_L-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.95 V/m; Power Drift = -0.177 dB 
Peak SAR (extrapolated) = 0.095 W/kg 
SAR(1 g) = 0.054 mW/g; SAR(10 g) = 0.025 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.066 mW/g 



Date/Time: 8/1/2005 8:01:56 PM

Test Laboratory: Compliance Certification Services 

1_Test Position 1 With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2412 MHz;Duty Cycle: 1:1 

 
11b_L-ch_Ant 1/Z Scan (1x1x41): Measurement grid: dx=20mm, dy=20mm, dz=2.5mm 
 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.066 mW/g 



Date/Time: 8/1/2005 9:06:12 PMDate/Time: 8/1/2005 9:16:06 PM

Test Laboratory: Compliance Certification Services 

1_Test Position 1 With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2412 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.92 mho/m; εr = 51.8; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_L-ch_Ant 1 (Co-location)/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.051 mW/g 
 
11b_L-ch_Ant 1 (Co-location)/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 3.91 V/m; Power Drift = -0.196 dB 
Peak SAR (extrapolated) = 0.144 W/kg 
SAR(1 g) = 0.052 mW/g; SAR(10 g) = 0.022 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.060 mW/g 



Date/Time: 8/1/2005 6:27:23 PMDate/Time: 8/1/2005 6:37:15 PMDate/Time: 8/1/2005 6:43:09 PM

Test Laboratory: Compliance Certification Services 

1_Test Position 1 With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.95 mho/m; εr = 51.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_M-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.041 mW/g 
 
11b_M-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.51 V/m; Power Drift = -0.189 dB 
Peak SAR (extrapolated) = 0.063 W/kg 
SAR(1 g) = 0.041 mW/g; SAR(10 g) = 0.017 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.051 mW/g 
 
11b_M-ch_Ant 1/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.51 V/m; Power Drift = -0.189 dB 
Peak SAR (extrapolated) = 0.051 W/kg 
SAR(1 g) = 0.021 mW/g; SAR(10 g) = 0.00935 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.034 mW/g 



Date/Time: 8/1/2005 8:07:44 PMDate/Time: 8/1/2005 8:17:40 PM

Test Laboratory: Compliance Certification Services 

1_Test Position 1 With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2462 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.99 mho/m; εr = 51.5; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_H-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.046 mW/g 
 
11b_H-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.41 V/m; Power Drift = -0.166 dB 
Peak SAR (extrapolated) = 0.056 W/kg 
SAR(1 g) = 0.039 mW/g; SAR(10 g) = 0.016 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.049 mW/g 



Date/Time: 8/1/2005 7:25:02 PMDate/Time: 8/1/2005 7:35:33 PM

Test Laboratory: Compliance Certification Services 

1_Test Position 1 With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.95 mho/m; εr = 51.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_M-ch_Ant 2/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.015 mW/g 
 
11b_M-ch_Ant 2/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 1.59 V/m; Power Drift = -0.150 dB 
Peak SAR (extrapolated) = 0.044 W/kg 
SAR(1 g) = 0.025 mW/g; SAR(10 g) = 0.00868 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.030 mW/g 



Date/Time: 8/1/2005 7:00:43 PMDate/Time: 8/1/2005 7:10:36 PM

Test Laboratory: Compliance Certification Services 

1_Test Position 1 With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.95 mho/m; εr = 51.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11g_M-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.014 mW/g 
 
11g_M-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 1.27 V/m; Power Drift = -0.124 dB 
Peak SAR (extrapolated) = 0.028 W/kg 
SAR(1 g) = 0.016 mW/g; SAR(10 g) = 0.00517 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.022 mW/g 



Date/Time: 8/1/2005 8:29:30 PMDate/Time: 8/1/2005 8:39:29 PM

Test Laboratory: Compliance Certification Services 

1_Test Position 1 With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.95 mho/m; εr = 51.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11g_M-ch_Ant 2/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.00 mW/g 
 
11g_M-ch_Ant 2/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 1.01 V/m; Power Drift = -0.113 dB 
Peak SAR (extrapolated) = 0.013 W/kg 
SAR(1 g) = 0.00455 mW/g; SAR(10 g) = 0.00104 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.01 mW/g 



Date/Time: 8/1/2005 9:49:32 PMDate/Time: 8/1/2005 9:59:51 PM

Test Laboratory: Compliance Certification Services 

2_Test Position 2 With 14 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2412 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.92 mho/m; εr = 51.8; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_L-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.066 mW/g 
 
11b_L-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.74 V/m; Power Drift = -0.125 dB 
Peak SAR (extrapolated) = 0.088 W/kg 
SAR(1 g) = 0.053 mW/g; SAR(10 g) = 0.024 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.069 mW/g 



Date/Time: 8/1/2005 10:09:12 PMDate/Time: 8/1/2005 10:19:06 PM

Test Laboratory: Compliance Certification Services 

2_Test Position 2 With 14 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.95 mho/m; εr = 51.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_M-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.052 mW/g 
 
11b_M-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.15 V/m; Power Drift = -0.029 dB 
Peak SAR (extrapolated) = 0.072 W/kg 
SAR(1 g) = 0.044 mW/g; SAR(10 g) = 0.018 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.057 mW/g 



Date/Time: 8/1/2005 10:29:14 PMDate/Time: 8/1/2005 10:39:29 PM

Test Laboratory: Compliance Certification Services 

2_Test Position 2 With 14 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2462 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.99 mho/m; εr = 51.5; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_H-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.046 mW/g 
 
11b_H-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 1.87 V/m; Power Drift = -0.154 dB 
Peak SAR (extrapolated) = 0.123 W/kg 
SAR(1 g) = 0.039 mW/g; SAR(10 g) = 0.016 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.051 mW/g 



Date/Time: 8/1/2005 10:49:15 PMDate/Time: 8/1/2005 10:59:22 PM

Test Laboratory: Compliance Certification Services 

2_Test Position 2 With 14 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.95 mho/m; εr = 51.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 2; Type: SAM 2; Serial: 1050 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11g_M-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.020 mW/g 
 
11g_M-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 0.856 V/m; Power Drift = -0.115 dB 
Peak SAR (extrapolated) = 0.047 W/kg 
SAR(1 g) = 0.017 mW/g; SAR(10 g) = 0.00574 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.022 mW/g 



Date/Time: 8/1/2005 11:47:49 PMDate/Time: 8/1/2005 11:57:17 PM

Test Laboratory: Compliance Certification Services 

3_Test Position 3 Face held_With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.95 mho/m; εr = 51.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11b_M-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.013 mW/g 
 
11b_M-ch_Ant 1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 1.33 V/m; Power Drift = 0.018 dB 
Peak SAR (extrapolated) = 0.016 W/kg 
SAR(1 g) = 0.010 mW/g; SAR(10 g) = 0.00416 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.014 mW/g 



Date/Time: 8/2/2005 12:26:14 AMDate/Time: 8/2/2005 12:41:35 AM

Test Laboratory: Compliance Certification Services 

3_Test Position 3 Face held_With 56 key keyboard 

DUT: Intermec; Type: CN30; Serial: 17710517044 

Communication System: 802.11bg; Frequency: 2437 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.95 mho/m; εr = 51.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23 deg. C; Liquid Temperature: 22 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552 ; ConvF(6.94, 6.94, 6.94); Calibrated: 3/19/2005 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn500; Calibrated: 2/7/2005 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.5 Build 19; Postprocessing SW: SEMCAD, V1.8 Build 146 

11g_M-ch_Ant 1/Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation!  
Maximum value of SAR (measured) = 0.00 mW/g 
 
11g_M-ch_Ant 1/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 0.805 V/m; Power Drift = -0.152 dB 
Peak SAR (extrapolated) = 0.013 W/kg 
SAR(1 g) = 0.00318 mW/g; SAR(10 g) = 0.00121 mW/g 
Info: Interpolated medium parameters used for SAR evaluation!  


