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RF Exposure Analisys – ANNEX 1 

Date: 10.04.2013 

Product Name: UE910-NAR, UE910-NAD 

FCC ID:   RI7UE910NA 

IC:   5131A-UE910NA 

 

Lowest 128 824,2 29,69 25,0% 0,55 11,48 11,50 20 10,74 10,90 10,91 10,74

Middle 190 836,6 29,69 25,0% 0,56 11,48 11,50 20 10,80 10,90 10,91 10,80

Highest 251 848,8 29,79 25,0% 0,57 11,48 11,50 20 10,77 10,80 10,81 10,77

Lowest 128 824,2 26,29 25,0% 0,55 11,48 11,50 20 14,14 14,30 14,31 14,14

Middle 190 836,6 26,29 25,0% 0,56 11,48 11,50 20 14,20 14,30 14,31 14,20

Highest 251 848,8 26,09 25,0% 0,57 11,48 11,50 20 14,47 14,50 14,51 14,47

Lowest 4132 826,4 24,40 100,0% 0,55 11,48 11,50 20 10,02 16,19 16,20 10,02

Middle 4182 836,4 24,47 100,0% 0,56 11,48 11,50 20 10,00 16,12 16,13 10,00

Highest 4233 846,6 24,45 100,0% 0,56 11,48 11,50 20 10,07 16,14 16,15 10,07

Lowest 512 1850,2 23,28 25,0% 1,00 2,00 2,00 20 19,75 9,73 9,73 9,73

Highest 661 1880,0 23,18 25,0% 1,00 2,00 2,00 20 19,85 9,83 9,83 9,83

Highest 810 1909,8 23,18 25,0% 1,00 2,00 2,00 20 19,85 9,83 9,83 9,83

Lowest 512 1850,2 21,68 25,0% 1,00 2,00 2,00 20 21,35 11,33 11,33 11,33

Highest 661 1880,0 21,78 25,0% 1,00 2,00 2,00 20 21,25 11,23 11,23 11,23

Highest 810 1909,8 21,88 25,0% 1,00 2,00 2,00 20 21,15 11,13 11,13 11,13

Lowest 9262 1852,4 23,70 100,0% 1,00 2,00 2,00 20 13,31 9,31 9,31 9,31

Highest 9400 1880,0 23,66 100,0% 1,00 2,00 2,00 20 13,35 9,35 9,35 9,35

Highest 9538 1907,6 23,68 100,0% 1,00 2,00 2,00 20 13,33 9,33 9,33 9,33
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FDD II                                   

GMSK

8PSK

QPSK

Band Test Mode

2 of  8 transmission slots           

Duty factor 1/4 

2 of  8 transmission slots           

Duty factor 1/4 

Modulation

Duty factor 100%

FDD V                                  QPSK Duty factor 100%
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 GPRS  1900                                        GMSK
2 of  8 transmission slots           

Duty factor 1/4 

 EGPRS  1900                                        8PSK
2 of  8 transmission slots           

Duty factor 1/4 


