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13. SETUP PHOTOS  
ANTENNA PORT  

 
 

 
RF ANTENNA PORT CONDUCTED 
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E1915 ANTENNA 
 

RADIATED RF MEASUREMENT SETUP 
 

 

 
BELOW 30MHz (FRONT)  

 

 
BELOW 30MHz (BACK) 

 

 
BELOW 1GHz (FRONT) 

 

 
BELOW 1GHz (BACK) 

 

 
ABOVE 1GHz (FRONT) 

 

 
ABOVE 1GHz (BACK) 
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ORIENTATIONS 

 
 

 
X-ORIENTATION 

 

 
Y-ORIENTATION 

 
 

 

 
Z-ORIENTATION 
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E1922 ANTENNA 
 

AC LINE CONDUCTED SETUP 
 

 

 
AC LINE CONDUCTED (FRONT) 

 

 
AC LINE CONDUCTED (BACK) 
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RADIATED RF MEASUREMENT SETUP 

 
 

 
BELOW 30MHz (FRONT)  

 

 
BELOW 30MHz (BACK) 

 

 
BELOW 1GHz (FRONT) 

 

 
BELOW 1GHz (BACK) 

 

 
ABOVE 1GHz (FRONT) 

 

 
ABOVE 1GHz (BACK) 
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ORIENTATIONS 
 

 

 
X-ORIENTATION 

 

 
Y-ORIENTATION 

 
 

 

 
Z-ORIENTATION 

 

END OF TEST REPORT 
 
 

EUT Plastic 
antenna 
fixture  


	REPORT REVISION HISTORY
	TABLE OF CONTENTS
	1. ATTESTATION OF TEST RESULTS
	2. TEST RESULT SUMMARY
	3. TEST METHODOLOGY
	4. FACILITIES AND ACCREDITATION
	5. DECISION RULES AND MEASUREMENT UNCERTAINTY
	5.1. METROLOGICAL TRACEABILITY
	5.2. DECISION RULES
	5.3. MEASUREMENT UNCERTAINTY
	5.4. SAMPLE CALCULATION

	6. EQUIPMENT UNDER TEST
	6.1. EUT DESCRIPTION
	6.2. MAXIMUM OUTPUT POWER
	6.3.  DESCRIPTION OF AVAILABLE ANTENNAS
	6.4. SOFTWARE AND FIRMWARE
	6.5. WORST-CASE CONFIGURATION AND MODE
	6.6. DESCRIPTION OF TEST SETUP
	TEST SETUP
	SETUP DIAGRAMS


	7. MEASUREMENT METHOD
	8. TEST AND MEASUREMENT EQUIPMENT
	9. ANTENNA PORT TEST RESULTS
	9.1. ON TIME AND DUTY CYCLE
	LIMITS
	PROCEDURE
	ON TIME AND DUTY CYCLE RESULTS

	9.2. 26 dB BANDWIDTH
	LIMITS
	RESULTS
	9.2.1. 802.11a MODE IN THE 5.2 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.2.2. 802.11n HT20 MODE IN THE 5.2 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.2.3. 802.11a MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.2.4. 802.11n HT20 MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.2.5. 802.11a MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.2.6. 802.11n HT20 MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.2.7. 802.11a MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.2.8. 802.11n HT20 MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL



	9.3. 99% BANDWIDTH
	LIMITS
	RESULTS
	9.3.1. 802.11a MODE IN THE 5.2 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.3.2. 802.11n HT20 MODE IN THE 5.2 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.3.3. 802.11a MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.3.4. 802.11n HT20 MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.3.5. 802.11a MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.3.6. 802.11n HT20 MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.3.7. 802.11a MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.3.8. 802.11n HT20 MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL



	9.4. 6 dB BANDWIDTH
	LIMITS
	RESULTS
	9.4.1. 802.11a MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.4.2. 802.11n HT20 MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL



	9.5. OUTPUT POWER AND PSD
	LIMITS
	FCC §15.407
	RSS-247

	TEST PROCEDURE
	DIRECTIONAL ANTENNA GAIN
	RESULTS
	9.5.1. 802.11a MODE IN THE 5.2 GHz BAND
	E1915 ANTENNA
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL

	2TX Antenna 1 + Antenna 2 CDD MODE (ISED, PSD was tested by radiated method)
	E1922 ANTENNA
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL

	2TX Antenna 1 + Antenna 2 CDD MODE (ISED, PSD was tested by radiated method)

	9.5.2. 802.11n HT20 MODE IN THE 5.2 GHz BAND
	E1915 ANTENNA
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL

	2TX Antenna 1 + Antenna 2 CDD MODE (ISED, PSD was tested by radiated method)
	E1922 ANTENNA
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL

	2TX Antenna 1 + Antenna 2 CDD MODE (ISED, PSD was tested by radiated method)

	9.5.3. 802.11a MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC+IC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.5.4. 802.11n HT20 MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC+IC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.5.5. 802.11a MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC+IC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.5.6. 802.11n HT20 MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC+IC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.5.7. 802.11a MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC+IC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL


	9.5.8. 802.11n HT20 MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE (FCC+IC)
	LOW CHANNEL
	MID CHANNEL
	HIGH CHANNEL




	10. RADIATED TEST RESULTS – E1915 ANTENNA
	LIMITS
	TEST PROCEDURE
	KDB 414788 Open Field Site(OFS) and Chamber Correlation Justification
	10.1. TRANSMITTER ABOVE 1 GHz
	10.1.1. TX ABOVE 1 GHz 802.11a MODE IN THE 5.2 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	10.1.2. TX ABOVE 1 GHz 802.11n HT20 MODE IN THE 5.2 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	10.1.3. TX ABOVE 1 GHz 802.11a MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	10.1.4. TX ABOVE 1 GHz 802.11n HT20 MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	10.1.5. TX ABOVE 1 GHz 802.11a MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	10.1.6. TX ABOVE 1 GHz 802.11n HT20 MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	10.1.7. TX ABOVE 1 GHz 802.11a MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	10.1.8. TX ABOVE 1 GHz 802.11n HT20 MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS




	10.2. WORST CASE BELOW 30MHZ
	SPURIOUS EMISSIONS BELOW 30 MHz (WORST-CASE CONFIGURATION)
	Below 30MHz Data

	10.3. WORST CASE BELOW 1 GHZ
	Below 1GHz DATA

	10.4. WORST CASE 18-26 GHZ
	18 – 26GHz DATA

	10.5. WORST CASE 26-40 GHZ
	26 – 40GHz DATA


	11. RADIATED TEST RESULTS – E1922 ANTENNA
	11.1. TRANSMITTER ABOVE 1 GHz
	11.1.1. TX ABOVE 1 GHz 802.11a MODE IN THE 5.2 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	11.1.2. TX ABOVE 1 GHz 802.11n HT20 MODE IN THE 5.2 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	11.1.3. TX ABOVE 1 GHz 802.11a MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	11.1.4. TX ABOVE 1 GHz 802.11n HT20 MODE IN THE 5.3 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	11.1.5. TX ABOVE 1 GHz 802.11a MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	11.1.6. TX ABOVE 1 GHz 802.11n HT20 MODE IN THE 5.6 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	11.1.7. TX ABOVE 1 GHz 802.11a MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS



	11.1.8. TX ABOVE 1 GHz 802.11n HT20 MODE IN THE 5.8 GHz BAND
	2TX Antenna 1 + Antenna 2 CDD MODE
	BANDEDGE (LOW CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	BANDEDGE (HIGH CHANNEL)
	HORIZONTAL RESULT
	VERTICAL RESULT

	HARMONICS AND SPURIOUS EMISSIONS
	LOW CHANNEL RESULTS
	MID CHANNEL RESULTS
	HIGH CHANNEL RESULTS




	11.2. WORST CASE BELOW 30MHZ
	SPURIOUS EMISSIONS BELOW 30 MHz (WORST-CASE CONFIGURATION)
	Below 30MHz Data

	11.3. WORST CASE BELOW 1 GHZ
	Below 1GHz DATA

	11.4.  WORST CASE 18-26 GHZ
	18 – 26GHz DATA

	11.5. WORST CASE 26-40 GHZ
	26 – 40GHz DATA


	12. AC POWER LINE CONDUCTED EMISSIONS
	LIMITS
	TEST PROCEDURE
	RESULTS
	LINE 1 RESULTS
	LINE 2 RESULTS


	13. SETUP PHOTOS
	ANTENNA PORT
	RADIATED RF MEASUREMENT SETUP
	ORIENTATIONS
	AC LINE CONDUCTED SETUP
	RADIATED RF MEASUREMENT SETUP
	ORIENTATIONS


