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This�device�complies with
part 15 of the FCC Rules
Operation is subject to the 
following two conditions
(1) This device may not cause
harmful interference and
(2) This device must accept any
interference received
including interference that may
cause undesired operation

TYPE:F1730
FREKVENS Subwoofer
Input:100-240V~
50-60Hz
950mA-450mA
MADE IN CHINA
FCC ID:FHO-F1730
CAN ICES-3(B)/NMB-3(B)
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单位:mmA3

材 质

图 号

物料编码

物料名称

成品编码

设计
成品名称

材质符合环保要求

批准

审核

日期

更 改

标 记
更 改 描 述

未注尺寸公差要求

健达照明有限公司

比例

版本 R0

1.车铣件、冲落料件、注塑件未注公差IT13

2.铝压铸件、弯曲件、拉伸件未注公差IT14

3.配重铸铁、电线、包装材料未注公差IT16

4.未注尺寸公差

1)线性尺寸公差按±

2)轴类尺寸公差按-,孔类公差尺寸按+

 后壳印刷图袁海全

1:1张利华

刘忠明/艾阳

20190313

技术要求：
    1、产品表面不可有毛边/缩水/夹水纹等注塑不良。
    2、印刷内容不可有重影，毛刺等外观不良，印刷
       需过可靠性测试。
    3、印刷内容：
            字体：verdana 
            颜色：LIGHT Grey  Pantone 421
            SUB处印刷圆环颜色：
                Grey (RAL7040 Window grey)
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0.11-K15-111-194-194

LG AF312C ABS 94V0

KY.0007-800-01R0

KY.0007EU972K15-00

F20+Subwoofer
 蓝牙音响组合
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