
Hardware Installation

1. You can connect the receiver to a USB port of a PC

2. Install two AA batteries in the mouse.

3. Turn on your computer.

4. After you open Windows, please press the button on the receiver first and then
press the button under the mouse for channel setting.

Important: Remember do not put the batteries in the wrong direction, use the same
types of batteries. Also, keep all drinks away! If any spill occurs on the receiver,
unplug the USB connector first and clean the receiver immediately. Please switch the
button to "off" under the mouse once you don't use it for a long time, and remove the
batteries if you do not use this device for at least two weeks.

Warning: (Troubleshooting)

1. Please do not use wireless optical mouse on a desk which is made of glass, mir-
ror, iron, or black velvet. Also, a flat surface is necessary or the optical sensor
will error easily. When you use wireless optical mouse on a desk that is made of
metal, try using a pad and reduce the receiving distance.

2. Before the first installation is completed (channel setting ready), the mouse will
not work in DOS.

3. The wireless optical mouse channel provides 256 ID-codes, and it automatically
selects the ID # for your mouse. You can only set up one wireless optical mouse
at a time. But if you have additional wireless optical mouse sets in an area of 10
square meters, more interference will occur between the receiver and your
mouse.

4. If you feel the mouse does not move smooth as usual, then the batteries have lost
their charge, so please replace them.

5. The wireless optical mouse with radio frequency gives you free movement and
an enjoyable experience. For optimal performance, place the receiver at least 8
inches (about 20 cm) away from the mouse and other electrical devices, such as
the computer, monitor, and etc.
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Software Installation

1. Make sure the mouse is connected to the computer.

2. Put the Setup disk (or CD) into the disk drive.

3. Follow the instructions on the screen to finish the software installation.

Factory Setting

Changing the Faceplate

Push the button underneath
the mouse towards the front,
and the faceplate will pop off

Button Assignments

1. Left Button: Provides traditional mouse functions
like click, double click and drag.

2. Right Button: You can assign this button to fre-
quently used keyboard and mouse functions in ad-
dition to features like Easy Jump, Auto-Panning,
Zoom, etc.

3. Magic-Roller: Press the “Magic-Roller” to surf
the Internet and Windows documents.

4. Back: See previous page when viewing the Inter-
net.

5. Forward: Go to next page when viewing the
Internet.

6. Application Switch: You can switch between ac-
tive programs and documents.

Button Assignments
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FCC Compliance and Advisory Statement 

This device complies with Part 15 of the FCC rules. Operation is subject to the 
following two conditions: 1) this device may not cause harmful interference, 
and 2) this device must accept any interference received, including interference 
that may cause undesired operation. 
 
The equipment has been certified to comply with the limits for a Class B 
computing device pursuant to Part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses, and can radiate radio 
frequency energy and, if not installed or used in accordance with the 
instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by switching the equipment off 
and on. The user can try to correct the interference by the following measures: 
 
1. Reorient or relocate the receiving antenna. 
2. Increase the separation between the equipment and receiver. 
3. Connect the equipment to an outlet on a circuit different from that to which 

the receiver is connected.  
4. Consult the dealer or and experience radio/TV technician for help. 
 
Changes or modification not expressly approved by the party responsible for 
compliance could void the user’s authority to operate the equipment. 


	IDÄµ»y.pdf
	Product Introduction
	Overview
	Wireless GPS receiver:
	Mobile Data-logger

	Main Feature
	Product Notification
	Application

	Quick Start
	Surface Illustration
	LEDs Display
	Hardware Features
	Power Switch
	Power Jack
	External Antenna Port
	Bluetooth Status LED (Blue)
	GPS Status LED (Green)
	Battery Status LED (Red/Yellow)

	Getting Started
	STEP 1: Charge the Battery
	STEP 2: Turn on Receiver and Wait for GPS Fix
	STEP 3: Connect to Bluetooth-Enabled Devices
	STEP 4: Use GPS Application


	Installation
	Install PDA Software Application
	Install PC Software Application

	PDA Software Application User Manual
	Connection Page
	Device Name:
	Change:
	COM Port:
	Connect:
	Auto Scan:
	Disconnect:

	Navigation Page
	NMEA Mode / SiRF Mode:
	Degraded Mode:
	Elevation mask:
	DOP Mask:
	SBAS Mode:
	Default:
	OK:

	Data Logger Parameters
	Enable Data Log:
	Constant Distance:
	Constant Time:
	Speeding Limit (km/hr):
	Include Altitude Info:
	When Flash Full
	OK:

	Download data
	File Name:
	Progress Bar
	Recorded Number:
	Remaining Space:
	Process Data After Download:
	Start:
	Stop:

	Data Process
	File Name:
	Data Type:
	Set Working Time:

	Convert To NMEA
	File Name:
	Start:
	Stop:
	Close:

	Connect To Map
	Auto Replay:
	GPS Port:
	Baud rate:
	Play Interval (Unit: 1 sec):
	Play:
	Pause:
	Stop:
	Close:

	Configuration:
	Map Application Path:
	Set:
	Change Password:

	Change Password:
	Enable Password Protection:
	New Password:
	Confirm Password:
	OK:
	Cancel:

	About:

	PC Software Application User Manual
	Application User Interface
	Connection Page
	Device Name:
	Change:
	COM Port:
	Connect:
	Auto Scan:
	Disconnect:

	Navigation Page
	NMEA Mode / SiRF Mode:
	Degraded Mode:
	Elevation mask:
	DOP Mask:
	SBAS Mode:
	Default:
	OK:

	Data Logger Parameters
	Enable Data Log:
	Constant Distance:
	Constant Time:
	Speeding Limit (km/hr):
	Include Altitude Info:
	When Flash Full
	OK:

	Download data
	File Name:
	Progress Bar
	Recorded Number:
	Remaining Space:
	Process Data After Download:
	Start:
	Stop:

	Data Process
	File Name:
	Data Type:
	Set Working Time:

	Convert To NMEA
	File Name:
	Start:
	Stop:
	Close:

	Connect To Map
	Auto Replay:
	GPS Port:
	Baud rate:
	Play Interval (Unit: 1 sec):
	Play:
	Pause:
	Stop:
	Close:

	Configuration:
	Map Application Path:
	Set:
	Change Password:

	Change Password:
	Enable Password Protection:
	New Password:
	Confirm Password:
	OK:
	Cancel:

	About:




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




