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1. Measurement results 

1.1.Field strength < 30 MHz (radiated) ï G850 Mode 
 

CETECOM GmbH        Page 1 

 
2.01_Ch192_G850 

  
 Date: 18.10.2013      Page 1 of 2 

Test description: Magnetic Fieldstrength Measurement related to 30/300 m distance 

Test site and distance: Ref.-Nr. 441 Semi Anechoic Room (SAR) with 3 m measurement distance 

Version of Testsoftware: EMC32 V8.51.0 
Distance correction: used accord. table, pls. see test report 

Technical Data: Please see page 2 for detailed data of measurement setup  

Rec. antenna (pre-scan): height 1.00 m, parallel and 90° to EUT polarisation 

Used filter: bypass 
Test specification: FCC 15.205 § 15.209; RSS-Gen: Issue 3 

     

Operator: ADa 

Operating conditions: TX-on, G850 - GSM/GPRS, middle channel ARFCN 192 
Power during tests: 12V DC, 120 V/60Hz 

 6-0330-13-6-3a 

  

EUT Information 
Manufacturer: ublox AG 
Model: LISA-U200 

Type: GSM/FDD Module 

----------------------------------------- --------------------------------------------- 

EUT: LISA-U200, RF Sample 
HW version: 146AB2 

FW version: 22.90 

Serial number: 3588901-04-594324-5 

Connected Accessories: Taoglass antenna,  AC/DC Power Supply  
Power Supply: 12VDC via AC/DC Power supply with 120 VAC/ 60 Hz Main 

Comments: -- 
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1.2 Field strength < 30 MHz (radiated) ï PCS1900 Mode 

CETECOM GmbH        Page 1 

 
2.02_Ch661_PCS1900 

  
 Date: 18.10.2013      Page 1 of 2 

Test description: Magnetic Fieldstrength Measurement related to 30/300 m distance 
Test site and distance: Ref.-Nr. 441 Semi Anechoic Room (SAR) with 3 m measurement distance 

Version of Testsoftware: EMC32 V8.51.0 

Distance correction: used accord. table, pls. see test report 

Technical Data: Please see page 2 for detailed data of measurement setup  
Rec. antenna (pre-scan): height 1.00 m, parallel and 90° to EUT polarisation 

Used filter: bypass 

Test specification: FCC 15.205 § 15.209; RSS-Gen: Issue 3 

     
Operator: ADa 

Operating conditions: TX-on, PCS1900 - GSM/GPRS, middle channel ARFCN 661 

Power during tests: 12V DC, 120 V/60Hz 

 6-0330-13-6-3a 
  

EUT Information 
Manufacturer: ublox AG 

Model: LISA-U200 

Type: GSM/FDD Module 
----------------------------------------- --------------------------------------------- 

EUT: LISA-U200, RF Sample 

HW version: 146AB2 

FW version: 22.90 
Serial number: 3588901-04-594324-5 

Connected Accessories: Taoglass antenna,  AC/DC Power Supply  

Power Supply: 12VDC via AC/DC Power supply with 120 VAC/ 60 Hz Main 

Comments: -- 
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1.3 Field strength < 30 MHz (radiated) ï FDD II Mode 
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2.03_Ch9400_RMC 
  
 

 
 Date: 18.10.2013      Page 1 of 2 
Test description: Magnetic Fieldstrength Measurement related to 30/300 m distance 

Test site and distance: Ref.-Nr. 441 Semi Anechoic Room (SAR) with 3 m measurement distance 

Version of Testsoftware: EMC32 V8.51.0 

Distance correction: used accord. table, pls. see test report 
Technical Data: Please see page 2 for detailed data of measurement setup  

Rec. antenna (pre-scan): height 1.00 m, parallel and 90° to EUT polarisation 

Used filter: bypass 

Test specification: FCC 15.205 § 15.209; RSS-Gen: Issue 3 
     

Operator: ADa 

Operating conditions: TX-on,  middle channel 9400 

Power during tests: 12V DC via AC/DC Power supply with 120 V/60Hz 
 6-0330-13-6-3a 

  
 
EUT Information 

Manufacturer: ublox AG 

Model: LISA-U200 
Type: GSM/FDD Module 

----------------------------------------- --------------------------------------------- 

EUT: LISA-U200, RF Sample 

HW version: 146AB2 
FW version: 22.90 

Serial number: 3588901-04-594324-5 

Connected Accessories: Taoglass antenna,  AC/DC Power Supply  

Power Supply: 12VDC via AC/DC Power supply with 120 VAC/ 60 Hz Main 

Comments: -- 
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1.4 Field strength < 30 MHz (radiated) ï FDD IV Mode 
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2.04_Ch1413_RMC 
  
 

 
 Date: 18.10.2013      Page 1 of 2 
Test description: Magnetic Fieldstrength Measurement related to 30/300 m distance 

Test site and distance: Ref.-Nr. 441 Semi Anechoic Room (SAR) with 3 m measurement distance 

Version of Testsoftware: EMC32 V8.51.0 

Distance correction: used accord. table, pls. see test report 
Technical Data: Please see page 2 for detailed data of measurement setup  

Rec. antenna (pre-scan): height 1.00 m, parallel and 90° to EUT polarisation 

Used filter: bypass 

Test specification: FCC 15.205 § 15.209; RSS-Gen: Issue 3 
     

Operator: ADa 

Operating conditions: TX-on,  middle channel 1413 

Power during tests: 12V DC, 120 V/60Hz 
 6-0330-13-6-3a 

  
 

EUT Information 
Manufacturer: ublox AG 

Model: LISA-U200 

Type: GSM/FDD Module 

----------------------------------------- --------------------------------------------- 
EUT: LISA-U200, RF Sample 

HW version: 146AB2 

FW version: 22.90 

Serial number: 3588901-04-594324-5 
Connected Accessories: Taoglass antenna,  AC/DC Power Supply  

Power Supply: 12VDC via AC/DC Power supply with 120 VAC/ 60 Hz Main 

Comments: -- 
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1.5 Field strength < 30 MHz (radiated) ï FDD V Mode 
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2.05_Ch4182_RMC 

  

Common Information 
Test description: Magnetic Fieldstrength Measurement related to 30/300 m distance 

Test site and distance: Ref.-Nr. 441 Semi Anechoic Room (SAR) with 3 m measurement distance 

Version of Testsoftware: EMC32 V8.51.0 
Distance correction: used accord. table, pls. see test report 

Technical Data: Please see page 2 for detailed data of measurement setup  

Rec. antenna (pre-scan): height 1.00 m, parallel and 90° to EUT polarisation 

Used filter: bypass 
Test specification: FCC 15.205 § 15.209; RSS-Gen: Issue 3 

     

Operator: ADa 

Operating conditions: TX-on,  middle channel 4182 
Power during tests: 12V DC, 120 V/60Hz 

 6-0330-13-6-3a 

  

EUT Information 
Manufacturer: ublox AG 

Model: LISA-U200 

Type: GSM/FDD Module 

----------------------------------------- --------------------------------------------- 
EUT: LISA-U200, RF Sample 

HW version: 146AB2 

FW version: 22.90 

Serial number: 3588901-04-594324-5 
Connected Accessories: Taoglass antenna,  AC/DC Power Supply  

Power Supply: 12VDC via AC/DC Power supply with 120 VAC/ 60 Hz Main 

Comments: -- 
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1.6 TX Spurious emissions conducted ï G850 Mode 

CETECOM GmbH     1 

 
Diagram No.: 36.00_G850_mid 

  

Common Information 
Test Description: TX Spurious Emission Conducted §2.1051 

Test Site: Radio laboratory 2 

Test Standard: FCC Part 22, RSS-132 

        

Operation mode: TX - GSM/GPRS  (CS),  Channel 192,  (PCL= 5 (33 dBm)) 

Operator Tas 

Comment: 6-0330-13-3-6a 

  

EUT Information 
Manufacturer: ublox AG 

Model: LISA-U200 

Type: GSM/FDD Module 

----------------------------------------- --------------------------------------------- 

EUT: LISA-U200, RF Sample 

HW version: 146AB2 

FW version: 22.90 

Serial number: 358901-04-594324-5 

Connected Accessories: AC/DC Power Supply  

Power Supply: 12VDC via AC/DC Power supply with 120 VAC/ 60 Hz Main 

Comments: -- 
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CETECOM GmbH     1 

Diagram No.: 36.01_GSM_G850_low 
  
 

Common Information 
Test Description: TX Spurious Emission Conducted §2.1051 

Test Site: Radio laboratory 2 

Test Standard: FCC Part 22, RSS-132 

        

Operation mode: TX - GSM/GPRS  (CS),  Channel 128,  (PCL= 5 (33 dBm)) 

Operator Tas 

Comment: 6-0330-13-3-6a 

  
 

EUT Information 
Manufacturer: ublox AG 

Model: LISA-U200 

Type: GSM/FDD Module 

----------------------------------------- --------------------------------------------- 

EUT: LISA-U200, RF Sample 

HW version: 146AB2 

FW version: 22.90 

Serial number: 358901-04-594324-5 

Connected Accessories: AC/DC Power Supply  

Power Supply: 12VDC via AC/DC Power supply with 120 VAC/ 60 Hz Main 

Comments: -- 
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CETECOM GmbH     1 

Diagram No.: 36.02_GSM_G850_mid 
  
 

Common Information 
Test Description: TX Spurious Emission Conducted §2.1051 

Test Site: Radio laboratory 2 

Test Standard: FCC Part 22, RSS-132 

        

Operation mode: TX - GSM/GPRS  (CS),  Channel 192,  (PCL= 5 (33 dBm)) 

Operator Tas 

Comment: 6-0330-13-3-6a 

  
 

EUT Information 
Manufacturer: ublox AG 

Model: LISA-U200 

Type: GSM/FDD Module 

----------------------------------------- --------------------------------------------- 

EUT: LISA-U200, RF Sample 

HW version: 146AB2 

FW version: 22.90 

Serial number: 358901-04-594324-5 

Connected Accessories: AC/DC Power Supply  

Power Supply: 12VDC via AC/DC Power supply with 120 VAC/ 60 Hz Main 

Comments: -- 
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