
Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM850 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.974 mho/m; εr = 52.904; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Body/Rear/GPRS 2 Slots/0mm/Ch190/Area Scan (9x18x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.275 mW/g 
 

Body/Rear/GPRS 2 Slots/0mm/Ch190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 17.037 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.3690 
SAR(1 g) = 0.235 mW/g; SAR(10 g) = 0.146 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.291 mW/g 

 

0 dB = 0.290mW/g = -10.75 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.976 mho/m; εr = 52.631; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Body/Edge 1/GPRS 2 Slots/0mm/Ch190/Area Scan (9x19x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.866 mW/g 
 

Body/Edge 1/GPRS 2 Slots/0mm/Ch190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=8mm, dy=8mm, dz=5mm 
Reference Value = 30.133 V/m; Power Drift = -0.11 dB 
Peak SAR (extrapolated) = 1.4060 
SAR(1 g) = 0.758 mW/g; SAR(10 g) = 0.437 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.028 mW/g 

 

0 dB = 1.030mW/g = 0.26 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/30/2012 

GSM850 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037 
 

Body/Edge 1/GPRS 2 Slots/0mm/Ch190/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, 
dz=5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.861 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM850 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.974 mho/m; εr = 52.904; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Body/Rear/GPRS 2 Slots/10mm/Ch190/Area Scan (9x18x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.242 mW/g 
 

Body/Rear/GPRS 2 Slots/10mm/Ch190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 
dy=8mm, dz=5mm 
Reference Value = 16.059 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 0.3210 
SAR(1 g) = 0.224 mW/g; SAR(10 g) = 0.150 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.265 mW/g 

 

0 dB = 0.260mW/g = -11.70 dB mW/g 
 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM850 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.974 mho/m; εr = 52.904; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Body/Edge 1 @ 15 degree tilt/GPRS 2 Slots/0mm/Ch190/Area Scan (9x18x1): Measurement 
grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.283 mW/g 
 

Body/Edge 1 @ 15 degree tilt/GPRS 2 Slots/0mm/Ch190/Zoom Scan (5x5x7)/Cube 0: 
Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 17.637 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.3730 
SAR(1 g) = 0.269 mW/g; SAR(10 g) = 0.187 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.314 mW/g 

 

0 dB = 0.310mW/g = -10.17 dB mW/g 
 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM850 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.974 mho/m; εr = 52.904; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1259; Calibrated: 2/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(8.73, 8.73, 8.73); Calibrated: 2/16/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1118 
 

Body/Edge 1/GPRS 2 Slots/10mm/Ch190/Area Scan (9x19x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.598 mW/g 
 

Body/Edge 1/GPRS 2 Slots/10mm/Ch190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=8mm, dy=8mm, dz=5mm 
Reference Value = 24.796 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.7710 
SAR(1 g) = 0.517 mW/g; SAR(10 g) = 0.335 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.630 mW/g 

 

0 dB = 0.630mW/g = -4.01 dB mW/g 

 



Test Laboratory: UL CCS SAR Lab B Date: 7/27/2012 

GSM850 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037 
 

Body/Edge 1/GPRS 2 Slots/10mm/Ch190/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, 
dz=5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.586 mW/g 

 

  



 


