
 
 
貼於產品本體之 FCC 標籤圖解 

25MM 

Model: DC-16 

FCC ID. : GX9DC16 

 
THIS DEVICE COMPLIES WITH PART 15 OF THE FCCRULES. 
OPERATIONS IS SUBJECT TO THE FOLLOWING TWO CONDITIONS: 
( 1 ) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE  
( 2 ) THIS DEVICE MUST ACCEPT ANY INTERFERENCE 
RECEIVED, INCLUDING INTERFEERENCE THAT MAY UNDESIRED 
OPERATION.  
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Door Contact & Magnet

Door Contact Label
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PART NUMBER: 104013/A

Designed by abode in California. Assembled in Taiwan.

This device complies with the Part 15 of the FCC rules
Operation is subject to the following two conditions.
(1)  This device may not cause harmful interference.  (2)  This device must accept any 
interference received, including interferences that may cause undesired operation. 
Weekly test of the system is recommended to ensure proper function.
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This device complies with the Part 15 of the FCC rules
Operation is subject to the following two conditions.
(1)  This device may not cause harmful interference.  (2)  This device must accept any 
interference received, including interferences that may cause undesired operation. 
Weekly test of the system is recommended to ensure proper function.

Locate the 
contact on 
the frame

Locate the magnet 
on the door or 
window part 
that moves.

Door / Window Door / Window Frame

Remove the door contact and magnet 
from the box and clean the surface where 
you will be locating the door/window 
contact and magnet

Activate the door contact by slowly 
pulling out the clear battery tab located 
on the back

Place the adhesive strip on the back 
of the door contact. (Magnet already 
has it assembled) And follow the image 

and the magnet on the door or window.

Ensure that the alignment of the 
magnet and contact matches the image 
to the left for optimal performance 

of the product.

For setup instructions, download the abode app on:

Get support visit support.goabode.com

Setup Process
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Door / Window Contact

1mm round corners63
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