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.XX     0.10
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PART NO DESCRIPTION Q'TY MAT'L COLOR REMARK

FCC Label
SM 2064

XXXXXXXXXXXXXX

201-XXXXXX
해당 무선설비는 운용 중 전파혼선 가능성이 있음

Complies with
IDA Standards
  DB100427

 XXXXX/SDPPI/2015
            XXXX

001

“Este equipamento opera em caráter  secundário, isto é, não tem direito a proteção contra 
interferência  prejudicial,  mesmo  de  estações do mesmo po, e não pode causar interferência a

  

This device complies with part 15 of the FCC rules.
Operation is subject to the following two conditions:

(1)This device may not cause harmful interference.
 (2)This device must accept any interference received.

Including interference that may cause undesired operation.

COMPLIES WITH 21 CFR 1040.10  AND 1040.11 EXCEPT FOR DEVIATIONS
PURSUANT TO LASER NOTICE NO. 50, DATED JUNE 24, 2007.

836-22761-00A

 

Note:
1.Material is:PP(合成紙+雾膜）
2.Background color:black
3.Lettering color:Panton 429C
4.The part is according to the latest version HS-301 of LITEON.
5.Unit:mm
6.Tolerance:+/-0.2mm
7.The adhesive force:3.5kgf min(90度拉拔測試規格)or 1.2kgf min(180度剝離測試規格）
 8. Rolling style: the letter is positive when pick up the label.
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