Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT20 CH165 5825MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase __;é&;ié;;gl____
Test Mode Selj;;;_;;;é_gaig;_E;;;;MHZ) Power Pating:_é;_;jé;; ______
Data: 105

1

30 Level (dBuVim)
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.12 6.12 34.31 101.91 68. 20 33.71 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT20 CH165 5825MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT2@ CH165 (5825MHz) Power rating: DC 3.85V
Data: 24
133Level (dBuVim) Date: 2021-06-26
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60 2 FCC PARTH5E AV
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60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
11650. 000 25. 61 39.40 13.76 33.04 45.73 54. 00 —-8.27 Average
11650. 000 35. 59 39.40 13.76 33.04 55.71 68. 20 —12.49 Peak
17475. 000 21. 61 41.72 16.25 30. 08 49. 50 54. 00 -4.50 Average
17475. 000 32. 46 41.72 16.25 30. 08 60. 35 68. 20 -7.85 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT20 CH165 5825MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT2@ CH165 (5825MHz) Power rating: DC 3.85V
Data: 108
‘PnLevel (dBuVim) Date: 2021-06-28
120
1
100
80
FCC PARTISE PERK
60 FCC PART15E[fV
NW L]"“
20
1000 2000. 3000. 4000. 5000. €000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5825. 000 99. 58 32.12 6.12 34.31 103.51 68. 20 35.31 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT20 CH165 5825MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT2@ CH165 (5825MHz) Power rating: DC 3.85V
Data: 22
133Level (dBuVim) Date: 2021-06-26
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60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11650. 000 25. 82 39.40 13.76 33.04 45.94 54. 00 -8.06 Average
11650. 000 35. 81 39.40 13.76 33.04 55.93 68. 20 —12. 27 Peak
17475. 000 21. 80 41.72 16.25 30. 08 49.69 54. 00 -4.31 Average
17475. 000 31.93 41.72 16.25 30. 08 59. 82 68. 20 -8.38 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11n HT40 CH38 5190MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 21°C/e8%
Tested by Jack HORIZONTAL
Test Mode 8@2.11n HT4@ CH38 (519@MHZ) Power rating: DC 3.85V
Data: 31
11=Level (dBuVim) Date: 2021-06-25
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Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB  dBuV/m dBuV/m dB
5190.000 93.32 31.35 8.23 34.00 98.90 68.20 30.70 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11n HT40 CH38 5190MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CH38 (519@MHZ) Power rating: DC 3.85V
Data: 68
11=Level (dBuVim) Date: 2021-06-25
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Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
10380.000 28.34 39.23 13.25 33.81 47.01 54. 00 -6.99 Average
10380.000 36.18  39.23 13.25 33.81 54.85 68.20 -13.35 Peak
15570.000 22.94  38.37 20.73 31.50 50.54 54.00 -3.46 Average
15570.000 34.19  38.37 20.73 31.50 61.79 68.20 —6.41 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11n HT40 CH38 5190MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 21°C/e8%
Tested by : Jack Pol/Phase VERTICAL
Test Mode : 8@2.11n HT4@ CH38 (519@MHzZ) Power rating: DC 3.85V
Data: 34
11=Level (dBuVim) Date: 2021-06-25
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Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5190. 000 94. 23 31. 35 8.23 34. 00 99. 81 68. 20 3

1.61 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11n HT40 CH38 5190MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH38 (519@MHzZ) Power rating: DC 3.85V
Data: 70
11=Level (dBuVim) Date: 2021-06-25
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Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
10380. 000 26. 41 39.23 13.25 33.81 45.08 54. 00 -8.92 Average
10380. 000 36. 29 39.23 13.25 33.81 54.96 68. 20 —13.24 Peak
15570. 000 21. 97 38.37 20.73 31. 50 49. 57 54. 00 —4.43 Average
15570. 000 32.84 38.37 20.73 31. 50 60. 44 68. 20 -7.76 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH46 5230MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 21°C/e8%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CHA6 (523@MHZ) Power rating: DC 3.85V
Data: 41
11=Level (dBuVim) Date: 2021-06-25
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Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB  dBuV/m dBuV/m dB
5230.000 94.52 31.38 8.37 34.02 100.25 68. 20 32.05 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH46 5230MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CHA6 (523@MHZ) Power rating: DC 3.85V
Data: 86
11=Level (dBuVim) Date: 2021-06-25
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GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
10460. 000  22.91 39.34 13.31 33.70 41.86 54.00 -12.14 Average
10460. 000  32.65 39.34 13.31 33.70 51.60 68.20 -16.60 Peak
15690. 000  21. 35 38.16 20.34  31.42 48. 43 54.00 -5.57 Average
15690. 000 32.57 38.16 20.34  31.42 59. 65 68. 20 -8.55 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH46 5230MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 21°C/e8%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CHA6 (523@MHZ) Power rating: DC 3.85V
Data: 42
11=Level (dBuVim) Date: 2021-06-25
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Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5230. 000 94. 84 31.38 8. 37 34.02 100.57 68. 20 32.37 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH46 5230MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CHA6 (523@MHZ) Power rating: DC 3.85V
Data: 85
11=Level (dBuVim) Date: 2021-06-25
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Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

10460. 000 23.85 39.34 13.31 33.70 42. 80 54. 00 -11. 20 Average
10460. 000 32.95 39.34 13.31 33.70 51.90 68. 20 —16. 30 Peak
15690. 000 21.75 38.16 20.34 31. 42 48. 83 54. 00 —-5.17 Average
15690. 000 32.86 38.16 20.34 31. 42 59.94 68. 20 -8.26 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH62 5310MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 21°C/e8%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CH62 (531@MHzZ) Power rating: DC 3.85V
Data: 40
11=Level (dBuVim) Date: 2021-06-25
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Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB  dBuV/m dBuV/m dB
5310.000 92.22 31.45 8.68 34.06 98.29 68.20 30.09 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH62 5310MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : HORIZONTAL
Test Mode : 8@2.11n HT4@ CH62 (5318MHzZ) Power rating: DC 3.85V
Data: 72
11=Level (dBuVim) Date: 2021-06-25
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GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB  dBuV/m dBuV/m dB
10620.000 24.94  39.52 13.78 33.49 44.75 54. 00 -9.25 Average
10620. 000  33.15 39.52 13.78 33.49 52.96 68.20 -15.24 Peak
15930. 000  22.45 37.73 19.56  31.25 48.49  54.00 -5.51 Average
15930. 000  32.95 37.73 19.56  31.25 58.99  68.20 -9.21 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH62 5310MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 21°C/e8%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH62 (5318MHzZ) Power rating: DC 3.85V
Data: 37
11=Level (dBuVim) Date: 2021-06-25
110
1
20
70 FCQ PAR[T15E PEAK

FCccC

RT15E AV

T S ——— e

30
10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5310. 000 92. 21 31.45 8. 68 34. 06 98. 28 68. 20 30.08 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH62 5310MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH62 (5318MHzZ) Power rating: DC 3.85V
Data: 74
11=Level (dBuVim) Date: 2021-06-25
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GBDDO?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

10620. 000 23.81 39.52 13.78 33. 49 43. 62 54. 00 —10. 38 Average
10620. 000 31.95 39.52 13.78 33. 49 51.76 68. 20 —16. 44 Peak
15930. 000 21.93 37.73 19.56 31. 25 47.97 54. 00 —6.03 Average
15930. 000 32.85 37.73 19.56 31. 25 58. 89 68. 20 -9.31 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH102 5510MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11n HTA@ CH102(5510MHz) Power rating: DC 3.85V
Data: 98

130 Level (dBuVim)

Date: 2021-06-28

120

100

80

FCC PART1 iﬁ PEAK

1

60

FCC PA

15E AV

40 M W

20
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Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m B
5510. 000 90. 62 31.62 8.76 34. 16 96. 84 68. 20 28. 64 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH102 5510MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CH1©2(5518MHzZ) Power rating: DC 3.85V
Data: 28
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
80 ? FCC PARTISE AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
11020. 000 24.63 39.89 12.71 32.56 44.67 54. 00 -9.33 Average
11020. 000 35. 35 39.89 12.71 32.56 55. 39 68. 20 —-12.81 Peak
16530. 000 23.81 38.69 15.83 30. 50 47. 83 54. 00 —6.17 Average
16530. 000 32.70 38.69 15.83 30. 50 56. 72 68. 20 —11.48 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion,
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China

North of Beihuan

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com
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Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH102 5510MHz Temperature :

19~23C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH1©2(5518MHzZ) Power rating: DC 3.85V

Data: 102
133Level (dBuVim) Date: 2021-06-28
120
100 !
80
FCQ PART13E PEAK
60 FCC PAR[T15E AV
40M
20
1000 2000. 3000. 4000. 5000. €000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5510. 000 94. 53 31.62 8.76 34.16 100.75 68. 20 32.55 Peak

BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan

(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan

District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH102 5510MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH1©2(5518MHzZ) Power rating: DC 3.85V
Data: 26
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
60 2 FCC PARTI5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11020. 000 24.81 39.89 12.71 32.56 44.85 54. 00 -9.15 Average
11020. 000 33.73 39.89 12.71 32.56 53.77 68. 20 —14.43 Peak
16530. 000 23.74 38.69 15.83 30. 50 47.76 54. 00 —6.24 Average
16530. 000 34. 36 38.69 15.83 30. 50 58. 38 68. 20 -9.82 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com

Page 288 of 573 Report Version 1


mailto:customerservice.sw@bureauveritas.com

Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH110 5550MHz

Temperature :

19~23C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : HORIZONTAL
Test Mode : 8@2.11n HT4@ CH11@(555@MHz) Power rating: DC 3.85V
Data: 104

130 Level (dBuVim)

Date: 2021-06-28

120

100

80

FCQ PARTI15f PEAK

60

FCCT PAR,

SE AV

bR dR
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5550. 000 94. 22 31.68 8. 66 34.18 100.38 68. 20 32.18 Peak

o : . Tel: +86 755 8869 6566
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan Fax: +86 755 8869 6577

Email: customerservice.sw@bureauveritas.com

(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan

District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH110 5550MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CH11@(5550MHz) Power rating: DC 3.85V
Data: 30
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dBuV/m dBuV/m dB
11100. 000 24. 82 39.86 12.82 32. 62 44.388 54. 00 -9.12 Average
11100. 000 36. 51 39.86 12.82 32. 62 56. 57 68. 20 -11.63 Peak
16650. 000 24. 36 39.05 16.69 30. 40 49.70 54. 00 -4.30 Average
16650. 000 34.58 39.05 16.69 30. 40 59.92 68. 20 -8.28 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion,

Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China

North of Beihuan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH110 5550MHz

Temperature : 19~237C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH11@(555@MHz) Power rating: DC 3.85V
Data: 103

130 Level (dBuVim)

Date: 2021-06-28

120

100

80

FCQ PART15[ PEAK

60

FCCT PARTI5E AV

SaBG
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5550. 000 95. 16 31.68 8. 66 34.18 101.32 68. 20 33.12 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH110 5550MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH11@(555@MHz) Power rating: DC 3.85V
Data: 32
13nLevel (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11100. 000 24.51 39.86 12.82 32. 62 44.57 54. 00 -9.43 Average
11100. 000 34.75 39.86 12.82 32. 62 54.81 68. 20 -13.39 Peak
16650. 000 24. 32 39.05 16.69 30. 40 49. 66 54. 00 -4.34 Average
16650. 000 34. 67 39.05 16.69 30. 40 60. 01 68. 20 -8.19 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH134 5670MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CH134(5670MHZ) Power rating: DC 3.85V
Data: 110
‘PnLevel (dBuVim) Date: 2021-06-28
120
100
80
FCC PARTIS5E HEAK
60 FCC PARTY$E AV
4OMM
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB  dBuV/m dBuV/m B
5670.000 90.39 31.87 8.12 34.24 96.14 68.20 27.94 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH134 5670MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CH134(5670MHZ) Power rating: DC 3.85V
Data: 34
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 > FCC PART|I5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
11340. 000 23.53 39.76 13.14 32. 80 43.63 54. 00 —10. 37 Average
11340. 000 32. 48 39.76 13.14 32.80 52.58 68. 20 —15.62 Peak
17010. 000 20. 85 40.13 19.15 30. 08 50. 05 54. 00 —-3.95 Average
17010. 000 31. 52 40.13 19.15 30. 08 60. 72 68. 20 -7.48 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China
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Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH134 5670MHz

Temperature : 19~237C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH134(5670MHZ) Power rating: DC 3.85V
Data: 107

130 Level (dBuVim)

Date: 2021-06-28

120

100

80

1

FCC PARTISE uEAK

60

FCC PART AV

Mu‘w

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5670. 000 94. 61 31.87 8.12 34.24 100. 36 68. 20 32.16 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH134 5670MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH134(5670MHZ) Power rating: DC 3.85V
Data: 36
‘PnLevel (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 5 FCC PARTJI5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

11340. 000 23.16 39.76 13.14 32. 80 43. 26 54. 00 -10.74 Average
11340. 000 31. 84 39.76 13.14 32.80 51.94 68. 20 —16. 26 Peak
17010. 000 21. 35 40.13 19.15 30. 08 50. 55 54. 00 —3.45 Average
17010. 000 31. 57 40.13 19.15 30. 08 60. 77 68. 20 -7.43 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH142 5710MHz Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 22C/e1%
Tested by : Jack Pol/Phase : HORIZONTAL
Test Mode : 8@2.11n HT4@ CH142 (571@MHz) Power rating: DC 3.85V
Data: 173
11=Level (dBuVim) Date: 2021-06-30
110 1
20
70 FCQ PART1SE PEAK

FCC PART15E AV

WM\M

30
10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5710. 000 100.69 31.94 7.89 34.26 10

(=21

26 68. 20 38.06 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH142 5710MHz Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 21°C/e8%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11n HT4@ CH142(5710MHzZ) Power rating: DC 3.85V
Data: 190
133Level (dBuVim) Date: 2021-06-30
120
100
80
FCC PART1S5E PEAK
4
€0 . FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11424. 000 26. 47 39.73 13.26 32.87 46. 59 54. 00 -7.41 Average
11424. 000 31. 28 39.73 13.26 32. 87 51.40 68. 20 —16. 80 Peak
17130. 000 21. 57 40.54 18.40 30. 08 50. 43 54. 00 —-3.57 Average
17130. 000 30. 63 40.54 18.40 30. 08 59. 49 68. 20 -8.71 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion,

Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China

North of Beihuan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH142 5710MHz Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 22C/e1%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH142 (571@MHz) Power rating: DC 3.85V
Data: 176
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART15E HL&AK

FCccC PART‘tu AV

mMm

30

10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5710.000 101. 49 31.94 7.89 34.26 107.06 68. 20 38.86 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH142 5710MHz Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 21°C/e8%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH142(571@MHzZ) Power rating: DC 3.85V
Data: 189
133Level (dBuVim) Date: 2021-06-30
120
100
80
FCC PART1S5E PEAK
4
€0 . FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11420. 000 26. 25 39.73 13.25 32. 86 46. 37 54. 00 -7.63 Average
11420. 000 31.12 39.73 13.25 32. 86 51.24 68. 20 —16. 96 Peak
17130. 000 21. 92 40.54 18.40 30. 08 50.78 54. 00 —-3.22 Average
17130. 000 31. 83 40.54 18.40 30. 08 60. 69 68. 20 -7.51 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH151 5755MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11n HTA® CHIS1 (S755MHz) Power rating: DC 3.85V
Data: 85

130 Level (dBuVim)

Date: 2021-06-28

120

100

80

FCC PARTISE P .LAK

60

FCC PARTI15E

NWQ

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
evel factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5755. 000 95. 93 32.01 6. 06 34. 28 99.72 68. 20

31.52 Peak

BV 7Layers Communications Technology

(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Level (dBuVim)

Test Mode : 802.11 n HT40 CH151 5755MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11n HTA® CHIS1 (S755MHz) Power rating: DC 3.85V
Data: 6

Date: 2021-06-26

130

120
100
80
FCC PART15E PEAK
4
60 2 FCC PARTH5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11510. 000 25.72 39.68 13.39 32.93 45. 86 54. 00 -8§.14 Average
11510. 000 35.15 39.68 13.39 32.93 55.29 68. 20 -12.91 Peak
17265. 000 20. 42 41.00 17.56 30. 08 48. 90 54. 00 -5.10 Average
17265. 000 30. 82 41.00 17.56 30. 08 59. 30 68. 20 -8.90 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan

BV 7Layers Communications Technology

(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH151 5755MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11n HTA® CHIS1 (S755MHz) Power rating: DC 3.85V

Data: 88
30 Level (dBuVim)

Date: 2021-06-28

120
1
100
80
FCC PART15E PERK
60 FCC PART15EAV
40M l\u
20
1000 2000. 3000. 4000. 5000. €000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
. 000 97.51 32.01 6. 06 34.28 101.30 68. 20 33.10 Peak

BV 7Layers Communications Technology

(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH151 5755MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH151 (5755MHz) Power rating: DC 3.85V
Data: 8
13nLevel (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTHEE AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11510. 000 26.19 39.68 13.39 32.93 46. 33 54. 00 -7.67 Average
11510. 000 36. 43 39.68 13.39 32.93 56. 57 68. 20 -11.63 Peak
17265. 000 21. 52 41.00 17.56 30. 08 50. 00 54. 00 -4.00 Average
17265. 000 32.18 41.00 17.56 30. 08 60. 66 68. 20 -7.54 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH159 5795MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase __;é&;ié;;gl____
Test Mode Selj;;;_;;;é_E;;;;_E;;;;MHZ) Power Pating:_é;_;jé;; ______
Data: 94

1

30 Level (dBuVim)

Date: 2021-06-28

120

100

80

FCC PARTISE PJ

60

FCC PARTIS

20

| e e ——

o
HEEILE

1000

Freq

MHz

3000.

Frequency (MHz)

Reading Antenna Cable Preamp
factor loss

factor
dB dB

dBuV/m dBuV/m dB

4000. 5000. 6000
Limit Over
level level limit Remark

5795. 000

.07 6. 10 34. 30 99. 03 68. 20 30.83 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH159 5795MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11n HTA@ CHISS (5795MHz) Power rating: DC 3.85V
Data: 12

Date: 2021-06-26

Level (dBuVim)

120
100
80
FCC PART15E PEAK
4
60 2 FCC PARTHSE AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
11590. 000 26. 17 39.52 13.60 32.99 46. 30 54. 00 -7.70 Average
11590. 000 36. 64 39.52 13.60 32.99 56.77 68. 20 —11.43 Peak
17385. 000 21. 84 41.41 16.81 30. 08 49. 98 54. 00 -4.02 Average
17385. 000 32.25 41.41 16.81 30. 08 60. 39 68. 20 -7.81 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH159 5795MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH159 (5795MHz) Power rating: DC 3.85V
Data: 91
‘PnLevel (dBuVim) Date: 2021-06-28
120
’
100
80
FCC PART15E PERK
60 FCC PART‘ISJELV

e e S e e

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5795. 000 97. 93 32.07 6. 10 34.30 101.80 68. 20 33.60 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan Tel: +86 755 8869 6566

(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China Fax: .+_86 795 8869 6577 )
Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 n HT40 CH159 5795MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11n HT4@ CH159 (5795MHz) Power rating: DC 3.85V
Data: 10
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
.
60 2 FCC PARTASE AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11590. 000 26.73 39.52 13.60 32.99 46. 86 54. 00 -7.14 Average
11590. 000 37. 42 39.52 13.60 32.99 57.55 68. 20 —10.65 Peak
17385. 000 21. 35 41.41 16.81 30. 08 49. 49 54. 00 -4.51 Average
17385. 000 31. 58 41.41 16.81 30. 08 59.72 68. 20 —8.48 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11ac VHT20 CH36 5180MHz

Temperature

: 19~23C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase HORIZONTAL
Test Mode : 8@2.1lac VHT2@ CH36(5180MHz) Power rating: DC 3.85V

Data: 94
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART15E PEAK
60 FC{f| PART15E AV
NWMM
20
1000 2000. 3000. 4000. 5000. €000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5180. 000 99. 06 31.34 8.22 33.99 104

63 68. 20 3

6. 43 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan

(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH36 5180MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test Site : 3m Chamber Temp/Humi : 19 C/60%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11ac VHT20 CH36 (5180MHz) Power rating: DC 3.85V

Data: 144
11=Level (dBuVim}) Date: 2021-06-30
110
a0
70 FCC PARTI5E PEAK
4
2 FCC PARTISE AV
50 <
30
10
~'60007000. 8000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq REeading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MH=z dBuV dB/m B dBuV/m dBuV/m dB
10360. 000 25.75 39.20 13,23 33.83 44. 35 54. 00 —9.65 Average
10360. 000 36. 83 39.20 13.23 33. 83 55. 43 68. 20 —12.77 Peak
15540. 000 20. 94 38.43 20.83 31. 52 48. 68 54. 00 —5.32 Average
15540. 000 31. 64 38.43 20. 83 31. 52 59. 38 68. 20 —8.82 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion,
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH36 5180MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test Site : 2m Chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : VERTICAL

Test Mode

Data: 91

130 Level {(dBuVi/m)

Power rating: DC 3.85V

Date: 2021-06-26

120
100
80
FCCQ PART15E PEAK
&0 FCH PART15E AV

mWMW

20
“1000 2000. 3000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
evel factor loss factor level limit Remark
MH=z dBuV dB/m dB dB dBuV/m dBuV./m dB
5180. 000 100.75 31.34 8. 22 33.99 106. 32 .20 38.12 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH36 5180MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT2@ CH36 (5188MHz) Power rating: DC 3.85V
Data: 142
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
4
2 FCC PARTISE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
10360. 000 25. 64 39.20 13.23 33.83 44. 24 54. 00 -9.76 Average
10360. 000 35. 54 39.20 13.23 33.83 54.14 68. 20 —14. 06 Peak
15540. 000 21. 85 38.43 20.83 31. 52 49. 59 54. 00 —4.41 Average
15540. 000 31.93 38.43 20.83 31. 52 59.67 68. 20 -8.53 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology

(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan

District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH48 5240MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT20 CHAB(524@MHz) Power rating: DC 3.85V
Data: 95
‘PnLevel (dBuVim) Date: 2021-06-26
120
1
100
80
FCC PART15E PEAK
60 FCG|PART15E AV
40M/
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5240. 000 102. 36 31.39 8. 41 34.02 108.14 68. 20 39.94 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH48 5240MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT2@ CHA8 (5248MHz) Power rating: DC 3.85V
Data: 146
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
2 <+
FCC PARTASE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB  dBuV/m dBuV/m dB
10480.000 25.19  39.37 13.32 33.68 44.20 54.00 -9.80 Average
10480.000 37.39 39.37 13.32 33.68 56.40 68.20 -11.80 Peak
15720.000  21.95 38.10 20. 2¢ 31.40 48.89% 54.00 -5.11 Average
15720.000 31.84 38.10 20.24 31.40 58.78 68.20 -9.42 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion,
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH48 5240MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT2@ CHAB(524@MHz) Power rating: DC 3.85V
Data: 96
‘PnLevel (dBuVim) Date: 2021-06-26
120
1
100
80
FCC PART15E PEAK
60 FCG|PART15E AV
40M
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5240. 000 104.26 31.39 8. 41 34.02 110.04 68. 20 41.84 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan

BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan

(Shenzhen) Co. Ltd

District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH48 5240MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT2@ CHA8 (5248MHz) Power rating: DC 3.85V
Data: 148
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
4
2 FCC PARTISE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
10480. 000 24.75 39.37 13.32 33. 68 43.76 54. 00 —10. 24 Average
10480. 000 35. 84 39.37 13.32 33.68 54. 85 68. 20 -13.35 Peak
15720. 000 21. 86 38.10 20. 2« 31. 40 48. 80 54. 00 -5. 2 Average
15720. 000 32.92 38.10 20.24 31. 40 59. 86 68. 20 -8.34 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

130 Level (dBuVim)

Test Mode : 802.11 ac VHT20 CH64 5320MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11ac VHT20 CHEA(S5320MHz) Power rating: DC 3.85V
Data: 102

Date: 2021-06-26

120

100

80

FCC PAR)T[H 5E PEAK

60

FCCT HARTISE AV

MW
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5320. 000 99. 28 31.46 8.72 34.06 105.40 68. 20 37.20 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH64 5320MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT2@ CH64 (5328MHz) Power rating: DC 3.85V
Data: 152
11=Level (dBuVim) Date: 2021-06-30
110
20
70 FCC PART1SE PEAK
4
2 FCL PARTASE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB  dBuV/m dBuV/m dB
10640. 000  23.92 39.54 13.86  33.47 43.85 54.00 -10.15 Average
10640. 000  34. 35 39.54 13.86 33.47 54.28 68.20 -13.92 Peak
15960. 000  23.48  37.67 19.46 31.2 49.38  54.00 -4.62 Average
15960. 000  34.95 37.67 19.46  31.23 60. 85 68. 20 -7.35 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

FCC PARAH 5E PEAK

Test Mode : 802.11 ac VHT20 CH64 5320MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT2@ CH64(5320MHz) Power rating: DC 3.85V
Data: 99
133Level (dBuVim) Date: 2021-06-26
120
1
100
80

60

FCC LRT‘ISE AV

Mwm

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5320. 000 100.11 31.46 8.72 34.06 106.23 68. 20 38.03 Peak

o : . Tel: +86 755 8869 6566
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH64 5320MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT2@ CH64 (5328MHz) Power rating: DC 3.85V
Data: 150
11=Level (dBuVim) Date: 2021-06-30
110
20
70 FCC PART1SE PEAK
4
2 FCL PARTASE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB B dBuV/m dBuV/m dB
10640. 000 25.72 39.54 13.86 33.47 45. 65 54. 00 -8.35 Average
10640. 000 34. 48 39.54 13.86 33.47 54. 41 68. 20 -13.79 Peak
15960. 000 23.91 37.67 19.46 31.2 49.81 54. 00 -4.19 Average
15960. 000 33.52 37.67 19.46 31. 23 59. 42 68. 20 -8.78 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH100 5500MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT2@ CH1@0(55eeMHz) Power rating: DC 3.85V
Data: 71
‘PnLevel (dBuVim) Date: 2021-06-25
120
1
100
80
FCC PART1 PEAK
60 FCC PART15E AV
RN
40
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5500. 000 98. 99 31.60 8.78 34.15 105.22 68. 20 37.02 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH100 5500MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT2@ CH1@0(55eeMHz) Power rating: DC 3.85V
Data: 46
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PART/I5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11000. 000 24. 62 39.90 12.68 32.54 44. 66 54. 00 -9.34 Average
11000. 000 34. 82 39.90 12.68 32.54 54. 86 68. 20 —13.34 Peak
16500. 000 24.83 38.60 15.61 30. 53 48. 51 54. 00 —-5.49 Average
16500. 000 35. 84 38.60 15.61 30. 53 59. 52 68. 20 -8.68 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH100 5500MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT28 CH1ee(55e8MHz) Power rating: DC 3.85V
Data: 74
‘PnLevel (dBuVim) Date: 2021-06-25
120
100
80
FCC PART1 PEAK
60

FCCT PART15E AV

MMWWMHMMMNW#WMMMWNMhAM“MVWHmwmMmmwwu«wmwwwwwhdm«whﬂm*wwwmw/ \wmmwm

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5500. 000 100.99 31.60 8.78 34.15 107.22 68. 20 39.02 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH100 5500MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHT20 CH100(5500MHz) Power rating: DC 3.85V
Data: 48

130

Level (dBuVim)

Date: 2021-06-26

120
100
80
FCC PART15E PEAK
4
60 2 FCC PARTH5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11000. 000 23.72 39.90 12.68 32.54 43. 76 54. 00 —10. 24 Average
11000. 000 35.95 39.90 12.68 32.54 55.99 68. 20 -12.21 Peak
16500. 000 24.13 38.60 15.61 30. 53 47.81 54. 00 -6.19 Average
16500. 000 36. 76 38.60 15.61 30. 53 60. 44 68. 20 -7.76 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH116 5580MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT2@ CH116(5588MHz) Power rating: DC 3.85V
Data: 76
‘PnLevel (dBuVim) Date: 2021-06-25
120
100
80
FCC PART1SH| PEAK
60 FCC PART}I5E AV
k=TSN
40
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5580. 000 100. 65 31.73 8. 59 34.19 106.78 68. 20 38.58 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH116 5580MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT2@ CH116(5588MHz) Power rating: DC 3.85V
Data: 52
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11160. 000 24.35 39.84 12.90 32.67 44.42 54. 00 -9.58 Average
11160. 000 36. 35 39.84 12.90 32.67 56. 42 68. 20 -11.78 Peak
16740. 000 22.83 39.32 17.34 30. 31 49.18 54. 00 -4.82 Average
16740. 000 35. 57 39.32 17.34 30. 31 61.92 68. 20 -6.28 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH116 5580MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11lac VHT2@ CH116(558@MHz) Power rating: DC 3.85V
Data: 75
‘PnLevel (dBuVim) Date: 2021-06-25
120
100
80
FCQG PART15E| PEAK
60 FCC PAR {SEAV

\WW
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5580. 000 103.18 31.73 8. 59 34.19 109.31 68. 20 41.11 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
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Test Report No.: RFBGDJ-W7L-P21060011-6

130

Level (dBuVim)

Test Mode : 802.11 ac VHT20 CH116 5580MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 862.11ac VHT20 CH116(5580MHz) Power rating: DC 3.85V
Data: 50

Date: 2021-06-26

120
100
80
FCC PART15E PEAK
4
60 2 FCC PARTI5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11160. 000 24. 85 39.84 12.90 32. 67 44,92 54. 00 -9.08 Average
11160. 000 36. 48 39.84 12.90 32. 67 56. 55 68. 20 —-11.65 Peak
16740. 000 23.52 39.32 17.34 30. 31 49. 87 54. 00 -4.13 Average
16740. 000 34. 82 39.32 17.34 30. 31 61.17 68. 20 =7.03 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH140 5700MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : HORIZONTAL
Test Mode : 8@2.1lac VHT28 CH140(57@8MHz) Power rating: DC 3.85V
Data: 79
‘PnLevel (dBuVim) Date: 2021-06-27
120
100 1
80

FCC PARTIS5E AEAK

60 FCC PARTTHE AV

“u“*wwﬂﬂhNﬁ“ﬁﬂwMMM~thM“&thVWNwNWW“WHw¢JN“MWM“ﬁwudwﬂ?wk¥w~ﬂwwﬁwdﬂnhwﬂjIWMWM
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5700. 000 95. 19 31.92 7.94 34.25 100.80 68. 20 32.60 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH140 5700MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT20 CH140(57@8MHz) Power rating: DC 3.85V
Data: 54
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11400. 000 24. 54 39.74 13.22 32.85 44.65 54. 00 -9.35 Average
11400. 000 35.53 39.74 13.22 32. 85 55. 64 68. 20 —12. 56 Peak
17100. 000 20. 58 40.44 18.59 30. 08 49.53 54. 00 —4.47 Average
17100. 000 31.81 40.44 18.59 30. 08 60. 76 68. 20 -7.44 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH140 5700MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHT20 CH140(5700MHz) Power rating: DC 3.85V
Data: 82
133Level (dBuVim) Date: 2021-06-27
120
100
80

FCC PARTIS5E AEAK

60 FCC PARTTHE AV

*MM%#wwmmmwwwbdwmﬁﬂ%mmwmwmhkwMM”mhwﬂmhJﬂMAWquwmw~¢wwhﬁvumwwavaw

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5700. 000 95. 75 31.92 7.94 34.25 101.36 68. 20 33.16 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

130

Level (dBuVim)

Test Mode : 802.11 ac VHT20 CH140 5700MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHT20 CH140(5700MHz) Power rating: DC 3.85V
Data: 56

Date: 2021-06-26

120
100
80
FCC PART15E PEAK
4
60 z FCC PARTHI5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11400. 000 23. 36 39.74 13.22 32.85 43.47 54. 00 —10.53 Average
11400. 000 34. 16 39.74 13.22 32.85 54.27 68. 20 —13.93 Peak
17100. 000 20. 85 40.44 18.59 30. 08 49. 80 54. 00 -4.2 Average
17100. 000 32.34 40.44 18.59 30. 08 61.29 68. 20 -6.91 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH144 5720MHz  |Temperature : 18~217C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test sSite : 3m Chamber Temp/Humi 1 22C/B61%
Tested by 1 Jack Pol/Phase ¢ HORIZONTAL
Test Mode : B@2.1lac VHT20 CH144 (5720MHz)Power rating: DC 3.85V
Data: 161
11‘Leve| (dBuVim) Date: 2021-06-30
110
20
70 ECQ PART1SE FJLAK
FCC PART1 QAV
50 M
30}
10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m dB dB dBuV/m dBuV/m dB

2720.000 103.74 31.95 7.83 34.26  109.26 68. 20 41.06 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH144 5720MHz  |Temperature : 18~217C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test sSite : 3m Chamber Temp/Humi 1 21°C/e0%
Tested by 1 Jack Pol/Phase HORIZOMNTAL
Test Mode 8@2.11lac VHT20 CH144(5728MHz) Power rating: DC 3.85V
Data: 196
139Level (dBuVim) Date: 2021-06-30
120
100
80
FCC PART15E PEAK
4
60 2 FCC PART/5E AV
40
20
GB[I[IIJ?I]I]CI. 9000. 11000. 13000. 16000 18000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m B dBuV/m dBuV/m dB
11440. 000 25. 26 39.72 13.28 32.88 45. 38 24. 00 —8.62 Average
11440. 000 34. 17 39.72 13.28 32.88 54.29 68. 20 -13.91 Peak
17160. 000 21. 63 40.64 18.2 30. 08 50. 40 54. 00 -3.60 Average
17160. 000 33. 50 40.64 18.2 30. 08 62. 2 68. 2 —-5.93 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH144 5720MHz  |Temperature : 18~217C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test sSite : 3m Chamber Temp/Humi 1 22C/B61%
Tested by 1 Jack Pol/Phase ¢ VERTICAL
Test Mode : B@2.1lac VHT20 CH144 (5720MHz)Power rating: DC 3.85V
Data: 164
115Level (dBuVim) Date: 2021-06-30
110
20
70 FCC PART1SE FJlAK

FCC PART15E AV

me

30

10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m dB dB dBuV/m dBuV/m dB

2720.000 104.39 31.95 7.83 34.26  109.91 68. 20 41.71 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH144 5720MHz  |Temperature : 18~217C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test sSite : 3m Chamber Temp/Humi 1 21°C/e0%
Tested by 1 Jack Pol/Phase ¢ VERTICAL
Test Mode : B@2.1lac VHT20 CH144(5728MHz) Power rating: DC 3.85V
Data: 195
139Level (dBuVim) Date: 2021-06-30
120
100
80
FCC PART15E PEAK
4
60 2 FCC PARTH5E AV
40
20
GB[I[IIJ?I]I]CI. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m dB dB dBuV/m dBuV/m dB
11440. 000 25.43 39.72 13.28 32.88 45. 55 24. 00 —8. 45 Average
11440. 000 32,14 39.72 13.28 32.88 52.26 68. 20 -15.94 Peak
17160. 000 21. 25 40.64 18.2 30. 08 50. 02 54. 00 -3.98 Average
17160. 000 31.53 40.64 18.21 30. 08 60. 30 68. 20 -7.90 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH149 5745MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by ¢ Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.1lac VHT20 CH149(5745MHz) Power rating: DC 3.85V
Data: 62

33Level (dBuVim) Date: 2021-06-26

1
120
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80
FCC PARTIS5E PHAK

60 FCC PART15f AV

M‘w&
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5T745. 000 99. 00 31.99 7.68 34. 27 104.40 68. 20 36. 20 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH149 5745MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|(6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT20 CH149(5745MHz) Power rating: DC 3.85V
Data: 46
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTHEE AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11490. 000 26. 42 39.70 13.35 32.91 46. 56 54. 00 -7.44 Average
11490. 000 35. 81 39.70 13.35 32.91 55.95 68. 20 -12. 25 Peak
17235. 000 21. 92 40.90 17.74 30. 08 50. 48 54. 00 —-3.52 Average
17235. 000 33.19 40.90 17.74 30. 08 61.75 68. 20 —6.45 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH149 5745MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11lac VHT28 CH149(5745MHz) Power rating: DC 3.85V
Data: 59
133Level (dBuVim) Date: 2021-06-26
120
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80

FCC PARTIS5E PHAK

60 FCC PARTISH AV

MM
40 Pt w

bt g e hant
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5745.000 102.64 31.99 7.68 34.27 108.04 68. 20 39.84 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH149 5745MHz

Temperature : 19~237C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11lac VHT28 CH149(5745MHz) Power rating: DC 3.85V

Data: 48
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTHEE AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB  dBuV/m dBuV/m dB
11490.000  26.81 39.70 13.35 32.91 46. 95 54. 00 —7.05 Average
11490.000  35.51 39.70 13.35 32.91 55. 65 68.20 -12.55 Peak
17235.000 21.84  40.90 17.74  30.08 50.40 54.00 —-3.60 Average
17235.000  33.12 40.90 17.74 30.08 61.68 68.20 —6.52 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH157 5785MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11ac VHT20 CH157(5785MHz) Power rating: DC 3.85V
Data: 63

33Level (dBuVim) Date: 2021-06-26
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FCC PARTISE PBAK

60 FCC PART15H AV
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1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5785. 000 99. 67 32.06 7. 44 34.29 104.88 68. 20 36. 68 Peak

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH157 5785MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT2@ CH157(5785MHz) Power rating: DC 3.85V
Data: 52
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
e
60 2 FCC PARTISE AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11570. 000 26. 24 39.56 13.55 32.98 46. 37 54. 00 -7.63 Average
11570. 000 36. 59 39.56 13.55 32.98 56. 72 68. 20 —11.48 Peak
17355. 000 22.62 41.31 16.99 30. 08 50. 84 54. 00 —-3.16 Average
17355. 000 33.58 41.31 16.99 30. 08 61.80 68. 20 —6.40 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH157 5785MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : HORIZONTAL
Test Mode : 8@2.11lac VHT2@ CH157(5785MHz) Power rating: DC 3.85V
Data: 63
133Level (dBuVim) Date: 2021-06-26
120
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80

FCC PARTISE PBAK

60 FCC PART15H AV

=N
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5785. 000 99. 67 32.06 7.44 34.29 104.88 68. 20 36. 68 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan ;21&'+f8667755558§g§9665§$7
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH157 5785MHz

Temperature : 19~237C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Level (dBuVim)

Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.11lac VHT2@ CH157(5785MHz) Power rating: DC 3.85V
Data: 50

Date: 2021-06-26

130

120
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FCC PART15E PEAK
#
60 2 FCC PARTH5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB

11570. 000 27.18 39.56 13.55 32.98
11570. 000 36. 14 39.56 13.55 32.98
17355. 000 22.2 41.31 16.99 30. 08
17355. 000 33.28 41.31 16.99 30. 08

47. 31 54. 00 —6. 69 Average
56. 27 68. 20 —11.93 Peak
50.51 54. 00 —3.49 Average
61.50 68. 20 -6.70 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH165 5825MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : HORIZONTAL
Test Mode : 8@2.1lac VHT2@ CH165(5825MHz) Power rating: DC 3.85V
Data: 70
‘PnLevel (dBuVim) Date: 2021-06-26
120
1
100
80
FCC PARTISE PERK
60 FCC PART15E[f{V
T
40
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5825. 000 98. 83 32.12 7.41 34.31 104.05 68. 20 35.85 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH165 5825MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT2@ CH165(5825MHz) Power rating: DC 3.85V
Data: 54
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
E\
60 2 FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
11650. 000 27.72 39.40 13.76 33.04 47. 84 54. 00 —6.16 Average
11650. 000 36. 43 39.40 13.76 33.04 56. 55 68. 20 -11.65 Peak
17475. 000 21.93 41.72 16.25 30. 08 49.82 54. 00 -4.18 Average
17475. 000 32.15 41.72 16.25 30. 08 60. 04 68. 20 -8.16 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology

(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

130 Level (dBuVim)

Test Mode : 802.11 ac VHT20 CH165 5825MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHT20 CH165(5825MHz) Power rating: DC 3.85V
Data: 67

Date: 2021-06-26

120
1
100
80
FCC PART15E PERK
60 FCC PART15E[V
o
40
20
1000 2000. 3000. 4000. 5000. €000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5825.000 102.16 32.12 7.41 34.31 107.38 68. 20 39. 18 Peak

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT20 CH165 5825MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHT20 CH165(5825MHz) Power rating: DC 3.85V
Data: 56

Date: 2021-06-26

Level (dBuVim)

120
100
80
FCC PART15E PEAK
Bk
€0 2 FCC PARTI5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
11650. 000 27. 43 39.40 13.76 33.04 47.55 54. 00 -6.45 Average
11650. 000 36. 42 39.40 13.76 33.04 56. 54 68. 20 —-11.66 Peak
17475. 000 22,37 41.72 16.25 30. 08 50. 26 54. 00 -3.74 Average
17475. 000 33.81 41.72 16.25 30. 08 61.70 68. 20 -6.50 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China
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Test Report No.: RFBGDJ-W7L-P21060011-6

130 Level (dBuVim)

Test Mode : 802.11 ac VHT40 CH38 5190MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11ac VHTA® CH38(S5190MHz) Power rating: DC 3.85V
Data: 105

Date: 2021-06-26

120
1
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80
Fcg PJ RT15E PEAK
60 FCf PART15E AV

) ———

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5190. 000 98. 21 31.35 8. 23 34.00 103.79 68. 20 35. 59 Peak

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH38 5190MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test Site ¢ 3m Chamber Temp,/Humi 1 19°C/60%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.1lac VHT48 CH38(5190MHz) Power rating: DC 3.85V
Data: 138
11=Level {dBuVim) Date: 2021-06-30
110
a0
70 FCC PART15E PEAK
4
2 FCC PARTISE AV
50
30
10
GEIJDIJ?DIJIJ. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor lewvel level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
10380. 000 26. 85 39.23 13.25 33.81 45. 52 54. 00 —8.48 Average
10380. 000 35.72 39.23 13.25 33.81 54. 39 68. 20 —13.81 Peak
15570. 000 22.81 38.37 20.73 31. 50 50. 41 54. 00 -3.59 Average
15570. 000 32.94 38.37 20.73 31. 50 60. 54 68. 20 —-7.66 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH38 5190MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase VERTICAL
Test Mode : 8@2.1lac VHT4@ CH38(519@MHz) Power rating: DC 3.85V
Data: 108
‘PnLevel (dBuVim) Date: 2021-06-26
120
1
100
80
Fca PJ }RT15E PEAK
60 FClt PART15E AV
40wMmmﬂnMMw4wLuMmMummwwuMMMMMA¢AMM¢“NANMJMhN*¢$Nuwwwwj
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5190. 000 98. 43 31. 35 8.23 34.00 104.01 68. 20 3

5.81 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan

BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan

(Shenzhen) Co. Ltd

District, Shenzhen, Guangdong, China

Page 351 of 573

Tel: +86 755 8869 6566

Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com

Report Version 1


mailto:customerservice.sw@bureauveritas.com

Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH38 5190MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT4@ CH38(519@MHz) Power rating: DC 3.85V
Data: 140
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
4
2 FCC PARTISE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
10380. 000 25. 62 39.23 13.25 33.81 44. 29 54. 00 -9.71 Average
10380. 000 35. 28 39.23 13.25 33.81 53.95 68. 20 —14. 25 Peak
15570. 000 22.15 38.37 20.73 31. 50 49.75 54. 00 —-4.25 Average
15570. 000 32.43 38.37 20.73 31. 50 60. 03 68. 20 -8.17 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

130 Level (dBuVim)

Test Mode : 802.11 ac VHT40 CH46 5230MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.11ac VHTA® CHA6(S5230MHz) Power rating: DC 3.85V
Data: 110

Date: 2021-06-26

120
100
80
FCC P}J T15E PEAK
60 FC¢|RARTI5E AV
40M
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5230. 000 99. 09 31.38 8.37 34.02 104.82 68. 20 36. 62 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH46 5230MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT4@ CHA6(523@MHz) Power rating: DC 3.85V
Data: 136
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
4
2 FICC PARTASE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
10460. 000  24.52 39.34 13.31 33.70 43.47 54.00 -10.53 Average
10460. 000  34. 82 39.34 13.31 33.70 53.77 68.20 -14.43 Peak
15690. 000  21.75 38.16 20.34  31.42 48. 83 54.00 -5.17 Average
15690. 000 33.46  38.16 20.34  31.42 60.54  68.20 -7.66 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH46 5230MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase VERTICAL
Test Mode : 8@2.1lac VHT4@ CHA6(523@MHz) Power rating: DC 3.85V
Data: 109
‘PnLevel (dBuVim) Date: 2021-06-26
120
1
100
80
FCC PARTISE PEAK
60 FC¢|HARTI5E AV
40Nmehﬂ#wﬂJMMAm‘*dMAMwMfWMJwmLMM*M“JJWMHWM&uW#WNWW&JMJ
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5230. 000 101.18 31.38 8. 37 34.02 106.91 68. 20 3

8. 71 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH46 5230MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT4@ CHA6(523@MHz) Power rating: DC 3.85V
Data: 134
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
2 F4CC PARTISE AV
50
30
10
GBDDO?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
10460. 000 25. 29 39.34 13.31 33.70 44. 24 54. 00 -9.76 Average
10460. 000 34.23 39.34 13.31 33.70 53.18 68. 20 —15.02 Peak

15690. 000 22.83 38.16 20.34 31. 42 49.91 54. 00 -4.09 Average
15690. 000 30. 84 38.16 20.34 31. 42 57.92 68. 20 —10. 28 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH62 5310MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : HORIZONTAL
Test Mode : 8@2.1lac VHT4® CH62(531@MHz) Power rating: DC 3.85V
Data: 116
‘PnLevel (dBuVim) Date: 2021-06-26
120
100 1
80
FCC PAR|[[15E PEAK
60 FCC &\RT‘ISEAV

mmmhvadﬁgwwkhmva«w“Nﬂwm«uwmwumﬂmwmhmmwﬂwwwmwwmuw*Jmwj R T
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m B

5310. 000 91. 57 31.45 8. 68 34. 06 97. 64 68. 20 29.44 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan ;21&'+f8667755558§g§9665§$7
(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China Eméil' J

Page 357 of 573 Report Version 1


mailto:customerservice.sw@bureauveritas.com

Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH62 5310MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT4@ CH62(531@MHz) Power rating: DC 3.85V
Data: 130
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
4
2 FCLC PARTISE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
10620. 000  24. 35 39.52 13.78 33.49 44.16 54.00 -9.84 Average
10620. 000  33. 25 39.52 13.78 33.49 53.06 68.20 -15.14 Peak
15930.000 24.18 37.73 19.56 31.25 50. 22 54.00 -3.78 Average
15930. 000  33.42 37.73 19.56  31.25 59.46  68.20 -8.74 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

FCC PAR[YL 5E PEAK

Test Mode : 802.11 ac VHT40 CH62 5310MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT4® CH62(531@MHz) Power rating: DC 3.85V
Data: 113
‘PnLevel (dBuVim) Date: 2021-06-26
120
100
80

60 Fcc

RTI5E AV

Mw

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5310. 000 96. 29 31.45 8. 68 34.06 102,36 68. 20 34.16 Peak

o : . Tel: +86 755 8869 6566
BV 7Layers Communications Technology | Avenue, North Area, Hi-Tech Industrial Park, Nanshan Fax: +86 755 8869 6577

Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH62 5310MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT4® CH62(531@MHz) Power rating: DC 3.85V
Data: 132
11=Level (dBuVim) Date: 2021-06-30
110
20
70 FCC PART1SE PEAK
4
2 FCLC PARTASE AV
50
30
10
GBDDO?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

10620. 000 23.25 39.52 13.78 33. 49 43. 06 54. 00 —10.94 Average
10620. 000 32.85 39.52 13.78 33. 49 52. 66 68. 20 —15. 54 Peak
15930. 000 23.15 37.73 19.56 31. 25 49.19 54. 00 -4.81 Average
15930. 000 34.12 37.73 19.56 31. 25 60. 16 68. 20 -8.04 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH102 5510MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT4@ CH1@2(5518MHz) Power rating: DC 3.85V
Data: 91
‘PnLevel (dBuVim) Date: 2021-06-27
120
100
80
FCQ PART1§E PEAK
60 FCC PAR[T15E AV
l‘«w—h‘
40
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m B
5510. 000 91. 95 31.62 8.76 34. 16 98. 17 68. 20 29.97 Peak

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH102 5510MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT4@ CH1@2(5518MHz) Power rating: DC 3.85V
Data: 60
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
60 2 FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
11020. 000 24. 38 39.89 12.71 32.56 44. 42 54. 00 -9.58 Average
11020. 000 35.13 39.89 12.71 32.56 55. 17 68. 20 -13.03 Peak
16530. 000 23.57 38.69 15.83 30. 50 47. 59 54. 00 —6.41 Average
16530. 000 33.99 38.69 15.83 30. 50 58.01 68. 20 -10.19 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH102 5510MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT4@ CH1@2(5518MHz) Power rating: DC 3.85V
Data: 94
‘PnLevel (dBuVim) Date: 2021-06-27
120
100
80
FCQ PART13E PEAK
60

FCCT PAR[T15E AV

M INGCEIED

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5510. 000 92. 95 31.62 8.76 34. 16 99.17 68. 20 30.97 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH102 5510MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHTA® CH102(5510MHz) Power rating: DC 3.85V
Data: 58

Level (dBuVim)

Date: 2021-06-26

130

120
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FCC PART15E PEAK
4
60 2 FCC PARTH5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
11020. 000 24. 51 39.89 12.71 32.56 4455 54. 00 -9.45 Average
11020. 000 34. 82 39.89 12.71 32.56 54. 86 68. 20 —13. 34 Peak
16530. 000 23. 82 38.69 15.83 30. 50 47. 84 54. 00 -6.16 Average
16530. 000 35.17 38.69 15.83 30. 50 59.19 68. 20 -9.01 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH110 5550MHz

Temperature :

19~23C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

130 Level (dBuVim)

Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase HORIZONTAL
Test Mode : 8@2.1lac VHT4@ CH110(5558MHz) Power rating: DC 3.85V
Data: 96

Date: 2021-06-27

120

100

80

FCQ PART15[ PEAK

60

FCCT PAR,

SE AV

=N
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5550. 000 94. 70 31.68 8. 66 34.18 100.86 68. 20 32.66 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH110 5550MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT4@ CH110(5558MHz) Power rating: DC 3.85V
Data: 62
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11100. 000 24. 82 39.86 12.82 32. 62 44.388 54. 00 -9.12 Average
11100. 000 35.95 39.86 12.82 32. 62 56.01 68. 20 -12.19 Peak
16650. 000 24. 25 39.05 16.69 30. 40 49.59 54. 00 —4.41 Average
16650. 000 35. 83 39.05 16.69 30. 40 61.17 68. 20 -7.03 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH110 5550MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHTA® CH110(5550MHz) Power rating: DC 3.85V
Data: 95
133Level (dBuVim) Date: 2021-06-27
120
100
80

FCC PART1 Sb.l PEAK

60 FCC PAR{TI5E AV

LW 73120
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5550. 000 95. 80 31.68 8. 66 34.18 101.96 68. 20 33.76 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

130

Level (dBuVim)

Test Mode : 802.11 ac VHT40 CH110 5550MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHTA® CH110(5550MHz) Power rating: DC 3.85V
Data: 64

Date: 2021-06-26

120
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FCC PART15E PEAK
4
€0 2 FCC PARTI5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11100. 000 23.75 39.86 12.82 32. 62 43.81 54. 00 -10.19 Average
11100. 000 36. 83 39.86 12.82 32. 62 56. 89 68. 20 —-11.31 Peak
16650. 000 24,92 39.05 16.69 30. 40 50. 26 54. 00 -3.74 Average
16650. 000 35.28 39.05 16.69 30. 40 60. 62 68. 20 -7.58 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH134 5670MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : HORIZONTAL
Test Mode : 8@2.1lac VHT4@ CH134(567@MHz) Power rating: DC 3.85V
Data: 85
‘PnLevel (dBuVim) Date: 2021-06-26
120
100
80
FCC PARTISE AK
60

FCCT PARTIPE AV

Mw
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5670. 000 97. 18 31.87 8.12 34.24 102.93 68. 20 34.73 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH134 5670MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT4@ CH134(567@MHz) Power rating: DC 3.85V
Data: 68
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTYJ5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m d dBuV/m dBuV/m dB
11340. 000 24. 52 39.76 13.14 32. 80 44.62 54. 00 -9.38 Average
11340. 000 34. 52 39.76 13.14 32.80 54. 62 68. 20 —13.58 Peak
17010. 000 21. 68 40.13 19.15 30. 08 50. 88 54. 00 -3.12 Average
17010. 000 31. 28 40.13 19.15 30. 08 60. 48 68. 20 -7.72 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH134 5670MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHTA® CH134(5670MHz) Power rating: DC 3.85V
Data: 88
133Level (dBuVim) Date: 2021-06-26
120
1
100
80

FCC PARTISE AK

60 FCC PARTISE AV

+m“”%ﬁMMmwhANNMU“mAﬂvN*FmwwA«MMMMumMM‘NM»_wwﬂ*wwﬂkawwwuw»w*wvmwwww( \Mmr
40

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

5670. 000 100.19 31.87 8.12 34.24 105.94 68. 20 37.74 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
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Test Report No.: RFBGDJ-W7L-P21060011-6

130

Level (dBuVim)

Test Mode : 802.11 ac VHT40 CH134 5670MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by  : Jack Pol/Phase  : VERTICAL
Test Mode  : 802.11ac VHTA® CH134(5670MHz) Power rating: DC 3.85V
Data: 66

Date: 2021-06-26

120
100
80
FCC PART15E PEAK
4
60 z FCC PARTJISE AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/ dBuV/m dB
11340. 000 25. 35 39.76 13.14 32.80 45,45 54. 00 —-8.55 Average
11340. 000 34. 15 39.76 13.14 32.80 54.25 68. 20 —13.95 Peak
17010. 000 21. 34 40.13 19.15 30. 08 50. 54 54. 00 -3.46 Average
17010. 000 32.84 40.13 19.15 30. 08 62. 04 68. 20 -6.16 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH142 5710MHz  |Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m Chamber Temp/Humi : 22 C/61%
Tested by : Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT4@ CH142 (571@MHz)Power rating: DC 3.85V
Data: 182
11=Level (dBuVim) Date: 2021-06-30
110 1
90
70 ECQ PART1SE PEAK
FCC PART1HE AV
50mwMhw%wmumMm»wwhmwhmwmmwwmmwMWMuMMJwMwwawwwwmwwhwmmmM“*W”“ij R*“
30f
10
31000 2000. 3000. 4000. 5000. €000
Frequency (MHz)
Freq Eeading Antenna Cable Preamp Limit Over
level factor loss factor level lewvel limit Remark
MH=z dBuV dB/m dB dB dBuV/m dBuV/m dB
5710. 000 100. 30 31.94 7.89 34.26 105.87 68. 20 37.67 Peak

BV 7Layers Communications Technology

(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH142 5710MHz  |Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test sSite : 3m Chamber Temp/Humi 1 21°C/e0%
Tested by Jack Pol/Phase HORIZOMNTAL
Test Mode 8@2.11lac VHT4@ CH142(5718MHz) Power rating: DC 3.85V
Data: 198
139Level (dBuVim) Date: 2021-06-30
120
100
80
FCC PART15E PEAK
60 FCC PARTISE AV
40
20
GB[I[IIJ?I]I]CI. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11420. 000 25. 75 39.73 13.25 32. 86 45. 87 24. 00 —8.13 Average
11420. 000 28. 84 39.73 13.25 32. 86 48. 96 68. 20 —19. 24 Peak
17130. 000 21. 52 40.54 18.40 30. 08 50. 38 54. 00 —3.62 Average
17130. 000 28. 49 40.54 18.40 30. 08 57.35 68. 20 —10. 85 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH142 5710MHz |Temperature : 18~217C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test sSite : 3m Chamber Temp/Humi 1 22C/B61%
Tested by 1 Jack Pol/Phase ¢ VERTICAL
Test Mode : B@2.1lac VHT4@ CH142 (571@MHz)Power rating: DC 3.85V
Data: 179
115Level (dBuVim) Date: 2021-06-30
110 4
20
70 FCC PART1SE JH&AK

FCC PART‘Wu AV

30

WMM

10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m dB dB dBuV/m dBuV/m dB

2710. 000 101.63 31.94 7.89 34.26 107.20

68. 20 39.00 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH142 5710MHz |Temperature : 18~217C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test sSite : 3m Chamber Temp/Humi 1 21°C/e0%
Tested by 1 Jack Pol/Phase ¢ VERTICAL
Test Mode : B@2.1lac VHT4@ CH142(5718MHz) Power rating: DC 3.85V
Data: 197
139Level (dBuVim) Date: 2021-06-30
120
100
80
FCC PART15E PEAK
4
60 > FCC PARTHBE AV
40
20
GB[I[IIJ?I]I]CI. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m B dBuV/m dBuV/m dB
11420. 000 24. 65 39.73 13.25 32. 86 44. 77 24. 00 —9.23 Average
11420. 000 31.75 39.73 13.25 32. 86 51.87 68. 20 -16. 33 Peak
17130. 000 20.71 40.54 18.40 30. 08 49. 57 54. 00 —4.43 Average
17130. 000 30. 53 40.54 18.40 30. 08 59. 39 68. 20 —-8.81 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT40 CH151 5755MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by ¢ Jack Pol/Phase  : HORIZONTAL
Test Mode  : 802.1lac VHTA® CH151(5755MHz) Power rating: DC 3.85V
Data: 73

33Level (dBuVim) Date: 2021-06-26

1
120

100

80
FCC PARTISE PERK

60 FCC PART15E AV

Mk«
40

20

1000 2000. 3000. 4000. 5000. €000

Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5755. 000 94. 74 32.01 7.62 34.28 100.09 68. 20 31.89 Peak
Test Mode : 802.11 ac VHT40 CH151 5755MHz  |Temperature : 19~237C

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan

Avenue, North Area, Hi-Tech Industrial Park, Nanshan Tel: +86 755 8569 6566

Fax: +86 755 8869 6577

District, Shenzhen, Guangdong, China o ) )
Email: customerservice.sw@bureauveritas.com
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range |(6GHz~18GHz Polarization : Horizontal
Test site : 3m Chamber Temp/Humi : 19 C/60%
Tested by 1 Jack Pol/Phase ¢ HORIZONTAL
Test Mode : 8@2.1lac VHT4@ CH151(5755MHz) Power rating: DC 3.85V
Data: 38
130Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PARTI15E PEAK
%
0 2 FCC PARTTSE AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11510. 000 26. 52 39.68 13.39 32.93 46. 66 54. 00 —7.34 Average
11510. 000 37.43 39.68 13.39 32.93 57. 57 68. 20 —10. 63 Peak
17265.000 22,38 41.00 17.56 30.08 50.86 54.00 -3.14 Average
17265.000  33.18 41.00 17.56  30.08 61.66  68.20 —6.54 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

Test Mode : 802.11 ac VHT40 CH151 5755MHz  |Temperature : 19~23C
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(Shenzhen) Co. Ltd District, Shenzhen, Guangdong, China

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com

Page 378 of 573 Report Version 1


mailto:customerservice.sw@bureauveritas.com

Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m Chamber Temp/Humi : 23°C/59%
Tested by 1 Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT4@ CH151(5755MHz) Power rating: DC 3.85V
Data: 76
130Level (dBuVim) Date: 2021-06-26
120
1
100
80
FCGQ PARTISE PERK
€0 FCC PART‘TJ&L’-W
40M
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
755. 000 98. 60 32.01 7.62 34.28 103.95 68. 20 35.75 Peak

Test Mode :

802.11 ac VHT40 CH151 5755MHz  |Temperature : 19~23C

BV 7Layers Communications Technology

(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range |(6GHz~18GHz Polarization : Vertical
Test site : 3m Chamber Temp/Humi : 19 C/60%
Tested by Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT4@ CH151(5755MHz) Power rating: DC 3.85V
Data: 40
130Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PARTI15E PEAK
4
0 2 FCC PARTTSE AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11510. 000 26. 42 39.68 13.39 32.93 46. 56 54. 00 —7.44 Average
11510. 000 37.52 39.68 13.39 32.93 57.66 68. 20 —10. 54 Peak
17265. 000 22,15 41.00 17.56  30.08  50.63 54. 00 -3.37 Average
17265. 000  32.81 41.00 17.56  30.08 61.29  68.20 —6.91 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

Test Mode : 802.11 ac VHT40 CH159 5795MHz  |Temperature : 19~23C
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m Chamber Temp/Humi : 23°C/59%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT4@ CH159(5795MHz) Power rating: DC 3.85V
Data: 82
130Level (dBuVim) Date: 2021-06-26
120
100 1
80
FCGQ PARTI5E PERK
€0 FCC PART‘TSéLV
M l'\u.
40 ) mn A
wwaMMJ"'"" R
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5795. 000 93.73 32.07 7.38 34. 30 98. 88 68. 20 30. 68 Peak
Test Mode : 802.11 ac VHT40 CH159 5795MHz  |Temperature : 19~23C

BV 7Layers Communications Technology

(Shenzhen) Co. Ltd
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range |(6GHz~18GHz Polarization : Horizontal
Test site : 3m Chamber Temp/Humi : 19 C/60%
Tested by 1 Jack Pol/Phase ¢ HORIZONTAL
Test Mode : 8@2.1lac VHT4@ CH159(5795MHz) Power rating: DC 3.85V
Data: 44
130Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PARTI15E PEAK
s
60 2 FCC PARTITSE AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11590. 000 26. 62 39.52 13.60 32.99 46. 75 54. 00 —7.25 Average
11590. 000 36. 51 39.52 13.60 32.99 56. 64 68. 20 —11. 56 Peak
17385.000 22.51 41.41 16.81 30.08  50.65 54. 00 -3.35 Average
17385.000 33.18 41.41 16.81 30.08 61.32 68. 20 —6.88 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

Test Mode : 802.11 ac VHT40 CH159 5795MHz  |Temperature : 19~23C
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BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m Chamber Temp/Humi : 23°C/59%
Tested by Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT4@ CH159(5795MHz) Power rating: DC 3.85V
Data: 79
43pLeve! (dBuVim) Date: 2021-06-26
120
1
100
80
FCC PART15E PEAK
€0 FCcC PART15£ Jw

mMM

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5795. 000 98. 16 32.07 7.38 34.30 103.31 68. 20 35.11 Peak
Test Mode : 802.11 ac VHT40 CH159 5795MHz  |Temperature : 19~23C

No.B102, Dazu Chuangxin Mansion, North of Beihuan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range |(6GHz~18GHz Polarization : Vertical
Test site : 3m Chamber Temp/Humi : 19 C/60%
Tested by Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT4@ CH159(5795MHz) Power rating: DC 3.85V
Data: 42
130Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PARTI15E PEAK
5
2
60 FCC PARTHSE AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
11590. 000 27.82 39.52 13.60 32.99 47.95 54. 00 —6. 05 Average
11590. 000 39.13 39.52 13.60 32.99 59. 26 68. 20 —8.94 Peak
17385.000 22.45 41.41 16.81 30.08 50.59 54.00 -3.41 Average
17385.000  33.92 41.41 16.81 30.08 62.06  68.20 —6.14 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

Test Mode : 802.11 ac VHT80 CH42 5210MHz Temperature : 19~23C
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m Chamber Temp/Humi r 22°C/61%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.1lac VHT8@ CH42(521eMHz) Power rating: DC 3.85V
Data: 122
11=Level (dBuVim) Date: 2021-06-30
110
90
70 FCQ PART15E PEAK
FC RT156E AV
WWM
30
10
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5210. 000 96. 02 31.37 8.29 34.01 101.67 68. 20 33.47 Peak
Test Mode : 802.11 ac VHT80 CH42 5210MHz Temperature : 19~23C
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range |(6GHz~18GHz Polarization : Horizontal
Test site : 3m Chamber Temp/Humi : 19 C/60%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.1lac VHT8@ CH42(521eMHz) Power rating: DC 3.85V
Data: 78
11=Level (dBuVim) Date: 2021-06-25
110
90
70 FCC PARTISE PEAK
4
FCC PARTISE AV
50
30
10
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
10420. 000 25. 81 39.29 13.28 33.75 44.63 54. 00 —9. 37 Average
10420. 000 34. 52 39.29 13.28 33.75 53. 34 68. 20 —14. 86 Peak
15630.000 21.91 38.27 20.54 31.46 49.26 54.00 -4. 74 Average
15630. 000  31.51 38.27 20.54 31.46 58.86  68.20 -9.34 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH42 5210MHz Temperature :

19~23C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 22C/e1%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT88 CHA2(521eMHz) Power rating: DC 3.85V
Data: 119
11=Level (dBuVim) Date: 2021-06-30
110
1
20
70 FCQ PART16E PEAK

FCC RART15E AV

T T e e

30

10

31000 2000. 3000. 4000. 5000. 6000

Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m
5210. 000 90. 57 31.37 8.29 34. 01 96. 22 68. 20 28. 02 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH42 5210MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT88 CHA2(521eMHz) Power rating: DC 3.85V
Data: 76
11=Level (dBuVim) Date: 2021-06-25
110
20
70 FCC PART1SE PEAK
4
2 HCC PARTASE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
10420. 000 26. 57 39.29 13.28 33.75 45. 39 54. 00 -8.61 Average
10420. 000 33.91 39.29 13.28 33.75 52.73 68. 20 —15.47 Peak
15630. 000 22.74 38.2 20. 54 31. 46 50.09 54. 00 -3.91 Average
15630. 000 32.34 38.27 20.54 31. 46 59. 69 68. 20 -8.51 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH58 5290MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 22C/e1%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT8@ CH58(529@MHz) Power rating: DC 3.85V
Data: 125
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
FCC, F'ART15E AV

M

30
10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5290. 000 92. 93 31.43 8. 60 34. 05 98. 91 68. 20 30.71 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan

Avenue, North Area, Hi-Tech Industrial
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH58 5290MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT8@ CH58(529@MHz) Power rating: DC 3.85V
Data: 80
11=Level (dBuVim) Date: 2021-06-25
110
20
70 FCC PART1SE PEAK
4
2 FQC PARTASE AV
50
30
10
GBDD{I?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dBuV/m dBuV/m dB
10580. 000  25.81 39.48 13.64  33.55 45.38  54.00 -8.62 Average
10580. 000  32.53 39.48 13.64  33.55 52.10 68.20 -16.10 Peak
15870. 000  21.53 37.83 19.75 31.29  47.82 54. 00 —6.18 Average
15870.000 32.39 37.83 19.75 31.29 58.68 68.20 -9.52 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.

BV 7Layers Communications Technology
(Shenzhen) Co. Ltd

No.B102, Dazu Chuangxin Mansion, North of Beihuan
Avenue, North Area, Hi-Tech Industrial Park, Nanshan
District, Shenzhen, Guangdong, China

Page 390 of 573

Tel: +86 755 8869 6566
Fax: +86 755 8869 6577
Email: customerservice.sw@bureauveritas.com

Report Version 1


mailto:customerservice.sw@bureauveritas.com

Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH58 5290MHz Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 22C/e1%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT8@ CH58(529@MHz) Power rating: DC 3.85V
Data: 125
11=Level (dBuVim) Date: 2021-06-30
110
20
70 ECC PART1SE PEAK
FCC, F'ART15E AV

M

30
10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5290. 000 92. 93 31.43 8. 60 34. 05 98. 91 68. 20 30.71 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH58 5290MHz Temperature : 19~23C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT88 CH58(529@0MHz) Power rating: DC 3.85V
Data: 82
11=Level (dBuVim) Date: 2021-06-25
110
20
70 FCC PART1SE PEAK
4
2 FQC PARTASE AV
50
30
10
GBDDO?OOD. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

10580. 000 23.58 39.48 13.64 33.55 43.15 54. 00 -10.85 Average
10580. 000 31. 85 39.48 13.64 33.55 51.42 68. 20 -16.78 Peak
15870. 000 21.93 37.83 19.75 31.2 48. 22 54. 00 —-5.78 Average
15870. 000 32.59 37.83 19.75 31. 29 58. 88 68. 20 -9.32 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH106 5530MHz |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT88 CH1@6(553@MHz) Power rating: DC 3.85V
Data: 116
‘PnLevel (dBuVim) Date: 2021-06-27
120
100
80
FCC PART15E PEAK
60 FCC PAl 'I'L[SEAV
II\MW
40
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m B
5530. 000 88. 09 31.65 8. 71 34. 17 94. 28 68. 20 26.08 Peak

BV 7Layers Communications Technology
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH106 5530MHz |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT88 CH1@6(553@MHz) Power rating: DC 3.85V
Data: 38
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11060. 000 25. 84 39.88 12.76 32.59 45. 89 54. 00 -8.11 Average
11060. 000 34.92 39.88 12.76 32.59 54.97 68. 20 -13.23 Peak
16590. 000 24.25 38.87 16.26 30. 45 48.93 54. 00 —-5.07 Average
16590. 000 34. 83 38.87 16.26 30. 45 59.51 68. 20 -8.69 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH106 5530MHz |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT88 CH1@6(553@MHz) Power rating: DC 3.85V
Data: 113
‘PnLevel (dBuVim) Date: 2021-06-27
120
100
80
FCC PART15E PEAK
60

FCC PA Tl‘{SE AV

Mwmmwhhm_&uww4whmJwmmw&wf*“hwﬂwﬁvmww””*ﬁ““WW&W«“W”“&““”W““Mf hmwww

20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m B

5530. 000 89. 35 31.65 8. 71 34. 17 95. 54 68. 20 27.34 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH106 5530MHz

Temperature : 19~237C

Test Engineer : Jack Liu

Relative Humidity : (59~62%

Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT88 CH1@6(553@MHz) Power rating: DC 3.85V
Data: 40

Date: 2021-06-26

Level (dBuVim)

120
100
80
FCC PART15E PEAK
4
60 2 FCC PARTH5E AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB

11060. 000 24.83 39.88 12.76 32.59
11060. 000 35. 25 39.88 12.76 32.59
16590. 000 23.84 38.87 16.26 30. 45
16590. 000 34.59 38.87 16.26 30. 45

44. 88 54. 00 —9.12 Average
55. 30 68. 20 —-12.90 Peak
48. 52 54. 00 —-5.48 Average
59. 27 68. 20 -8.93 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH122 5610MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT8@ CH122(561@MHz) Power rating: DC 3.85V
Data: 119
‘PnLevel (dBuVim) Date: 2021-06-27
120
100 !
80
FCQ PART15E|PEAK
60 FCC PAR[T5E AV
40M
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m dB
5610. 000 94. 31 31.78 8. 48 34.21 100. 36 68. 20 32.16 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH122 5610MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by Jack Pol/Phase HORIZONTAL
Test Mode 8@2.11lac VHT8@ CH122(561@MHz) Power rating: DC 3.85V
Data: 44
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PARJTH5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11220. 000 23.51 39.81 12.98 32.71 43.59 54. 00 —10.41 Average
11220. 000 35. 85 39.81 12.98 32.71 55.93 68. 20 —12. 27 Peak
16830. 000 21. 92 39.59 17.99 30. 23 49.2 54. 00 -4.73 Average
16830. 000 33.64 39.59 17.99 30. 23 60.99 68. 20 -7.21 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH122 5610MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 23°C/59%
Tested by : Jack Pol/Phase : VERTICAL
Test Mode : 8@2.1lac VHT88 CH122(561@MHz) Power rating: DC 3.85V
Data: 122
‘PnLevel (dBuVim) Date: 2021-06-27
120
100
80
FCQ PART15E|PEAK
60 FCC PAR| AV
R
40
20
1000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dB dBuV/m dBuV/m B

5610. 000 91. 83 31.78 8. 48 34. 21 97. 88 68. 20 29. 68 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan i
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH122 5610MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by : Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT8@ CH122(561@MHz) Power rating: DC 3.85V
Data: 42
133Level (dBuVim) Date: 2021-06-26
120
100
80
FCC PART1S5E PEAK
4
60 2 FCC PAR[T5E AV
40
20
60007000. 9000. 11000. 13000. 15000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m B dBuV/m dBuV/m dB
11220. 000 24.92 39.81 12.98 32.71 45. 00 54. 00 -9.00 Average
11220. 000 34. 20 39.81 12.98 32.71 54.28 68. 20 —13.92 Peak
16830. 000 23. 47 39.59 17.99 30. 23 50. 82 54. 00 —-3.18 Average
16830. 000 33.90 39.59 17.99 30. 23 61. 25 68. 20 -6.95 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH138 5690MHz |Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test sSite : 3m Chamber Temp/Humi 1 22C/B61%
Tested by Jack Pol/Phase HORIZOMNTAL
Test Mode 8@2.11lac VHT8@ CH138(5698MHz) Power rating: DC 3.85V
Data: 185
11‘Leve| (dBuVim) Date: 2021-06-30
110
20
70 FCC PART15E HEAK
FCC PARTHSEAV
50 M
30
10
31000 2000. 3000. 4000. 5000 6000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m dB dB dBuV/m dBuV/m dB
2690. 000 95. 47 31.90 8. 00 34.25 101.12 68. 20 32.92 Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH138 5690MHz |Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|6GHz~18GHz Polarization : Horizontal
Test sSite : 3m Chamber Temp/Humi 1 21°C/e0%
Tested by Jack Pol/Phase HORIZOMNTAL
Test Mode 8@2.11lac VHT8@ CH138(5698MHz) Power rating: DC 3.85V
Data: 200
139Level (dBuVim) Date: 2021-06-30
120
100
80
FCC PART15E PEAK
Iq
60 s FCC PART/|5E AV
40
20
aBﬂﬂﬂ?ﬂﬂﬂ. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m dB dBuV/m dBuV/m dB
11380. 000 25. 47 39.75 13.20 32.83 45. 59 24. 00 —8.41 Average
11380. 000 31. 34 39.75 13.20 32.83 51.46 68. 20 -16.74 Peak
17070. 000 20. 58 40.34 18.77 30. 08 49.61 54. 00 -4.39 Average
17070. 000 30. 28 40.34 18.77 30. 08 59. 31 68. 20 -8.89 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH138 5690MHz |Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|1GHz~6GHz Polarization : Vertical
Test sSite : 3m Chamber Temp/Humi 1 22C/B61%
Tested by 1 Jack Pol/Phase ¢ VERTICAL
Test Mode : B@2.1lac VHT8@ CH138(5698MHz) Power rating: DC 3.85V
Data: 188
115Level (dBuVim) Date: 2021-06-30
110
20
70 FCC PART1SE &AK

FCC PARTISE AV

WM\W

30

10
31000 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m dB dB dBuV/m dBuV/m dB

2690. 000 97. 40 31.90 8. 00 34.25 103.03 68. 20 34.85 Peak

No.B102, Dazu Chuangxin Mansion, North of Beihuan
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Test Report No.: RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH138 5690MHz |Temperature : 18~21°C
Test Engineer : Jack Liu Relative Humidity : (59~63%
Frequencey Range|6GHz~18GHz Polarization : Vertical
Test sSite : 3m Chamber Temp/Humi 1 21°C/e0%
Tested by Jack Pol/Phase VERTICAL
Test Mode 8@2.11lac VHT8@ CH138(5698MHz) Power rating: DC 3.85V
Data: 199
139Level (dBuVim) Date: 2021-06-30
120
100
80
FCC PART15E PEAK
la
60 2 FCC PARTH5E AV
40
20
GB[II]IJ?I]DCI. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freg Reading Antenna Cable Preamp Limit QOver
level factor loss factor level level limit Remark
MH=z dBuV dB/m B dBuV/m dBuV/m dB
11380. 000 26. 25 39.75 13.20 32.83 46. 37 24. 00 —7.63 Average
11380. 000 34. 34 39.75 13.20 32.83 54. 46 68. 20 -13.74 Peak
17070. 000 21. 83 40.34 18.77 30. 08 50. 86 54. 00 -3.14 Average
17070. 000 32. 14 40.34 18.77 30. 08 61.17 68. 20 -7.03 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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Test Report No.:

RFBGDJ-W7L-P21060011-6

Test Mode : 802.11 ac VHT80 CH155 5775MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|1GHz~6GHz Polarization : Horizontal
Test Site : 3m Chamber Temp/Humi i 19°C /6%
Tested by Jack Power rating: DC 3.85Vv
Model No. CT45-LeN Pol/Phase HORIZONTAL
EUT Mobile Computer
Test Mode 8@2.11lac VHT8@ CH155(5775MHz)
Data: 125
1,nLeveI (dBuVim) Date: 2021-06-28
120
100
80
FCC PART15E PERK
60 FCC PART‘I;E

] S S —————

Pl

20
n1|:||:H:| 2000. 3000. 4000. 5000. 6000
Frequency (MHz)
Freg Reading Antenna Cable Limit Over
level factor loss level level limit Remark
MHz dBuV dBs/m dB dBuA/m dBuA/m dB
5775. 000 93. 01 32.04 6. 08 96. 84 68. 20 28.64  Peak
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Test Report No.: RFBGDJ-W7L-P21060011-6

130 Level (dBuVim)

Test Mode : 802.11 ac VHT80 CH155 5775MHz  |Temperature : 19~23°C
Test Engineer : Jack Liu Relative Humidity : (59~62%
Frequencey Range|(6GHz~18GHz Polarization : Horizontal
Test site : 3m chamber Temp/Humi : 19°C/68%
Tested by ¢ Jack Pol/Phase  : HORIZONTAL
Test Mode : 802.1lac VHTSO CH1SS(5775MHz) Power rating: DC 3.85V
Data: 3

Date: 2021-06-26

120
100
80
FCC PART15E PEAK
4
60 2 FCC PARTHSE AV
40
20
‘60007000. 9000. 11000. 13000. 16000. 18000
Frequency (MHz)
Freq Reading Antenna Cable Preamp Limit Over
level factor loss factor level level limit Remark
MHz dBuV dB/m dB dBuV/m dBuV/m dB
11550. 000 26. 85 39.60 13.49 32.96 46. 98 54. 00 -7.02 Average
11550. 000 37.58 39.60 13.49 32.96 57.71 68. 20 —10.49 Peak
17325. 000 2 2 41. 2 17. 18 30. 08 49,12 54. 00 -4. 88 Average
17325. 000 33.19 41.20 17.18 30. 08 61.49 68. 20 -6.71 Peak

Note: Emission was scanned up to 40GHz; No emissions were detected above the noise floor which was at

least 20dB below the specification limit.
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