
• Self-de ned alarm  value: Default alarm value is factory 

setting. For threshold please see explanation above for 
App icon. The user can def i ne alarm value according 
to  own needs. The equipment’s indicator light 
and App on the user’s mobile phone will display in 
accordance 

• Alarm clock: 3 alarms can be set for each device while 

it is connected to the network. If the alarm rings 

simply touch the screen or press the Home button 

Range and Precision

Description Detection Range Precision/Resolution

PM2.5
100 ~ 999ug/m3 ±15%

<100ug/m3 ±15ug/m3

HCHO
(Formaldehyde) 0.01ppm(resolution)

Temperature -10 ~ 40 ±1

Humidity 0% ~ 100% ±5%

IQ% 0 ~ 100% 1%(resolution)

Wireless connection: Wi-Fi IEEE 802.11 b/g/n 2.4GHz

Equipment requirements: Supports mobile phones with Android 4.42 or iOS 

8.0 or better

Note: Supports only iPhone5 and later versions

Product Measurement: 80 x 80 x 22(mm) 

Weight: 156g

USB Port: Micro USB

Materials: Aluminum alloy casing Screen: 

OLED Touch screen

Input Voltage: 5V

Input Current: 1A

Battery: 18,650 lithium-ion battery Battery 

Capacity: 2,600mAh

App Download

Scan the  or search Honeywell IAQ in Apple 

Store and Android Market

Network Connection

impact of air environment elements on cognitive ability.

About App Functions

The 

PM2.5 HCHO TVOC IQ%

0 ~ 79ug/m3 < 0.08ppm < 0.38ppm < 1,000ppm >60%

80 ~ 199ug/m3 — — — —

> 200ug/m3 >0.08ppm >0.38ppm >1,000ppm     <60% 

App Icon and Instructions on Colors

HAQSPA_R

Temp HumidityFormaldehyde IQ% AppPM
2.5

TV
OC
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Alarm

User Man

About the Product

Product Code

TVOC 0.12 ~ 0.99ppm
400 ~ 2,000ppm

0.01ppm(resolution)
1ppm(resolution)

CO

CO

CO 2

• Enter the main interface after activating the device.
• Press the icon light to switch to main screen; it will 

show real-time air value.
• Flashing icon indicates excess values.
•

Note: Air quality of PM2.5 and  IQ%  are  showed  through the change of font 

color accordingly .

Mode and Setting

Sleep mode: The screen and indicator light will extinguish 
during set time durations and the frequency of data collection 
will reduce to once per hour. Switch the mode using the App 
if the device is connected to network. 

Energy-saving mode: The frequency of data collection for 

the device will reduce to once per hour. Switch the mode 
using the App if the device is connected to network.

nterface Instructions
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Device indicator light and color: The device’s indicator light 
shows the current air quality indicator for the detection item

Detection
Item Green Orange Red

PM2.5 0 ~ 79ug/m3 80 ~ 199ug/m3 ≥200ug/m3

Formaldehyde < 0.08ppm — > 0.08ppm

TVOC < 0.38ppm — > 0.38ppm

< 1,000ppm — >  1,000ppm 

Temperature -10 ~ 40

Humidity 0% ~ 100%            —          — 

IQ% > 60% — < 60%

CO 2

CO2 automatic calibration:

• Enable: The device will automatically calibrate and exit 
energy savings mode after continuous operation for 60 
days. This calibration will be completed in 28 hours. 

The IQ%

CO2 manual calibration:
• Carry the device outdoors, switch to the CO2 icon, and 

then press and hold the center of the screen for 3 
seconds until the phrase “being calibrated” appears on 

the screen and the device enters calibration mode.

• Place the device outdoors for 20 minutes continuously 
until the phrase “being calibrated” disappears, which 
means the device will automatically exit the calibration 
mode upon completing calibration.

Sensing & Internet of Things 
www.sensing.honeywell.com

—          — 

0 ~2ppm

activity.



• To better reflect the true air environment, we recommend 
continuously monitoring the average values on the app. It 
is recommended that the device be charged for 24 hours 
continuously the first time you use it, so that it can be 
initialized.

• As a protective measure, the powered off device will 
continue to provide a weak current to the sensor. Even if 
fully charged, the device will drain the power if it is not used 
for a long period of time and must be recharged before 
being used again. 

• When charged, the device will have a slightly higher 
temperature even at a low power level. The temperature of 
the fully charged device will not be affected even if it 
remains connected to its power supply. 

• Under circumstances where the product is in normal use 
and maintenance, Honeywell provides users with the 
warranty that this product will have no defects in processing 
or materials within one (1) year following the date of 
purchase. Where Honeywell verifies such product 
experiences any defect or malfunction in any form within 
the specif i ed warranty period, Honeywell will repair or 
replace any defective product upon verif i cation. In case of 
defective products, users may return such product to the 
distributor where they made the original purchase.

• This warranty does not cover any defects and malfunction of 
the product arising from any unauthorized dismantling or 
reinstallation. This warranty also does not cover any defect 
or malfunction that results from human factors during the 
warranty period. Honeywell’s sole responsibility is to repair 
or replace the product based on the aforesaid provisions.

• Honeywell shall not be responsible for any loss or damage of 
any form, including any accidental or necessary direct or 
indirect loss as a result of breach of any warranty or any 
other acts that damage the product.

• This warranty represents the only explicit guarantee as 
undertaken by Honeywell with respect to such products. 
Any implied guarantee, including implied guarantees with 
respect to product marketability and applicability of specific 
usage, shall not apply.

• This warranty only applies to the main unit of the product, 
and does not cover the package, manuals, consumables, or 
other components susceptible to damage or consumption.

Attention

Warranty

FCC Statements

IC Statements

RF Exposure

. 

Note: This product has been tested and found to comply with the 
limits for a Class B digital device, pursuant to Part 15 of the FCC 
Rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This product 
generates, uses, and can radiate radio frequency energy and, if 
not installed and used in accordance with the instructions, may 
cause harmful interference to radio communications. However, 
there is no guarantee that interference will not occur in a particular 
installation. If this product does cause harmful interference to radio 
or television reception, which can be determined by turning the 
equipment o  and on, the user is encouraged to try to correct the 
interference by one or more of the following measures:

—Reorient or relocate the receiving antenna. 

—Increase the separation between the equipment and receiver. 

—Connect the equipment into an outlet on a circuit di erent from     
that to which the receiver is connected. 

—Consult the dealer or an experienced radio/TV technician for 
help.

Please take attention that changes or modification not expressly 
approved by the party responsible for compliance could void the 
user’s authority to operate the equipment.

This device complies with Industry Canada licence-exempt RSS 
standard(s). Operation is subject to the following two conditions: 

1. this device may not cause interference, and

2. this device must accept any interference, including interference 
that may cause undesired operation of the device.

Le présent appareil est conforme aux CNR d'Industrie Canada 
applicables aux appareils radioexempts de licence. L'exploitation 
est autorisée aux deux conditions suivantes :

1. l'appareil ne doit pas produire de brouillage, et

2. l'utilisateur de l'appareil doit accepter tout brouillage 
radioélectrique subi, même si le brouillage est susceptible d'en 
compromettre le fonctionnement.

Under Industry Canada regulations, this radio transmitter may 
only operate using an antenna of a type and maximum (or lesser) 
gain approved for the transmitter by Industry Canada. To reduce 
potential radio interference to other users, the antenna type and its 
gain should be so chosen that the equivalent isotropically radiated 
power (e.i.r.p.) is not more than that necessary for successful 
communication.

Conformément à la réglementation d'Industrie Canada, le présent 
émetteur radio peut

fonctionner avec une antenne d'un type et d'un gain maximal (ou 
inférieur) approuvé pour l'émetteur par Industrie Canada. Dans le 
but de réduire les risques de brouillage radioélectrique à l'intention 
des autres utilisateurs, il faut choisir le type d'antenne et son gain 

de sorte que la puissance isotrope rayonnée équivalente (p.i.r.e.) 
ne dépasse pas l'intensité nécessaire à l'établissement d'une 
communication satisfaisante. After the laboratory measurement, the SAR value (0.0085W/kg for 

Europe, 0.029W/kg for North American) satisfies the RF exposure 
requirement 

To satisfy RF exposure compliance the user should operate the 
device as the User Manual introduced and the antenna(s) used for 
this transmitter must not be co-located or operating in conjunction 
with any other antenna or transmitter.

Caution

Risk of explosion if battery is replaced by an incorrect type. Dispose 

of used batteries according to the instructions

Indoor Air Quality (IAQ) Product Manual
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Packing List

Indoor ;  Product Manual x 1;  USB 

cable x 1
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• Note when detecting formaldehyde/TVOC: Due to its 
packaging, the device will display a higher reading when in 
use for the first time, which is normal. The device may be 
placed in a well-ventilated area until the reading drops 
down to 0.08 ppm before use. The formaldehyde/TVOC 
sensor is an electrochemical sensor. Due to the effects from 
its electrochemical properties, detection of formaldehyde/T-
VOC by the electrochemical sensor will be affected by any 
substance that contains toluene, benzene, alcohol, acetic 
acid, hydrogen sulfide, carbon monoxide. Please keep the 
device away from substances such as wine, perfume, 
cosmetics, pesticides, etc. when in use.

• The date and time settings of the device can only be 
updated when connected to the internet. Please keep the 
device connected to the internet.

• Do not charge when the temperature falls below zero.
• The device collects data from incoming air through the 

built-in fan. It is normal for the device to make low levels of 
sound.

• When in use, keep the device away from any strong magnet 
field which may interfere with the built-in sensor (such as 
PM2.5 sensor).

• If the device fails to connect to the internet, the mDNS and 
DHCP of the router may experience issues. Please check that 
these two router functions are enabled or reboot the router 
to reconnect.
We recommend that the router’s default IP address range be 
192.168.X.X. with the gateway as 192.168.1.1.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /04b21
    /Aharoni-Bold
    /Andalus
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Aparajita
    /Aparajita-Bold
    /Aparajita-BoldItalic
    /Aparajita-Italic
    /ArabicTypesetting
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /Batang
    /BatangChe
    /BookshelfSymbolSeven
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /Calibri-Light
    /Calibri-LightItalic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /DaunPenh
    /David
    /David-Bold
    /DFHeiW3
    /DFHeiW5
    /DFHeiW7
    /DFHeiW9
    /DFKaiShu-SB-Estd-BF
    /DFPHeiW3
    /DFPHeiW5
    /DFPHeiW7
    /DFPHeiW9
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /DINMittelschrift
    /DokChampa
    /Dotum
    /DotumChe
    /Ebrima
    /Ebrima-Bold
    /EstrangeloEdessa
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EuphemiaCAS
    /FranklinGothic-Medium
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /Gabriola
    /Gautami
    /Gautami-Bold
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Gisha
    /Gisha-Bold
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /hakuyoxingshu7000
    /Helvetica
    /HelveticaNeue-Black
    /HelveticaNeue-BlackCond
    /HelveticaNeue-BlackCondObl
    /HelveticaNeue-BlackExt
    /HelveticaNeue-BlackExtObl
    /HelveticaNeue-BlackItalic
    /HelveticaNeueBold
    /HelveticaNeue-Bold
    /HelveticaNeue-BoldCond
    /HelveticaNeue-BoldCondObl
    /HelveticaNeue-BoldExt
    /HelveticaNeue-BoldExtObl
    /HelveticaNeue-BoldItalic
    /HelveticaNeue-BoldOutline
    /HelveticaNeue-Condensed
    /HelveticaNeue-CondensedObl
    /HelveticaNeue-ExtBlackCond
    /HelveticaNeue-ExtBlackCondObl
    /HelveticaNeue-Extended
    /HelveticaNeue-ExtendedObl
    /HelveticaNeue-Heavy
    /HelveticaNeue-HeavyCond
    /HelveticaNeue-HeavyCondObl
    /HelveticaNeue-HeavyExt
    /HelveticaNeue-HeavyExtObl
    /HelveticaNeue-HeavyItalic
    /HelveticaNeue-Italic
    /HelveticaNeue-Light
    /HelveticaNeue-LightCond
    /HelveticaNeue-LightCondObl
    /HelveticaNeue-LightExt
    /HelveticaNeue-LightExtObl
    /HelveticaNeue-LightItalic
    /HelveticaNeue-Medium
    /HelveticaNeue-MediumCond
    /HelveticaNeue-MediumCondObl
    /HelveticaNeue-MediumExt
    /HelveticaNeue-MediumExtObl
    /HelveticaNeue-MediumItalic
    /HelveticaNeueRoman
    /HelveticaNeue-Roman
    /HelveticaNeue-Thin
    /HelveticaNeue-ThinCond
    /HelveticaNeue-ThinCondObl
    /HelveticaNeue-ThinExt
    /HelveticaNeue-ThinExtObl
    /HelveticaNeue-ThinItalic
    /HelveticaNeue-UltraLigCond
    /HelveticaNeue-UltraLigCondObl
    /HelveticaNeue-UltraLigExt
    /HelveticaNeue-UltraLigExtObl
    /HelveticaNeue-UltraLight
    /HelveticaNeue-UltraLightItal
    /Impact
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /IskoolaPota
    /IskoolaPota-Bold
    /JasmineUPC
    /JasmineUPCBold
    /JasmineUPCBoldItalic
    /JasmineUPCItalic
    /KaiTi
    /Kalinga
    /Kalinga-Bold
    /Kartika
    /Kartika-Bold
    /KhmerUI
    /KhmerUI-Bold
    /KodchiangUPC
    /KodchiangUPCBold
    /KodchiangUPCBoldItalic
    /KodchiangUPCItalic
    /Kokila
    /Kokila-Bold
    /Kokila-BoldItalic
    /Kokila-Italic
    /LaoUI
    /LaoUI-Bold
    /Latha
    /Latha-Bold
    /Leelawadee
    /Leelawadee-Bold
    /LevenimMT
    /LevenimMT-Bold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /LucidaConsole
    /LucidaSansUnicode
    /MalgunGothic
    /MalgunGothicBold
    /MalgunGothicRegular
    /Mangal
    /Mangal-Bold
    /Marlett
    /Meiryo
    /Meiryo-Bold
    /Meiryo-BoldItalic
    /Meiryo-Italic
    /MeiryoUI
    /MeiryoUI-Bold
    /MeiryoUI-BoldItalic
    /MeiryoUI-Italic
    /MicrosoftHimalaya
    /MicrosoftJhengHeiBold
    /MicrosoftJhengHeiRegular
    /MicrosoftNewTaiLue
    /MicrosoftNewTaiLue-Bold
    /MicrosoftPhagsPa
    /MicrosoftPhagsPa-Bold
    /MicrosoftSansSerif
    /MicrosoftTaiLe
    /MicrosoftTaiLe-Bold
    /MicrosoftUighur
    /MicrosoftYaHei
    /MicrosoftYaHei-Bold
    /Microsoft-Yi-Baiti
    /MingLiU
    /MingLiU-ExtB
    /Ming-Lt-HKSCS-ExtB
    /Ming-Lt-HKSCS-UNI-H
    /Miriam
    /MiriamFixed
    /MongolianBaiti
    /MoolBoran
    /MS-Gothic
    /MS-Mincho
    /MS-PGothic
    /MS-PMincho
    /MSReferenceSpecialty
    /MS-UIGothic
    /MT-Extra
    /MVBoli
    /MyriadPro-Regular
    /Narkisim
    /NSimSun
    /Nyala-Regular
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /PlantagenetCherokee
    /PMingLiU
    /PMingLiU-ExtB
    /Raavi
    /Rod
    /SakkalMajalla
    /SakkalMajallaBold
    /SegoePrint
    /SegoePrint-Bold
    /SegoeScript
    /SegoeScript-Bold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /SegoeUI-Light
    /SegoeUI-SemiBold
    /SegoeUISymbol
    /ShonarBangla
    /ShonarBangla-Bold
    /Shruti
    /Shruti-Bold
    /SimHei
    /SimplifiedArabic
    /SimplifiedArabic-Bold
    /SimplifiedArabicFixed
    /SimSun
    /SimSun-ExtB
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symath_IV25
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Times-Bold
    /Times-Italic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /TraditionalArabic
    /TraditionalArabic-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga
    /Tunga-Bold
    /UniversalMath1BT-Regular
    /Utsaah
    /Utsaah-Bold
    /Utsaah-BoldItalic
    /Utsaah-Italic
    /Vani
    /Vani-Bold
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /Vijaya
    /Vijaya-Bold
    /Vrinda
    /Vrinda-Bold
    /Webdings
    /Wingdings3
    /Wingdings-Regular
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




