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SEE QUICK START GUIDE
FOR INPUT POWER CONNECTIONS.

SERIAL NO.

SERIAL NO.
This device complies with part 15 of FCC rules. Operation is subject 
to the following two conditions: (1) This device may not cause 
harmful interference, and (2) This device must accept any 
interference received, including interference that may cause 
undesired operation. CAN ICES-3 (A)/NMB-3(A)

901 EXPLORER BLVD.
HUNTSVILLE, AL 35806 USA
WWW.ADTRAN.COM

7310-8 LoRaWAN Gateway                         

WT: 0.25 LBS.

INPUT: 48Vdc        , 0.1A (POE) or 
            5Vdc        , 1.0A (USB)

P/N: 17101318F1

FCC ID: HDC-73108GW
IC: 2250A-73108GW
FCC ID: 2AKZA-QCA9377
IC: 22364-QCA9377

Contains
Contains

PRODUCT 

DRAWN BY ENGINEER MECH ENG.

TITLE

SCALE DWG. NO.

1:1

901 EXPLORER BLVD. 
P.O. BOX 140000
HUNTSVILLE, AL 35814-4000

L. SESSIONS D. ETZKORN J. CHALMERS

3299912-E

7310-8 LoRaWAN GATEWAY

PRODUCT LABEL

DATE REV ECO# COMMENT
06/10/20 @A N/A ORIGINAL REV
10/12/20 @B N/A ADDED “Contains” TO LABEL

NOTES:
1.  PRINT PER ARTWORK SUPPLIED.
2.  MATERIAL: .002 WHITE MYLAR SUBSTRATE;
     BLACK LETTERING, .001 CLEAR MYLAR
     OVERLAY LAMINATED, FLEXCON L-344
     OR UL APPROVED EQUAL PRESSURE 
     SENSITIVE ADHESIVE BACKSIDE.
3.  FONT: HELVETICA NEUE.
     NO FONT SUBSTITUTIONS PERMITTED.
4.  FILM: EMULSION SIDE UP.
5.  FOR COMPLIANCE USE ONLY: CELTUS, ESD,
     FCCR, ICR, ICCA, FCCA AND ADTAD
6.  FINISHED PRODUCT MUST BE 
     RoHS COMPLIANT.

3.00"

1.25"

PANETONE COOL GREY 8 C
R 0.03"


