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"Agency requirement: UL & cUL Recognized Component Marking and Labeling System (PGDQ2 or PGJI2).
 Agency requirement: CSA Approved Manufacturer of Accepted Adhesive Type Name Plates.
                     CSA Identifier will be appear on the label (If the label is CSA approved)”
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A01

THIS DRAWING AND SPECIFICATIONS, HEREIN, ARE THE PROPERTY
OF INVENTEC CORPORATION AND SHALL NOT BE REPRODUCED,
COPIED, OR USED IN WHOLE OR IN PART AS THE BASIS FOR THE
MANUFACTURE OR SALE OF ITEMS WITHOUT WRITTEN PERMISSION,
INVENTEC CORPORATION.  6060B19642XX

材  料

      Name

Label

Label面材+膠材

Dimension

±0.2mm

  ±0.02mm

公  差

IN
IT

AI
L

As Shown

70°C
50°C

-20°C

N/A
90%
N/A

72 hrs
72 hrs
72 hrs

TimeTemperature Humidity

測試規範
Test Criteria

Pass: Adhesive qualities not diminished by any of the testing 
          and peeling off or shrinkage after 72 hours.
Fail: Any peeling off or shrinkage.

勾 選

Label Criteria
Paste

Location
Glue
Type

Paste
method Test CriteriaPeel off

method Remark

環測結束
需靜置12hr

1. 不脫落
2. 不翹起
3. 氣泡在5*5cm 或以下面積範圍內，不超過兩個<5mm 直徑

同上

Carton No

No

任一角
以90°C

Palm Rest

一般膠

一般膠

R膠

食指推平

食指推平

食指推平

1. 不脫落
2. 不可殘膠 (輕微可用3M擦拭布擦拭後無殘膠)
3.氣泡在5*5cm 或以下面積範圍內，不超過兩個<5mm 直徑
4. 如呈浮貼狀需可再貼回則為接受
5. 呈捲、曲、翹 狀則不予接受

需要通過的表面處理

V

SNOW Part

(A/B/C/D)

Company full name of

plastic material

Type of the plastic
material (used on

NB enclosure)
UL File number (if known)

minimum thickness
(mm) actually
used on NB
enclosure

color used
plating/coating/sputtering to be
used (if any, list company & type

of the  process)

VARIATION

16
03
30

US-Rating LBL for WPB

圖檔白色區塊為產線打印區域

NOTES
(1)                THE CIRCLE MARK DIMENSION IS THE KEY
DIMENSION FOR REFERENCE.
(2) PART TO BE PACKAGED TO PREVENT DAMAGED IN
SHIPPING AND HANDLING.
(3) OTHERS:ACCORDING TO IQC INSPECTION STANDARD
OF INVENTEC (IF NOT SPECIFIED).
(4) MATERIAL: A.50 番壓花膠白色特多龍+25番霧面PET膜,or equivalent material.
(the material spec as same as Q-Form spec)(Recommended
material:RHTYL50-金利寶,FR1125-25-Lintec)
B.ADHESIVE: MESH ADHESIVE
C.THICKNESS: 0.11mm±10%(with Adhesive)
D. RAW MATERIAL COLOR: White
(5) INK COLOR: GRAPHIC : Black
(6) HSF PROPERTY: COMPLY iSupplier SYSTEM HSF PROPERTY
ATTRIBUTE UP-TO-DATE VALUE.
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Acer Incorporation   Made in China
6060B19642XX

1ICP6/80/96-2   FCC ID: HLZWPB1   IC: 1754F-WPB1   CAN ICES-3(B)/NMB-3(B)

Li-ion00
日本エイサー株式会社  3.8V/11600mAh 

Acer Italy s.r.l Via 
Lepetit, 40, 20020 Lainate (MI) Italy
Caution: Keep the battery pack away from heat sources. Do not open, 
disassenble, puncture or modify the battery pack in any way.
Attention: Gardez la batterie à l'écart des sources de chaleur. 
Ne pas ouvrir, démonter, percer ou modifier la batterie de quelque façon.

Acer Wireless Power Bank
Model：WPB1
Input：DC 5V,2A / DC 4.2V,2.3A 
Output：DC 5V,2A / DC 5V,1A
Output Capacity：8500mAh(USB) / 6300mAh(Wireless)
Output Capacity：4000mAh(USB+Wireless)
                 

I.T.E
4K54

MH45584

Mfg Date:2016/00/00

Acer Wireless Power Bank
S/N  XXXXXXXXXXXXXXXXXXXXXX
SNID  XXXXXXXXXXX

80.0 mm

30.0 m
m

Green line is Cut-line 
don’t printing

R 3.5 mm




