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1- Hardware description 
The P310 family CPU board is organized as following: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DC Motors (x3) 
Ribbon, Feeder, Head (up/down) 

Sensors & 
measurement  

Including E2pot to allow self-adjustment 
 

Card sensor, Ribbon rotation, color 
sensor, Head temperature, Power supply, 

head position (up/down) cover open, 
Press button 

MEMORIES 
 

FLASH MEMORY 
512K bytes 

 
DRAM: 

P310/P320: 2MB 
P420/P520/P720: 

4MB Optional Smart card  
connection 

 

Stepper motor 
 

PrintHead 
management 
14.7456MHz 

Communication 
 
serial port : (Tx, Rx) 
9600 to 115200 baud 
Connection to Laminator 
(P520/P720/Polaroid) 
 
Parallel port : standard Centronic  

uP 
Coldfire 

MCF5206 
32MHz 

 

Optional LCD Board 
 

 

Flip-Over Board Optional Magnetic 
Board connection 

Optional Ethernet 
Board (16.384MHz) 

connection 
RFID Board 

13.56MHz / 10MHz Optional USB Board 
(24MHz) Connection 


