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FCC Test Report

D835V2, serial no. 499 Extended Dipole Calibrations
Referring to KDB 450824, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration

interval can be extended.

<Dipole Verification Data> - D835 V2, serial no. 499
835 MHz - Head
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FCC Test Report

835 MHz — Body
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FCC Test Report

D835V2, serial no. 499 Extended Dipole Calibrations
Referring to KDB 450824, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration

interval can be extended.

<Dipole Verification Data> - D835 V2, serial no. 499
835 MHz - Head
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835 MHz — Body
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FCC Test Report

<Justification of the extended calibration>

D835V2 — serial no. 499

835 Head 835 Body

Real Imaginary Real Imaginary

Date of Return-Loss | Delta Delta Delta |Return-Lo| Delta Delta Delta
Impedance Impedance Impedance Impedance

Measurement (dB) (%) (ohm) (ohm) ss (dB) (%) (ohm) (ohm)

(ohm) (ohm) (ohm) (ohm)
3.22.2010 -28.352 52.17 -3.2461 -24.664 50.066 -5.8652
3.22.2011 -28.323 |0.102 51.095 |1.075| -3.5773 0.331 -24.665 | -0.004 | 50.685 |(-0.619| -1.477 -4.388
3.22.2012 -28.265 0.307 50.685 |1.485]| -3.2627 0.0166 | -23.821 | 3.42 50.977 |-0.911| -3.2487 |-2.6165

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978
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FCC Test Report

D1900V2, serial no. 5D041 Extended Dipole Calibrations
Referring to KDB 450824, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in

impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration
interval can be extended.

<Dipole Verification Data> - D1900 V2, serial no. 5D041

1900 MHz — Head
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1900 MHz — Body
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FCC Test Report

D1900V2, serial no. 5D041 Extended Dipole Calibrations
Referring to KDB 450824, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in

impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration
interval can be extended.

<Dipole Verification Data> - D1900 V2, serial no. 5D041

1900 MHz — Head
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1900 MHz — Body
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FCC Test Report

<Justification of the extended calibration>

D1900V2 — serial no. 5D041

1900 Head

1900 Body
Real Imaginary Real Imaginary
Date of Return-Loss | Delta Delta Delta Return-Loss | Delta Delta Delta
Impedance Impedance Impedance Impedance
Measurement (dB) (%) (ohm) (ohm) (dB) (%) (ohm) (ohm)
(ohm) (ohm) (ohm) (ohm)
3.23.2010 -24.549 50.896 5.9141 -23.108 46.342 5.669
3.23.2011 -24.489 |0.244 50.921 |-0.025| 5.9588 -0.045 -23.022 0.372 48.808 |-2.466| 6.991 -1.322
3.23.2012 -26.159 |6.56 50.159 | 0.737 | 5.7824 0.1317 -24.341 5.33 47.059 |-0.707| 4.8668 | 0.8022

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978
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Certificate No: DAE4-778_Nov11

CALIBRATION CERTIFICATE

Calibration procedure(s) QA CAL-06.v23

Calibration date: November 22, 2011

Calibration Equipment used (M&TE critical for calibration)

Object DAE4 - SD 000 D04 BJ - SN: 778

Calibration procedure for the data acquisition electronics (DAE)

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Primary Standards D # Cal Date (Certificate No.) Scheduled Calibration

Keithley Multimeter Type 2001 SN: 0810278 28-8ep-11 (No:11450) Sep-12

Secondary Standards D # Check Date (in house) ) Scheduled Check

Calibrator Box V1.1 SE UMS 006 AB 1004 08-Jun-11 (in house check) In house check: Jun-12
Name Function Signature

Calibrated by: Andrea Guntli Technician ’S -

e
Approved by: Fin Bomholt R&D Director

"“J-rﬂﬂw

Issued: November 22, 2011

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary

DAE data acquisition electronics

Connector angle  information used in DASY system to align probe sensor X to the robot
coordinate system.

Methods Applied and Interpretation of Parameters
e DC Voltage Measurement: Calibration Factor assessed for use in DASY system by
comparison with a calibrated instrument traceable to national standards. The figure given
corresponds to the full scale range of the voltmeter in the respective range.

e Connector angle: The angle of the connector is assessed measuring the angle
mechanically by a tool inserted. Uncertainty is not required.

e The following parameters as documented in the Appendix contain technical information as a
result from the performance test and require no uncertainty.

e DC Voltage Measurement Linearity: Verification of the Linearity at +10% and -10% of
the nominal calibration voltage. Influence of offset voltage is included in this
measurement.

e Common mode sensitivity: Influence of a positive or negative common mode voltage on
the differential measurement.

e  Channel separation: Influence of a voltage on the neighbor channels not subject to an
input voltage.

e AD Converter Values with inputs shorted: Values on the internal AD converter
corresponding to zero input voltage

e Input Offset Measurement. Output voltage and statistical results over a large number of
zero voltage measurements.

e Input Offset Current: Typical value for information: Maximum channel input offset
current, not considering the input resistance.

» Input resistance: Typical value for information: DAE input resistance at the connector,
during internal auto-zeroing and during measurement.

e Low Battery Alarm Voltage: Typical value for information. Below this voltage, a battery
alarm signal is generated.

e Power consumption: Typical value for information. Supply currents in various operating
modes.

Certificate No: DAE4-778 Nov11 Page 2 of 5
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Client Sporton (Auden) Certificate No: ET3-1788 Jan12

CALIBRATION CERTIFICATE

Object ET3DV6R - SN:1788

Calibration procedure(s)

QA CAL-01.v8, QA CAL-23.v4, QA CAL-25.v4
Calibration procedure for dosimetric E-field probes

Calibration date:

January 26, 2012

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Primary Standards 1D Cal Date (Certificate No.) Scheduled Calibration

Power meter E4419B GB41293874 31-Mar-11 (No. 217-01372) Apr-12

Power sensor E4412A MY41498087 31-Mar-11 (No. 217-01372) Apr-12

Reference 3 dB Attenuator SN: 5054 (3c) 29-Mar-11 (No. 217-01369) Apr-12

Reference 20 dB Attenuator SN: §5086 (20b) 29-Mar-11 (No. 217-01367) Apr-12

Reference 30 dB Attenuator SN: §5129 (30b) 29-Mar-11 (No. 217-01370) Apr-12

Reference Probe ES3DV2 SN: 3013 29-Dec-11 (No. ES3-3013_Dec11) Dec-12

DAE4 SN: 654 3-May-11 (No. DAE4-654_May11) May-12

Secondary Standards 1D Check Date (in house) Scheduled Check

RF generator HP 8648C US3642001700 4-Aug-99 (in house check Apr-11) In house check: Apr-13

Network Analyzer HP 8753E US37390585 18-Oct-01 (in house check Oct-11) In house check: Oct-12
Name Fun;:t_i_on Signature

Calibrated by: Jeton Kastrati Laboratory Technician C(/

!
Approved by: Katja Pokovic Technical Manager

Sy

Issued: January 26, 2012

Certificate No: ET3-1788_Jan12
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