
7.4  MAC Authentication
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Network Setting > Wireless > MAC Authentication

Figure 52   

LABEL DESCRIPTION
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7.4.1  Add/Edit MAC Addresses

Add new MAC address Network Setting Wireless MAC Authentication
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7.5  WPS Settings
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LABEL DESCRIPTION
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7.6  WMM Settings
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7.7  Others Settings

Network Setting > Wireless > Others

LABEL DESCRIPTION
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LABEL DESCRIPTION
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7.8  Channel Status Settings

Channel Status Network Setting > 
Wireless > Channel Status Scan

Channel Scan Result
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7.9  EasyMesh Settings
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Network > Wireless > EasyMesh
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LABEL DESCRIPTION
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7.10  Technical Reference

7.10.1  Wireless Network Overview
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7.10.2  Additional Wireless Terms

7.10.3  Wireless Security Overview

TERM DESCRIPTION



7.10.3.1  SSID

7.10.3.2  MAC Address Filter

7.10.3.3  User Authentication



7.10.3.4  Encryption

7.10.4  Signal Problems

7.10.5  BSS
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7.10.6  MBSSID

7.10.6.1  Notes on Multiple BSSs

7.10.7  Preamble Type



 

7.10.8  WiFi Protected Setup (WPS)

7.10.8.1  Push Button Configuration



7.10.8.2  PIN Configuration
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7.10.8.3  How WPS Works



Figure 64   

7.10.8.4  Example WPS Network Setup
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7.10.8.5  Limitations of WPS





CHAPTER 8
Home Networking

8.1  Home Networking Overview
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8.1.1  What You Can Do in this Chapter
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8.1.2.2  About UPnP
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