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NAME

FILE NAME

TITLE

PART NO.

FINISH 1:1mmREVSYM DATEAUTHDESCRIPTION

A2

1.材質及表面處理：75番黑色特多龍合成紙

2.顏色：黑底白字

3.背膠：待打樣後得知

4.儲存溫度：-5 ~ 45 度

5.供應商（需為UL及CSA合格廠商）：待打樣時採購告知

label 對位資訊

DSL LAN 1 WAN PHONE1 PHONE2 RESET POWER ON/OFFLAN 2 LAN 3 LAN 4

165.00 

VMG8924-B10A

Power Consumption : 24 Watt max.
Power Rating : 12V      , 2A
Default IP Address:192.168.1.1 NO.402834

SSID(2.4G)     

   Wireless Key

MAC Address

Serial Number

63-003-249430B

DSL-2492GNAU-B1BC,STANDARD,V2.00,BACK LABEL

林哲宇 2013/09/27

林哲宇 2013/09/27

SSID      (5G) 

NEW DESIGN X0

Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and
(2) this device must accept any interference received, 
including interference that may cause undesired operation.

This device complies with Part 15 of the FCC Rules.

Made in China

FCC ID: I88 VMG8924B10A
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