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Test Facility / Accreditations 
Measurements were performed at PCTEST Engineering Lab located in Columbia, MD 21046, U.S.A. 

¶ PCTEST facility is an FCC registered (PCTEST Reg. No. 90864) test facility with the site 
description report on file and has met all the requirements specified in Section 2.948 of 
the FCC Rules and Industry Canada (2451A-1). 

¶ PCTEST Lab is accredited to ISO 17025 by U.S. National Institute of Standards and 
Technology (NIST) under the National Voluntary Laboratory Accreditation Program 
(NVLAP Lab code: 100431-0) in EMC, FCC and Telecommunications. 

 
¶ PCTEST Lab is accredited to ISO 17025-2005 by the American Association for 

Laboratory Accreditation (A2LA) in Specific Absorption Rate (SAR) testing, Hearing Aid 
Compatibility (HAC) testing, CTIA Test Plans, and wireless testing for FCC and Industry 
Canada Rules. 

¶ PCTEST Lab is a recognized U.S. Conformity Assessment Body (CAB) in EMC and 
R&TTE (n.b. 0982) under the U.S.-EU Mutual Recognition Agreement (MRA). 

¶ PCTEST TCB is a Telecommunication Certification Body (TCB) accredited to ISO/IEC 
Guide 65 by the American National Standards Institute (ANSI) in all scopes of FCC Rules 
and Industry Canada Standards (RSS). 

¶ PCTEST facility is an IC registered (2451A-1) test laboratory with the site description on 
file at Industry Canada. 

 
¶ PCTEST is a CTIA Authorized Test Laboratory (CATL) for AMPS, CDMA, and EvDO 

wireless devices and for Over-the-Air (OTA) Antenna Performance testing for AMPS, 
CDMA, GSM, GPRS, EGPRS, UMTS (W-CDMA), CDMA 1xEVDO, and CDMA 1xRTT. 
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1 . 0  I N T R O D U C T I O N  

1.1 Scope 
 
Measurement and determination of electromagnetic emissions (EMC) of radio frequency devices including 
intentional and/or unintentional radiators for compliance with the technical rules and regulations of the Federal 
Communications Commission and the Industry Canada Certification and Engineering Bureau. 

 
1.2 PCTEST Test Location 
The map below shows the location of the PCTEST LABORATORY, its proximity to the FCC Laboratory, the 
Columbia vicinity are, the Baltimore-Washington Internt’l (BWI) airport, the city of Baltimore and the 
Washington, DC area. (See Figure 1-1). 
 
Testing was conducted at PCTEST Engineering Laboratory, Inc. facility located in New Concept Business 
Park, Columbia, Maryland.  The site address is 6660-B Dobbin Road, Columbia, MD  21045. The test site is 
one of the highest points in the Columbia area with an elevation of 390 feet above mean sea level.  The site 
coordinates are 39o 11’15” N latitude and 76o 49’38” W longitude. The facility is 1.5 miles North of the FCC 
laboratory, and the ambient signal and ambient signal strength are approximately equal to those of the FCC 
laboratory. There are no FM or TV transmitters within 15 miles of the site. The detailed description of the 
measurement facility was found to be in compliance with the requirements of 
§ 2.948 according to ANSI C63.4-2009 on January 10, 2012. 

 
Figure 1-1.  Map of the Greater Baltimore and Metropolitan Washington, D.C. area 
































































