
 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.9

39_GSM1900_GPRS 2 Tx slots_Front_10mm_Ch512  

 

 

  
 

 
     
   
   
   
 

        

   
 
 
 
 

        

 

   
 
 
 
 

Communication System: UID 0, GPRS/EDGE (2 Tx slots) (0); Frequency: 1850.2 MHz;Duty Cycle:1:4.15
Medium: MSL_1900 Medium parameters used: f = 1850.2 MHz; σ = 1.493 S/m; εr = 52.88; ρ = 1000kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.08, 8.08, 8.08); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch512/Area Scan (121x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.12 W/kg 
 
Ch512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.862 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.47 W/kg 
SAR(1 g) = 0.863 W/kg; SAR(10 g) = 0.463 W/kg 
Maximum value of SAR (measured) = 1.13 W/kg 

0 dB = 1.13 W/kg = 0.53 dBW/kg



 

 

 
 

  
 

 
     
   
   
   
 

          

   

   
 
 
 
 

    

   
  

   
 
 
 
 

      
  

   
  
 
 
 

  

      
  

   
  
 
 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.4

40_WCDMA Band V_RMC 12.2Kbps_Back_10mm_Ch4182

Communication System: UID 0, UMTS (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used: f = 836.4 MHz; σ = 0.976 S/m; εr=54.924; ρ =1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(10.32, 10.32, 10.32); Calibrated: 2016.11.28;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch4182/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.912 W/kg 
 
Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 17.65 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.987 W/kg 
SAR(1 g) = 0.607 W/kg; SAR(10 g) = 0.368 W/kg 
Maximum value of SAR (measured) = 0.860 W/kg 

0 dB = 0.860 W/kg = -0.66 dBW/kg



 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.9

41_WCDMA Band IV_RMC 12.2Kbps_Front_10mm_Ch1513 

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

         

 

   
 
 
 
 

Communication System: UID 0, UMTS (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: MSL_1750 Medium parameters used: f = 1752.6 MHz; σ = 1.454 S/m; εr = 54.486; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.29, 8.29, 8.29); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
 

 
 

 
 

 
 

Ch1513/Area Scan (121x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.53 W/kg

Ch1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.860 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 1.94 W/kg
SAR(1 g) = 1.05 W/kg; SAR(10 g) = 0.608 W/kg
Maximum value of SAR (measured) = 1.61 W/kg 

0 dB = 1.61 W/kg = 2.07 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.9

42_WCDMA Band II_RMC 12.2Kbps_Back_10mm_Ch9262 

 
 

  
 

 
     
   
   
   
 

        

   
 
 
 
 

        

 

   
 
 
 
 

Communication System: UID 0, UMTS (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1852.4 MHz; σ = 1.496 S/m; εr = 52.869; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.08, 8.08, 8.08); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch9262/Area Scan (121x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.32 W/kg 
 
Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.515V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 1.77 W/kg 
SAR(1 g) = 1 W/kg; SAR(10 g) = 0.523 W/kg 
Maximum value of SAR (measured) = 1.40 W/kg 

0 dB = 1.40 W/kg = 1.46 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.4

43_CDMA2000 BC10_RC3 SO32 (F+SCH) _Back_10mm_Ch476 

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

Communication System: UID 0, CDMA2000 (0); Frequency: 817.9 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used: f = 817.9 MHz; σ = 0.958 S/m; εr = 55.106; ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(10.32, 10.32, 10.32); Calibrated: 2016.11.28;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch476/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.921 W/kg 
 
Ch476/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 20.77 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.11 W/kg 
SAR(1 g) = 0.722 W/kg; SAR(10 g) = 0.443 W/kg 
Maximum value of SAR (measured) = 0.946 W/kg 

0 dB = 0.946 W/kg = -0.24 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.4

44_CDMA2000 BC0_RC3 SO32 (F+SCH) _Back_10mm_Ch384 

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

Communication System: UID 0, CDMA2000 (0); Frequency: 836.52 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used: f = 836.52 MHz; σ = 0.977 S/m; εr = 54.915; ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(10.32, 10.32, 10.32); Calibrated: 2016.11.28;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch384/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.01 W/kg 
 
Ch384/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 20.57 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 1.24 W/kg 
SAR(1 g) = 0.812 W/kg; SAR(10 g) = 0.505 W/kg 
Maximum value of SAR (measured) = 1.06 W/kg 

0 dB = 1.06 W/kg = 0.25 dBW/kg



 

 

 
 

  
 

 
     
   
   
   
 

          

   

   
 
 
 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.9

45_CDMA2000 BC1_RC3 SO32 (F+SCH) _Front_10mm_Ch25

Communication System: UID 0, CDMA2000 (0); Frequency: 1851.25 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1851.25 MHz; σ = 1.494 S/m; εr =

52.874; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.08, 8.08, 8.08); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch25/Area Scan (121x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.15 W/kg 
 
Ch25/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 7.319 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 1.58 W/kg 
SAR(1 g) = 0.893 W/kg; SAR(10 g) = 0.476 W/kg 
Maximum value of SAR (measured) = 1.31 W/kg 

0 dB = 1.31 W/kg = 1.17 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.4

46_LTE Band 12_10M_QPSK_1RB_0Offset_Back_10mm_Ch23095  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

Communication System: UID 0, FDD_LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 707.5 MHz; σ = 0.927 S/m; εr = 56.396; ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(10.54, 10.54, 10.54); Calibrated: 2016.11.28;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch23095/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.940 W/kg 
 
Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 16.95 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.07 W/kg 
SAR(1 g) = 0.678 W/kg; SAR(10 g) = 0.429 W/kg 
Maximum value of SAR (measured) = 0.897 W/kg 

0 dB = 0.897 W/kg = -0.47 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.4

47_LTE Band 13_10M_QPSK_1RB_0Offset_Back_10mm_Ch23230  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

Communication System: UID 0, FDD_LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 782 MHz; σ = 0.999 S/m; εr = 55.679; ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(10.54, 10.54, 10.54); Calibrated: 2016.11.28;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch23230/Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.850 W/kg 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 17.85 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 0.995 W/kg 
SAR(1 g) = 0.641 W/kg; SAR(10 g) = 0.401 W/kg 
Maximum value of SAR (measured) = 0.842 W/kg 

0 dB = 0.842 W/kg = -0.75 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.4

48_LTE Band 26_15M_QPSK_1RB_0Offset_Back_10mm_Ch26865  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

         

  

   
 
 
 
 

Communication System: UID 0, FDD_LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used: f = 831.5 MHz; σ = 0.971 S/m; εr = 54.969; ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(10.32, 10.32, 10.32); Calibrated: 2016.11.28;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch26865/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.972 W/kg 
 
Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 19.90 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 1.06 W/kg 
SAR(1 g) = 0.663 W/kg; SAR(10 g) = 0.408 W/kg 
Maximum value of SAR (measured) = 0.936 W/kg 

0 dB = 0.936 W/kg = -0.29 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.9

49_LTE Band 66_20M_QPSK_1RB_0Offset_Front_10mm_Ch132572  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

         

 

   
 
 
 
 

Communication System: UID 0, FDD_LTE (0); Frequency: 1770 MHz;Duty Cycle: 1:1
Medium: MSL_1750 Medium parameters used: f = 1770 MHz; σ = 1.472 S/m; εr = 54.435; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.29, 8.29, 8.29); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch132572/Area Scan (121x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.27 W/kg 
 
Ch132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.306 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 1.53 W/kg 
SAR(1 g) = 0.894 W/kg; SAR(10 g) = 0.488 W/kg 
Maximum value of SAR (measured) = 1.28 W/kg 

0 dB = 1.28 W/kg = 1.07 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.9

50_LTE Band 25_20M_QPSK_1RB_0Offset_Back_10mm_Ch26340  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

         

 

   
 
 
 
 

Communication System: UID 0, FDD_LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.529 S/m; εr = 52.756; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.08, 8.08, 8.08); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch26340/Area Scan (121x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.06 W/kg 
 
Ch26340/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.820 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 1.39 W/kg 
SAR(1 g) = 0.780 W/kg; SAR(10 g) = 0.409 W/kg 
Maximum value of SAR (measured) = 1.16 W/kg 

0 dB = 1.16 W/kg = 0.64 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.6

51_LTE Band 7_20M_QPSK_1RB_0Offset_Front_10mm_Ch21350  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

         

 

   
 
 
 
 

Communication System: UID 0, FDD_LTE (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: MSL_2600 Medium parameters used: f = 2560 MHz; σ = 2.119 S/m; εr = 51.518; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.59, 7.59, 7.59); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch21350/Area Scan (151x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.873 W/kg 
 
Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 4.532 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 1.08 W/kg 
SAR(1 g) = 0.555 W/kg; SAR(10 g) = 0.288 W/kg 
Maximum value of SAR (measured) = 0.876 W/kg 

0 dB = 0.876 W/kg = -0.57 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.6

52_LTE Band 41_20M_QPSK_1RB_0Offset_Front_10mm_Ch41490  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

Communication System: UID 0, TDD_LTE (0); Frequency: 2680 MHz;Duty Cycle: 1:1.59
Medium: MSL_2600 Medium parameters used: f = 2680 MHz; σ = 2.289 S/m; εr = 51.083; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.59, 7.59, 7.59); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch41490/Area Scan (151x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.554 W/kg 
 
Ch41490/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 3.120 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.693 W/kg 
SAR(1 g) = 0.339 W/kg; SAR(10 g) = 0.169 W/kg 
Maximum value of SAR (measured) = 0.554 W/kg 

0 dB = 0.554 W/kg = -2.56 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.6

53_WLAN 2.4GHz_802.11b 1Mbps_Front_10mm_Ch1  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

Communication System: UID 0, WIFI (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium: MSL_2450 Medium parameters used: f = 2412 MHz; σ = 1.923 S/m; εr = 52.909; ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.7, 7.7, 7.7); Calibrated: 2017.5.26;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM1; Type: SAM; Serial: TP-1164
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch1/Area Scan (141x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.816 W/kg 
 
Ch1/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 11.48 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.976 W/kg 
SAR(1 g) = 0.521 W/kg; SAR(10 g) = 0.283 W/kg 
Maximum value of SAR (measured) = 0.779 W/kg 

0 dB = 0.779 W/kg = -1.08 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.10

54_WLAN 5.3GHz_802.11a 6Mbps_Back_10mm_Ch56  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

         

  

   
 
 
 
 

Communication System: UID 0, WIFI (0); Frequency: 5280 MHz;Duty Cycle: 1:1.062
Medium: MSL_5000 Medium parameters used: f = 5280 MHz; σ = 5.564 S/m; εr = 47.794; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.5, 4.5, 4.5); Calibrated: 2016.11.28;
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
 

 
 

 
 

 
 

Ch56/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.65 W/kg

Ch56/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.955 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 2.44 W/kg
SAR(1 g) = 0.853 W/kg; SAR(10 g) = 0.347 W/kg
Maximum value of SAR (measured) = 1.75 W/kg 

0 dB = 1.75 W/kg = 2.43 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.10

55_WLAN5.5GHz_802.11a 6Mbps_Back_10mm_Ch140  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

         

  

   
 
 
 
 

Communication System: UID 0, WIFI (0); Frequency: 5700 MHz;Duty Cycle: 1:1.062
Medium: MSL_5000 Medium parameters used: f = 5700 MHz; σ = 6.022 S/m; εr = 48.097; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(3.92, 3.92, 3.92); Calibrated: 2016.11.28;
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
 

 
 

 
 

 
 

 

 

  

 
 

Ch140/Area Scan (111x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.74 W/kg

Ch140/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.754 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 2.57 W/kg
SAR(1 g) = 0.885 W/kg; SAR(10 g) = 0.329 W/kg
Maximum value of SAR (measured) = 1.84 W/kg 

0 dB = 1.84 W/kg = 2.65 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2017.7.10

56_WLAN 5.8GHz_802.11n-HT40 MCS0_Back_10mm_Ch151  

 
 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

         

  

   
 
 
 
 

Communication System: UID 0, WIFI (0); Frequency: 5755 MHz;Duty Cycle: 1:1.127
Medium: MSL_5000 Medium parameters used: f = 5755 MHz; σ = 6.075 S/m; εr = 47.965; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(4.05, 4.05, 4.05); Calibrated: 2016.11.28;
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2017.5.2
- Phantom: SAM3; Type: SAM; Serial: TP-1839
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
Ch151/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.67 W/kg 
 
Ch151/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 2.084 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 2.43 W/kg 
SAR(1 g) = 0.863 W/kg; SAR(10 g) = 0.323 W/kg 
Maximum value of SAR (measured) = 1.76 W/kg 

0 dB = 1.76 W/kg = 2.46 dBW/kg
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Appendix C. DASY Calibration Certificate 
 

The DASY calibration certificates are shown as follows. 

 




































