
 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

01_GSM850_GPRS (4 Tx slot)_Right Cheek_0mm_Ch128  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

 
     

   

         

 

Communication System: UID 0, GSM850-4UP (0); Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: HSL_835 Medium parameters used: f = 824.2 MHz; σ = 0.904 S/m; εr =41.139; ρ = 

1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.51, 9.51, 9.51); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch128/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.278 W/kg

Ch128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.010 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.315 W/kg
SAR(1 g) = 0.252 W/kg; SAR(10 g) = 0.194 W/kg
Maximum value of SAR (measured) = 0.278 W/kg 

0 dB = 0.278 W/kg = -5.56 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.20

02_GSM1900_GPRS (4 Tx slot)_Left Cheek_0mm_Ch810  

 
  

 

  

 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

                

 

        

 

 

  

 
        

 

Communication System: UID 0, GSM1900-4UP (0); Frequency: 1909.8 MHz;Duty Cycle:1:2.08
Medium: HSL_1900 Medium parameters used: f = 1909.8 MHz; σ = 1.415 S/m; εr = 40.011; ρ = 

1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.04, 8.04, 8.04); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch810/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.201 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 7.162 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.248 W/kg
SAR(1 g) = 0.159 W/kg; SAR(10 g) = 0.098 W/kg
Maximum value of SAR (measured) = 0.187 W/kg

 

0 dB = 0.187 W/kg = -7.28 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

03_WCDMA V_RMC12.2Kbps_Right Cheek_0mm_Ch4182  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

                 

 

 

  

  

 

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.915 S/m; ε = 40.977; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.51, 9.51, 9.51); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch4182/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.224 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.436 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.256 W/kg
SAR(1 g) = 0.204 W/kg; SAR(10 g) = 0.156 W/kg
Maximum value of SAR (measured) = 0.223 W/kg 

0 dB = 0.223 W/kg = -6.52 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

04_WCDMA IV_RMC12.2Kbps_Left Cheek_0mm_Ch1312  

 
  

 

  
 

 
   
  
  
  
 

        

 

 

        

 

  

 
 

 
 

 
 

 
 

Communication System: UID 0, UMTS (0); Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1712.4 MHz; σ = 1.315 S/m; ε = 40.665; ρ =r

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.29, 8.29, 8.29); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch1312/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.567 W/kg

Ch1312/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.208 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.687 W/kg
SAR(1 g) = 0.475 W/kg; SAR(10 g) = 0.310 W/kg
Maximum value of SAR (measured) = 0.543 W/kg 

0 dB = 0.543 W/kg = -2.65 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.20

05_WCDMA II_RMC12.2Kbps_Left Cheek_0mm_Ch9262  

 
  

 

  
 

 
   
  
  
  
 

        

 

  

 
 

 
 

 
 

 
 

  

 
 

Communication System: UID 0, UMTS (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1852.4 MHz; σ = 1.353 S/m; ε = 40.236; ρ =r

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.04, 8.04, 8.04); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch9262/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.544 W/kg

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.617 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 0.674 W/kg
SAR(1 g) = 0.456 W/kg; SAR(10 g) = 0.283 W/kg
Maximum value of SAR (measured) = 0.540 W/kg 

0 dB = 0.540 W/kg = -2.68 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

  

 
 

 
 

 
 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

06_CDMA2000 BC0_RC3 SO55_Right Cheek_0mm_Ch777

Communication System: UID 0, CDMA (0); Frequency: 848.31 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 848.31 MHz; σ = 0.926 S/m; ε = 40.824; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.51, 9.51, 9.51); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch777/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.247 W/kg

Ch777/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.351 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.288 W/kg
SAR(1 g) = 0.227 W/kg; SAR(10 g) = 0.171 W/kg
Maximum value of SAR (measured) = 0.252 W/kg 

0 dB = 0.252 W/kg = -5.99 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

  

 
 

 
 

 
 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

07_CDMA2000 BC10_RC3 SO55_Right Cheek_0mm_Ch684

Communication System: UID 0, CDMA (0); Frequency: 823.1 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 823.1 MHz; σ = 0.903 S/m; ε = 41.154; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.51, 9.51, 9.51); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch684/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.265 W/kg

Ch684/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.282 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.297 W/kg
SAR(1 g) = 0.237 W/kg; SAR(10 g) = 0.181 W/kg
Maximum value of SAR (measured) = 0.258 W/kg 

0 dB = 0.258 W/kg = -5.88 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

  

 
 

 
 

 
 

 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.20

08_CDMA2000 BC1_RC3 SO55_Left Cheek_0mm_Ch600

Communication System: UID 0, CDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.381 S/m; ε = 40.134; ρ = 1000r

3kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.04, 8.04, 8.04); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch600/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.256 W/kg

Ch600/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.193 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.335 W/kg
SAR(1 g) = 0.217 W/kg; SAR(10 g) = 0.136 W/kg
Maximum value of SAR (measured) = 0.257 W/kg 

0 dB = 0.257 W/kg = -5.90 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

09_LTE Band 71_20M_QPSK_1RB_0Offset_Right Cheek_0mm_Ch133322  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 683 MHz;Duty Cycle: 1:1
Medium: HSL_750 Medium parameters used: f = 683 MHz; σ = 0.834 S/m; εr = 42.019; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.92, 9.92, 9.92); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)  

 
Ch133322/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.360 W/kg 
 
Ch133322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.939 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.374 W/kg 
SAR(1 g) = 0.300 W/kg; SAR(10 g) = 0.236 W/kg 
Maximum value of SAR (measured) = 0.347 W/kg 

0 dB = 0.347 W/kg = -4.60 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

10_LTE Band 12_10M_QPSK_1RB_49Offset_Right Cheek_0mm_Ch23095  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

                 

 

 

  

  

 

Communication System: UID 0, LTE-FDD (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750 Medium parameters used: f = 707.5 MHz; σ = 0.859 S/m; ε = 41.644; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.92, 9.92, 9.92); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.300 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.794 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.321 W/kg
SAR(1 g) = 0.275 W/kg; SAR(10 g) = 0.221 W/kg
Maximum value of SAR (measured) = 0.293 W/kg 

0 dB = 0.293 W/kg = -5.33 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

11_LTE Band 13_10M_QPSK_1RB_49Offset_Right Cheek_0mm_Ch23230  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

        
Communication System: UID 0, LTE-FDD (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750 Medium parameters used: f = 782 MHz; σ = 0.925 S/m; εr = 40.695; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.92, 9.92, 9.92); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7372)

Ch23230/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.216 W/kg

Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.724 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.247 W/kg
SAR(1 g) = 0.202 W/kg; SAR(10 g) = 0.157 W/kg
Maximum value of SAR (measured) = 0.220 W/kg 

0 dB = 0.220 W/kg = -6.58 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

12_LTE Band 26_15M_QPSK_1RB_74Offset_Right Cheek_0mm_Ch26765 

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

                 

 

 

  

Communication System: UID 0, LTE-FDD (0); Frequency: 821.5 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 821.5 MHz; σ = 0.901 S/m; ε = 41.173; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.51, 9.51, 9.51); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch26765/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.238 W/kg

Ch26765/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 0.8510 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.275 W/kg
SAR(1 g) = 0.220 W/kg; SAR(10 g) = 0.170 W/kg
Maximum value of SAR (measured) = 0.237 W/kg 

0 dB = 0.237 W/kg = -6.25 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

13_LTE Band 66_20M_QPSK_1RB_49Offset_Left Cheek_0mm_Ch132322  

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, FDD_LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1745 MHz; σ = 1.347 S/m; εr = 40.528; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.29, 8.29, 8.29); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch132322/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.340 W/kg 
 
Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.213 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.378 W/kg 
SAR(1 g) = 0.263 W/kg; SAR(10 g) = 0.172 W/kg 
Maximum value of SAR (measured) = 0.302 W/kg 

0 dB = 0.302 W/kg = -5.20 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.20

14_LTE Band 25_20M_QPSK_1RB_49Offset_Left Cheek_0mm_Ch26340  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

        
Communication System: UID 0, FDD_LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.381 S/m; εr = 40.134; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.04, 8.04, 8.04); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch26340/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.273 W/kg

Ch26340/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.827 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.397 W/kg
SAR(1 g) = 0.259 W/kg; SAR(10 g) = 0.160 W/kg
Maximum value of SAR (measured) = 0.307 W/kg 

0 dB = 0.307 W/kg = -5.13 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.20

15_LTE Band 7_20M_QPSK_1RB_49Offset_Left Cheek_0mm_Ch21100  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

                 

 

 

  

Communication System: UID 0, LTE-FDD (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.958 S/m; ε = 38.555; ρ = 1000r

3kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.44, 7.44, 7.44); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch21100/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.376 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 0.6690 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.514 W/kg
SAR(1 g) = 0.276 W/kg; SAR(10 g) = 0.153 W/kg
Maximum value of SAR (measured) = 0.346 W/kg 

0 dB = 0.346 W/kg = -4.61 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.20

16_LTE Band 41_20M_QPSK_1RB_99Offset_Left Cheek_0mm_Ch40620  

  

 

  
 

 
     
   
   
   
 

         

   
 
 
 
 

Communication System: UID 0, TDD_LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:2.331
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 2.026 S/m; εr = 38.334; ρ = 1000 

kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.44, 7.44, 7.44); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch40620/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.162 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.204 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.237 W/kg
SAR(1 g) = 0.129 W/kg; SAR(10 g) = 0.069 W/kg
Maximum value of SAR (measured) = 0.154 W/kg 

0 dB = 0.154 W/kg = -8.12 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

17_WLAN2.4GHZ_802.11b 1Mbps_Left Tilted_0mm_Ch11  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

        
         

 

Communication System: UID 0, 802.11b (0); Frequency: 2462 MHz;Duty Cycle: 1:1.025
Medium: HSL_2450 Medium parameters used: f = 2462 MHz; σ = 1.887 S/m; εr = 38.259; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.56, 7.56, 7.56); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

 

 

Ch11/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 1.04 W/kg

Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 11.79 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.38 W/kg
SAR(1 g) = 0.544 W/kg; SAR(10 g) = 0.239 W/kg
Maximum value of SAR (measured) = 0.981 W/kg

 

0 dB = 0.981 W/kg = -0.08 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

18_WLAN5GHz_802.11a 6Mbps_Left Tilted_0mm_Ant 1_Ch56  

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

           

Communication System: UID 0, WIFI (0); Frequency: 5280 MHz;Duty Cycle: 1:1.149
Medium: HSL_5000 Medium parameters used: f = 5280 MHz; σ = 4.741 S/m; εr = 37.461; ρ = 1000 

kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(5.2, 5.2, 5.2); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch56/Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.730 W/kg

Ch56/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.784 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.35 W/kg
SAR(1 g) = 0.305 W/kg; SAR(10 g) = 0.091 W/kg
Maximum value of SAR (measured) = 0.788 W/kg 

0 dB = 0.788 W/kg = -1.03 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

19_WLAN5GHz_802.11a 6Mbps_Left Tilted_0mm_Ant 1_Ch116  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, WIFI (0); Frequency: 5580 MHz;Duty Cycle: 1:1.149
Medium: HSL_5000 Medium parameters used: f = 5580 MHz; σ = 5.066 S/m; εr = 37.024; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(4.94, 4.94, 4.94); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch116/Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.731 W/kg 
 
Ch116/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 7.098 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 1.22 W/kg 
SAR(1 g) = 0.254 W/kg; SAR(10 g) = 0.071 W/kg 
Maximum value of SAR (measured) = 0.687 W/kg 

0 dB = 0.687 W/kg = -1.63 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

20_WLAN5GHz_802.11a 6Mbps_Left Tilted_0mm_Ant 1_Ch157  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, WIFI (0); Frequency: 5785 MHz;Duty Cycle: 1:1.149
Medium: HSL_5000 Medium parameters used: f = 5785 MHz; σ = 5.282 S/m; εr = 36.745; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(5.23, 5.23, 5.23); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch157/Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.727 W/kg 
 
Ch157/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 4.772 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 1.40 W/kg 
SAR(1 g) = 0.268 W/kg; SAR(10 g) = 0.082 W/kg 
Maximum value of SAR (measured) = 0.740 W/kg 

0 dB = 0.740 W/kg = -1.31 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

21_Bluetooth_1Mbps_Left Cheek_0mm_Ch39  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.304
Medium: HSL_2450 Medium parameters used: f = 2441 MHz; σ = 1.863 S/m; εr = 38.325; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.56, 7.56, 7.56); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch39/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.264 W/kg

Ch39/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.313 W/kg
SAR(1 g) = 0.122 W/kg; SAR(10 g) = 0.055 W/kg
Maximum value of SAR (measured) = 0.222 W/kg 

0 dB = 0.222 W/kg = -6.54 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

22_GSM850_GPRS (4 Tx slot)_Front_5mm_Ch189  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

 
        

Communication System: UID 0, GSM850-4UP (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.08
Medium: MSL_850 Medium parameters used : f = 836.4 MHz; σ = 0.989 S/m; εr = 54.827; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

 

  
 

  

 
 

Ch189/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.883 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.72 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.55 W/kg
SAR(1 g) = 0.803 W/kg; SAR(10 g) = 0.435 W/kg
Maximum value of SAR (measured) = 1.07 W/kg 

0 dB = 1.07 W/kg = 0.29 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

            

 
 

 
 

 
 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

23_GSM1900_GPRS (4 Tx slot)_Bottom Side_5mm_Ch810

        

 

         
     
     
      
           

Communication System: UID 0, PCS-4UP (0); Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: MSL_1900 Medium parameters used: f = 1909.8 MHz; σ = 1.545 S/m; εr = 53.005; ρ = 

1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.82, 7.82, 7.82); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch810/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.40 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 26.75 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 1.68 W/kg
SAR(1 g) = 0.864 W/kg; SAR(10 g) = 0.398 W/kg
Maximum value of SAR (measured) = 1.42 W/kg 

0 dB = 1.42 W/kg = 1.52 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

24_WCDMA V_RMC12.2Kbps_Front_5mm_Ch4233  

 
  

 

  

 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

Communication System: UID 0, WCDMA (0); Frequency: 846.6 MHz;Duty Cycle: 1:1
3  =     = Medium: MSL_850 Medium parameters used: f = 846.6 MHz; σ 1 S/m; εr = 54.762; ρ 1000 kg/m

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch4233/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.947 W/kg

Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.956 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.53 W/kg
SAR(1 g) = 0.823 W/kg; SAR(10 g) = 0.447 W/kg
Maximum value of SAR (measured) = 1.06 W/kg 

0 dB = 1.06 W/kg = 0.25 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

25_WCDMA IV_RMC12.2Kbps_Front_5mm_Ch1413  

 
  

 

  
 

 
   
  
  
  
 

         

 
 
 
 
 

Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: MSL_1750 Medium parameters used: f = 1732.6 MHz; σ = 1.504 S/m; εr = 54.131; ρ = 

1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.15, 8.15, 8.15); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch1413/Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.38 W/kg 
 
Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.328 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 2.21 W/kg 
SAR(1 g) = 1.24 W/kg; SAR(10 g) = 0.609 W/kg 
Maximum value of SAR (measured) = 1.60 W/kg 

0 dB = 1.60 W/kg = 2.04 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

26_WCDMA II_RMC12.2Kbps_Bottom side_5mm_Ch9538  

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

           

Communication System: UID 0, UMTS (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1907.6 MHz; σ = 1.543 S/m; εr = 53.011; ρ = 

1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.82, 7.82, 7.82); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

9538/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.52 W/kg

9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 28.10 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.86 W/kg
SAR(1 g) = 0.945 W/kg; SAR(10 g) = 0.434 W/kg
Maximum value of SAR (measured) = 1.57 W/kg 

0 dB = 1.57 W/kg = 1.96 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

27_CDMA2000 BC0_RTAP 153.6Kbps_Front_5mm_Ch1013 

 
  

 

  
 

 
   
  
  
  
 

         

 

Communication System: UID 0, CDMA2000 (0); Frequency: 824.7 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used: f = 824.7 MHz; σ = 0.977 S/m; εr = 54.889; ρ = 

1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- PProbe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch1013/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.06 W/kg

Ch1013/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.21 V/m; Power Drift = 0.19 dB
Peak SAR (extrapolated) = 1.58 W/kg
SAR(1 g) = 0.777 W/kg; SAR(10 g) = 0.415 W/kg
Maximum value of SAR (measured) = 1.22 W/kg 

0 dB = 1.22 W/kg = 0.86 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

28_CDMA2000 BC10_RTAP 153.6Kbps_Front_5mm_Ch684 

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, CDMA2000 (0); Frequency: 823.1 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used : f = 823.1 MHz; σ = 0.975 S/m; εr = 54.902; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch684/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.09 W/kg

Ch684/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.96 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.73 W/kg
SAR(1 g) = 0.849 W/kg; SAR(10 g) = 0.451 W/kg
Maximum value of SAR (measured) = 1.39 W/kg 

0 dB = 1.39 W/kg = 1.43 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

29_CDMA2000 BC1_RTAP 153.6Kbps_Bottom side_5mm_Ch25 

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, CDMA2000 (0); Frequency: 1851.25 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used : f = 1851.25 MHz; σ = 1.479 S/m; εr = 53.186; ρ = 

1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.82, 7.82, 7.82); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch25/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 2.01 W/kg 
 
Ch25/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 33.83 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 2.47 W/kg 
SAR(1 g) = 1.28 W/kg; SAR(10 g) = 0.605 W/kg 
Maximum value of SAR (measured) = 2.09 W/kg 

0 dB = 2.09 W/kg = 3.20 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

30_LTE Band 71_20M_QPSK_1RB_0Offset_Front_5mm_Ch133322  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 683 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 683 MHz; σ = 0.904 S/m; εr = 57.015; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.7, 9.7, 9.7); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)  

 
Ch133322/Area Scan (71x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.37 W/kg 
 
Ch133322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 21.35 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.78 W/kg 
SAR(1 g) = 0.842 W/kg; SAR(10 g) = 0.465 W/kg 
Maximum value of SAR (measured) = 1.25 W/kg 

0 dB = 1.25 W/kg = 0.97 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

31_LTE Band 12_10M_QPSK_1RB_49Offset_Back_5mm_Ch23095  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 707.5 MHz; σ = 0.925 S/m; εr = 56.799; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.7, 9.7, 9.7); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.842 W/kg 
 
Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 17.13 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 1.27 W/kg 
SAR(1 g) = 0.674 W/kg; SAR(10 g) = 0.396 W/kg 
Maximum value of SAR (measured) = 0.848 W/kg 

0 dB = 0.848 W/kg = -0.72 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

32_LTE Band 13_10M_QPSK_1RB_49Offset_Front_5mm_Ch23230  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 782 MHz; σ = 0.997 S/m; εr = 56.128; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.7, 9.7, 9.7); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)  

 
Ch23230/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.783 W/kg 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.513 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.31 W/kg 
SAR(1 g) = 0.698 W/kg; SAR(10 g) = 0.383 W/kg 
Maximum value of SAR (measured) = 0.894 W/kg 

0 dB = 0.894 W/kg = -0.49 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

33_LTE Band 26_15M_QPSK_1RB_74Offset_Front_5mm_Ch26865 

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, FDD_LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used : f = 831.5 MHz; σ = 0.984 S/m; εr = 54.855; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch26865/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.917 W/kg 
 
Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.86 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.37 W/kg 
SAR(1 g) = 0.737 W/kg; SAR(10 g) = 0.399 W/kg 
Maximum value of SAR (measured) = 0.934 W/kg 

0 dB = 0.934 W/kg = -0.30 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

34_LTE Band 66_20M_QPSK_100RB_0Offset_Front_5mm_Ch132322  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: MSL_1750 Medium parameters used: f = 1745 MHz; σ = 1.516 S/m; εr = 54.104; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.15, 8.15, 8.15); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)  

 
 

 
 

 
 

 
 

Ch132322/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.88 W/kg

Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.072 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 2.37 W/kg
SAR(1 g) = 1.22 W/kg; SAR(10 g) = 0.619 W/kg
Maximum value of SAR (measured) = 1.86 W/kg 

0 dB = 1.86 W/kg = 2.70 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

35_LTE Band 25_20M_QPSK_1RB_49Offset_Bottom Side_5mm_Ch26590  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 1905 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1905 MHz; σ = 1.54 S/m; εr = 53.021; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.82, 7.82, 7.82); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)  

 
 

 
 

 
 

 
 

Ch26590/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.22 W/kg

Ch26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 33.00 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 2.69 W/kg
SAR(1 g) = 1.11 W/kg; SAR(10 g) = 0.637 W/kg
Maximum value of SAR (measured) = 2.25 W/kg 

0 dB = 2.25 W/kg = 3.52 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

36_LTE Band 7_20M_QPSK_1RB_49Offset_Back_5mm_Ch21350  

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, FDD_LTE (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: MSL_2600 Medium parameters used: f = 2560 MHz; σ = 2.162 S/m; εr = 53.067; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.38, 7.38, 7.38); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch21350/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 1.38 W/kg 
 
Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 0.8550 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 2.34 W/kg 
SAR(1 g) = 1.13 W/kg; SAR(10 g) = 0.558 W/kg 
Maximum value of SAR (measured) = 1.45 W/kg 

0 dB = 1.45 W/kg = 1.61 dBW/kg



 

 

  

 

  
 

 
   
  
  
  
 

        

 

  

 
 

 
 

 
 

 
 

 

 

  

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

37_LTE Band 41_20M_QPSK_50RB_0Offset_Back_5mm_Ch40185

Communication System: UID 0, TDD_LTE (0); Frequency: 2549.5 MHz;Duty Cycle: 1:1.59 
Medium: MSL_2600 Medium parameters used: f = 2549.5 MHz; σ = 2.147 S/m; ε = 53.086; ρ =r

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.38, 7.38, 7.38); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch40185/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 2.02 W/kg

Ch40185/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 3.011 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 2.47 W/kg
SAR(1 g) = 1.19 W/kg; SAR(10 g) = 0.578 W/kg
Maximum value of SAR (measured) = 1.98 W/kg 

0 dB = 1.98 W/kg = 2.97 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

            

 
 

 
 

 
 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.23

38_WLAN2.4GHZ_802.11b 1Mbps_Back_5mm_Ch11

Communication System: UID 0, 802.11b (0); Frequency: 2462 MHz;Duty Cycle: 1:1.025
Medium: MSL_2450 Medium parameters used: f = 2462 MHz; σ = 2.031 S/m; ε = 52.789; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.42, 7.42, 7.42); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch11/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.552 W/kg

Ch11/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.137 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.775 W/kg
SAR(1 g) = 0.324 W/kg; SAR(10 g) = 0.150 W/kg
Maximum value of SAR (measured) = 0.587 W/kg 

0 dB = 0.587 W/kg = -2.31 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

39_WLAN5GHz_802.11a 6Mbps_Back_5mm_Ch48  

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, 802.11a (0); Frequency: 5240 MHz;Duty Cycle: 1:1.149
Medium: MSL_5000 Medium parameters used: f = 5240 MHz; σ = 5.529 S/m; εr = 48.718; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(4.4, 4.4, 4.4); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch48/Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.16 W/kg 
 
Ch48/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 2.016 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 2.28 W/kg 
SAR(1 g) = 0.473 W/kg; SAR(10 g) = 0.157 W/kg 
Maximum value of SAR (measured) = 1.24 W/kg 

0 dB = 1.24 W/kg = 0.93 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

            

 
 

 
 

 
 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.20

40_WLAN5GHz_802.11a 6Mbps_Back_5mm_Ch149

Communication System: UID 0, WIFI (0); Frequency: 5745 MHz;Duty Cycle: 1:1.149
Medium: MSL_5000 Medium parameters used: f = 5745 MHz; σ = 6.206 S/m; ε = 46.583; ρ = 1000r

3kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(4.31, 4.31, 4.31); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch149/Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.87 W/kg

Ch149/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 0.4690 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 3.65 W/kg
SAR(1 g) = 0.732 W/kg; SAR(10 g) = 0.233 W/kg
Maximum value of SAR (measured) = 1.85 W/kg 

0 dB = 1.85 W/kg = 2.67 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

            

 
 

 
 

 
 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.23

41_Bluetooth_1Mbps_Back_5mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.304
Medium: MSL_2450 Medium parameters used: f = 2441 MHz; σ = 2.001 S/m; ε = 52.874; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.42, 7.42, 7.42); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch39/Area Scan (91x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.134 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.169 W/kg
SAR(1 g) = 0.068 W/kg; SAR(10 g) = 0.028 W/kg
Maximum value of SAR (measured) = 0.127 W/kg 

0 dB = 0.127 W/kg = -8.96 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

42_GSM850_GPRS (4 Tx slot)_Front_5mm_Ch189  

 
  

 

  
 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

 
        

Communication System: UID 0, GSM850-4UP (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.08
Medium: MSL_850 Medium parameters used : f = 836.4 MHz; σ = 0.989 S/m; εr = 54.827; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

 

  
 

  

 
 

Ch189/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.883 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.72 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.55 W/kg
SAR(1 g) = 0.803 W/kg; SAR(10 g) = 0.435 W/kg
Maximum value of SAR (measured) = 1.07 W/kg 

0 dB = 1.07 W/kg = 0.29 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

43_GSM1900_GPRS (4 Tx slot)_Back_5mm_Ch512  

 
  

 

  
 

 
   
  
  
  
 

        

 

        

 

  

 
 

 
 

 
 

 
 

  

 

  

 

Communication System: UID 0, PCS-4UP (0); Frequency: 1850.2 MHz;Duty Cycle: 1:2.08 
Medium: MSL_1900 Medium parameters used: f = 1850.2 MHz; σ = 1.478 S/m; ε = 53.189; ρ =r

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.82, 7.82, 7.82); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch512/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.32 W/kg

Ch512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.503 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 2.05 W/kg
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.513 W/kg
Maximum value of SAR (measured) = 1.44 W/kg 

0 dB = 1.44 W/kg = 1.58 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

44_WCDMA V_RMC12.2Kbps_Front_5mm_Ch4233  

 
  

 

  

 

 
   
  
  
  
  

 
 

 
 

 
 

 
 

Communication System: UID 0, WCDMA (0); Frequency: 846.6 MHz;Duty Cycle: 1:1
3  =     = Medium: MSL_850 Medium parameters used: f = 846.6 MHz; σ 1 S/m; εr = 54.762; ρ 1000 kg/m

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch4233/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.947 W/kg

Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.956 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.53 W/kg
SAR(1 g) = 0.823 W/kg; SAR(10 g) = 0.447 W/kg
Maximum value of SAR (measured) = 1.06 W/kg 

0 dB = 1.06 W/kg = 0.25 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

45_WCDMA IV_RMC12.2Kbps_Front_5mm_Headset_Ch1513  

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

           

Communication System: UID 0, UMTS (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: MSL_1750 Medium parameters used: f = 1752.6 MHz; σ = 1.524 S/m; εr = 54.068; ρ = 

1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.15, 8.15, 8.15); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch1513/Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.24 W/kg 
 
Ch1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.723 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 2.36 W/kg 
SAR(1 g) = 1.25 W/kg; SAR(10 g) = 0.594 W/kg 
Maximum value of SAR (measured) = 1.48 W/kg 

0 dB = 1.48 W/kg = 1.70 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

46_WCDMA II_RMC12.2Kbps_Front_5mm_Ch9262  

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, WCDMA (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used : f = 1852.4 MHz; σ = 1.48 S/m; εr = 53.183; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.82, 7.82, 7.82); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch9262/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.53 W/kg

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.539 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 2.18 W/kg
SAR(1 g) = 1.15 W/kg; SAR(10 g) = 0.543 W/kg
Maximum value of SAR (measured) = 1.53 W/kg 

0 dB = 1.53 W/kg = 1.85 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

47_CDMA2000 BC0_RC3 SO32(F+SCH)_Front_5mm_Ch777 

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, CDMA2000 (0); Frequency: 848.31 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used : f = 848.31 MHz; σ = 1.002 S/m; εr = 54.763; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch777/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.28 W/kg

Ch777/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.74 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 1.67 W/kg
SAR(1 g) = 0.825 W/kg; SAR(10 g) = 0.439 W/kg
Maximum value of SAR (measured) = 1.32 W/kg 

0 dB = 1.32 W/kg = 1.21 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

48_CDMA2000 BC10_RC3 SO32(F+SCH)_Front_5mm_Ch476 

 
  

 

  
 

 
   
  
  
  
 

         

 

 

Communication System: UID 0, CDMA2000 (0); Frequency: 817.9 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used: f = 817.9 MHz; σ = 0.97 S/m; εr = 54.945; ρ = 

1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch476/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.23 W/kg 
 
Ch476/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 17.16 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.62 W/kg 
SAR(1 g) = 0.795 W/kg; SAR(10 g) = 0.426 W/kg 
Maximum value of SAR (measured) = 1.28 W/kg 

0 dB = 1.28 W/kg = 1.07 dBW/kg



 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

49_CDMA2000 BC1_RC3 SO32 (F+SCH)_Front_5mm_Ch1175_Headset 

 
  

 

  
 

 
   
  
  
  
 

         

 

 

Communication System: UID 0, CDMA2000 (0); Frequency: 1908.75 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1908.75 MHz; σ = 1.544 S/m; εr = 53.006; ρ = 

1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.82, 7.82, 7.82); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch1175/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.43 W/kg

Ch1175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.831 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 2.24 W/kg
SAR(1 g) = 1.18 W/kg; SAR(10 g) = 0.577 W/kg
Maximum value of SAR (measured) = 1.85 W/kg 

0 dB = 1.85 W/kg = 2.67 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

50_LTE Band 71_20M_QPSK_1RB_0Offset_Front_5mm_Ch133322  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 683 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 683 MHz; σ = 0.904 S/m; εr = 57.015; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.7, 9.7, 9.7); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)  

 
Ch133322/Area Scan (71x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.37 W/kg 
 
Ch133322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 21.35 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.78 W/kg 
SAR(1 g) = 0.842 W/kg; SAR(10 g) = 0.465 W/kg 
Maximum value of SAR (measured) = 1.25 W/kg 

0 dB = 1.25 W/kg = 0.97 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

51_LTE Band 12_10M_QPSK_1RB_49Offset_Back_5mm_Ch23095  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 707.5 MHz; σ = 0.925 S/m; εr = 56.799; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.7, 9.7, 9.7); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.842 W/kg 
 
Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 17.13 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 1.27 W/kg 
SAR(1 g) = 0.674 W/kg; SAR(10 g) = 0.396 W/kg 
Maximum value of SAR (measured) = 0.848 W/kg 

0 dB = 0.848 W/kg = -0.72 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

52_LTE Band 13_10M_QPSK_1RB_49Offset_Front_5mm_Ch23230  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 782 MHz; σ = 0.997 S/m; εr = 56.128; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.7, 9.7, 9.7); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)  

 
Ch23230/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.783 W/kg 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.513 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.31 W/kg 
SAR(1 g) = 0.698 W/kg; SAR(10 g) = 0.383 W/kg 
Maximum value of SAR (measured) = 0.894 W/kg 

0 dB = 0.894 W/kg = -0.49 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

53_LTE Band 26_15M_QPSK_1RB_74Offset_Front_5mm_Ch26865 

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, FDD_LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used : f = 831.5 MHz; σ = 0.984 S/m; εr = 54.855; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(9.49, 9.49, 9.49); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch26865/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.917 W/kg 
 
Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.86 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.37 W/kg 
SAR(1 g) = 0.737 W/kg; SAR(10 g) = 0.399 W/kg 
Maximum value of SAR (measured) = 0.934 W/kg 

0 dB = 0.934 W/kg = -0.30 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.21

54_LTE Band 66_20M_QPSK_100RB_0Offset_Front_5mm_Ch132322  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, LTE-FDD (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: MSL_1750 Medium parameters used: f = 1745 MHz; σ = 1.516 S/m; εr = 54.104; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(8.15, 8.15, 8.15); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)  

 
 

 
 

 
 

 
 

Ch132322/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.88 W/kg

Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.072 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 2.37 W/kg
SAR(1 g) = 1.22 W/kg; SAR(10 g) = 0.619 W/kg
Maximum value of SAR (measured) = 1.86 W/kg 

0 dB = 1.86 W/kg = 2.70 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

55_LTE Band 25_20M_QPSK_100RB_0Offset_Back_5mm_Ch26140  

  

 

  
 

 
     
   
   
   
 

Communication System: UID 0, FDD_LTE (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1860 MHz; σ = 1.489 S/m; εr = 53.164; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.82, 7.82, 7.82); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM1; Type: SAM; Serial: TP-1842
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch26140/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.22 W/kg

Ch26140/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.853 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 1.92 W/kg
SAR(1 g) = 1.02 W/kg; SAR(10 g) = 0.531 W/kg
Maximum value of SAR (measured) = 1.37 W/kg 

0 dB = 1.37 W/kg = 1.37 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

56_LTE Band 7_20M_QPSK_1RB_49Offset_Back_5mm_Ch21350_Headset  

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, FDD_LTE (0); Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: MSL_2600 Medium parameters used: f = 2560 MHz; σ = 2.162 S/m; εr = 53.067; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.38, 7.38, 7.38); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

  

 
 

Ch21350/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 1.64 W/kg

Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.369 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 2.47 W/kg
SAR(1 g) = 1.14 W/kg; SAR(10 g) = 0.583 W/kg
Maximum value of SAR (measured) = 1.51 W/kg 

0 dB = 1.51 W/kg = 1.79 dBW/kg



 

 

  

 

  
 

 
   
  
  
  
 

        

 

  

 
 

 
 

 
 

 
 

 

 

  

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

57_LTE Band 41_20M_QPSK_50RB_0Offset_Back_5mm_Ch40185

Communication System: UID 0, TDD_LTE (0); Frequency: 2549.5 MHz;Duty Cycle: 1:1.59 
Medium: MSL_2600 Medium parameters used: f = 2549.5 MHz; σ = 2.147 S/m; ε = 53.086; ρ =r

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.38, 7.38, 7.38); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch40185/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 2.02 W/kg

Ch40185/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 3.011 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 2.47 W/kg
SAR(1 g) = 1.19 W/kg; SAR(10 g) = 0.578 W/kg
Maximum value of SAR (measured) = 1.98 W/kg 

0 dB = 1.98 W/kg = 2.97 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

            

 
 

 
 

 
 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.23

58_WLAN2.4GHZ_802.11b 1Mbps_Back_5mm_Ch11

Communication System: UID 0, 802.11b (0); Frequency: 2462 MHz;Duty Cycle: 1:1.025
Medium: MSL_2450 Medium parameters used: f = 2462 MHz; σ = 2.031 S/m; ε = 52.789; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.42, 7.42, 7.42); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch11/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.552 W/kg

Ch11/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.137 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.775 W/kg
SAR(1 g) = 0.324 W/kg; SAR(10 g) = 0.150 W/kg
Maximum value of SAR (measured) = 0.587 W/kg 

0 dB = 0.587 W/kg = -2.31 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.19

59_WLAN5GHz_802.11a 6Mbps_Back_5mm_Ch56  

 
  

 

  
 

 
   
  
  
  
 

         

 

 

Communication System: UID 0, WIFI (0); Frequency: 5280 MHz;Duty Cycle: 1:1.149
Medium: MSL_5000 Medium parameters used: f = 5280 MHz; σ = 5.586 S/m; εr = 48.65; ρ = 1000 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(4.4, 4.4, 4.4); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
Ch56/Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.24 W/kg 
 
Ch56/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 1.674 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 2.38 W/kg 
SAR(1 g) = 0.511 W/kg; SAR(10 g) = 0.170 W/kg 
Maximum value of SAR (measured) = 1.34 W/kg 

0 dB = 1.34 W/kg = 1.27 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.22

60_WLAN5GHz_802.11a 6Mbps_Back_5mm_Ch116  

 
  

 

  
 

 
   
  
  
  
 

Communication System: UID 0, WIFI (0); Frequency: 5580 MHz;Duty Cycle: 1:1.149
Medium: MSL_5000 Medium parameters used: f = 5580 MHz; σ = 5.986 S/m; εr = 48.135; ρ = 1000 

kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(3.98, 3.98, 3.98); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439) 

 
 

 
 

 
 

 
 

Ch116/Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.31 W/kg

Ch116/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.932 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 2.43 W/kg
SAR(1 g) = 0.517 W/kg; SAR(10 g) = 0.167 W/kg
Maximum value of SAR (measured) = 1.28 W/kg 

0 dB = 1.28 W/kg = 1.07 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

            

 
 

 
 

 
 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.20

61_WLAN5GHz_802.11a 6Mbps_Back_5mm_Ch149

Communication System: UID 0, WIFI (0); Frequency: 5745 MHz;Duty Cycle: 1:1.149
Medium: MSL_5000 Medium parameters used: f = 5745 MHz; σ = 6.206 S/m; ε = 46.583; ρ = 1000r

3kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(4.31, 4.31, 4.31); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch149/Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.87 W/kg

Ch149/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 0.4690 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 3.65 W/kg
SAR(1 g) = 0.732 W/kg; SAR(10 g) = 0.233 W/kg
Maximum value of SAR (measured) = 1.85 W/kg 

0 dB = 1.85 W/kg = 2.67 dBW/kg



 

 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

            

 
 

 
 

 
 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2019.3.23

62_Bluetooth_1Mbps_Back_5mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.304
Medium: MSL_2450 Medium parameters used: f = 2441 MHz; σ = 2.001 S/m; ε = 52.874; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(7.42, 7.42, 7.42); Calibrated: 2018.5.31
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2019.1.25
- Phantom: SAM2; Type: SAM; Serial: TP:1754
- Measurement SW: DASY52, Version 52.10 (1); SEMCAD X Version 14.6.11 (7439)

Ch39/Area Scan (91x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.134 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.169 W/kg
SAR(1 g) = 0.068 W/kg; SAR(10 g) = 0.028 W/kg
Maximum value of SAR (measured) = 0.127 W/kg 

0 dB = 0.127 W/kg = -8.96 dBW/kg
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