
   

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/29

System Check_Head_5250MHz

DUT: D5GHzV2-SN:1113

Communication System: UID 0, CW (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5250_210829 Medium parameters used: f = 5250 MHz; σ = 4.638 S/m;εr = 37.088; ρ

 = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3975; ConvF(5.31, 5.31, 5.31); Calibrated: 2021/6/7
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn360; Calibrated: 2020/11/6
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: TP-1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 15.1 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 49.03 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 25.4 W/kg
SAR(1 g) = 7.85 W/kg; SAR(10 g) = 2.34 W/kg
Maximum value of SAR (measured) = 15.2 W/kg

0 dB = 15.1 W/kg



  
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/9/3

System Check_Head_5250MHz

DUT: D5GHzV2-SN:1113

Communication System: UID 0, CW (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5250_210903 Medium parameters used: f = 5250 MHz; σ = 4.502 S/m;εr= 36.248; ρ
= 1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3975; ConvF(5.31, 5.31, 5.31); Calibrated: 2021/6/7
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn360; Calibrated: 2020/11/6
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: TP-1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 19.2 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 61.82 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 32.0 W/kg
SAR(1 g) = 7.91 W/kg; SAR(10 g) = 2.2 W/kg
Maximum value of SAR (measured) = 19.3 W/kg

0 dB = 19.3 W/kg



   

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/31

System Check_Head_5600MHz

DUT: D5GHzV2-SN:1113

Communication System: UID 0, CW (0); Frequency: 5600 MHz;Duty Cycle: 1:1 
Medium: HSL_5600_210831 Medium parameters used: f = 5600 MHz; σ = 5.048 S/m;εr = 36.534; ρ

= 1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3975; ConvF(4.82, 4.82, 4.82); Calibrated: 2021/6/7
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn360; Calibrated: 2020/11/6
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: TP-1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 16.8 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 49.80 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 30.9 W/kg
SAR(1 g) = 7.56 W/kg; SAR(10 g) = 2.33 W/kg
Maximum value of SAR (measured) = 17.0 W/kg

0 dB = 17.0 W/kg 



   

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/9/1

System Check_Head_5750MHz

DUT: D5GHzV2-SN:1113

Communication System: UID 0, CW (0); Frequency: 5750 MHz;Duty Cycle: 1:1 
Medium: HSL_5750_210901 Medium parameters used: f = 5750 MHz; σ = 5.357 S/m; εr = 35.815;
ρ = 1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3975; ConvF(4.9, 4.9, 4.9); Calibrated: 2021/6/7
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn360; Calibrated: 2020/11/6
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: TP-1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

 

 

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 15.2 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 54.71 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 27.9 W/kg
SAR(1 g) = 7.55 W/kg; SAR(10 g) = 2.27 W/kg
Maximum value of SAR (measured) = 14.8 W/kg

0 dB = 14.8 W/kg
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Appendix B. Plots of High SAR Measurement 
 

The plots are shown as follows. 

 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/17

01_GSM850_GPRS 4 Tx slots_Right Cheek_Ch251

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 848.8 MHz;Duty Cycle: 1:2.08
Medium: HSL_835_210817 Medium parameters used: f = 849 MHz; σ = 0.933 S/m; εr = 42.075; ρ = 
1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.19, 10.19, 10.19); Calibrated: 2021/4/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch251/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.45 W/kg

Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.18 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.91 W/kg
SAR(1 g) = 0.937 W/kg; SAR(10 g) = 0.591 W/kg
Maximum value of SAR (measured) = 1.40 W/kg

0 dB = 1.40 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/23

02_GSM1900_GPRS 4 Tx slots_Right Tilted_Ch512

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 1850.2 MHz;Duty Cycle: 1:2.08 
Medium: HSL_1900_210823 Medium parameters used: f = 1850.2 MHz; σ = 1.463 S/m; εr = 39.1;
ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.33, 8.33, 8.33); Calibrated: 2021/4/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch512/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.27 W/kg

Ch512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.94 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.89 W/kg
SAR(1 g) = 0.922 W/kg; SAR(10 g) = 0.426 W/kg
Maximum value of SAR (measured) = 1.51 W/kg

0 dB = 1.51 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/17

03_WCDMA V_RMC 12.2Kbps_Right Cheek_Ch4182

Communication System: UID 0, UMTS (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835_210817 Medium parameters used: f = 836.4 MHz; σ = 0.912 S/m; εr = 42.343; ρ
= 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(10.19, 10.19, 10.19); Calibrated: 2021/4/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch4182/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.36 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.46 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 1.82 W/kg
SAR(1 g) = 0.895 W/kg; SAR(10 g) = 0.569 W/kg
Maximum value of SAR (measured) = 1.35 W/kg

0 dB = 1.35 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/20

04_WCDMA IV_RMC 12.2Kbps_Right Cheek_Ch1513

Communication System: UID 0, UMTS (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_210820 Medium parameters used: f = 1753 MHz; σ = 1.358 S/m; εr = 38.379; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.73, 8.73, 8.73); Calibrated: 2021/4/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch1513/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.431 W/kg

Ch1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.100 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.481 W/kg
SAR(1 g) = 0.333 W/kg; SAR(10 g) = 0.218 W/kg
Maximum value of SAR (measured) = 0.433 W/kg

0 dB = 0.433 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/23

05_WCDMA II_RMC 12.2Kbps_Right Tilted_Ch9262

Communication System: UID 0, UMTS (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL_1900_210823 Medium parameters used: f = 1852.4 MHz; σ = 1.404 S/m; εr = 39.304; 
ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7576; ConvF(8.33, 8.33, 8.33); Calibrated: 2021/4/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch9262/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.10 W/kg

Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 17.80 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 1.73 W/kg
SAR(1 g) = 0.828 W/kg; SAR(10 g) = 0.379 W/kg
Maximum value of SAR (measured) = 1.44 W/kg

0 dB = 1.44 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/16

06_LTE Band 71_20M_QPSK_1RB_49Offset_Right Cheek_Ch133322

Communication System: UID 0, LTE (0); Frequency: 683 MHz;Duty Cycle: 1:1
Medium: HSL_750_210816 Medium parameters used: f = 683 MHz; σ = 0.838 S/m; εr = 42.257; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.05, 11.05, 11.05); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch133322/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.626 W/kg

Ch133322/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.81 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.813 W/kg
SAR(1 g) = 0.372 W/kg; SAR(10 g) = 0.232 W/kg
Maximum value of SAR (measured) = 0.613 W/kg

0 dB = 0.613 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/16

07_LTE Band 12_10M_QPSK_1RB_25Offset_Right Cheek_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_210816 Medium parameters used: f = 707.5 MHz; σ = 0.857 S/m; εr = 41.861; 
ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.05, 11.05, 11.05); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch23095/Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.844 W/kg

Ch23095/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm,dy=8mm, dz=5mm
Reference Value = 25.72 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.954 W/kg
SAR(1 g) = 0.498 W/kg; SAR(10 g) = 0.328 W/kg
Maximum value of SAR (measured) = 0.753 W/kg

0 dB = 0.753 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/16

08_LTE Band 13_10M_QPSK_1RB_25Offset_Right Cheek_Ch23230

Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_210816 Medium parameters used: f = 782 MHz; σ = 0.899 S/m; εr = 40.213; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.05, 11.05, 11.05); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch23230/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.415 W/kg

Ch23230/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.660 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.435 W/kg
SAR(1 g) = 0.361 W/kg; SAR(10 g) = 0.287 W/kg
Maximum value of SAR (measured) = 0.410 W/kg

0 dB = 0.410 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/18

09_LTE Band 26_15M_QPSK_1RB_37Offset_Right Cheek_Ch26865

Communication System: UID 0, Generic LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_210818 Medium parameters used: f = 831.5 MHz; σ = 0.91 S/m; εr = 40.896; ρ 
= 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.9, 10.9, 10.9); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch26865/Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.31 W/kg

Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 33.67 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.86 W/kg
SAR(1 g) = 0.966 W/kg; SAR(10 g) = 0.614 W/kg
Maximum value of SAR (measured) = 1.44 W/kg

0 dB = 1.44 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/21

10_LTE Band 66_20M_QPSK_1RB_49Offset_Right Cheek_Ch132572

Communication System: UID 0, LTE (0); Frequency: 1770 MHz;Duty Cycle: 1:1 
Medium: HSL_1750_210821 Medium parameters used: f = 1770 MHz; σ = 1.397 S/m; εr = 41.293;
ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.41, 9.41, 9.41); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch132572/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.405 W/kg

Ch132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.687 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.470 W/kg
SAR(1 g) = 0.314 W/kg; SAR(10 g) = 0.204 W/kg
Maximum value of SAR (measured) = 0.400 W/kg

0 dB = 0.400 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/24

11_LTE Band 25_20M_QPSK_1RB_49Offset_Right Tilted_Ch26140

Communication System: UID 0, LTE (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_210824 Medium parameters used: f = 1860 MHz; σ = 1.385 S/m; εr = 41.271; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.05, 9.05, 9.05); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch26140/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.47 W/kg

Ch26140/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.57 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 1.81 W/kg
SAR(1 g) = 0.870 W/kg; SAR(10 g) = 0.391 W/kg
Maximum value of SAR (measured) = 1.55 W/kg

0 dB = 1.55 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/28

12_LTE Band 7_20M_QPSK_1RB_49Offset_Right Tilted_Ch20850

Communication System: UID 0, LTE (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_210828 Medium parameters used: f = 2510 MHz; σ = 1.816 S/m; εr = 40.521; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.94, 7.94, 7.94); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch20850/Area Scan (81x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.69 W/kg

Ch20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 9.205 V/m; Power Drift = 0.16dB
Peak SAR (extrapolated) = 2.26 W/kg
SAR(1 g) = 0.912 W/kg; SAR(10 g) = 0.366 W/kg
Maximum value of SAR (measured) = 1.68 W/kg

0 dB = 1.68 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/28

13_LTE Band 41_20M_QPSK_1RB_49Offset_Right Tilted_Ch39750

Communication System: UID 0, LTE (0); Frequency: 2506 MHz;Duty Cycle: 1:2.331
Medium: HSL_2600_210828 Medium parameters used: f = 2506 MHz; σ = 1.811 S/m; εr = 40.528;
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.94, 7.94, 7.94); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch39750/Area Scan (81x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.52 W/kg

Ch39750/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 10.89 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 2.03 W/kg
SAR(1 g) = 0.831 W/kg; SAR(10 g) = 0.335 W/kg
Maximum value of SAR (measured) = 1.55 W/kg

0 dB = 1.55 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/26

14_WLAN2.4GHz_802.11b 1Mbps_Left Cheek_Ch1

Communication System: UID 0, WIFI (0); Frequency: 2412 MHz;Duty Cycle: 1:1.006
Medium: HSL_2450_210826 Medium parameters used: f = 2412 MHz; σ = 1.707 S/m; εr = 39.455; 
ρ = 1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(8.29, 8.29, 8.29); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch1/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.34 W/kg

Ch1/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 14.40 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.70 W/kg
SAR(1 g) = 0.717 W/kg; SAR(10 g) = 0.353 W/kg
Maximum value of SAR (measured) = 1.21 W/kg

0 dB = 1.21 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/26

15_Bluetooth_DH5 1Mbps_Left Cheek_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.306 
Medium: HSL_2450_210826 Medium parameters used: f = 2441 MHz; σ = 1.812 S/m; εr = 38.005;
ρ = 1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(8.29, 8.29, 8.29); Calibrated: 2021/3/15
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1664; Calibrated: 2021/3/1
- Phantom: Twin-SAM1(P1aP2a20); Type: QD 000 P40 CD; Serial: TP:1670
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474) 

Ch39/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.112 W/kg

Ch39/Zoom Scan (8x9x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.118 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.128 W/kg
SAR(1 g) = 0.055 W/kg; SAR(10 g) = 0.026 W/kg
Maximum value of SAR (measured) = 0.0927 W/kg

0 dB = 0.0927 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021/8/29

16_WLAN5GHz_802.11ac-VHT80 MCS0_Left Tilted_Ch58

Communication System: UID 0, WIFI (0); Frequency: 5290 MHz;Duty Cycle: 1:1.139
Medium: HSL_5250_210829 Medium parameters used: f = 5290 MHz; σ = 4.767 S/m; εr = 36.366; 
ρ = 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3975; ConvF(5.31, 5.31, 5.31); Calibrated: 2021/6/7
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn360; Calibrated: 2020/11/6
- Phantom: SAM with CRP v5.0(Front); Type: QD000P40CD; Serial: TP-1671
- Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)

Ch58/Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.67 W/kg

Ch58/Zoom Scan (8x8x7)/Cube 0:  Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 10.42 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 2.87 W/kg
SAR(1 g) = 0.633 W/kg; SAR(10 g) = 0.175 W/kg
Maximum value of SAR (measured) = 1.57 W/kg

0 dB = 1.57 W/kg




