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Wireless Car Charger     
Model: MEMSQR
Input: 5V    3A /9V    2.22A/12V    1.67A
Output: 15W Max

FCC ID: IKQMEMSQR
IC: 6955A-MEMSQR
Made in Vietnam  2350
CANRSS-216 / CNR-216
CAN ICES-003(B) / NMB-003(B)
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CAR CHARGER                  
Model: CPDC2012    Input : 12V-24V     3.5A            
Output: 5V     3A/9V    2.22A/12V    1.67A             
CAN ICES-003(B)/NMB-003(B)        
Made in Vietnam    2350

24.65 mm

1
0

.5
 m

m

5 mm 5.22 mm 7.49 mm

5mm
4.75mm

4.75mm

   File No
(文件编号)

Edition
  (版本)

Page
(页码)

Changing Description Design
(设计)

Check
(审核)

Date
(日期)(变更说明)

Edition
(版本)

PROVIDER
   (制作商)

UNIT
(单位)

DESIGNER
     (制作)

CHECKED
确认)(

CHECKED
审核)(

APPROVAL
     (批准)

COSTOMER
(客户)

 DATE
日期( )

TITLE
(图纸名称)

PART NO.
(物料编号)

M ATL
(材质)

 DATE
(日期)

 DATE
(日期)

 DATE
(日期)

底壳镭雕

注:黑色边框线为辅助设计线

注：        23  50

年份周期

注：产品上的镭雕周期要与彩盒上的日期标贴及外箱上的日期保持一致

1:1

3:1(内容放大）

备注:
1.镭雕颜色为灰色.
2.按图纸内容镭雕.
3.镭雕内容匀称清晰,不可歪斜.
4. 效果参考客户回签样品.
5.用纯棉布罐满95%纯度医用酒精，包在500g专
用法码上,以40-60次/分钟的速度,20mm左右的
行程，在被测物表面来回擦试200个循环;

6.以 图形不掉色为合格;

镭雕

镭雕

注：产品上的镭雕周期要与彩盒上的
日期标贴及外箱上的日期保持一致
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LED灯位置

LOGO丝印面

镭雕面

CAR CHARGER                  
Model: CPDC2012    Input : 12V-24V     3.5A            
Output: 5V     3A/9V    2.22A/12V    1.67A             
CAN ICES-003(B)/NMB-003(B)        
Made in Vietnam    2350

一、镭雕周期：
1.周期以实际生产周期为准,随每批订单变动,具体周期
  镭雕前与生产主管确认。
二、镭雕尺寸误差范围：
1.镭雕的位置尺寸:正公差≤0.3mm，负公差≤0.3mm
2.镭雕的内容尺寸：正公差≤0.01mm，负公差 0mm
3.安规标志尺寸：未标注尺寸的认证图标，代表是无安规
  尺寸要求，请按图纸1：1尺寸镭雕。
4.字体大小及图标大小请按图纸1：1的尺寸镭雕，不可随意调整尺寸。

Model: CPDC2012        
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