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FCC Portable RF exposure Exemption Calculations 

KDB 447498 D01 

 

  1-g 10-g   

Limit 1 0  Contributor 

Duty Cycle 49 %  0.49 

Tune up 
Tolerance 10 %  1.1 

Antenna 
Gain NA dBi  1 

Min. 
Seperation 5 mm   

     

Frequency Power Value Limit Exempt? 

GHz mW no unit no unit Yes/No 

2402.0000 2.470 0.309 3.0 YES 

2410.0000 2.410 0.312 3.0 YES 

2480.0000 2.420 0.314 3.0 YES 

          

          

          

          

     

KDB Link KDB 447498    

Portable Part 2.1093    
 

 

Value =  [ Power (mW) x (1 + tune up tolerance)  x duty cycle] / [ min. separation distance 

(mm) ] x [frequency (GHz]^0.5 

[ Power (mW) x (1 + tune up tolerance)  x duty cycle]  this term is rounded to the nearest mW as 

instructed by the KDB 

 

https://apps.fcc.gov/kdb/GetAttachment.html?id=f8IQgJxTTL5y0oRi0cpAuA%3D%3D&desc=447498%20D01%20General%20RF%20Exposure%20Guidance%20v06&tracking_number=20676
https://www.ecfr.gov/cgi-bin/text-idx?SID=2dcf7771b52b84b9baf954b5ce79d6ca&mc=true&node=se47.1.2_11093&rgn=div8
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