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• REF. ELECTRONIC ARTWORK #832-2672-001A, ADOBE ILLUSTRATOR 9.0 FILE

• LABEL MATERIAL AND SUPPLIER MUST BE UL APPROVED

• A/W PART NUMBERS TO PRINT ON ALL FILM LAYERS (100% SCREEN OF PMS OR CMYK COLORS) IF FILM IS REQD

• CLEANING TEST: PERFORM LABEL CLEANING TEST PER XIRCOM QA LABEL CLEANING TEST #QAI-020

• GAP BETWEEN LABELS ON ROLL TO BE BETWEEN 10.16MM (.400")  TO  12.70MM (.500")

• ALL TEXT AND GRAPHICS REVERSE OUT WHITE UNLESS OTHERWISE SPECIFIED ON FAB OR IN ART FILE

• BLACK

• FOR LABEL ORIENTATION ON ROLL, REF: FAB DWG #802-0016-001, PAGEMAKER 5.0 FILE

• MARK PART NUMBER AND REVISION IN CONSPICUOUS AREA ON OUTSIDE OF BULK PACKAGING

FINISH • MATTE

MATERIAL • MYLAR, WHITE, 2.3 MIL FACESTOCK, 3M#7815; ACRYLIC PERM ADHESIVE, 3M#310, 0.8 MIL(PENANG REQMT) 
OR XIRCOM APPROVED EQUIVALENT

NOTES: (UNLESS OTHERWISE SPECIFIED)
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