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Product appearance
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VSWR 、Return loss and impedance : 

Antenna Performance Test Report

C3=NC
C1=3.6nH,Sunlord P/N:SDCL1005C3N6STDF
C2=NC
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Antenna Test Settings:Vertical

Antenna Performance Test Report

Copper
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Antenna Efficiency 2441MHz 3D Radiation Pattern :Vertical

Antenna Performance Test Report
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RF Performance Test Report
Antenna performance data:Vertical



7Confidential –Provided under NDA You One-Stop Wireless Solution Provider

Antenna Test Settings:Horizontal

Antenna Performance Test Report

Copper
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Antenna Efficiency 2441MHz 3D Radiation Pattern :Horizontal

Antenna Performance Test Report
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RF Performance Test Report
Antenna performance data:Horizontal
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Antenna Performance Test Report

AP_LP70XBT

Frequency(MHz)

Vertical Horizontal

Efficiency (%) Gain (dBi) Efficiency (%) Gain (dBi)

2402 39.5 3.33 33.5 2.32

2441 41.9 2.76 33.5 2.29

2480 46.5 3.26 35.9 2.07

MAX Efficiency 46.57% @2.479GHz 36.38% @2.464GHz

MAX Gain 3.36dBi @2.400GHz 2.29dBi @2.441GHz

RF data  summary
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AT-LP70XBT working distance on copper board test result:

Test condition:Connect JBL charge 2 with AT-LP70XBT for testing，
Place JBL charge 2 on 80cm high platform， So is AT-LP70XBT ，
rotate AT-LP70XBT in 360°，and keep away from JBL charge 2 ，

until JBL charge 2  occurs staccato phenomenon 。

Test place： Sunitec parking lot
Test distance:    32m
Test date：2023-12-7

Antenna Performance Test Report


