


The ATW-T1006 and ATW-T1007 comply  with  FCC/ IC  radiation  exposure  limits  set  forth  for
  an  uncontrolled  environment  and  meets the  FCC  radio  frequency  (RF)  Exposure  Guidelines  
and  RSS-102  of  the  IC  radio  frequency  (RF)  Exposure  rules.  This equipment  should  be  installed  
and  operated  keeping  the  radiator  at  least  20cm  or  more  away  from  person’ s  body.  

Le ATW-T1006 et ATW-T1007 conformes   aux  limites  d’ exposition  aux  rayoonn ements  énoncées  
pour  un  environnement  non  contrôlé  et  respecte  les  règles  les  radioélectriques  (RF)  de  la  FCC  
lignes  directrices  d'exposition  et  d’ exposition  aux  fréquences  radioélectriques  (RF)  CNR-102  de  l’
IC.  Cet  équipement  doit  être  installé  et  utilisé  en  gardant  une  distance  de  20  cm  ou  plus  entre  lle  
radiateur  et  le  corps  humain.





Standard Mode Conference Mode

Condition Transmitter Power LED 1 LED 2 LED 1 LED 2

Not linked with Receiver On Red/Green 
Alternate

Green/Red 
Alternate

Red/Green 
Alternate

Green/Red 
Alternate

Initialize/Toggle Mode On Green Green Red Red

Initialize/Press to Talk On Red Red Off Off

Initialize/Press to Mute On Green Green Red Red

Mic Mute On Red Red Off Off

Mic Talk On Green Green Red Red

Charging/Mic Mute On Red Red Off Off

Charging/Mic Talk On Green Green Red Red

Fully Charged/Mic Mute On Red Red Off Off

Fully Charged/Mic Talk On Green Green Red Red

Low Battery/Mic Mute On Red Blink Red Blink Off Red Blink

Low Battery/Mic Talk On Green Blink Green Blink Red Blink Red Blink

Charging Off Off Red Off Red

Fully Charged Off Off Green Off Green
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