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FCC ID:  JIL2888 
Class 2 permissive change 
Frequencies, emission designators, and output power 
 
FREQUENCY BAND  Emission Designators  Output Power, W 
 
928-929 MHz, 12.5 kHz bandwidth: 8K00F3D (analog)  (original)  5.89 
     9K64F1D (digital) (original)  5.89 
928-929 MHz, 25  kHz bandwidth:   15K1F3D (analog) (original)  5.89   
     13K7F1D (digital) (original)  5.89 
932-932.5 MHz, 12.5 kHz bandwidth: 8K18F3D (analog)   5.06 
        9K65F1D (digital)   5.18 
932-932.5 MHz, 25 kHz bandwidth: 12KF3D (analog)    5.07 
     14K3F1D (digital)   5.11 
941-941.5 MHz, 12.5 kHz bandwidth: 8K01F3D (analog)   5.11 
     9K72F1D (digital)   5.18 
941-941.5 MHz, 25 kHz bandwidth: 11K1F3D (analog)   4.89 
      12K0F1D (digital)   5.06 
952-960 MHz, 12.5 kHz bandwidth:  7K95F3D (analog)   5.07  
     9K74F1D (digital)   5.08 
952-960 MHz, 25 kHz bandwidth:  11K1F3D (analog)   5.04 
     14K6F1D (digital)   5.09 
 


