
Photographs of EUT Setup and Antenna Location 
 

The photographs of EUT and setup for SAR testing are shown as follows. 
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To Top Side To Bottom Side To Left Side To Right Side

(mm) (mm) (mm) (mm)

3.60 78.00 72.70 30.30

<Front Face View> TouchPad

Antenna

BT/logi bolt Main Ant 0

WLAN Main Ant 0

Top Side

Bottom Side

Right Side
Left Side LCD

WWAN Main Ant 0

BT/logi bolt Main Ant 0 
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To Front Side To Rear Side

(mm) (mm)

7.30 7.10

<Right Side View> TouchPad

Antenna

BT/logi bolt Main Ant 0 

LCD Side

Bottom Side Top Side

Front Side

BT/logi bolt Main Ant 0 

Rear Side
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<Photographs of Boby SAR Test Setup> 

  

Front Face of EUT Tested at 0 mm Rear Face of EUT Tested at 0 mm 

  

Left Side of EUT Tested at 0 mm Right Side of EUT Tested at 0 mm 

  

Top Side of EUT Tested at 0 mm Bottom Side of EUT Tested at 0 mm 

 

Report No.: SFBDKG-WTW-P22070088


		2022-08-10T13:56:17+0800
	Bureau Veritas Consumer Products Services




