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DT&C Co., Ltd.

DUT: Dipole 835 MHz;  Type: D835V2;  Serial: D835V2 - SN:464

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium parameters used: f = 835 MHz; σ = 0.895 S/m; εr = 42.197; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.6, 9.6, 9.6); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-29; Ambient Temp: 21.3; Tissue Temp: 22.5

835 MHz System Verification

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = -0.03 dB
Peak SAR (extrapolated) = 3.69 W/kg

SAR(1 g) = 2.4 W/kg; SAR(10 g) = 1.55 W/kg

0 dB = 3.06 W/kg



DT&C Co., Ltd.

DUT: Dipole 835 MHz;  Type: D835V2;  Serial: D835V2 - SN:464

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium parameters used: f = 835 MHz; σ = 0.996 S/m; εr = 55.535; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.44, 9.44, 9.44); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-29; Ambient Temp: 21.3; Tissue Temp: 22.2

835 MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = -0.03 dB
Peak SAR (extrapolated) = 3.38 W/kg

SAR(1 g) = 2.41 W/kg; SAR(10 g) = 1.56 W/kg

0 dB = 2.91 W/kg 



DT&C Co., Ltd.

DUT: Dipole 1900 MHz;  Type: D1900V2;  Serial: D1900V2 - SN:5d029

Communication System: UID 0, CW (0); Farequency: 1900 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1900 MHz; σ = 1.407 S/m; εr = 38.607; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(7.93, 7.93, 7.93); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-30; Ambient Temp: 21.6; Tissue Temp: 22.4

1900 MHz System Verification

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = 0.09 dB
Peak SAR (extrapolated) = 7.90 W/kg

SAR(1 g) = 4.18 W/kg; SAR(10 g) = 2.09 W/kg

0 dB = 6.05 W/kg 



DT&C Co., Ltd.

DUT: Dipole 1900 MHz;  Type: D1900V2;  Serial: D1900V2 - SN:5d029

Communication System: UID 0, CW (0); Frequency: 1900 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1900 MHz; σ = 1.526 S/m; εr = 51.697; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(7.83, 7.83, 7.83); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-30; Ambient Temp: 21.6; Tissue Temp: 22.2

1900 MHz System Verification

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.04 dB
Peak SAR (extrapolated) = 7.83 W/kg

SAR(1 g) = 4.11 W/kg; SAR(10 g) = 2.05 W/kg

0 dB = 5.98 W/kg 



DT&C Co., Ltd.

DUT: Dipole 835 MHz;  Type: D835V2;  Serial: D835V2 - SN:464

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium parameters used: f = 835 MHz; σ = 0.904 S/m; εr = 42.816; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.6, 9.6, 9.6); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-01; Ambient Temp: 21.0; Tissue Temp: 21.5

835 MHz System Verification

Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = -0.15 dB
Peak SAR (extrapolated) = 3.34 W/kg

SAR(1 g) = 2.27 W/kg; SAR(10 g) = 1.51 W/kg

0 dB = 2.87 W/kg 



DT&C Co., Ltd.

DUT: Dipole 835 MHz;  Type: D835V2;  Serial: D835V2 - SN:464

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium parameters used: f = 835 MHz; σ = 0.999 S/m; εr = 55.956; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.44, 9.44, 9.44); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-01; Ambient Temp: 21.0; Tissue Temp: 21.6

835 MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = 0.04 dB
Peak SAR (extrapolated) = 3.39 W/kg

SAR(1 g) = 2.42 W/kg; SAR(10 g) = 1.57 W/kg

0 dB = 2.92 W/kg 



DT&C Co., Ltd.

DUT: Dipole 750 MHz;  Type: D750V3;  Serial: D750V3 - SN:1049

Communication System: UID 0, CW (0); Frequency: 750 MHz;Duty Cycle: 1:1
Medium parameters used: f = 750 MHz; σ = 0.904 S/m; εr = 42.263; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(10.18, 10.18, 10.18); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-04; Ambient Temp: 20.5; Tissue Temp: 21.8

750 MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = -0.03 dB
Peak SAR (extrapolated) = 3.20 W/kg

SAR(1 g) = 2.16 W/kg; SAR(10 g) = 1.36 W/kg

0 dB = 2.76 W/kg 



DT&C Co., Ltd.

DUT: Dipole 750 MHz;  Type: D750V3;  Serial: D750V3 - SN:1049

Communication System: UID 0, CW (0); Frequency: 750 MHz;Duty Cycle: 1:1
Medium parameters used: f = 750 MHz; σ = 0.962 S/m; εr = 55.455; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.67, 9.67, 9.67); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-04; Ambient Temp: 20.5; Tissue Temp: 21.6

750 MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = 0.05 dB
Peak SAR (extrapolated) = 3.06 W/kg

SAR(1 g) = 2.15 W/kg; SAR(10 g) = 1.45 W/kg

0 dB = 2.62 W/kg 



DT&C Co., Ltd.

DUT: Dipole 2450 MHz;  Type: D2450V2;  Serial: D2450V2 - SN:726

Communication System: UID 0, CW; Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; σ = 1.755 S/m; εr = 38.069; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(7.87, 7.87, 7.87); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-05; Ambient Temp: 21.1; Tissue Temp: 22.2

2450 MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = -0.02 dB
Peak SAR (extrapolated) = 11.9 W/kg

SAR(1 g) = 5.1 W/kg; SAR(10 g) = 2.49 W/kg

0 dB = 8.4 W/kg 



DT&C Co., Ltd.

DUT: Dipole 2450 MHz;  Type: D2450V2;  Serial: D2450V2 - SN:726

Communication System: UID 0, CW (0); Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; σ = 1.895 S/m; εr = 51.337; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(7.9, 7.9, 7.9); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 2mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-05; Ambient Temp: 21.1; Tissue Temp: 22.0

2450 MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = -0.01 dB
Peak SAR (extrapolated) = 10.8 W/kg

SAR(1 g) = 4.8 W/kg; SAR(10 g) = 2.36 W/kg

0 dB = 8.2 W/kg 



DT&C Co., Ltd.

DUT: Dipole 5000 MHz;  Type: D5GHzV2;  Serial: D5GHzV2 - SN:1103

Communication System: UID 0, CW (0); Frequency: 5300 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5300 MHz; σ = 4.696 S/m; εr = 36.961; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(5.24, 5.24, 5.24); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-06; Ambient Temp: 20.8; Tissue Temp: 21.8

5300 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = 0.09 dB
Peak SAR (extrapolated) = 35.0 W/kg

SAR(1 g) = 8.39 W/kg; SAR(10 g) = 2.38 W/kg

0 dB = 19.7 W/kg 



DT&C Co., Ltd.

DUT: Dipole 5000 MHz;  Type: D5GHzV2;  Serial: D5GHzV2 - SN:1103

Communication System: UID 0, CW (0); Frequency: 5300 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5300 MHz; σ = 5.497 S/m; εr = 47.202; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(4.7, 4.7, 4.7); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-06; Ambient Temp: 20.8; Tissue Temp: 21.5

5300 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = -0.18 dB
Peak SAR (extrapolated) = 32.9 W/kg

SAR(1 g) = 7.43 W/kg; SAR(10 g) = 2.06 W/kg

0 dB = 18.1 W/kg 



DT&C Co., Ltd.

DUT: Dipole 5000 MHz;  Type: D5GHzV2;  Serial: D5GHzV2 - SN:1103

Communication System: UID 0, CW (0); Frequency: 5500 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5500 MHz; σ = 4.977 S/m; εr = 36.986; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(4.97, 4.97, 4.97); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-07; Ambient Temp: 21.0; Tissue Temp: 22.0

5500 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = 0.11 dB
Peak SAR (extrapolated) = 34.1 W/kg

SAR(1 g) = 8.07 W/kg; SAR(10 g) = 2.29 W/kg

0 dB = 19.5 W/kg 



DT&C Co., Ltd.

DUT: Dipole 5000 MHz;  Type: D5GHzV2;  Serial: D5GHzV2 - SN:1103

Communication System: UID 0, CW (0); Frequency: 5500 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5500 MHz; σ = 5.813 S/m; εr = 46.769; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(4.41, 4.41, 4.41); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-07; Ambient Temp: 21.0; Tissue Temp: 22.2

5500 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = -0.19 dB
Peak SAR (extrapolated) = 35.3 W/kg

SAR(1 g) = 7.59 W/kg; SAR(10 g) = 2.11 W/kg

0 dB = 18.5 W/kg 



DT&C Co., Ltd.

DUT: Dipole 5000 MHz;  Type: D5GHzV2;  Serial: D5GHzV2 - SN:1103

Communication System: UID 0, CW (0); Frequency: 5600 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5600 MHz; σ = 5.095 S/m; εr = 36.79; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(4.86, 4.86, 4.86); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-07; Ambient Temp: 21.0; Tissue Temp: 22.0

5600 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = 0.09 dB
Peak SAR (extrapolated) = 36.4 W/kg

SAR(1 g) = 8.46 W/kg; SAR(10 g) = 2.39 W/kg

0 dB = 20.3 W/kg 



DT&C Co., Ltd.

DUT: Dipole 5000 MHz;  Type: D5GHzV2;  Serial: D5GHzV2 - SN:1103

Communication System: UID 0, CW (0); Frequency: 5600 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5600 MHz; σ = 5.971 S/m; εr = 46.602; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(4.22, 4.22, 4.22); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335  

Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-07; Ambient Temp: 21.0; Tissue Temp: 22.2

5600 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = -0.07 dB
Peak SAR (extrapolated) = 38.6 W/kg

SAR(1 g) = 8.46 W/kg; SAR(10 g) = 2.34 W/kg

0 dB = 20.9 W/kg 



DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, GSM 850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:8.3
Medium parameters used: f = 836.6 MHz; σ = 0.896 S/m; εr = 42.18; ρ = 1000 kg/m3

Phantom section: Right Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.6, 9.6, 9.6); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-29; Ambient Temp: 21.3; Tissue Temp: 22.5

Right Touch, GSM850 Ch. 190, Ant Internal, Standard Battery

Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.413 W/kg

SAR(1 g) = 0.327 W/kg; SAR(10 g) = 0.248 W/kg

0 dB = 0.375 W/kg 

A1



DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, GSM 850_10 (0); Frequency: 836.6 MHz;Duty Cycle: 1:4.15
Medium parameters used: f = 836.6 MHz; σ = 0.896 S/m; εr = 42.18; ρ = 1000 kg/m3

Phantom section: Right Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.6, 9.6, 9.6); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-29; Ambient Temp: 21.3; Tissue Temp: 22.5

Right Touch, GSM850 GPRS 2Tx Ch. 190, Ant Internal, Standard Battery

Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.499 W/kg

SAR(1 g) = 0.394 W/kg; SAR(10 g) = 0.299 W/kg

0 dB = 0.453 W/kg 

A2



DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, PCS 1900 (0); Frequency: 1880 MHz;Duty Cycle: 1:8.3
Medium parameters used: f = 1880 MHz; σ = 1.391 S/m; εr = 38.723; ρ = 1000 kg/m3

Phantom section: Left Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(7.93, 7.93, 7.93); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-30; Ambient Temp: 21.6; Tissue Temp: 22.4

Left Touch, PCS1900 Ch. 661, Ant Internal, Standard Battery

Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.18 dB
Peak SAR (extrapolated) = 0.509 W/kg

SAR(1 g) = 0.320 W/kg; SAR(10 g) = 0.194 W/kg

0 dB = 0.417 W/kg 

A3



DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, PCS1900_Class 10 (0); Frequency: 1880 MHz;Duty Cycle: 1:4.15
Medium parameters used: f = 1880 MHz; σ = 1.391 S/m; εr = 38.723; ρ = 1000 kg/m3

Phantom section: Left Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(7.93, 7.93, 7.93); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-30; Ambient Temp: 21.6; Tissue Temp: 22.4

Left Touch, PCS1900 GPRS 2Tx Ch. 661, Ant Internal, Standard Battery

Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.16 dB
Peak SAR (extrapolated) = 0.719 W/kg

SAR(1 g) = 0.458 W/kg; SAR(10 g) = 0.276 W/kg

0 dB = 0.592 W/kg 
A4



DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, WCDMA 850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used: f = 836.6 MHz; σ = 0.906 S/m; εr = 42.795; ρ = 1000 kg/m3

Phantom section: Right Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.6, 9.6, 9.6); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-01; Ambient Temp: 21.0; Tissue Temp: 21.5

Right Touch, WCDMA850 Ch. 4183, Ant Internal, Standard Battery

Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.527 W/kg

SAR(1 g) = 0.419 W/kg; SAR(10 g) = 0.320 W/kg

0 dB = 0.479 W/kg 
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, LTE Band 17 (0); Frequency: 710 MHz;Duty Cycle: 1:1
Medium parameters used: f = 710 MHz; σ = 0.869 S/m; εr = 42.873; ρ = 1000 kg/m3

Phantom section: Right Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(10.18, 10.18, 10.18); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-04; Ambient Temp: 20.5; Tissue Temp: 21.8

Right Touch, LTE Band 17 Ch. 23790, Ant Internal, Standard Battery

Mode : BandWidth 10 MHz, QPSK, RB Size: 1 

Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = 0.16 dB
Peak SAR (extrapolated) = 0.0660 W/kg

SAR(1 g) = 0.053 W/kg; SAR(10 g) = 0.041 W/kg

0 dB = 0.0602 W/kg 
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, W-LAN (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2412 MHz; σ = 1.714 S/m; εr = 38.193; ρ = 1000 kg/m3

Phantom section: Left Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(7.87, 7.87, 7.87); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-05; Ambient Temp: 21.1; Tissue Temp: 22.2

Left Touch, W-LAN(802.11b) Ch. 1, Ant Internal, Standard Battery

Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.612 W/kg

SAR(1 g) = 0.342 W/kg; SAR(10 g) = 0.162 W/kg

0 dB = 0.486 W/kg 
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, W-LAN 5G (0); Frequency: 5290 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5290 MHz; σ = 4.685 S/m; εr = 36.984; ρ = 1000 kg/m3

Phantom section: Left Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(5.24, 5.24, 5.24); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 1.4mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-06; Ambient Temp: 20.8; Tissue Temp: 21.8

Left Touch, W-LAN(802.11ac VHT80) Ch. 58, Ant Internal, Standard Battery

Area Scan (14x19x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.801 W/kg

SAR(1 g) = 0.159 W/kg; SAR(10 g) = 0.041 W/kg

0 dB = 0.466 W/kg
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, W-LAN 5G (0); Frequency: 5530 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5530 MHz; σ = 5.011 S/m; εr = 36.927; ρ = 1000 kg/m3

Phantom section: Left Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(4.97, 4.97, 4.97); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 1.4mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-07; Ambient Temp: 21.0; Tissue Temp: 22.0

Left Touch, W-LAN(802.11ac VHT80) Ch. 106, Ant Internal, Standard Battery

Area Scan (14x19x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.902 W/kg

SAR(1 g) = 0.189 W/kg; SAR(10 g) = 0.042 W/kg

0 dB = 0.538 W/kg
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, GSM 850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:8.3
Medium parameters used: f = 836.6 MHz; σ = 0.998 S/m; εr = 55.522; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.44, 9.44, 9.44); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-29; Ambient Temp: 21.3; Tissue Temp: 22.2

1 cm space from Body, Rear, GSM850 Ch. 190, Ant Internal

Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.510 W/kg

SAR(1 g) = 0.402 W/kg; SAR(10 g) = 0.307 W/kg

0 dB = 0.462 W/kg
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, GSM 850_10 (0); Frequency: 836.6 MHz;Duty Cycle: 1:4.15
Medium parameters used: f = 836.6 MHz; σ = 0.998 S/m; εr = 55.522; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.44, 9.44, 9.44); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-29; Ambient Temp: 21.3; Tissue Temp: 22.2

1 cm space from Body, Rear, GSM850 GPRS 2Tx Ch. 190, Ant Internal

Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.656 W/kg

SAR(1 g) = 0.518 W/kg; SAR(10 g) = 0.396 W/kg

0 dB = 0.595 W/kg
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, PCS 1900 (0); Frequency: 1880 MHz;Duty Cycle: 1:8.3
Medium parameters used: f = 1880 MHz; σ = 1.514 S/m; εr = 51.91; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(7.83, 7.83, 7.83); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-30; Ambient Temp: 21.6; Tissue Temp: 22.2

1 cm space from Body, Rear, PCS1900 Ch. 661, Ant Internal

Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.594 W/kg

SAR(1 g) = 0.335 W/kg; SAR(10 g) = 0.185 W/kg

0 dB = 0.463 W/kg
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, PCS1900_Class 10 (0); Frequency: 1880 MHz;Duty Cycle: 1:4.15
Medium parameters used: f = 1880 MHz; σ = 1.514 S/m; εr = 51.91; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(7.83, 7.83, 7.83); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-30; Ambient Temp: 21.6; Tissue Temp: 22.2

1 cm space from Body, Rear, PCS1900 GPRS 2Tx Ch. 661, Ant Internal

Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.839 W/kg

SAR(1 g) = 0.474 W/kg; SAR(10 g) = 0.262 W/kg

0 dB = 0.657 W/kg 
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, WCDMA 850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used: f = 836.6 MHz; σ = 1.001 S/m; εr = 55.938; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.44, 9.44, 9.44); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-01; Ambient Temp: 21.0; Tissue Temp: 21.6

1 cm space from Body, Front, WCDMA850 Ch. 4183, Ant Internal

Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.610 W/kg

SAR(1 g) = 0.484 W/kg; SAR(10 g) = 0.371 W/kg

0 dB = 0.554 W/kg 
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, LTE Band 17 (0); Frequency: 710 MHz;Duty Cycle: 1:1
Medium parameters used: f = 710 MHz; σ = 0.925 S/m; εr = 55.885; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.67, 9.67, 9.67); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335 

Sensor-Surface: 2mm (Mechanical Surface Detection) 
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-04; Ambient Temp: 20.5; Tissue Temp: 21.6

1 cm space from Body, Rear, LTE Band 17 Ch. 23790, Ant Internal

Mode : BandWidth 10 MHz, QPSK, RB Size: 1

Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.134 W/kg

SAR(1 g) = 0.106 W/kg; SAR(10 g) = 0.082 W/kg

0 dB = 0.121 W/kg 
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, W-LAN (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2412 MHz; σ = 1.855 S/m; εr = 51.419; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(7.9, 7.9, 7.9); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-05; Ambient Temp: 21.1; Tissue Temp: 22.0

1 cm space from Body, Rear, W-LAN(802.11b) Ch. 1, Ant Internal

Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.147 W/kg

SAR(1 g) = 0.080 W/kg; SAR(10 g) = 0.042 W/kg

0 dB = 0.112 W/kg
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, W-LAN 5G (0); Frequency: 5290 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5290 MHz; σ = 5.481 S/m; εr = 47.225; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(4.7, 4.7, 4.7); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 1.4mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-06; Ambient Temp: 20.8; Tissue Temp: 21.5

1 cm space from Body, Rear, W-LAN(802.11ac VHT80) Ch. 58, Ant Internal

Area Scan (14x21x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.540 W/kg

SAR(1 g) = 0.130 W/kg; SAR(10 g) = 0.047 W/kg

0 dB = 0.312 W/kg 
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, W-LAN 5G (0); Frequency: 5530 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5530 MHz; σ = 5.863 S/m; εr = 46.714; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3930; ConvF(4.41, 4.41, 4.41); Calibrated: 7/26/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 1.4mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-07; Ambient Temp: 21.0; Tissue Temp: 22.2

1 cm space from Body, Rear, W-LAN(802.11ac VHT80) Ch. 106, Ant Internal

Area Scan (14x21x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm, Graded Ratio: 1.4

Power Drift = -0.18 dB
Peak SAR (extrapolated) = 0.428 W/kg

SAR(1 g) = 0.097 W/kg; SAR(10 g) = 0.032 W/kg

0 dB = 0.250 W/kg
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, GSM 850_10 (0); Frequency: 836.6 MHz;Duty Cycle: 1:4.15
Medium parameters used: f = 836.6 MHz; σ = 0.998 S/m; εr = 55.522; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.44, 9.44, 9.44); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-11-29; Ambient Temp: 21.3; Tissue Temp: 22.2

1 cm space from Body, Right, GSM850 GPRS 2Tx Ch. 190, Ant Internal

Area Scan (6x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.939 W/kg

SAR(1 g) = 0.663 W/kg; SAR(10 g) = 0.460 W/kg

0 dB = 0.814 W/kg
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DT&C Co., Ltd.

DUT: HA43;  Type: Bar

Communication System: UID 0, WCDMA 850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used: f = 836.6 MHz; σ = 1.001 S/m; εr = 55.938; ρ = 1000 kg/m3

Phantom section: Flat Section 

DASY5 Configuration:
Probe: EX3DV4 - SN3866; ConvF(9.44, 9.44, 9.44); Calibrated: 5/31/2017; Electronics: DAE4 Sn1335

Sensor-Surface: 2mm (Mechanical Surface Detection)  
  Phantom: SAM with CRP_2016_07_22_middle; Type: QD000P40CD; Serial: TP:1786

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Test Date: 2017-12-01; Ambient Temp: 21.0; Tissue Temp: 21.6

1 cm space from Body, Right, WCDMA850 Ch. 4183, Ant Internal

Area Scan (6x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.740 W/kg

SAR(1 g) = 0.524 W/kg; SAR(10 g) = 0.364 W/kg

0 dB = 0.643 W/kg 
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