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10. SETUP PHOTOS 
 

Note – The EUT used in the XYZ Photos is the same type unit as the Final Test photos.  Only 
the enclosure housing color is different (White for XYZ and Black for Testing)  

Page 28 of 37 
UL LLC  FORM NO: 03-EM-F00858 
12 Laboratory Dr., RTP, NC 27709  TEL: (919) 549-1400 

This report shall not be reproduced except in full, without the written approval of UL LLC. 



REPORT NO: R11854880-E1 V4 DATE: 2017-08-31 
FCC ID: JPZ0117 IC: 2851A-JPZ0117  

RADIATED EMISSION FOR PORTABLE CONFIGURATION – X ORIENTATION 
 

 

RADIATED EMISSION FOR PORTABLE CONFIGURATION – Y ORIENTATION 
 

RADIATED EMISSION FOR PORTABLE CONFIGURATION – X 
ORIENTATION 
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RADIATED EMISSION FOR PORTABLE CONFIGURATION – Y 
ORIENTATION 
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RADIATED EMISSION FOR PORTABLE CONFIGURATION – Z ORIENTATION 

 

RADIATED EMISSION FOR PORTABLE CONFIGURATION – Z 
ORIENTATION 
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RADIATED EMISSION BELOW 30 MHz 

 

RADIATED EMISSIONS BELOW 30MHz (BACK) 

 

RADIATED EMISSIONS BELOW 30MHz (FRONT) 
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RADIATED EMISSION ABOVE 30 MHz 

 

 

RADIATED EMISSIONS ABOVE 30 MHz (FRONT) 

 

RADIATED EMISSIONS ABOVE 30 MHz (BACK) 
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RADIATED EMISSION ABOVE 1 GHz 

 
 

RADIATED EMISSIONS ABOVE 1 GHz (FRONT) 
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RADIATED EMISSIONS ABOVE 1 GHz (BACK) 
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AC MAINS LINE CONDUCTED EMISSION 
 

 
 
  

LINE CONDUCTED EMISSION (FRONT) 
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END OF REPORT 

 

LINE CONDUCTED EMISSION (SIDE) 
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